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This manual implements AFPD 24-2, Preparation and Movement of Air Force Material. It provides guidance and
procedures for preparing hazardous materials for shipment by military aircraft to ensure that such materials are
packaged, marked, labeled, and prepared properly for transportation. This manual includes the shipment of nuclear
materias, except for nuclear weapon major assemblies and nuclear components packaged and shipped per
Department of Energy-Defense Nuclear Agency (DOE-DNA) TP 45-51 and its supplements. It includes labeling
requirements, ingructions for transporting passengers with hazardous materials and ingructions for notifying the
aircraft commander regarding hazardous materials on the aircraft. It implements Department of Defense (DoD)
Regulation 4500.9-R, Defense Transportation Regulation (Parts 11 and I11) and Department of Transportation
(DOT) Exemptions 7573 and 9232 (DOT-E 7573 and DOT-E 9232) for commercia aircraft under contract to the
Air Mobility Command (AMC). The use of a name of any specific manufacturer, commercial product, commaodity
or service in this publication does not imply endorsement by the military services** Penalties and Disciplinary
Action. Failureto observe prohibitions and mandatory provisions of thismanual by military personnd isaviolation
of Article 92, Uniform Code of Military Justice (UCMJ). Violations by civilian employees may result in
adminigrative disciplinary action without regard to otherwise applicable crimina or civil sanctions for violations of
related laws. See attachments 1 and 2 for terms, abbreviations, and acronyms used in this manud .

#SUMMARY OF REVISIONS

Thisrevision incorporates applicable changes to the Department of Transportation (DOT) Title 49 Code of Federal
Regulations (CFR) and the International Civil Aviation Organization (ICAQO) Technical Instructions. Thisrevision
amends policy statements (Chapters 1-3), hazard classification and communication information (Attachment 4), and
packaging requirements (Attachments 5-13). Other major changes include expanding guidance on inspection
procedures (Attachment 28) and adding packaging requirements from AFR 71-4 (15 January 1988) for use with
Grandfathered munitions shipments (Attachment 27). This manual reorganizes text to comply with Air Force
Manua format and changes many procedures. These changes clarify requirements and further standardize DoD
packaging and shipping with the commercial sector.
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Chapter 1

GENERAL GUIDANCE

1.1. Applicability. Handlers, packers, inspectors, and preparers (certifiers) of hazardous materials shall comply
with rules designed to maximize safety and security of the aircraft, aircrew, cargo and passengers. They must know
the exceptions, exemptions, and waiversto federal laws and related government directives that are unique to military
airlift operations and how to apply them.

- Thismanua governsthe transport of hazardous material as cargo on military fixed and rotary wing aircraft.
Apply the requirements specified in this manual unless modified or updated according to 1.2.1.

- Hazardous materials required as operational equipment of the aircraft for ground/air servicing as identified
in applicable aircraft flight publications are not regulated by this manual .

- Theprovisions of thismanual are directive in nature, and must be complied with by those personnel whose
positions or jobs entail responsibility for the functions covered.

- Ensure compliance with current applicable DOT and EPA requirements when transporting hazardous
materials outside of the Defense Transportation System. Hazardous waste shipments entering or exiting a
domestic location must comply with 40 CFR Parts 260-265, including preparation of a hazardous waste
manifest.

1.2. Responsibilities Assigned.

1.2.1. Office of Primary Responsibility (OPR) will publish emergency changes of an operational or technical
nature that do not change policies or major procedures without service coordination. Coordinate all policy changes
with Service focal points. |ssue hazardous cargo information, darifications, updates, procedural and policy changes
to Air Force activities and Service focal points. Focal points retransmit changesto their respective service or agency
shippers.

*1.2.2. Service Focal Points jointly establish procedures and prepare any documentation necessary to implement
thismanual. Users contact their Service focal pointsfor al clarifications and waivers. Servicefocal points are

- Air Force. AFMC LSO/LOP, 5215 Thurlow Street, Wright-Patterson AFB, OH 45433-5540, (937) 257-
4503/1984,

DSN: 787-4503/1984.

- Army. US Army Material Command, Logistics Support Activity, Packaging, Storage, and
Containterization Center, ATTN: AMXLS-TP, 11 Hap Arnold Blvd, Tobyhanna PA 18466-5097, (570)
895-6622/7070, DSN: 795-6622/7070.

- Navy. Commander, Naval Inventory Control Point, Code 07122.30, P.O. Box 2020, 5450 Carlide Pike,
Mechanicsburg, PA 17055-0788, (717) 605-2784, DSN: 430-2784.

- MarineCorps. Commandant of Marine Corps (LPP-2), Headquarters, U.S. Marine Corps, 2 Navy Annex,
Washington, DC 20380-1775, (703) 695-8926 DSN: 225-8926.

- Defense Logistics Agency. HQ Defense Logistics Support Command, Attn: DLSC-LDD, 8725 John J.
Kingman Road, Suite 4134, Fort Belvoir VA 22060-6221, (703) 767-3673/3511 DSN: 427-3673/3511.

%*1.2.3. Packers package hazardous materials, but do not sign legally binding documents.
1.2.4. Preparers certify that hazardous materials are properly classified, described, packaged, marked and labeled,
and in proper condition for military airlift according to the applicable regulations of the Department of
Transportation and this manual. Preparers include Technical Specialists. These individuals are qualified based on
their training in handling and preparing the hazardous material in the performance of their duties.
1.2.5. Handlers maintain safe operations when transporting hazardous materials and proficiency in job specific
responsibilities. Handlers include warehouse workers, load planners, load selectors, special handling personnel, and
aircraft load teams.
*1.2.6. Inspectors ensure hazardous materials are properly prepared and documented before entering into the
military airlift system (see attachment 28).
1.2.7. Ingtallation or Activity Commanders (or their designated representatives).

- Train personne according to paragraph 1.3.
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- Appoint preparers as certifying officials to complete the Shipper’s Declaration for Dangerous Goods
Certification. This authorization must include the scope of the individual's authority and qualified training
according to attachment 25. Document the authorization in writing, electronically, or other auditable method.

1.2.8. Contracting Officers. Ensure al DoD contracts and purchase requests for hazardous materias include the
provisons of the supplement to the Federal Acquisition Regulation (FAR), Paragraph 52.228-7007 (Safety,
Ammunition, and Explosives). Contractors get copies of specifications, standards, and publications from the
procuring agency or as directed by the contracting officer.

1.2.9. Air terminal or base operations personnel. Notify the aircraft commander (or designated representative),
in writing, of all hazardous materials aboard the aircraft. The activity responsible for delivering the cargo to the
aircraft provides this notification in the absence of an established air terminal or base operation. The briefing
agency must meet the requirements of attachment 21.

1.3. Hazardous Material Training Requirements. Commanders assign hazardous materia workers and ensure
each successfully completes relevant training.  Train hazardous material workers according to attachment 25.
Training for all levels of hazardous material workers who may effect the safety of hazardous materials in
transportation, as a minimum, must address the following areas:

- Hazardous material general awareness and familiarization.

- Safety procedures to include emergency response.

- Function specific responsibilities directly relevant to the individual's role in hazardous materia

transportation.

*1.4. Special Assignment Airlift Missions (SAAM). Process SAAM requests, cargo clearance, and appropriate
confirmations according to DoD 4500.9-R, Defense Transportation Regulation, Part 1. Unless specifically
exempted under the provisions of paragraph 2.3, properly prepare, package, mark, label, and document all hazardous
materias transported by SAAM aircraft according to this manual. Do not automatically apply the provisions of
Chapter 3 for use of SAAM aircraft. Refer to paragraph 3.2 for validation and use of SAAMSs for tactical,
contingency, or emergency operations.

15  Transportability Desgn Criteria.  Configure hazardous materials (items and articles) to ensure
transportability on military aircraft. Itemsin their shipping configuration and skidded or wheeled equipment must
meet the transportability design criteria identified in MIL-STD-1791, Desgning for Internal Aerial Delivery in
Fixed Wing Aircraft.

1.6. General Packaging Requirements. Package hazardous materials in containers authorized by this manual,
Title 49 Code of Federal Regulations (CFR) Part 173, the International Civil Aviation Organization (ICAO)
Technical Ingtructions, or the International Air Transport Association (IATA) Dangerous Goods Regulation.
Attachment 3 appliesto all military air shipments. See paragraph A17.1.2 for certification ingructions.

%1.7. United Nations (UN) Performance Specification Packaging. Prepare hazardous materias in UN
specification containers unless exempted by a specific packaging paragraph in this manual. DoD activities use the
DoD POP Program to locate tested and authorized DoD packaging configurations. If the hazardous materia is
procured in a manufacturer’s UN specification container, use that container. Ensure compliance with all other
requirements of this manual, including air-éigibility. 1f the managing activity has specified a container Special
Packaging Ingruction (SPI), use that UN specification container. Frustrate hazardous cargo not correctly packaged
and marked to UN specification reguirements. For additional information concerning UN specification packaging or
performance test reguirements see DLAD 414541/AR 700-143/AFJ  24-210/NAVSUPINST 4030.55/MCO
4030.40A, Packaging of Hazardous Material. Service focal points are unable to waive UN specification
requirements.
1.7.1. Exempt Items. The following materials are exempt from UN performance specification packaging test
requwements The packaging paragraph from table A4.1 will specify required packaging.
Compressed gas cylinders

- Radioactive material

- Dryice

- Magnetized material
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- Life-saving appliances

- Mercury contained in manufactured articles

- Packages whose net mass exceeds 400 kg (882 pounds) or with a capacity exceeding 450 liters (119

galons)

1.7.2. Grandfathered Items. Government-owned goods packaged before 1 January 1990 are exempt from UN
specification requirements.  Ship these items under the packaging requirements in effect at the time of packaging.
Annotate the shipping papers "Government-owned goods packaged before 1 January 1990." See attachment 17 for
certification instructions.

1.8 Fueled Vehicles and Equipment. Limit quantity of fuel within a vehicle or wheeled support equipment to a
minimum. Do not exceed the maximum fuel in tank limits specified in attachment 13. Commanders must consider
availability of fuel at the destination and operationa requirements for mission readiness when determining fuel
levels and ship with less than the maximum alowable amount when applicable. The preparer (certifying official)
must ensure any unnecessary fuel is drained prior to shipment.

%*1.9. Damaged or Improper Shipments. Do not transport any damaged, leaking, or improperly packed, marked,
or labeled item or material.
- Return shipments to the originator, at the originator's expense, when a shipment requiring UN specification
containersis not packaged properly. The originating activity may provide the shipper with the appropriate
UN specification marking to correct the shipment. Consider urgency of need when determining the best
method for correcting a deficient shipment. Ensure compliance with applicable modal regulations when
offering any shipment for transportation.
- Report deficiencies on SF 361, Transportation Discrepancy Report, or SF 364, Supply Discrepancy
Report (or equivalent reporting means as designated by the Service Focal Points and coordinated with
AFMC LSO/LOP). Report leaks from packages, equipment, and self-propelled vehicles during loading or
unloading, or in flight as a packaging deficiency.
- Immediately report any release of a hazardous substance in a quantity equal or greater than its reportable
quantity to the Environmental Protection Agency (EPA) by calling the US Coast Guard National Response
Center at 800-424-8802 or 202-267-2675.
- Consult local installation operating procedures for hazardous material emergency planning, response, and
reporting requirements in the event of an incident involving hazardous materials.
- Do not move dropped or damaged explosive items. The Transportation or Packaging Office will
immediately contact Explosive Ordnance Disposal (EOD), safety or munitions personne to determine
disposition.

*1.10. Empty Containers, Cylinders, Radioactive Packages and Nonhazardous Materials.  Except as
specified in this paragraph, empty containers or articles are not subject to any other requirements of this manual.
1.10.1. Empty Containers. Inspect packages that formerly contained a hazardous material covered by this manual
to determine the presence or absence of hazardous materia. If there is presence of hazardous material, purge the
hazardous material or the packageis regulated in the same manner as prescribed for the package if full. A container
is considered empty if:

- A hazardous article has been removed from its container and there is no possibility of remaining residue
(i.e., empty torpedo or missile containers).

- If the container has been purged of the hazardous material it previoudy contained.

1.10.2. Empty Cylinders. Compressed gas cylinders are empty if the pressure in the cylinder is less than 40
pounds per square inch absolute (psia) at 21 degrees C (70 degrees F). Psia equals the gauge pressure plus
atmaospheric pressure (14.7 psi).

- Before shipment, inspect empty cylinders for dents, bulges, oxidation pits, or other damage. Handle faulty
cylinders as required by the latest DOT regulations or DLAI 4145.25/AR 700-68/NAVSUPINST
4440.128D/MCO 10330.2D/AFIMAN 23-227(1), Sorage and Handling of Liquified and Gaseous
Compressed Gasses and Their Full and Empty Cylinders.

- Tightly close valves of cylinders before offering for transportation. The requirements of A3.3.2.2 apply to
the protection of the valves.
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- If the cylinder contains residue of either of the following material, ship is regulated as full cylinders,
regardless of psia, unless completely cleaned and purged of residue or vapors:
- Ammonia, Anhydrous
- Division 2.2 with a subsidiary risk
- Containsaflammable or poisonous material
1.10.3. Empty Radioactive Material Packaging. Empty the contents of the packaging as far as practica and
ensure:
- Therequirementsof A11.11 are met.
- The packaging is in unimpaired condition and is securely closed so that there will be no leakage of
radioactive material under normal transportation conditions.
- Internal contamination isnot over 100 times the limits specified in A3.3.7.11.
- Thepackaging is prepared for shipment according to the requirements of A11.12.
1.10.4. ldentifying Nonregulated Material, Containers or Cylinders. Anitem listed in table A4.1 may not be
regulated because it does not meet the definition of the hazard class. Thisincludes containers or articles defined as
empty according to this paragraph. In this situation, when the item is determined to be nonregulated, the shipper
must alert the carrier by:
- Annotating "NONHAZARDOUS" in the address block of the DD Form 1387, Military Shipment L abel.
In the absence of a DD Form 1387, the shipper will use an equivalent means of notification.
- Shiptheitem as genera cargo and a Shipper’s Declaration for Dangerous Goods form isnot required.
- Apply an "EMPTY" label according to Attachment 15, when applicable. A labd is not required for
equipment or articles unless packaged, crated, or otherwise enclosed to prevent ready identification.
- The"NONHAZARDOUS" entry on the DD Form 1387 and the use of an "EMPTY" labdl is not required
when the hazardous contents are completely removed from the container and there is no possibility of
remaining residue, and the hazard communication markings and labels are removed or covered.

*1.11. Stowing Hazardous M aterials.

- Ensure hazardous materials are compatibl e (attachment 18) when stored in transit.

- Ensure hazardous materials are accessible in flight.

- Ensure hazard markings and warning labels are visible to aircrew and unloading personnel.

- Do not stow hazardous material s susceptabl e to leaking on the same aircraft pallet with foodstuff, feed, or
any other edible materia intended for consumption by humans or animals (see paragraph 3.6.3). Solid
material, such as explosive articles, may be loaded on the same aircraft pallet with foodstuffs based on
operationa requirements.

%*1.12. Protective Equipment. The aircraft operator will ensure appropriate equipment is available to protect
aircrew and passengers when transporting materials whose vapors are toxic, irritating or corrosive. Aircraft must
have a closed oxygen system or protective mask for each person aboard. The shipper will provide any required
special equipment to meet unique cargo safety requirements. It is the shipper’s responsibility, based on intimate
knowledge of the material, to determine necessary required protective equipment. While the exact equipment
required depends on the materials being transported, following are the recommended minimum (or equivalent
substitutions):
- Two pairsof rubber gloves.
- Onepair of protective gloves.
- Oneplastic or rubber apron.
- A five-pound (2.3 kg) package of incombustible absorbent materid.
- Threelarge plastic bags (4-mil thick, asaminimum).
- Oneoxygen or protective mask for each person.
- The base must ensure availability of protective equipment to cope with ground emergencies involving the
cargo during loading operations. Coordinate respiratory and other persona protection requirements with
the medical service.

%1.13. Unitized, Palletized, Containerized, or Consolidated Loads. Shippers must ensure aeria ports can
handleloads. Ensureload configurations are:
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- As stable as a single container. Items within containerized units will be secured in a manner to prevent
damage or breakage during transportation. Consider both horizontal and vertical movement when
determining securement method.

- Individually packaged as prescribed by table A4.1. The containerization unit is for ease of handling, it is
not considered the outer package for any item stowed insde.

- Individually marked, labeled, and certified to the requirements of this manual and MIL-STD-129.

- Designed to provide installed equipment in approved holders meeting airlift restraint criteria

- Compatible as required by attachment 18.

- Developed not using fiberboard or plywood sideboards unless specifically required by this manual.

- Marked and labeled on the outer most container according to attachments 14 and 15.

- Therequirements of this paragraph apply to Mobility Readiness Spares Package (MRSP).

1.13.1. Accessibility. Do not ship containerized loads of hazardous material that are not easily accessible to the
aircrew during flight. Physically stow hazardous materials next to the container opening and position to allow
access while on the aircraft. Theaircrew must have visual and physical access to all hazardous materials to mitigate
any hazard posed by an in-flight incident. If thereis evidence of a leak, the crew-member can locate the hazard,
determine the extent of the risk, and take appropriate action to get under control or declare an in-flight emergency.
Ensure air transportation personnel have access to the contents for inspection. Provide a key to unescorted, locked
containers to the aircraft commander or designated representative. Ship only the following hazardous materials in
inaccessible containers or tactical shelters:

- Recompression vans, support vans, and shelters used by the Underwater Construction Team. Hazardous
items inside these escorted containers have been identified to and approved for shipment byAFMC
LSO/LOP.

- Fire extinguishers secured in appropriate holders or brackets, or properly packaged according to this
manual.

- Vehicles, support equipment, or other mechanica apparatus. Completely drain (residua fuel not to exceed
17 oz) items fueled by a flammable liquid with a flash point a or above 38 degrees C (100 degrees F).
Tightly seal fuel linesand tank to prevent residua fuel leaks. Drain and purge items fueled by a flammable
liquid with aflash point below 38 degrees C (100 degrees F). Installed batteries must be nonspillable type
and secured upright.

- Items shipped under the PSN "Life Saving Appliances' and packaged according to this manual.

- Air conditioners and environmental control units, magnetic material, radioactive material, and
thermometers.

- Clasd/division 1.4S expl osives packaged according to this manual.

- Non-flammable gases or non-flammable aerosols prepared according to this manual and packed in strong
outer containers.

- "Consumer Commodities’ not containing aliquid or aflammable gas.

1.14. Procedures for Airdropping Hazardous Materials. Prepare airdrop |oads according to the TO 13C7/FM
10-500 series. Prepare, mark, label, certify, and accept airdrop hazardous cargo the same as air landed cargo.

1.15. Nuclear Weapons Material. Use the detailed information and procedures for preparing nuclear weapons
materid in DOE-DNA TP 45-51/Army TM 39-45-51/Navy SWOP 45-51/Air Force TO 11N-45-51, Transportation
of Nuclear Weapons Material (including supplements). This document provides a chart indicating the air shipment
compatibility of nuclear material with nonnuclear explosives and hazardous materias. Also, determine the inter-
compatibility of explosives and hazardous materials according to attachment 18. Packaging and handling of nuclear
materia not specifically outlined in the above document must meet the requirements of this manual.

1.16. Air Standardization Coordinating Committee (ASCC) Air Standards. Member nations (Australia,
Canada, New Zealand, United Kingdom, and United States) agree in Air Standards 44/9 to accept the categorization
and authorization by participating nations of explosives, radioactive materials, and dangerous cargo for onward
carriage in their own military aircraft. Label shipments according to the ICAO Technical Instructions, 1ATA
Dangerous Goods Regulation or by nationally approved labels. Certify the shipment meets all requirements for air
transport.
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1.17. NATO STANAG 3854, Palicies and Procedur es Gover ning the Air Transportation of Danger ous Car go.
Participating nations agree to apply the United Nations International System for the Classification of Dangerous
Cargo for air trangportation. This includes the labeling (supplemented where necessary by ICAO or IATA labels)
and certification. National regulations are still the authority for preparing, packing, aircraft stowing, and restraining
dangerous cargo. Apply the nationa handling regulations of the carrier when transferring dangerous cargo from one
nation to another for onward carriage.

NOTE: Paragraphs 1.16 and 1.17 are subject to international military standardization agreements. Do not make
changes or deviations without authorization as prescribed in AFI 60-103 or NAVAIR Instruction 5711.1.

1.18. Mail Shipments. Shipment of hazardous material by mail isnot permitted on military aircraft.
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Chapter 2
DEVIATIONS, WAIVERS, AND SPECIAL REQUIREMENTS
2.1. Deviationsand Waivers. Deviations and waivers are a departure from established procedures in this manual.

2.2. Passenger Movement Deviations. Do not transport passengers with hazardous materials coded as cargo
aircraft only in table A4.1, column 7 and table A4.2 Passenger Eligibility “P’ Codes. See attachment 22 for
deviation authority, additional passenger information, and supplemental oxygen requirements.

*2.3. Packaging and Compatibility Waivers. Waivers are exceptions to the packaging or compatibility
requirements of this manual. Safety and risk management of airlift assets are the overriding factors for waiver
consideration. Ease of operation, convenience, or program office preference are not reasons for waiver. Service
focal pointswill not issue waivers if surface transportation is reasonably available.

2.3.1. Packaging Waivers. The shipper must obtain a waiver for any hazardous item or packaging not authorized
in attachments 5 through 13. Submit waiver requests to your Service focal point (see paragraph 1.2.2) by letter,
message, or telephone. Confirm waivers requested by telephone with a letter or message. Ensure receipt of the
|etter or message prior to issuing the waiver. A copy of the waiver must accompany the shipment. The DoD does
not have authority to issue packaging waivers to UN specification requirements. Do not jeopardize safety for
convenience or ease of operation. To obtain a waiver, the shipper must:

- Provide adetailed description of the package.

- Providethe PSN, hazard class, identification number, packing group, and net quantity of the material.

- Provide a detailed explanation why the established requirements can not be met.

- Provide atransportation anaysis identifying why surface transportation can not be effectively utilized.
2.3.2. Compatibility Waiversfor Military Aircraft. Shippers submit waiver reguests to their Service focal point
(see paragraph 1.2.2) for approval. For Air Force aircraft, the Service focal point forwards the waiver request, with
their coordination, to HQ AMC/SEW/DONC Scott AFB IL 62225-5363. Waiver requests must contain the
following information:

- Reason incompatible material s require shipment together.

- Reason for air movement and why other transportation modes cannot be utilized.

- Statement that if one item detonates or leaks, incompatible items (in the same container or on the same

aircraft) will not cause a propagation detonation, fire, corrosive effect, or contamination of the aircraft.
Provide a brief description (include tests, if performed) which support your safety conclusions. Also,
provide any additional safety controlsthe carrier must exercise.

- Provide intended date of movement, routing, and type of airlift required.

- Provide nationa stock numbers; model numbers of explosive items, PSNs; hazard classes; identification

numbers; quantity or net explosive weight (individual and total as applicable); and packaging paragraphs.
Provide points of contact at origin and destination bases.
2. 33 Compatibility Waivers for AMC-Contracted (Commercial) Aircraft. Do not move incompatible items
by AMC-contracted aircraft unless authorized by a DOT exemption. |If an emergency situation exists to airlift
incompatible items by AMC-contracted aircraft, provide the information required by paragraph 2.3.2 to HQ
AMC/DONC/SEG who will request an exemption from the DOT if warranted.
2.3.4. Operational Necessity Waivers. Variations to the requirements of this manual are authorized for a specific
mission when drategic and compelling reasons exist. The ServicelMAJCOM having operationa control of the
aircraft must approve the operating procedures for specific missons. USTRANSCOM approves operating
procedures for overall program management of strategic lift assets operated by HQ AMC. This paragraph appliesto
the following conditions:

- Recovery of downed aircraft.

- Emergency rescue operations.

- Movement of portable generatorsto support critical and key functions where power has been disrupted.

- Movement of fueled support equipment (SE) to replace inoperative equipment supporting an ongoing

mobility exercise or operational plan. Equipment may be transported with fuel not to exceed one-half tank.
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- Shipments in accordance with the requirements of AFlI 11-289, Phoenix Banner, Phoenix Slver, and
Copper Operations.
2.35. Intelligence or Criminal Investigations. Variations to the requirements of this manua are authorized for
airlift of hazardous materials involved in intelligence or criminal investigations. Qualified personnel of those
agencies responsible for the cargo must certify that all safety precautions have been taken to transport the materials
safely. The shipper must ensure compliance with as many requirements of this manual as possible. This
authorization is valid only for movement out of an austere environment. At the first secure in-route airfield, the
cargo must be prepared according to this manual or paragraph 2.3.1.
*2.4. DOT Exemptions. A DOT exemption is authority to deviate from the requirements of 49 CFR 100-199.
Use exemptions as authority for shipment by military air, if applicable. Follow all requirements of the exemption.
- The shipping activity must provide a copy of the exemption for each shipment. If the approval date on the
exemption has expired, but a renewal has been applied for, enter, "Renewal Requested, Current Exemption
Still Valid". Place this statement on the exemption after verifying renewal reguest with the Service Focal
Paint.
- The exemption must accompany the cargo in the Defense Transportation System.
- Maintain a copy of the exemption at each facility whereit is used in connection with the transportation of
the hazardous material.
- Do not use DOT packaging exemptions for international shipments unless the item is exempted from UN
specification requirements (see 1.7.1).
- Forward requests for new exemptions or copies of existing exemptions according to the DTR, Volumel 1.

*2.5 Competent Authority Approvals (CAA). A CAA isan approval issued by a national agency responsible
under itsnational law for the regulation of hazardous materials transportation. The U.S. Competent Authority is the
U.S. Department of Transportation. These may also be referred to as Special Approvals. The following information
applies:

- One type of CAA isissued for explosive hazard classification. A copy of this CAA is not required to
accompany military air shipments. See paragraph A3.3.1.2 for explosive classification approval
requirements. If packaging requirements are included as part of an explosive hazard classification CAA,
certify the shipment to A5.6 and attach a copy of the CAA to the shipper’s declaration (see A17.4.1).

- A second type of CAA isissued for packaging or other transportation requirements when specified by the
responsible national agency for the originating shipment.  These indude CAA's issued by the U.S.
Competent Authority and foreign agencies.

- Usethis CAA asauthority for military air shipment.

- Follow all requirements of the approval.

- Theshipping activity must provide a copy of the CAA for each shipment.

- The CAA must accompany the cargo in the Defense Transportation System.

- The Inventory Control Point for the item (national stock number managing activity) must submit the
CAA reqguest to the Service/Agency focal point according to the DTR, Volume 1l. Request copies of
existing CAA’saccording to the DTR, Volumell.

%*2.6. DoD Certification of Equivalency (COE). A COE is a certification that the proposed packaging equals or
exceeds the requirements of 49 CFR 100-199. Use COEs as authority for shipment by military air, if applicable.
Follow all requirements of the approval.
- Theshipping activity must provide a copy of the COE for each shipment.
- The COE must accompany the cargo in the Defense Transportation System.
- Do not use COEs for international shipments unless the item is exempted from UN specification
requirements (see 1.7.1).
- Forward reguests for new COE’s according to the DTR, Volume Il. Request copies of existing COE’s
according to 1.2.2.
- COE issuing officials, as identified in the DTR, Volume |1, follow guidance in DLAD 4145.41/AR 700-
143/AFRJ 24-210/NAV SUPINST 4030.55/M CO 4030.40, Packaging of Hazardous Material, for approving
COEs. Any COE that approves military airlift of a hazardous material that is forbidden by this manual,
either primary or secondary hazard, must be coordinated with the respective Service Focal Point and
AFMC LSO/LOP.
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2.7. Limited and Excepted Quantities. Use good quality packaging specified in attachment 19 to ship small
quantities of hazardous materials aboard military aircraft. Personnel may use UN specification packaging even
though it’'snot required.

2.8. Emergency Response Information. Do not offer for transportation, accept for transportation, transfer, store,
or otherwise handle hazardous materials unless emergency response information is available at all times. The
shipper must provide a 24-hour emergency response telephone number that is monitored at all times by personnel
who are knowledgeable of the hazards and characteristics of the materials being shipped. This information is
required in the event of an emergency involving the material. Enter the phone number on the manifest (or on the
Shipper’s Declaration for Dangerous Goods attached to the manifest) immediately following the description of the
hazardous material, in a clearly visible location. Enter the phone number only one time if the number applies to
each hazardous material on the manifest. Indicate the telephone number is for emergency response information by
annotating the words "EMERGENCY CONTACT," followed by the telephone number (including the area code or
international access code). DaD activities use the following telephone numbers:
- For Class 1 material, contact The Army Operations Center, (703) 697-0218/0219. Ask for the Watch
Officer.
- For radioactive material, contact Rock Island Arsenal, (309) 782-3510. Call collect. Ask for the Staff Duty
Officer.
- For al other hazardous materias, contact The DoD Emergency Response Hotline, 1-800-851-8061 (toll
free) or 1-804-279-3131.
- Shipments originating from non-DoD activities use a company, safety organization, or other contact
telephone number applicable to the materia shipped.

*2.9. Complying With Special Cargo Reguirements. Ensure any Inhalation Hazard Zone A materid (as
identified by Special Provision 1 in table A4.1, column 7); Class 1, compatibility group K; Fissile Class Il
Radioactive Materias; infectious substances and biological research materials requiring a technical escort comply
with the extensive protective measures outlined in attachment 24.
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Chapter 3
TACTICAL, CONTINGENCY, OR EMERGENCY AIRLIFT

% 3.1. Purpose. Shippers must identify procedural exceptions for movement of hazardous materials under tactical,
contingency, or emergency conditions as specified in DoD 4500.9-R, Defense Trangportation Regulation and
implementing Service directives. This chapter does not apply to helicopters being used for insertion or extraction of
combat troops to, from, or within a combat area

%*3.2. Applicability. This chapter imposes a considerable increase in risk to the aircraft, air crew, and customers.
Real world situations may dictate use, but mission validators must evaluate the strategic and compelling reason to
increasetherisk.

- The MAJCOM having operational control of the deploying unit justifies the applicability of this chapter by
indicating the nature of the movement in the airlift request.

- Ensure this chapter is used for operations that support DoD agencies and allies in providing sustained,
immediate, and responsive air movement, and delivery of personnd and material to, within, or from
objective areas. Included are Joint Chiefs of Staff (JCS), component, and unilateral mobility exercises
designed to simulate and evaluate responsiveness to tactical, contingency, or emergency sSituations
requiring airlift.

- Do not use the provisions of this chapter during redeployments unless mission readiness is affected.
Responsibility remains with the MAJCOM having operational control of the deploying unit to justify the
applicability of this chapter by indicating the nature of the movement in the airlift request.

- Apply these provisons to notional tasking of Standard Air Munitions Package/Standard Tank Rack
Adapter and Pylon Package (STAMP/STRAPP) and deployable munitions packages, as directed by HQ
AFMC/DRW.

- Observe al practical ground and flight rules and brief each aircraft commander (or representative
designated by the commander) according to attachment 21.

- Refer to Department of Defense (DoD) Regulation 4500.9-R, Defense Transportation Regulation, for
manifesting requirements.

- Do not transport hazardous cargo aboard tactical or strategic aeromedical evacuation aircraft. The field
commander may alow the transportation of casualties on aircraft carrying hazardous cargo in extreme
circumstances that may result in potential loss of life.

- Theater commandersin coordination with USTRANSCOM evaluate acceptable risk relative to the urgency
of need to determine if the procedures of this chapter will continue to apply to sustained logistical resupply
airlift.

%*3.3. Use of Commercial Airlift. Use DOT exemptions 7573 and 9232 (DOT-E 7573 and DOT-E 9232), as
outlined in attachment 23, as required for AMC contracted commercial cargo airlift.

*3.4. Packaging Requirements. Comply with UN specification regquirements (except when otherwise specified)
and the packaging configurations specified in attachments 5 through 13. Do not remove hazardous materials from
their required packaging except as authorized in this chapter.

3.4.1. Compliance with Technical Orders. Comply with all technical orders and technical publications to ensure
correct storage of hazardous materials when removed from their packaging and stored in the racks or containers of
tactical equipment or vehicles.

3.4.2. Basic Combat Load or Individual Issue. Personnd are permitted to carry their basic combat load or
individual issue of hazardous materials removed from its required packaging under the following conditions:

3.4.2.1. Personnel will engage an enemy force immediately upon deplaning at the objective or will be airdropped.
3.4.2.2. Personne not immediately engaging the enemy force when deplaning, but will assume atactical mission on
arrival or re-deploying upon mission completion, may deploy with their basic load or individual issue of hazardous
materials. However, the troop commander must collect these items, including small arms ammunition, before the
anti-hijack briefing. On arrival a the aircraft, the troop commander must brief the loadmaster on the hazardous
materials and assist the loadmaster, as directed, in the tiedown before departing. The hazardous materials will be
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redistributed on arrival at destination. If required, apply these provisionsto redeployment of troops upon mission
completion.

3.4.2.3. The following requirements apply when basic combat load or individua issue of hazardous materials are
carried under the provisions of this paragraph:

- Personne must not handle explosives and other hazardous material s during flight operations.

- Ensure dl individua hazardous materids are safe from accidental initiation (i.e, grenades in fiber
containers, safety pins secured, etc.).

- Ensure dl small arms ammunition remain in the individua carrier (for example, bandoleers, ammunition
belts, pouches), and dl weapons remain clear until the aircraft has landed.

- Ensure dl NBC equipment remain in the individual carrier (for example, protective mask bag, mobility
bag), and accompany the individual at all times. First aid kit components must remain within individual
kit carriers or pouches.

- Prepareall hazardous material other than small arms ammunition, nuclear, biological, and chemical (NBC)
equipment, and firgt aid kits for shipment according to this manual, consolidate in one centra location on
the aircraft as directed by the loadmaster, and distribute to personnel before landing.

- Lithium batteries ingaled in eectronic equipment battery box or compartment require no additional
packaging. Individuals may handcarry (pockets, rucksack, backpacks, etc.) the minimum number of spare
lithium batteries required to sustain the immediate operation (as determined by the troop commande).
Pack handcarried lithium batteries in origina wrapping or in nonconductive materia to prevent external
short-circuiting. Prepare equipment containing lithium batteries, not considered individua issue or basic
combat, according to A13.8.

- The troop commander or team chief must brief the aircraft commander or designated representative (i.e.
|oadmaster) on the location of all hazardous materials.

- A Shipper’s Declaration for Dangerous Goods is not required.

- See Attachment 23 for use of contract air carriers operating under DOT-E 9232.

3.5. Passenger Eligibility. Personnel moving under the authority of this chapter are participants in the tactical,
contingency, or emergency operation and not considered passengers. Passenger deviation requirements do not
apply. This authority does not apply to medical evacuees or passengers. |If passenger seats are released to
nonparticipants, the cargo must not be prepared using a provision authorized under the authority of this chapter and
the requirements of 2.2 apply.

% 3.6. Load Configurations.

3.6.1. Compatibility for Chapter 3 Movements. Review operational plans and implement procedures to minimize
the exposure of personnd to hazards of the cargo when more than one aircraft is available. Separate incompatible
explosives and other hazardous materials (and personnel) to the maximum extent possible, as the mission allows.
Use attachment 18, paragraph A18.4 for incompatible hazardous material s transported on the same aircraft.

3.6.2. Complete Round Rigging (CRR). CRR (unassembled on airdrop platform) alows deploying units to airlift
normally incompatible items. CRR encompasses all items necessary for mission completion (i.e, primers,
propelling charges, projectiles, fuses, etc.). CRR will allow loss of one or more pallets without jeopardizing total
mission accomplishment.

- Use CRR to meet operational requirements. Authorized for exercises only when there is an intent to fire
munitions.

- Use only CRR load configurations shown in TO 13C7/FM 10-500 series for low and high velocity
parachute airdrop. Remove hazardous material from required packaging only when specifically identified
in the TO/FM.

3.6.3. Meals Ready to Eat (MRE). Follow the requirements of paragraph 1.11 for stowing edible material
intended for human consumption on the same aircraft palet as hazardous material. If required by operationa
necessity, load MRE's on the same 463L pallet with hazardous materials under the following conditions:

- Do not load MREs or other edible material on the same pallet with any hazardous materia liquid or
Clasg/division 2.3 gases.

- Separate hazardous materials (except Class 1) from the MREs by the greatest distance possible, but not less
than 44 inchesin al directions.

- Do not load hazardous material s above the MRE's.
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- Flameless Ration Heaters (FRH) packed as a component of the MRE, regardless of the number shipped, are
not regulated by this manual (see A3.3.4). Prepare FRHs shipped separately from the MRE as regul ated
hazardous material according to this manual.

- Do not open, handle, or activate fuel sources shipped aong with the MRE’s inside the aircraft.

*3.7. Fuel for Vehicles and Equipment. Transport fuel needed to operate vehicles and equipment at the
deployment site in air-eligible UN specification containers listed in paragraph A7.3. If required, stow these
containers in the vehicle or equipment according to paragraph 1.11. Prevent metal-to-metal contact between
containers not secured in racks by using cushioning material or fiberboard. Only use DOT 5L jerricans under the
following conditions:
- Allow sufficient ullage (outage) and tightly secure DOT 5L jerrican caps to prevent leakage.
- Secure DOT 5L jericansin permanently configured and approved holders on vehicles or
equipment. See attachment 14 for marking reguirements.
- Total combined fuel quantity for a vehicle or equipment equipped with DOT 5L jerricans can not exceed
the capacity of the item’s fuel tank times two (2).
- DOT 5L jerricans must be drained but not purged when not shipped in an approved holder according to this
paragraph. See paragraph A7.3 for certification.
3.7.1. Fuel-in-Tank Limitations. Transport fueled vehicles, self-propelled units, wheeled engine-powered support
equipment, and al other types of support equipment according to attachment 13, paragraphs A13.5 and A13.6.
Units transported under the provisions of this chapter may contain additional quantities of fuel in tank based on
operationa necessity during deployments. During redeployments, unless mission readiness is affected, limit fuel in
tank toaminimum. See attachment 17 for certification requirements.
3.7.2. Bulk Fuel. Do not transport servicing trucks, trailers, semitrailers, or storage tanks containing bulk fuel, or
any bulk hazardous material by air (except as authorized in paragraph 3.7.3). Purge the bulk tank of hazardous
materia according to service technical manuals. Drain (but need not purge unless directed by technical directives)
bulk fuel tanks used to transport nonflammable liquids or flammable liquids with a flash point at or above 38
degrees C (100 degrees F). Provide air circulation in the cargo compartment of pressurized aircraft.
3.7.3. Additional Fuel. Transport flammable liquid fuel in MIL-D-23119 collapsible fabric drums, not to exceed
500 gallon rated capacity. Ship al other collapsible fabric drums completely drained. Prepare according to
paragraph A7.3.

%3.8. Lithium Batteries.

- Do not transport damaged lithium batteries or those suspected of damage.

- Preparelithium batteries according to this chapter or attachment 13, as applicable.

- Only transport used lithium batteries when properly installed in a battery box or compartment of e ectronic
equipment.

- Do not transport used lithium batteries (not ingtalled in equipment) by military airlift if surface
transportation is available. Air movement from forward combat or exercise area is authorized if it is the
only mode available. See paragraph A13.8 for proper packaging of used batteries.

- For ardrop missions pack eectronic equipment handcarried in a rucksack, in a shipping (airdrop)
container, or as a door bundle depending on mission requirements. Shipper’s Declaration for Dangerous
Goods certification is not required.

3.9. Chemically Contaminated Cargo. Decontaminate itemsto the greatest extent possible in the theater in which
they became contaminated. Destroy reusable wood and fiberboard containers in the theater in which they became
contaminated. Decontaminate reusable shipping containers other than wood and fiberboard (drums, etc.) before
reusing. Double wrap palletized cargo that is susceptible to exposure to contamination. Remove the outside wrap if
exposed to contamination (the inner wrap should protect the cargo). Destroy the contaminated outside wrap in the
theater in which it became contaminated. The following procedures apply to chemically contaminated cargo:

3.9.1. Handling Instructions. Handle carefully, wear protective equipment when necessary. Contamination could
include nerve, blister, or blood chemica agents. Take precautions (protective clothing and breathing apparatus)
when handling or opening contaminated containers and working on contaminated items. Open containers in a
controlled, protected, and well-ventilated area.
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3.9.2. Packaging Requirements. Package contaminated items in a hermetically sealed barrier bag, placed in an
open head metal drum (1A2) with an air-tight gasket. In the absence of a hermetically sealed barrier bag, wrap and
place the contaminated material in an open head metal drum with an air-tight gasket then overpack into an open
head metal drum (1A2) with an air-tight gasket. The outer drum must meet PG | requirements.

3.10. Marking, Labding, and Certification. Mark, label, and certify hazardous materials transported under the
provisions of this chapter according to attachments 14, 15, and 17.

%*3.11. Diverting Hazardous Materials to Nontactical Airlift. Prepare and forward redeployed hazardous
materids prepared according to this chapter if off-loaded intransit as follows:
- The operating command forwards cargo on subsequent tactical/contingency aircraft to support same
movement directive (when possible).
- When tactical/contingency airlift is not available, contact the Traffic Management Office/Installation
Transportation Officer (TMO/ITO) who establishes mode of transportation by most expeditious means.
- Move cargo diverted to channd airlift on first available aircraft. Do not repackage unless transporting the
cargo on a commercial aircraft not operating under DOT-E 7573 or DOT-E 9232. Use attachment 18 for
compatibility requirements for channel airlift.

%*3.12. Transporting Foreign Troops. Transport hazardous materials belonging to non-U.S. military units using
the same guidelines as for U.S. forces.

- Comply with paragraph 3.4.2 for handcarried items

- Ensure use of serviceable UN specification containers or packaging approved by the competent authority of
the transported force. Packaged hazardous materials must be properly marked and labeled to identify the
contents.

- Equivaent foreign certification documents as approved by the competent authority of the transported force
may be accepted in place of the Shipper’s Declaration for Dangerous Goods form. As a minimum, the form
must include in English, the proper shipping name, UN identification number, hazard class/division, and
packing group (if reguired).

Officia RONALD L. ORR, Lt General, USAF
Asst DCYIngtallation & Logistics

By Order of the Secretary of the Army.

ERIC K. SHINSEKI
General, United States Army
Official: Chief of Staff

JOEL B. HUDSON
Administrative Assistant to the

Secretary of the Army
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Officia MARK HARNITCHEK
Captain, SC, USN
Deputy Commander,
Fleet Logistics Operations
Naval Supply Systems Command

Official

G. S. MCKISSOCK

Lieutenant General, U.S. Marine Corps
Deputy Commandant for

Installations and Logistics

Officia MARSHALL H. BAILEY, Ph.D.
Director
DLA Support Services
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Attachment 1
GLOSSARY OF REFERENCESAND SUPPORTING INFORMATION
References

AFI 11-289, Phoenix Banner, Phoenix Slver, and Copper Operations

DLAD 4145.41/AR 700-143/AFJ 24-210/NAVSUPINST 4030.55/MCO 4030.40A, Packaging of Hazardous
Materials

DLAI 4145.21/TB MED284/NAVSUPINST 4610.31/AFR 167-9, Preparation of Medical Materiel Requiring
Freeze or Chill Environment for Shipment.

DLAR 4145.25/AR 700-68/NAVSUPINST 4440.128B/MCO 10330.2B/AFR 67-12, Sorage and Handling of
Compressed Gasesand  Liquid in Cylinders

DNA TP 45-5/Army TM 39-45-51/Navy SWOP 45-51/Air Force TO 11N-45-51, Transportation of Nuclear
Weapons Material

DoD Catalog 5010.16-c Defense Management Education and Training

DoD 6055.9-STD, Explosve Safety Sandards

DoD 4500.9-R, Defense Transportation Regulation

DoD 6050.5, Hazardous Material Information System

DOT Title 49 Code of Federal Regulations (CFR)

IAEA "Regulations for the Safe Transport of Radioactive Materials, Safety Series No. 6"

IAEA "Regulations for the Safe Transport of Radioactive Materials, No. TS R-1"

International Civil Aviation Organization (ICAQO) Technical Instructions

International Air Transport Association (IATA) Dangerous Goods Regulation

MIL-STD-129, Marking for Shipment and Storage

MIL-STD-1791, Designing for Internal Aerial Delivery in Fixed Wing Aircraft

TB 700-2, NAVSEAINST 8020.8B, TO 11A-1-47, DLAR 8220.1, DoD Ammunition and Explosive Hazard
Classification Procedures

Title 40 CFR, Parts 260-265, Protection of Environment

Abbreviations and Acronyms

AFMC Air Force Materiel Command

AFSC Air Force Specialty Code

ALC Air Logistics Center

ALCE Airlift Control Element

AMC Air Mobility Command

ASCC Air Standardization Coordinating Committee
ASME American Society of Mechanical Engineers
ASTM American Society for Testing and Materials
ATOC Air Terminal Operations Center

CAA Competent Authority Approval

CERCLA Comprehensive Environmental Response, Compensation, and Liability Act
CFR Code of Federal Regulations

COE Certification of Equivalency

CONUS Continental United States

CRAF Civil Reserve Air Fleet

CRR Complete Round Rigging

DACG Departure Airfield Control Group

DLA Defense Logistics Agency

DLSC Defense Logistics Support Command

DMET Defense Management Education and Training

DoD Department of Defense
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DOT Department of Transportation

DSN Defense Switched Network

DTS Defense Transportation System

EOD Explosive Ordinance Disposal

EPA Environmental Protection Agency

ERG Emergency Response Guidebook

FAR Federal Acquisition Regulation

FPM Federal Personnel Manual

FRH Flamel ess Ration Heater

IAEA International Atomic Energy Agency
IATA International Air Transportation Association
IBD Inhabited Building Distance

ICAO International Civil Aviation Organization
ID [ dentification

IHC Interim Hazard Classification

IMDG International Maritime Dangerous Goods
IRFNA Inhibited Red Fuming Nitric Acid

ISO International Standards Organization
ITO Ingtallation Transportation Officer

JCS Joint Chiefs of Staff

kPa Kilopascal

LAPE Low Altitude Parachute Extraction

LSA Low Specific Activity

MAJCOM Major Command

MILVAN Military Van

MOS Military Occupational Specialty

MRE Meals Ready to Eat

MRSP Mobility Readiness Spares Package
MTMC Military Traffic Management Command
NA North American

NBC Nuclear, Biological, and Chemica
NEW Net Explosive Weight

N.O.S. Not Otherwise Specified

OPR Office of Primary Responsibility

PCB Polycholorinated Biphenyls

PG Packing Group

POD Port of Debarkation

POE Port of Embarkation

ppm Parts Per Million

PSI Pounds Per Square Inch

PSIA Pounds Per Square Inch Absolute

PSIG Pounds Per Square Inch Gauge

PSN Proper Shipping Name

RQ Reportable Quantity

SAAM Special Assignment Airlift Mission
SCF Standard Cubic Feet

SCFH Standard Cubic Feet per Hour

SE Support Equipment

SMPT School of Military Packaging Technology
SPI Special Packaging Ingtruction

STAMP Standard Air Munitions Package
STRAPP Standard Tank Rack Adapter and Pylon Package
TALCE Tanker Airlift Control Element

TCN Transportation Control Number

19
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TCU Transportation Control Unit
T™MO Traffic Management Office
UCT Underwater Construction Team
UN United Nations
USsG United States Government
USTRANSCOM United States Trangportation Command
WRSK War Readiness Spares Kit
Terms

A1--The maximum activity of special form radioactive material permitted in atype A package.

Ao--The maximum activity of radioactive material, other than special form or low specific activity radioactive

materia, permitted in a type A package. These values are ether listed in A11.5 or may be derived using the
procedurein A11.4.

»*Article--A manufactured item, containing a hazardous material or substance, in a specific shape or design which
end use is dependent on the shape or design. The shape or design prevents loss of hazardous contents during normal
conditions of transport.

Atmospheric Pressure--Atmospheric pressure is 101.3kPa (14.7 psi).
Bag--A flexible packaging made of paper, plastic film textiles, woven material or other similar materials.

Bottle--An inner packaging having a neck of relatively smaller cross section than the body and an opening capable
of holding a closure for retention of the contents.

Box--A packaging with complete rectangular or polygonal faces made of metal, wood, plywood, reconstituted
wood, fiberboard, plagtic, or other suitable material.

Bulk Packaging--A packaging, with no intermediate form of containment, that has a maximum capacity greater than
400 kg (882 Ibs) or 450 L (119 gdlons).

Class 1 (Explosives)--Any substance or article (including a device) which is designed to function by explosion (i.e.,
an extremely rapid release of gas and heat). Unless the substance or article is otherwise classed in table A4.1, the
term "explosive” may aso refer to an item that is able to produce a chemical reaction within itself and is able to
function in a similar manner even if not designed to function by explosion. Explosives in Class 1 are divided into
six divisions as follows:
- Division 1.1--Consists of explosives that have a mass explosion hazard. A mass explosion is one which
affects almost the entire load instantaneoudly.
- Division 1.2--Consists of explosives that have a projection hazard but not a mass explosion hazard.
- Division 1.3--Consists of explosives that have a fire hazard and a minor blast hazard or a minor projection
hazard (or both), but not a mass explosion hazard.
- Division 1.4--Consists of explosive devices that present a minor explosion hazard. The explosive effects
are largely confined to the package and no projection of fragments of appreciable size or range is to be
expected. An external fire must not cause virtualy instantaneous explosion of almost the entire contents of the
package.
- Divison 1.5--Consists of very insensitive explosives. Thisdivision is comprised of substances which have
a mass explosion hazard but are so insensitive that there is very little probability of initiation or of trangtion
from burning to detonation under normal transportation conditions.
- Divison 1.6--Consists of extremely insensitive articles that do not have a mass explosion hazard. This
divison is comprised of articles which contain only extremely insensitive detonating substances and which
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demonstrate a negligible probability of accidental initiation or propagation. The risk from these articles is
limited to the explosion of asingle article.

Class 2.1 (Flammable Gas)--Any material that isagas (boiling point) at 20 degrees C (68 degrees F) or less and has
apressure of 101.3 kPa (14.7 psi), in addition to one of the following properties:
- Isignitable at 101.3 kPa (14.7 psi) when in amixture of 13 percent or less by volume with air.
- Hasaflammable range of 101.3 kPa (14.7 psi) with air of at least 12 percent regardless of the lower limit.
- Thelimits specified above shall be determined at 101.3 kPa (14.7 psi) of pressure and a temperature of 20
degrees C (68 degrees F) according to ASTM E681-85 Standard Test Method for Concentration Limits of
Flammability of Chemicals.

Class 2.2 (Nonflammable, Nonpoisonous Compressed Gas, Including Compressed Gas, Liquefied Gas,
Pressurized Cryogenic Gas, and Compressed Gas in Solution)--Any material or mixture which has an absolute
pressure of 280 kPa (41 psia) inside the container at 20 degrees C (68 degrees F) and does not meet the definition of
aClass2.1or 2.3.

Class 2.3 (Gas Poisonous by Inhalation)--Any material that is a gas (boiling point) at 20 degrees C (68 degrees F)
or less and has a pressure of 101.3 kPa (14.7 psi), in addition to one of the following properties:
- Themateria isknown to be so toxic to humans as to pose a hazard to health during transportation.
- Inthe absence of adequate data on human toxicity, the material is presumed to be toxic to humans because
when tested it hasan LC50 (inhalation toxicity) value of not more than 5000 parts per million (ppm).

Class 3 (Flammable Liquid)--A flammable liquid is any liquid having a flash point equal to or below 60.5 degrees
C (141 degrees F), except:
- Any liquid meeting the definition of a Class 2 material.
- Any mixture having one or more compounds with a flash point above 60.5 degrees C (141 degrees F) that
makes up at least 99 percent of the total volume of the mixture. Distilled spirits of 140 proof or lower are
considered to have a flash point no lower than 23 degrees C (73 degrees F).

Class 4.1 (Flammable Solids)--Flammable solids consist of solids (other than those classed as explosives) which are
readily combustible under conditions encountered in transport, or may cause or contribute to fire through friction.

Class 4.2 (Spontaneously Combustible Material)--Liquids or solids which are prone to spontaneous heating under
normal conditions encountered in transport or to heating in contact with air, thus being liable to ignite.

Class 4.3 (Dangerous When Wet Material)--Solids that are liable to become spontaneously flammable or emit
flammabl e gases when they come into contact with water.

Class 5.1 (Oxidizers)--A material that may cause or enhance the combustion of other material, generally by yielding
oxygen.

Class 5.2 (Organic Peroxides)--Any organic compound containing oxygen (O) in the bivalent -O-O- structure, and
which may be considered a derivative of hydrogen peroxide where one or more of the hydrogen atoms have been
replaced by organic radicals. Organic peroxides are thermally unstable substances which may undergo exothermic
self-accelerating decomposition. These substances may be prone to explosive decomposition or rapid burning; be
sensitive to impact or friction; react dangeroudy with other material; or cause damageto the eyes. A materia which
meets this definition must be classed in Class 5.2, unless it aso meets the definition of a Class 1 material, or unless
the avail able oxygen content of an organic peroxide formulation is less than the amount specified (by the percentage
equation) in 49 CFR 173.128.
- Type A: An organic peroxide that can detonate or deflagrate rapidly as packaged for transport.
Transportation of type A organic peroxidesis forbidden.
- TypeB: An organic peroxide that, as packaged for transport, neither detonates nor deflagrates rapidly, but
can undergo athermal explosion.



22 AFMAN 24-204(1)/TM 38-250/NAV SUP PUB 505/M CO P4030.19H/ DL AI 4145.3
11 DECEMBER 2001

- TypeC: An organic peroxide that, as packaged for transport, neither detonates or deflagrates rapidly and
cannot undergo athermal explosion.

- TypeD: An organic peroxide which exhibits the following characteristics:

- Detonates only partially, but does not deflagrate rapidly and isnot affected by heat when confined.
- Does not detonate, deflagrates slowly, and shows no violent effect if heated when confined.
- Doesnot detonate or deflagrate, and shows a medium effect when heated under confinement.

- TypeE: Anorganic peroxidethat neither detonates or deflagrates, and shows low or no effect when heated
under confinement.

- TypeF: An organic peroxide that will not detonate in a cavitated state, does not deflagrate, shows low or
no effect if heated when confined, and has low or no explosive power.

- TypeG: An organic peroxide that will not detonatein a cavitated state, will not deflagrate, shows no effect
when heated under confinement, has no explosive power, is themaly stable (self-accelerating
decomposition temperature above 60 degrees C (140 degrees F)); and, for desensitized liquid formulations,
is desensitized with a compatible organic liquid which boils above 150 degrees C (300 degrees F).

Class 6.1 (Poisonous Material)--A material, other than a gas, which isknown to be so toxic to humans as to afford a
hazard to health during transportation, or is presumed to be toxic to humans because it falls within one of the test
categories identified in 49 CFR 173.132.

»*Class 6.2 (Infectious Substances):

- An infectious substance is a viable microorganism, or its toxin, which causes or may cause disease in
humans or animals, and includes those agents listed in 42 CFR 72.3 of the Department of Health and
Human Services regulations, or any other agent that has the potential to cause severe disabling or fatal
disease. Theterms "infectious substance” and "etiologic agent” are synonymous.

- Substances known or suspected of containing pathogens.

- A biological product is a material prepared and manufactured according to 9 CFR, part 102 (Licenses for
Biological Products), 9 CFR, part 103 (Biological Products for Experimental Treatment of Animals), 9
CFR, pat 104 (Permits for Biological Products), 21 CFR, part 312 (Investigational New Drug
Application), or 21 CFR, parts 600 to 800 (Biologics), and may be shipped according to this manual.

Class 7 (Radioactive Material)--Any materia having a specific activity greater than 0.002 micro curies per gram
(uCi/qg) (see definition of "specific activity").

Class 8 (Corrosive Material)--A liquid or solid that causes visible destruction or irreversible alterations in human
skin tissue on contact. If the packaging leaks, the liquid will have a severe corrosion rate on other materials such as
steel and duminum. The main hazard from Class 8 liquids and vapors is the corrosive effect on humans and the
aircraft or cargo. Some Class 8 materias have very dangerous additional hazards such as toxicity, flammability, and
explosiveness.

Class 9 Material--A materia that may pose an unreasonable risk to health, safety, or property during transport, but
does not meet any of the definitions of the other hazard classes specified in thismanual. This classincludes:

- A material that has an anesthetic, noxious, or other similar property which can cause extreme annoyance or
discomfort to passengers and crew in the event of |eakage during transportation, so as to prevent the correct
performance of the crews assigned duties.

- A material in quantities that meets the definition of a hazardous waste or a hazardous substance, but does
not meet the definition of any other class.

Combination Packaging--A combination of packaging, for transport purposes, consisting of one or more inner
packagings secured in anonbulk outer packaging. It does not include a composite packaging.

Combustible Liquid--A combustible liquid is any liquid that does not meet the definition of any other classification
specified in this manual and has a flash point above 60.5 degrees C (141 degrees F) and below 93 degrees C (200
degrees F). Any mixture having one or more components with a flash point of 93 degrees C (200 degrees F) or
higher, that makes up at least 99 percent of thetotal volume of the mixture isnot a combustible liquid.
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Compatibility Group Letter--A designated alphabetical letter used to categorize different types of explosive
substances and articles for stowage and segregation.

Composite Packaging--Packaging consisting of an outer packaging and inner receptacle, so constructed that the
inner receptacle and the outer packaging form an integral packaging. Once assembled it remains thereafter an
integrated single unit; it isfilled, stored, shipped, and emptied as such.

Compressed Gasin Solution--A nonliquified compressed gas dissolved in a solvent.

Consumer Commodity--A materia that is packaged and distributed in a form intended or suitable for retail sale for
puposes of personal care or household use. This does not include material designed for military or industrial use
that isnot readily available from commercial retail sources.

Contingency--An emergency involving military forces caused by natural disasters, terrorists, subversives, or by
required military operations. Due to the uncertainty of the situation, contingencies require plans, rapid response, and
special procedures to ensure the safety and readiness of personnel, ingtallations, and equipment.

Conveyance--Any aircraft for the purposes of this manual.
Crate--An outer packaging with incomplete surfaces.

Cryogenic Liquid--A refrigerated liquefied gas having a boiling point colder than -90 degrees C (-130 degrees F) at
101.3 kPa (14.7 psi) absolute. A material meeting this definition is subject to requirements of attachment 6,
regardless of whether it al so meets the definition of a nonflammable, nonpoisonous compressed gas. The material is
partially described as "(* * *), refrigerated liquid (cryogenic liquid)” in table A4.1, (with the asterisks replaced by
the name of the gas).

Cylinder--A pressure vessel designed for pressures higher than 40 psaand having a circular cross section.

Depleted Uranium--Uranium containing less uranium?3® than the naturally occurring distribution of uranium
isotopes.

Dermal Toxicity--A material with an LD50 for acute dermal toxicity of not more than 1000 mg/kg.

Design--The description of a special form material, a package, or a packaging, that enables those items to be fully
identified. The description may include specifications, engineering drawings, reports meeting regulatory
requirements, and other relevant documentation.

»*Diagnostic Specimens--A diagnaostic specimen is any human or anima material including, but not limited to,
excreta, secreta, blood, and its components, tissue, and tissue fluids, being shipped for purposes of diagnosis. Does
not include live infected animals. Those specimens known to or expected to contain pathogens (microorganisms
which cause infectious disease in humans or animals) must be shipped as a Class 6.2. Also, specimens transported
for the purpose of screening or diagnosis for the presence of pathogens must be transported in the same manner.
Liveinfected animals and diagnaostic specimens known not to contain pathogens are not regulated by as a hazardous
material. See Class 6.2 (Infectious Substances).

Dilutent Type A--An organic liquid that does not damage the thermal stability or increase the hazard of the organic
peroxide and with a boiling point not less than 150 degrees C (302 degrees F) at atmospheric pressure. Type A
dilutents may be used for desensitizing all organic peroxides.

Dilutent Type B--An organic liquid that does not damage the thermal stability or increase the hazard of the organic
peroxide and with aboiling point, at atmospheric pressure, of less than 150 degrees C (302 degrees F) but at least 60
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degrees C (140 degrees F), and a flash point greater than 5 degrees C (41 degrees F). Type B dilutents are only used
when specified in table A9.1. The boiling point of atype B dilutent must be at |east 50 degrees C (122 degrees F)
above the control temperature of the organic peroxide. A type A dilutent may be substituted for atype B dilutent in
equal concentration.

Division--A subdivision of ahazard class.

Domestic Addressee--The continental United States, Alaska, Hawaii, the District of Columbia, the Commonwealth
of Puerto Rico, the Commonwealth of the Northern Mariana Islands, the Virgin Idands, American Samoa, Guam,
and other US Territories.

Drum--A flat-ended or convex-ended cylindrical packaging made of metal, fiberboard, plastic, plywood, or other
suitable materias.

Emergency--An emergency operation is the movement of personnel, equipment and supplies of an organization so
they can respond to anon combat (i.e. natura disaster) event requiring special and immediate action.

Enriched Uranium--Uranium containing more uranium?3S than the naturally occurring distribution of uranium
i sotopes.

Exclusive Use--(Also referred to in other publications as "sole use" or "full load.”) The sole use of a conveyance by
asingle consignor for which all initial, intermediate, and final loading and unloading are carried out according to the
direction of the consignor or consignee. Specific instructions for maintaining exclusive use shipment controls must
be issued in writing and included with the shipping paper information provided to the carrier by the consignor.

Filling Density--Designates the percent ratio of the weight of gas in a container to the weight of water that the
container will hold at 15.5 degrees C (60 degrees F) (one pound of water equals 27.737 cubic inches a 15.5 degrees
o).

Fissile Material--Any material consisting of or containing one or more fissile radionuclides. Fissile radionuclides
are plutonium-238, plutonium-239, plutonium-241, uranium-233, and uranium-235. Neither natural nor depleted
uranium are fissle material. Fissile materials are classified according to the controls needed to provide nuclear
criticality safety during transportation, as provided in A4.3.7. Certain exclusionsare provided in A3.3.7.9.

Flash Point--The minimum temperature a which a liquid within a test vessd gives off vapor in sufficient
concentration to form an ignitable mixture with air near the surface of theliquid. Flash points are determined by the
testing prescribed in 49 CFR 173.120.

Freight Container--A reusable container having a volume of 1.81 cubic meters (64 cubic feet) or more, designed
and constructed to permit lifting with its contents intact, and intended primarily for containment of packages in unit
form during transportation. A small freight container has either one outer dimension less than 1.5 meters (4.9 feet)
or aninterna volume of not more than 3.0 cubic meters (106 cubic feet). All other freight containers are designated
as "large freight containers.” Also known as ‘1SO Containers'.

Gross Weight (Gross Mass):
- Weight of avehicle, fully equipped and serviced for operation, including the weight of the fuel, lubricants,
coolant, vehicle tools and spares, crew, personal equipment, and load.
- Weight of a container or pallet including freight (contents) and binding.

Handlers--Personnd who only handle hazardous materials or hazardous material s documentation.

Hazard Class--The category of hazard assigned to a hazardous material based on defining criteria. Hazard classes
are: explosives (Class 1), compressed gases (Class 2), flammable liquids (Class 3), flammable solids (Class 4),
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oxidizers and organic peroxides (Class 5), poisons and infectious substances (etiologic agents) (Class 6), radioactive
materias (Class 7), corrosive materias (Class 8), and miscellaneous dangerous goods (Class 9).

Hazard Zone--One of four levels of hazard (hazard zones A through D) assigned to gases and one of two levels of
hazard (hazard zones A and B) assigned to liquids that are poisonous by inhalation. A hazard zone is based on the
LC50 value for acute inhalation toxicity of gases and vapors.

Hazardous Materials I nspectors--DoD personnel whose duties require them to review the integrity of the packaging
and accuracy of documentation for all hazardous materials being transported within the Defense Transportation
System (DTS) or by commercial carriers.

Hazardous Materials Preparers--DoD personnel whose duties require them to sign legally binding documentation
certifying that hazardous materials are properly classified, packaged, marked and labeled, and in dal respects meet
the lega requirements for trangportation within the DTS or by commercial carriers.

Hazardous Materials-A substance or material that is capable of posing an unreasonable risk to hedth, safety, and
property when transported and has been so designated by this manual. May also be referred to as hazardous cargo or
dangerous goods. NOTE: For identification, listing and rules pertaining to hazardous WASTE, refer to Title 40
CFR, Parts 260-265, Protection of Environment, established by the U.S. Environmental Protection Agency (EPA).

Hazardous Substance--A material, including its mixtures and solutions, that meets ALL of the following
conditions:
- Listed in table A4.3 asoriginated in Appendix A to 49 CFR 172.101.
- Inaquantity, in one package, which equals or exceeds the reportable quantity (RQ) listed in table A4.3.
- When in amixture or solution:
- For radionuclides, conforms to paragraph 6 of the appendix to 49 CFR 172.101.
- For other than radio nuclides, is in a concentration by weight which equals or exceeds the
concentration corresponding to the RQ of the material shown in figure A1.1.

Figure Al.1. Quantity Reguired To Be a Hazardous Substance Mixture or Solution.

RQ RQ Concentration by Weight
Pounds Kilograms Per cent PPM
5,000 2270 10 100,000
1,000 454 2 20,000
100 454 0.2 2,000
10 4.54 0.02 200
1 0.454 0.002 20

Hazardous Waste--Any materia that is subject to the hazardous waste MANIFEST requirements of the EPA
specified in 40 CFR 262.

Highway Route Controlled Quantity--A quantity within a single package that is over 3,000 times the A4 (Special
Form) or A, (Norma Form) value of the radionuclides specified in A11.4; or over 1000 TBq (27,000 Ci),
whichever islead.

Inert Solid--A solid that does not damage the thermal stability or increase the hazard of the organic peroxide.
Inhalation Toxicity:

- A dust or mist with a lethal concentration where 50 percent of the test subjects die (LC50) from acute
toxicity on inhal ation of not morethan 10 mg/L.
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- A materia with a saturated vapor concentration in air at 20 degrees C (68 degrees F) of more than one-fifth
of the LC50 acute toxicity on inhaation of vapors and with an LC50 for acute toxicity on inhalation of
vapors of not more than 5000 mL/m3 (5000 parts per million (PPM)).

- Anirritating material, with properties similar to tear gas which causes extreme irritation, especialy in
confined spaces.

Inner Packaging--Packaging for which an outer packaging is required for transport. It does not include the inner
receptacle of a composite packaging.

Inner Receptacl e--Receptacl e which requires an outer packaging in order to perform its containment function. The
inner receptacle may be an inner packaging of a combination packaging or the inner receptacle of a composite

packaging.
Jerrican--A metal or plastic packaging of rectangular or polygonal cross-section.

Kit--A set of materials or articles used for a specific purpose, shipped asa single item and assigned a single National
Stock Number or Part Number by the Service/Agency Item Manager. A kit may include one or more different
hazardous materials. Hazardous components may or may not be compatible but may be transported together as a
kit.

Limited Quantity of Radioactive Materials--A quantity of radioactive material which isnot over the limits specified
in A11.15 and conforms to the requirements specified in A11.11.

Liquefied Compressed Gas-—-A gas, which under charged pressure, is partidly liquid at a temperature of 20 degrees
C (68 degreesF).

Low SpecchctMty (LSA) Material:
Uranium or thorium ores and physical or chemical concentrates of those ores.

- Unirradiated natural or depleted uranium or unirradiated natura thorium.

- Tritium oxide in agueous solutions provided the concentration is not over 5.0 millicuries (mCi) per
milliliter (mL).

- Mateid in which the radioactivity is essentidly uniformly distributed and where the estimated average
concentration of contentsis:

- Not over 0.0001 millicurie per gram (mCi/g) of radionuclides for which the A, quantity is not more
than 0.05 Ci.

- Not over 0.005 mCi/g of radionuclides for which the A5 quantity is more than 0.05 Ci but not more
than 1 Ci.

- Not over 0.3 mCi/g of radionuclides for which the A, quantity is morethan 1 Ci.

- Objects of nonradioactive material externally contaminated with radioactive material, provided that the
radioactive material isnot readily dispersible. The surface contamination, when averaged over an areaof 1
sguare meter, must not exceed 0.0001 mCi (220,000 disintegrations per minute) per square centimeter of
radionuclides for which the A, quantity is not more than 0.05 Ci or 0.001 mCi (2,200,000 disintegrations

per minute) per cm? for other radionuclides. Theseitems must be suitably wrapped or enclosed.

Magnetic Material--Any packaged material that has a magnetic field strength of 0.002 gauss or more measured at
2.1 m (7 ft) from any surface of the package.

Natural Thorium--Thorium with the naturally occurring distribution of thorium isotopes (essentially 100 weight
percent thorium232).

Natural Uranium--Uranium with the naturally occurring distribution of uranium isotopes (approximately 0.711
weight percent uranium?32, and the remainder essentially uranium?239).
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»*Net Explosive Weight (NEW)--Asit relates to thismanual, NEW isthe total weight, expressed in kilograms, of al
explosive components. Refer to DoD 6055.9-STD, Explosive Safety Standards or Service directives for definition
of NEW used to determine Quantity Distance (QD) criteria

Non-Bulk Packaging--A packaging that has a maximum net mass of 400 kg (882 Ibs) or less and a maximum
capacity of 450 L (119 gallons) or less.

Nonfixed Radioactive Contamination--Radioactive contamination that can be readily removed from a surface by
wiping with an absorbent material. Nonfixed (removable) radioactive contamination is not significant if it is not
over thelimits specified in A3.3.7.11.

Nonliquefied Compressed Gas--A gas, other than gas in solution, which under charged pressure is entirely gaseous
at atemperature of 20 degrees C (68 degrees F).

Normal Form Radioactive Material--Radioactive materia that has not been demonstrated to qualify as "special
form radioactive material ."

Oral Toxicity--Liquid with alethal dose where 50 percent of the test subjects die (LD50) from acute oral toxicity of
not more than 500 mg/kg or a solid with an LD50 for acute oral toxicity of not more than 200 mg/kg.

ORM-D--For the purposes of this manual, ORM-D material, are only those materials with flammable properties
(liquids, solids, and gases) that present a limited hazard during transportation due to their form, quantity, and
packaging. Each ORM-D material islisted in table A4.1. ORM-D classification is only authorized for domestic
shipments. International shipments must not be transported under the classification "ORM-D."

Outage or Ullage--The amount a packaging falls short of being liquid full, usually expressed in percent by volume.

Outer Packaging--The outermost enclosure of a composite or combination packaging together with any absorbent
materias, cushioning, and any other components necessary to contain and protect the inner receptacles or inner
packagings.

Overpack--1) A container used to hold one or more air digible packages to form a single unit for convenience of
handling or storage during transportation. 2) Placement of containers that do not meet air digibility pressure
requirementsinto an outer approved UN packaging.

Package--For radioactive materials, the packaging together with its radioactive contents as presented for transport.
Package or Outside Package--The packaging plusits contents.

Packaging--A receptacle and any other components or materials necessary for the receptacle to perform its
containment function in conformance with the minimum packing requirements of this manual. For radioactive
materias, the assembly of components necessary to ensure compliance with the packaging requirements of this
manual. It may consist of one or more receptacles, absorbent materials, spacing structures, thermal insulation,
radiation shielding, and devices for cooling or absorbing mechanical shocks. The conveyance, tie down system, and
auxiliary eguipment may sometimes be designated as part of the packaging.

Packers--Personnel who package hazardous materials, but do not sign legally binding documents.

Packing Group--The degree of danger presented by the hazardous material.
- Packing Group | indicates great danger.
- Packing Group Il indicates medium danger.
- Packing Group 11 indicates minor danger.
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Polymerizable Material--Any material that may polymerize (combine or react with itself) with an evolution of a
dangerous quantity of heat or gas.

Pounds Per Square Inch (PSl)--The amount of force exerted on one square inch of the container or cylinder wall.

Pounds Per Sguare Inch Absolute (PSIA)--The absolute value of the force exerted on the container or cylinder
wall. Absolute pressure is atmospheric pressure plus gauge pressure.

Pounds Per Sguare Inch Gauge (PSIG)--The gauge pressure is the pressure taken by a pressure gauge that
represents the force exerted within the container or cylinder. Gauge pressure is aways that pressure above
atmospheric pressure.

»*Purged--As it relates to this manual, purged means void of hazardous material. Removal of liquid hazardous
materid by physical, chemical, or mechanical means as directed by a technical publication or directive. In the
absence of a specific technical procedure, it is the shipper’s determination based on the specific knowledge of the
item to decide the appropriate preparation to ensure the item is void of hazardous material.

Primary Hazard--The hazard class of the material as assigned by table A4.1.

Pyrophoric Material--Thismaterid isaliquid or solid that, even in small quantities and without an external ignition
source, can ignite within five minutes of coming in contact with air. This material is the most likely to
spontaneously combust.

Radiation Level--The radiation dose-equivalent rate expressed in millisevert per hour or mSv/h (millirem per hour
or mrem/h). Neutron flux densities may be converted into radiation levels according to 49 CFR 173.403 (V).

Radioactive Article--Any manufactured instrument or article such as clock, electronic tube or apparatus, or a similar
instrument or article having radioactive material asacomponent part.

Radioactive Contents-The radioactive material, together with any contaminated liquids or gases, within the
package.

Radioactive Material--Any materia having a specific activity greater than 70 Bq per gram (0.002 microcuries per
gram) (uCi/g)(see definition of "specific activity").

Receptacle--A containment vessel for receiving and holding materials, including any means of closing.

Refrigerant Gas (Dispersant Gas)--This term applies to al flammable, nonflammable, nonpoisonous refrigerant
gases, dispersant gases (fluorocarbons), or mixtures listed in table A4.1; or any other compressed gas meeting one of
the following conditions:
- A nonflammable mixture containing not |ess than 50 percent fluorocarbon content, having a vapor pressure
not over 1792 kPa (260 psig) a 54 degrees C (130 degrees F).
- A flammable mixture containing not less than 50 percent fluorocarbon content, not over 40 percent by
weight of a flammable component, having a vapor pressure not over 1792 kPa (260 psig) at 54 degrees C
(130 degrees F).

Reportable Quantity--The quantity of material, as set forth in 40 CFR 302.4, the release of which requires
notification pursuant to 40 CFR Part 302. See also “Hazardous Substance.”

Residue--The hazardous materia remaining in a packaging after its contents have been removed to the maximum
extent possible and before the packaging has been purged to remove any hazardous vapors.

Secondary Hazard--A distinct and separate hazardous item that is a component part of a larger item that is
considered the primary hazard.
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Self-Heating Material--This material, when in contact with air and without an energy supply, isliable to self-heat.

Self-Reactive Material--At normal or elevated temperatures, this material is liable to undergo a strong exothermic
reaction. Exothermic reaction can be caused by excessively high transport temperatures or by contamination.

Service Pressure--This term refers to the authorized pressure marking on the container. For example, for a cylinder
marked "DOT 3A1800" the service pressureis 12410 kPa (1800 psi).

Shipping Activity--Unit, organization, or activity that originally offers a hazardous material into the Defense
Transportation System.

Shipping Paper--The Air Cargo Manifest which includes minimum hazardous material information as required by
DoD 4500.32R. In the absense of an Air Cargo Manifest, the Shipper’s Declaration for Dangerous Goods form may
Serve as a shipping paper.

Single Packaging--Nonbulk packaging other than a combination or composite packaging.

»*Special Approvals — An authorization issued by the appropriate authority for transport of certain hazardous
materias. These approvals may be a Department of Transportation Exemption, Competent Authority Approval
(CAA), or aCertification of Equivalency (COE).

Special Form Radioactive Material --Radioactive material that satisfies the following conditions:

- It must be either a single solid piece or be contained in a sealed capsule that can be opened only by
destroying the capsule.

- Thepiece or capsule must have at |east one dimension not less than 5 mm (0.197 inch).

- It must satisfy the test requirements of 49 CFR 173.469. Special form encapsulations designed according
to the requirements of the DOT in effect on 30 June 1983 and constructed before 1 July 1985 may still be
used. Special form encapsulations, either designed or constructed after 30 June 1985, must meet the
requirements of 49 CFR 178.350.

Specific Activity of a Radionuclide--The activity of the radionuclide per unit mass of that nuclide. The specific
activity of amaterial in which theradionuclide is essentially uniformly distributed isthe activity per unit mass of the
meaterial.

»*Stahilized--The substance is in a condition that precludes uncontrolled reaction. Theis may be achieved by
methods such as addition of an inhibiting chemical, degassing the substance to remove dissolved oxygen and
inerting the air space in the package, or maintaining the sustance under temperature control.

Subsidiary Risk--An additional hazardous property of a material other than the primary hazard as identified in table
A4.1.

Tactical--A tactical operation is the movement of personnel, equipment and supplies of an organization so they can
accomplish their immediate military combat objective.

Technical Name--A recoghized chemical name or micro biological name currently used in scientific and technical
handbooks, journds, and texts. Generic descriptions are authorized provided they readily identify the general
chemical or micro biological group.

Transport Index--The dimensionless number (rounded up to the first decimal place) placed on the label of a
package to designate the degree of control to be exercised by the carrier during transportation. The transport index
is determined by:
- The number expressing the maximum radiation level in mSv/h at one meter (3.3 feet) from the external
surface of the package.
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- For fissileclass || packages or packagesin afissile class 11 shipment, the number expressing the maximum
radiation level at one meter (3.3 feet) from the external surface of the package, or the number obtained by
dividing 50 by the allowable number of packages that may be transported together, whichever islarger.

Type A Package--A type A packaging (see definition for type A packaging) together with its limited radioactive
contents. A type A package does not require competent authority approval since its contents are limited to Aq or

Ao

Type A Packaging--A packaging designed to retain the integrity of containment and shielding required by this
manual under normal conditions of transport, as demonstrated by the tests set forth in 49 CFR 173.465 or 173.466.

Type B (M) Package--A type B packaging (see definition for type B packaging), together with its radioactive
contents, that for internationa shipments requires multilateral approval of the package design and may require
approval of the conditions of shipment. Type B(M) packages are those type B package designs that have a
maximum normal operating pressure of more than 7 kg/cm? (100 pounds/in? gauge) or a relief device that alows
the release of radioactive materia to the environment under the hypothetical accident conditions specified in 10
CFR, part 71.

Type B (U) Package--A type B packaging (see definition for type B packaging), together with its radioactive
contents, that for international shipments requires unilateral approval only of the package design and of any stowage
provisions that may be necessary for heat dissipation.

Type B Package--A type B packaging (see definition for type B packaging) together with its radioactive contents.

Type B Packaging--Is a packaging designed to retain the integrity of containment and shielding required when
subjected to the normal conditions of transport and hypothetical accident test conditions set forth in 10 CFR, part 71.

Uncompressed Gas--For the purposes of this manual, gas at a pressure not exceeding the ambient atmaospheric
pressure at the time and location the containment system is closed. All other radioactive gases are considered to be
compressed.

Unirradiated Thorium--Thorium containing not more than 10"/ grams urani um233 per gram of thorium?232,

Unirradiated Uranium--Uranium containing not more than 10-6 grams plutonium per gram of uranium?3% and a
fission product activity of not more than 0.25 mCi of fission products per gram of uranium?23.

Wetted Explosive--This material, when dry, isa Class 1 material other than those of compatibility group A. Itemsin
compatibility group A have been wetted with sufficient water, alcohol, or plasticizer to suppress explosive
properties. Wetted explosives also includes items specifically authorized by namein table A4.1 or which have been
assigned a PSN and hazard class by the DOT.
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*Attachment 2
STEPS FOR PREPARING HAZARDOUSMATERIAL

Use the following illustration as a guide for preparing hazardous materials for military air shipment.

STEP 1-TRAINING

Ensure you are properly trained and qualified according to
paragraph 1.3 and attachment 25.

If a Preparer, ensure compliance with paragraph 1.2.4 for
authorization to certify.

STEP 2 —IDENTIFY
MATERIAL

Determine if material is hazardous and appropriate hazard
classification by utilizing:

DoD 6050.5, Hazardous Materid Information System
(HMI1S)

Product Material Safety Data Sheets (MSDS)

Manufacturers Information

Joint Hazardous Classification System (JHCS) or Service
Technica Directives

STEP 3-DETERMINE
PROPER SHIPPING NAME
(PSN)

See Table A4.1 for liging of PSNs.

Also listed with PSN is the hazard class, UN number,
packaging group (PG), specia provisions, and packaging
paragraph(s).

Determine whether item is “forbidden.” If so, the item may
not be shipped viamilitary airlift.

Determine whether item isa “Hazardous Substance.”
Determine whether atechnical nameisrequired.

STEP 4 - DETERMINE
WHETHER CHAPTER 3 OR
NON-CHAPTER 3 MISSION
(CHANNEL)

Non-Chapter 3 (Channel) Airlift — See Chapters 1 & 2 for
general requirements that cover al hazardous materials
shipments by military airlift. Chapter 2 covers deviations,
waivers, and special requirements.

Chapter 3 Operations — See Chapter 3 for exceptions.

STEP 5-PACKAGE ITEM

- Package or preparethe item for airlift. Utilize:

DoD PC-POP computer program

Special Packaging Ingtruction or Drawing
Technica Order, directive or field manual
Manufacturer or Vendor packaging

- If already packaged, go to step 6

STEP 6 - VERIFY
PACKAGING IS
ACCEPTABLE

Some items list more than one packaging paragraph.
Review the paragraphs listed to determine which paragraph
best describes the hazardous material.

Determine whether specia provisons apply. Atch 22
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outlines rules regarding passenger movement.
Review Atch 3 to determineif packageisair eligible and for
general packaging requirements.
Ensure UN specification packaging requirements are met.
Review Atch 19 for “Excepted” and “Limited Quantity”
exceptions.

Ensure absorbent cushioning requirements found in Atch
20 are met.

STEP 7 - MARK AND
LABEL PACKAGE

Mark Container — See Atch 14.

Review genera marking requirements.

Review hazard class specific marking requirements.

Label Container — See Atch 15. Subsidiary labels are lised
in column 6 of Table A4.1.

Review genera |abeling requirements.

Review handling label requirements (includes Chapter 3
requirements).

Review hazard class specific label requirements.

STEP 8 - COMPLETE
HAZARDOUS MATERIAL
CERTIFICATION

Certify shipment in accordance with Atch 17.

Review hazard class specific requirements.

Review exceptions for Chapter 3 operations.

- Samples of shipper’s declarations are included in Atch 17
for reference.

STEP 9 — COMPATIBILITY
REQUIREMENTS

Compatibility Requirements— See Atch 18.

Table A18.1 details segregation requirements for dl
hazardous material

Table A18.2 specifies compatibility requirementsfor Class
1

-- Review exceptions for Chapter 3 operations.

STEP 10 - BRIEFING
AGENCY REQUIREMENTS

Atch 21 details information required to be briefed to the
aircraft commander (or designated representative)
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Attachment 3
GENERAL AND HAZARD CLASS SPECIFIC PACKAGING REQUIREMENTS

A3.1. General Packaging Requirements. The general requirements of attachment 3 arein addition to the specific
packaging requirements outlined in attachments 5 through 13. Hazardous material packaging must be authorized by
this manual, 49 CFR Part 173, the ICAO Technical Instructions, or the IATA Dangerous Goods Regulation and
meet the requirements outlined in this attachment.
A3.1.1. Transportability. Securely close and construct containers to prevent leakage due to changes in
temperature, humidity, and altitude during transportation and in-transit handling.
A3.1.1.1. Primary and secondary items and their containers (unit or exterior) must provide protection without
deformation, leakage, or rupture against:

- Temperature changes (-40 to 65.5 degrees C [-40 to +150 degrees F).

- Pressure changes dueto altitude changes (sea level to 3.7 km (12,000 fest)).

- Pressure changes due to explosive decompression from 3.7 to 15.24 km (12,000 to 50,000 feet).
%*A3.1.1.2. Do not fill a UN specification packaging to a gross mass greater than the authorized gross mass marked
on the packaging.
A3.1.1.3. Provide adequate protection for material susceptible to damage by freezing during both ground and air
operations.
A3.1.2. Compatibility. All containers must be designed and constructed of materials that do not react with, or are
not decomposed by, the material contained therein. Plastic containers or liners must prevent permeation of contents.
Plastic packaging or receptacles used for liquid hazardous materials must be capable of withstanding, without
failure, the test specified in 49 CFR 173, appendix B, Procedure for Testing Chemical Compatibility and Rate of
Permeation in Plastic Packagings and Receptacles.
*A3.1.3. Ullage (Outage). Do not entirely fill containers designed to hold liquids. When filling packagings with
liquid hazardous materia, leave sufficient interior space (outage) to prevent leakage of contents or distortion of
containers due to change of temperature during transportation, storage, and handling. For flammable liquids and
other volatile liquids with a high coefficient of expansion, a minimum outage of 2 percent at 54 degrees C (130
degrees F), isrequired.
*A3.1.4. Closures. Stoppers, corks, or other such friction-type closures must be held in place securely, tightly,
and effectively. Secure screw-type closures on any inside plastic container to prevent the closures from loosening
due to vibrations or substantial changesin temperature. Each screw-type closure on any packaging must be secured
with pressure-sensitive tape, self-shrinking plastic, wire, a device designed to prevent the cap from loosening, or
other positive means to prevent the closure from loosening due to vibration or substantial temperature change (that
is, secondary seal).
A3.15. Inner Packaging. Pack, secure, and cushion inner packagings of combination packagings to prevent
breakage or leakage and to control movement within the outer container. Cushioning material must not react
dangeroudy with the contents of the inner packagings. Inner packagings are required as specified by the applicable
packaging paragraph. If inner packagings are not required, the packaging paragraph will state that inner packagings
arenot necessary. See attachment 20 for absorbent cushioning reguirements.
A3.1.6. Metal Containers. Unless otherwise specified, the maximum capacity of metal drums is 208 L (55
gallons). Do not accept for shipment metal containers having corrosion or dents at the chime or seam, soldered, or
welded area.
A3.1.7. Indicators. Valvesandindicators (with protective caps when required), which are necessary to ensure safe
trangportation, must be installed in the shipping container. Examples are relief valves (vacuum or pressure),
humidity indicators, or lesk indicators with adequate sensitivity to alert monitor or crew of imminent danger.
A3.1.8. Polymerizable Material. Transportation of any liquid, solid, or gaseous material that may polymerize
(combine or react with itself) or decompose so as to cause dangerous evolution of heat or gas under normal
transportation conditionsis prohibited. Such materials may be offered for transportation when properly stabilized or
inhibited.
A3.19. Solidsin aLiquid Single Packaging. A single or composite packaging which is tested and marked for
liquid hazardous materials may be filled with a solid hazardous material to a gross mass, in kilograms, not exceeding
therated capacity of the packaging in liters, multiplied by the specific gravity marked on the packaging, or 1.2 if not
marked. In addition:
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- A single or composite packaging which is tested and marked for PG | liquid hazardous materials may be
filled with:

- A PG I solid hazardous material to a gross mass, in kilograms, not exceeding the rated capacity of the
packaging in liters, multiplied by 1.5, multiplied by the specific gravity marked on the packaging, or
1.2if not marked; or

- A PG Il solid hazardous materia to agross mass, in kilograms, not exceeding the rated capacity of the
packaging in liters, multiplied by 2.25, multiplied by the specific gravity marked on the packaging, or
1.2if not marked.

- A single or composite packaging which is tested and marked for PG |1 liquid hazardous materials may be
filled with a PG 111 solid hazardous material to a gross mass, in kilograms, not exceeding the rated capacity
of the packaging in liters, multiplied by 1.5, multiplied by the specific gravity marked on the packaging, or
1.2if not marked.

A3.2. Air-Eligible Packaging Requirements.
A3.21. Combination Packaging Pressure Standard. Inner receptacles (including closures) used to retain a
hazardous liquid or semi-solid in a combination packaging must be capable of withstanding (without leaking) an
internal air gauge pressure of not less than 95 kilopascal (kPa) (14 psi); or 75 kPa (11 psi) for PG 111 liquidsin Class
3 or Class 6.1 and Consumer Commodities; or a pressure related to the vapor pressure of the liquid contained in the
receptacle, whichever is greater. This standard may be determined through actual test data or the shipper’s
evaluation and transportation experience. Repack or overpack liquid hazardous materials in containers that do not
meet the internal hydraulic pressure standard, into United Nations (UN) certified specification containers that meet
this requirement. Determine the pressure related to the vapor pressure of the liquid by one of the following
methods:
- Thetotal gauge pressure measured in the receptacle (that is, the vapor pressure of the liquid and the partial
pressure of the air, or other inert gases, less 100 kPa (15 psi) at 55 degrees C (131 degrees F), multiplied by
a safety factor of 1.5. The total gauge pressure is determined on the basis of a filling temperature of 15
degrees C (59 degrees F) and a degree of filling such that the receptacle isnot liquid full at atemperature of
55 degrees C (131 degrees F).
- timesthe vapor pressure at 50 degrees C (122 degrees F) less 100 kPa (15 psi ).
- timesthe vapor pressure at 55 degrees C (131 degrees F) less 100 kPa (15 psi).
*A3.2.2. Single and Composite Packaging Pressure Requirement. Single packagings containing liquid
hazardous material must meet the hydraulic pressure test requirements of 49 CFR 178.605. A test pressure of not
less than 250 kPa (36 ps) for liquids of PG I; 80 kPa (12 psi) for PG 111 liquidsin Class 3 or Class 6.1; and 100 kPa
(15 ps) for all other liquidsis required. If shipping liquid hazardous materias in containers that do not meet the
internal hydraulic pressure requirement, repack or overpack into UN specification certified containers that do meet
the requirement.
A3.2.3. Overpacking Containers. Pack containers holding liquids that do not meet the pressure requirement for
air transport into an outer container that does meet the requirement. Separate interior containers by absorbent
cushioning material as required by attachment 20. Do not overpack pressurized containers in sealed metal drums.
See Figure A17.1 for certification instructions.

A3.3. General Requirements Applicable to Hazard Class. In addition to A3.1 and A3.2, the following genera
reguirements apply to each hazard class:
A3.3.1. Class 1l
A3.3.1.1. Forbidden Explosives. Do not offer explosives listed below for air shipment:
- Anexplosive that has not been approved according to A3.3.1.2.
- Bulk fulminates or other detonating compoundsin dry condition.
- Explosive compounds that ignite spontaneously or undergo marked decomposition when subjected to a
temperature of 75 degrees C (167 degrees F) for 48 hours.
- Anexplosive mixture or device containing a chlorate and also containing:
- An ammonium salt including a substituted ammonium or quaternary ammonium salt.
- An acidic substance including a salt of a weak base and a strong acid.
- Leaking, dropped, or otherwise damaged explosives and ammunition.
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- Do not ship explosives that have been dropped any distance until inspected by qualified MunitionEOD
personndl.

- Air terminal personnel must not repack leaking or otherwise damaged shipments of explosives and
ammunition unless an ammunition inspector is present.

- Onward shipment of suspected or damaged explosives may be made provided the shipment is inspected,
repacked, and certified to be in proper condition for safe transport. Qualified personnel must sgn the
certification.

- Propdlantsthat are unstable, condemned, or deteriorated.

- Nitroglycerin, diethylene glycol dinitrate, or any other liquid explosives not specifically authorized by
attachment 5.

- A loaded firearm except as authorized by chapter 3.

- Fireworks that combine an explosive and a detonator.

- Fireworks containing yellow or white phosphorus.

- A toy torpedo whose outside dimension exceeds 23 mm (0.906 in), or atoy torpedo containing a mixture of
potassium chlorate, black antimony (antimony sulphide), and sulphur if the weight of the explosive material
in the device exceeds 0.26 g (0.01 0z).

- Explosives specifically forbidden in table A4.1.

*A3.3.1.2. Explosve Classfication Approval. Explosives, explosive devices, and munitions, including
commercial and foreign, to be eligible for military air transportation must be either assigned a DoD classification or
meet the provisions for transport without a DoD classification according to TB 700-2, NAVSEAINST 8020.8B, TO
11A-1-47, DLAR 8220.1, DoD Ammunition and Explosve Hazard Classification Procedures.  All explosives
assigned a Nationa Stock Number (NSN) and indexed in the Joint Hazard Classification System (JHCS) are
approved for movement by military controlled aircraft. Unless listed in the JHCS, a copy of the classification
approval document (final or IHC) must accompany the shipment. A copy is not required for 1.4S munitions.
Transport explosives not listed in the JHCS only under one of the following conditions:

- Assigned aDaD fina or interim hazard classification (IHC) by a DoD classification authority according to

TB 700-2, NAVSEAINST 8020.8B, TO 11A-1-47, DLAR 8220.1. This includes foreign owned or

manufactured explosives (except under the provisions of 3.12) and commercial fireworks.

- Assigned aDOE final or interim hazard classification (IHC).

- Assigned a DOT approved fina hazard classification and EX number, and listed in Table A4.1, Column 7

(Special Provision) as"A69".

- Anexplosive classified as 1.4S in accordance with aforeign issued CAA or Specia Approval document.
A3.3.1.3. Explosive Safety. Comply with AFMAN 91-201 (Air Force), TM 9-1300-206 (Army), and NAV SEA
OP 5 (Navy) for safety precautions, standards, and rules when operating in an environment with explosives.

A3.3.2. Class2.

A3.3.2.1. Cylinder Requirements. Comply with Title 49 CFR and this manua for shipping compressed gas
cylinders, including safety relief devices. Requirements covering cylinders also apply to spherical pressure vessdls.
Reference DLAR 4145.25/AR 700-68/ NAVSUPINST 4440.128B/MCO 10330.2B/AFR 67-12 for additiona data
on compressed gas cylinders.

- Cylindersor spherical pressure vessels must not contain gases or materials capable of combining chemically

S0 as to endanger their serviceability. Make sure all cylinders, including closing devices and cushioning
materias, arein good condition so that their contents are well protected during transit.

- Close each cylinder containing poisonous materials with a plug or valve meeting the following
requirements:

- Each plug or valve must have a taper-threaded connection directly to the cylinder and be capable of
withstanding the test pressure of the cylinder.

- Each valve mug be of the packless type with nonperforated diaphragm, except that for corrosive
materids, the valve may be of the packed type, provided the assembly is made gas-tight by means of a
seal cap with gasketed joint attached to the valve body of the cylinder to prevent loss of material
through or past the packing.

- Each valve outlet must be sealed by a threaded cap or threaded solid plug.

- Cylinders, valves, plugs, outlet caps, Iuting, and gaskets must be compatible with each other and with
the material.
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A3.3.2.2. Valve Protection. Protect al valves of containers charged with compressed gas by one of the following
methods:

- By asecurdly attached metal cap of sufficient strength to protect the valve from injury during transit.

- By boxing or crating the cylinder or sphereto give proper protection to the valve.

- By recessed valve or otherwise protected valve so that it cannot be subjected to a blow when the container is

dropped on aflat surface.

- By valves strong enough to avoid injury during transit for cylinders or spheres containing nonliquefied gas

under pressurenot over 2068.5 kPa (300 psig) at 21 degrees C (70 degrees F).
A3.3.2.3. Cylinders Containing Poisonous Material. Overpack cylinders containing a poisonous material, which
have a wall thickness at any point of less than 2.03 mm (0.080 inch) and do not have fitted value protection, in a
4C1, 4D, 4F, 4G, 4H1, or 4H2 box. The box must meet the requirements of A3.1. Ensure box and valve protection
is of sufficient strength to protect all parts of the cylinder and valve (if it has a valve) from deformation and
breakage resulting from a drop of 2.0 m (7 ft) or more onto a concrete floor, impacting a an orientation most likely
to cause damage. If the cylinder is not overpacked, equip the cylinder with a protective cap or other means of valve
protection sufficient to protect the valve from deformation and breakage resulting from a drop of 2.0 m (7 ft) or
more onto a concrete floor, impacting at an orientation most likely to cause damage.
A3.3.2.4. Cylinders Requiring an Outside Container. Ship DOT 2P, 2Q, 3E, 3HT, 4BA spherical type, 4D,
4DA, 4DS, 9, 39, 40, and 41 cylinders in strong outside containers. Ensure the package is capable of protecting the
cylinder and all its parts from deformation or breakage resulting from a 1.2 m (4 foot) drop on a solid concrete floor.
Do not pack cylinders, spheres, or containers under pressure in metal drums or airtight outside packages. DOT 4BA
spherical cylinders may be securely mounted on palletsto provide protection for the spheres and any attachments.
A3.3.2.5. Pressure and Filling Requirements.

- Ensurethepressurein the container at 21 degrees C (70 degrees F) isnot more than the service pressure for
which the container is marked or designated, except as provided below.

- When cylinders with a marked pressure limit are prescribed, other cylinders made under the same
specification, but with a higher marked service pressure limit are authorized. For example, a cylinder
marked DOT 4B500 may be used where DOT 4B300 is specified.

- The pressure in the cylinder or sphere at 54 degrees C (130 degrees F) must not exceed 1 1/4 times the
service pressure except cylinders of acetylene, liquefied nitrous oxide, and liquefied carbon dioxide which
must not exceed the allowable charging pressure of the cylinder.

- The pressure of a cylinder containing a poisonous material must not exceed the service pressure of the
cylinder at 55 degrees C (131 degrees F). Provide sufficient outage to ensure the cylinder is not liquid full
at 55 degrees C (131 degrees F).

- Usethe service pressure identified for a current specification for containers made before the effective date
of specifications.

- Except for carbon dioxide, nitrous oxide, and vinyl fluoride, stabilized, the liquid portion of the gas (if any)
must not completdly fill the cylinder at 54 degrees C (130 degrees F). The liquid portion of vinyl fluoride,
stabilized, may completely fill the cylinder provided the pressure is not over 1 1/4 times the service
pressure (see definition for filling density).

- Use the sarvice pressure identified in figure A3.1 for authorized cylinders not marked with a service
pressure.

- DOT 3A, 3AX, 3AA, 3AAX, and 3T cylinders may be charged with compressed gases other than liquefied,
dissolved, poisonous, or flammable gases to a pressure of 10 percent over their marked service pressure,
provided the following conditions are met:

- Equip each cylinder with frangible disc safety devices (without fusible metal backing) having a
bursting pressure not over the minimum prescribed test pressure.

- Determine the elastic expansion at thetime of the last test or retest by the water-jacket method.

- Do not exceed either the average wall stress or the maximum wall stress limitationsin figure A3.2.

- Use figure A3.3 for filling density requirements of Liquified Petroleum Gases. Any filling density
prescribed in figure A3.3 may be increased by 2 percent for liquefied petroleum gasin DOT 26 or DOT 3
cylinders (or in DOT 3A cylinders marked for 1,800 pounds or higher service pressure, subject to the bullet
above).

- Usefigure A3.4 for filling density requirements when shipping cryogenic liquids of argon, helium, neon,
nitrogen, and oxygen. Ship hydrogen (minimum 95 percent parahydrogen) according to figure A3.5.



AFMAN 24-204(1)/TM 38-250/NAV SUP PUB 505/M CO P4030.19H/ DL AI 4145.3
11 DECEMBER 2001

Figure A3.1. Cylinder Specification and Service Pressures.

Material at 60 degreesF

Per cent of the

Material at 60 degreesF

Specification Marking Service Pressur e Kilopascal (Pounds Per Squar e Inch)
DOT-3 12411.0 (1800)
DOT-3E 12411.0 (1800)
DOT-4 2068.5 (300)
DOT-8 1723.8 (250)
DOT-9 1379.0 (200)
DOT-25 2068.5 (300)
DOT-33 3309.6 (480)
DOT-38 1723.8 (250)
DOT-40 1379.0 (200)
DOT-41 1654.8 (240)
Figure A3.2. Wall-Stress Limitations.
Type of Sted Wall Stress | Limitation
Average Maximum
Plain carbon steels over 0.35 carbon and medium manganese | 53,000 58,000
Steels.
Steels of anaysis and heat treatment specified in DOT | 67,000 73,000
Specification 3AA.
Plain carbon steelslessthan 0.35 carbon made before 1920. | 45,000 48,000
Figure A3.3. Prescribed Filling Density for Liquefied Petroleum Gas.
Minimum Specific Maximum Minimum Specific Maximum
Gravity of theLiquid Filling Density in | Gravity of the Liquid Filling Density

in Percent of the

(15.5 degrees C) Water Capacity | (15.5degreesC) Water Capacity
of the Container of the Container

0.271-0.289 26 0.504-0.510 42

0.290-0.306 27 0.511-0.519 43

0.307-0.322 28 0.520-0.527 44

0.323-0.338 29 0.528-0.536 45

0.339-0.34 30 0.537-0.544 46

0.355-0.371 31 0.545-0.552 47

0.372-0.398 32 0.553-0.560 48

0.399-0.425 33 0.561-0.568 49

0.426-0.440 34 0.569-0.576 50

0.441-0.452 35 0.577-0.584 51

0.453-0.462 36 0.585-0.592 52

0.463-0.472 37 0.593-0.600 53

0.473-0.480 38 0.601-0.608 54

0.481-0.488 39 0.609-0.617 55

0.489-0.495 40 0.618-0.626 56

0.496-0.503 41 0.627-0.634 57

37
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Figure A3.4. Filling Density for Cryogenic Liquids Except Hydr ogen.
Pressure control valve setting (maximum start-
to-discharge pressure, kPa (psig.) Maximum permitted filling density (per cent by
weight)
Air Argon | Nitrogen | Oxygen | Hdium | Neon
310.3 (45) 82.5 133 76 108 12.5 109
517 (75) 80.3 130 74 105 12.5 104
724 (105) 78.4 127 72 103 12.5 100
1172 (170) 76.2 122 70 100 12.5 92
1585.8 (230) 75.1 119 69 98 12.5 85
2034 (295) 73.3 115 68 96 12.5 77
2482 (360) 70.7 113 65 93 12.5
3103 (450) 65.9 111 61 91 12.5
3723 (540) 62.9 107 58 88 12.5
4309 (625) 60.1 104 55 86 12.5
Design Service Temperature (degreesF) -320 -320 -320 -320 -452 -411
(degrees C) -196 -196 -196 -196 -269 -246
Figure A3.5. Filling Density for Cryogenic Liquids of Hydr ogen.
Column 1 Column 2
Design service temperature Minus 253 degrees C (-423 degrees
F) or colder
Maximum permitted filling density, based 6.7 percent
on cylinder capacity at -253 degrees C (-423 degrees F)(see note)
The pressure control valve must be designed and set to limit the 117 kPa (17 psg)
pressure in the cylinder to not more than

NOTE: Thefilling density for hydrogen, cryogenic liquid, is defined as the percent ratio of the weight of lading in
a package to the weight of water that the packaging will hold at -253 degrees C (-423 degrees F). The volume of the
packaging at -253 degrees C (-423 degrees F) is determined in cubic inches. The volume is converted to pounds of
water (1 pound of water = 27.737 cubic inches). Each cylinder must be constructed, insulated, and maintained so
that the total rate of venting must not be over 30 standard cubic feet (SCF) of hydrogen per hour during
transportation.

A3.3.2.6. Mandatory Color-Code Identification. Exact color-code identification of any material contained in a
compressed gas cylinder is mandatory and must meet MIL-STD-101.
A3.3.2.7. Foreign Cylinders. A foreign cylinder may not be offered for military airlift unless manufactured,
inspected, and tested according to 49 CFR, Part 178, or a copy of the competent authority approval of the nation
manufacturing the cylinder accompanies the shipment. All other requirements of this manual also apply.
%*A3.3.2.8. Unregulated Compressed Gases. Compressed gasses in the following items are not regul ated:

- Inflated tires, when inflated to a pressure not greater than its rated inflation pressure.

- Inflated balls used for sports.

- Carbonated beverages.

- Refrigerating machines, including dehumidifiers, air conditioners, and components thereof such as

precharged tubing containing 12 kg (25 pounds) or less of nonflammable liquefied gas.

*A3.3.2.9. Previously Authorized Cylinders. Cylinders marked with the prefix "ICC" (i.e 1CC-4BA240) are
authorized in place of cylinders required by this manua with a"DOT" prefix. The cylinders must comply with all
other applicable specification requirements for DOT cylinders.
*A3.3.3. Class3.
A3.3.3.1. Combustible Liquids. Therequirementsin this manual do not apply to materials classed as combustible
liquid. See attachment 14 for marking requirements.
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A3.3.3.2. Padsand Swabs. Pads and swabs soaked with a flammable liquid and sealed in a bag are not subject to
the requirements of this manual.

A3.3.3.3. Alcoholic Beverages. Alcohalic beverages in packagings of five liters or less are not subject to the
requirements of thismanual.

*A3.34. Class4.

A3.3.4.1. Packaging. Unless otherwise specified by a packaging paragraph, package amaterial identified as PG 111
intable A4.1in acontainer that meetsthe PG | or 1l performancelevel.

A3.34.2. Flameless Ration Heaters (FRH). FRH packaged as a component of meals-ready-to-eat are not subject
tothe

requirements of thismanual.

A3.34.3. Charcoal Briquettes. Lump charcoal briquettes, packaged in aform suitable for consumer use, generally
will not meet the classifying criteria of a Class 4.2 spontaneousy combustible material. If the charcoal briquettes do
not meet the definition of a Class 4.2 material, it is not subject to any other requirements of this manual. Ensure the
specific type and form of charcoal being shipped does not meet the definition of a Class 4.2 material and passed the
self-heating test for carbon (which indicates that it isnot spontaneously combustible).

A3.35. Classbh.

A3.35.1. Packed with Other Materials. Do not pack Class 5 materials in the same outside container with
corrosive liquids, unless the corrosive liquids are in bottles cushioned by incombustible absorbent materia in tightly
closed metal containes. Class 5 materials in securely closed metal cans and in quantities not over 118 ml (4
ounces), are acceptable for air shipment if packed in the same compartment with other securely packed materials
necessary for a complete fumigant.

A3.3.5.2. Packaging. Unless otherwise specified by a packaging paragraph, package amaterial identified as PG 111
intable A4.1in acontainer that meetsthe PG | or 11 performancelevel.

*A3.3.6. Class6. Do not place any liquid toxic material on the same 463L pallet with foodstuffs or rations.
A3.3.7. Class7.

A3.3.7.1. General Design Requirements. Design each package used for shipment of radioactive materials so that:

- The package can be easily handled and properly secured during transport.

- Each lifting attachment on the package, when used in the intended manner, with a minimum safety factor of
three, does not impose an unsafe stress on the gructure of the package. In addition, design the lifting
attachment so that failure under excessive load does not impair the ability of the package to meet all other
regquirements of this attachment and attachment 11. Remove, make inoperable for tranport, or design with
equivalent strength for lifting each attachment or other feature on the outer surface of the packaging that
could be used to lift the package.

- Theexternal surface, asfar as practical, may be easily decontaminated.

- Theouter layer of packaging avoids, asfar as practicable, pockets or crevices where water might collect.

- Each feature that is added to the package at the time of transport, and is not a part of the package, does not
reduce the safety of the package.

- The package will be capable of withstanding the effects of any acceleration, vibration, or vibration
resonance that may occur during transportation without any deterioration in the effectiveness of the of any
of the closing devices or in the integrity of the package and without |oosening or unintentionally releasing
the nuts, bolts, or other securing devices.

- The packaging materias and any components will be physically and chemically compatible with each other
and the contents.

- All valves through which the package contents could escape will be protected against unauthorized
operation.

A3.3.7.2. Additional Design Requirementsfor Type A and B Packages.

- In addition to meeting the general design requirements each Type A packaging must aso meet the design
requirements of 49 CFR 173.412 and test requirements of 49 CFR 173.461.

- Each type B(U) or type B(M) package must meet the design and test requirements of 10 CFR Part 71.

A3.3.7.3. Radiation Level and Thermal Limitations.

- Design each package of radioactive materials so that:

- Theradiation level is not more than 2 mSv/h (200 mrem/h) at any point on the external surface of the
package.
- Thetransport index isnot over 10.
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Design, construct, and load each package of radioactive material so that:

- The heat generated within the package due to the radioactive contents will not, a any time during
transportation, affect the integrity of the package under normal transportation conditions.

- Thetemperature of the accessible externa surfaces of the |loaded package will not, assuming ill air in
the shade at an ambient temperature of 38 degrees C (100 degrees F), exceed either atemperature of 50
degrees C (122 degrees F) in other than an exclusive use shipment or 82 degrees C (180 degrees F) in
an exclusive use shipment.

A3.3.7.4. General Transportation Requirements.

Secure each shipment of radioactive materialsto prevent shifting during normal transportation conditions.
Except as specifically required by a CAA, a package of radioactive materias may be carried among
packaged genera cargo without special stowage provisions, if:

- Thehesat output in watts isnot over 0.1 times the minimum package dimension in centimeters.

- The average surface heat flux of the package is not over 15 watts per square meter (W/mz) and the
immediately surrounding cargo is not in sacks or bags or otherwise in a form that would seriously
impede air circulation for heat removal.

Aircraft in which radioactive materias have been spilled may not again be placed in service or routingly
occupied until radiation dose rate at any accessible surface isless than 0.005 mSv/h (0.5 mrem/h) and there
is no significant removable radioactive surface contamination as determined in A3.3.7.11. When
contamination is present or suspected, segregate the package and any other materials it has touched as far
as practical from personnel contact until needed radiological advice or assigtance is obtained. For
personnel safety, take care to avoid possible inhdation, ingestion, or contact with radioactive materials that
may have leaked or spilled from its package. Leave any loose radioactive materials and associated
packaging materials in a segregated area pending disposal instructions from responsble radiological
authorities.

Do not offer for military airlift:

- AnytypeB(U) or type B(M) package with an accessible surface temperature in excess of 50 degrees C
(122 degrees F).

- Any continuously vented type B(M) packages, which require external cooling by an auxiliary cooling
system or packages subject to operational controls during transport.

- Any liquid pyrophoric radioactive materials.

Do not transport exclusive use shipments of packages having a surface radiation level in excess of 2 mSv/h

(200 mrem/h) except by special arrangement.

A3.3.7.5. Approval of Special Form Radioactive Material.

Each shipper of special form radioactive materials must maintain on file for at least 1 year after the latest

shipment, a complete safety analysis, including documentation of any tests demonstrating that the special

form material meets the requirements of 49 CFR 173.469. An Internationa Atomic Energy Agency

(IAEA) certificate of competent authority issued for the special form material may be used to satisfy this

reguirement.

Before the first export shipment of a special form radioactive material from the United States, each shipper

must obtain a competent authority certificate for the specific material. For special form material

manufactured outside the United States an IAEA certificate of component authority from the country of

origin may be used to meet thisrequirement. For special form materials manufactured in the United States

each shipper must obtain a US competent authority certificate for the specific material. Submit each

petition for a US competent authority certificate according to 49 CFR 173.471 and include the following

information:

- A detailed description of the materid or, if a capsule, a detailed description of the contents. Make a
particular reference to both physical and chemical states.

- If acapsuleisused, a detailed statement of its design and dimensions, including compl ete engineering
drawings and schedules of material, and methods of construction.

- A statement of tests performed and their results; evidence based on cal cul ative methods to show that
the material is able to pass the tests; or other evidence that the special form radioactive material
complies with 49 CFR 173.469.
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Unless otherwise required, the shipper is exempt from maintaining the documentation required in the
bullets above if that documentation is maintained by the Inventory Control Point (national stock number
managing activity).

The documentation requirements specified in the bullets above do not apply in those cases where A4 equals
Ao and the material is not described on the shipping papers as "Radioactive Material, Special Form,

N.O.S"

A3.3.7.6. Stowage on Aircraft or Storage Incident to Transportation.

Do not ship radioactive yellow 11 or radioactive yellow Il material on the same aircraft or store in any one
area, such as a transit area, terminal building, storeroom, or assembly yard, if the sum of the transport
indexes in any individual group of packages exceeds 50.

If thetotal transport index for all packages exceeds 50, separate the packages into groups. Store groups of
these packages so as to maintain a spacing of at least 6 meters (20 feet) from other groups of packages
containing radioactive materials.

Ensure separation of yellow Il or yellow 111 material from packages containing undevel oped film according
to the distances shown in 49 CFR 175.703.

A3.3.7.7. Uranium Hexafluoride (Fissile and Low Specific Activity). In addition to any other applicable
requirements of attachment 3 and attachment 11, package uranium hexafluoride, fissile or low specific activity,
according to the following requirements:

Before initial filling and during periodic inspection and test, clean packages according to American
National Standard N14.1.

Design, fabricate, inspect, test, and mark packagings according to American National Standard N14.1 in
effect at the time the packaging was manufactured.

Ensure uranium hexafluoride isin solid form when offered for transportation.

The volume of the solid uranium hexafluoride at 20 degrees C (68 degrees F) must not exceed 61 percent of
the volumetric capacity of the package.

Ensure the pressure in the package at 20 degrees C (68 degrees F) isless than 101.3kPa (14.8 psia).
Periodically inspect, test, and mark packages of uranium hexafluoride according to American National
Standard N14.1-1987.

Perform each repair to a package of uranium hexafluoride according to American National Standard N14.1-
1987.

A3.3.7.8. Specific Requirementsfor Fissile Shipments.

Fissile material packaging must meet the test requirements of 10 CFR Part 71.

Mixing fissile material packages with other types of radioactive materials, induding fissile class | with
fissile class || packagesisauthorized if thetotal transport index isnot over 50.

See attachment 24 for Fissile Class 111 shipments.

A3.3.7.9. Fissle Materials--Exceptions. Therequirements of A3.3.7.8 do not apply to:

A package not containing more than 15 grams of fissile radionuclides.

A package containing irradiated natural or depleted uranium including the products of irradiation if the

irradiation has taken place only in the thermal reactor.

A package containing homogeneous solutions or mixtures where:

- The minimum ratio of the number of hydrogen atoms to the number of atoms of fissile radionuclides
(H/X) is 5200.

- The maximum concentration of fissile radionuclidesis 5 grams per liter (g/l).

- The maximum mass of fissile radionuclides in the package is 500 grams, except that for a mixture

where the total mass of plutonium and uranium?33 is not over 1 percent of the mass of uranium239, the
limit is800 grams.
A package containing uranium enriched in urani um?23° to a maximum of 1 percent by weight, and with a

total plutonium and uranium?33content of up to 1 percent of the mass of uranium?3°, if the fissile
radionuclides are digtributed homogeneously throughout the package contents, and do not form a lattice
arrangement within the package.
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- A package containing any fissile material if it does not contain more than 5 grams of fissile
radionuclides in any 10 liter volume, and if the material is packaged to maintain this limit of fissile
radionuclide concentration during normal transport.

- A package containing not more than one kg of plutonium of which not more than 20 percent by mass
may consist of plutonium?39, plutonium?4L, or any combination of those radionuclides.

- A package containing liquid solutions of uranyl nitrate enriched in urani um?23° to a maximum of 2
percent by weight, with total plutonium and urani um?33 not more than 0.1 percent of the mass of
uranium?@3>,

A package containing thorium or uranium with not more than 0.72 percent by weight of fissile material

used for shipment solely within the United States.

A3.3.7.10. Requirements for Foreign-Made Packages. In addition to the requirements of attachment 11, each
shipper of a foreign-made type B, type B(U), type B(M) or fissile material package for which a competent authority
certificate is required by the IAEA "Regulations for the Safe Transport of Radioactive Materials, Safety Series No.
6" or the IAEA "Regulations for the Safe Transport of Radioactive Materials, No. TSR-1" must meet the
requirements of 49 CFR 173.473.

A3.3.7.11. Radioactive Contamination.

Contamination Control. Keep the level of nonfixed (removable) radioactive contamination on the
external surfaces of each package offered for shipment as low as practical. The level of nonfixed

radioactive contamination may be determined by wiping an area of 300 cm? of the surface concerned with
an absorbent material, using moderate pressure, and measuring the activity on the wiping material. Take
sufficient measurements in the maost appropriate locations to yield a representative assessment of the
nonfixed contamination levels. The amount of radioactivity measured on any single wiping material, when
averaged over the surface wiped, must not exceed the limits given in table A3.3 a any time during
transport. Other methods of assessment of equal or greater efficiency may be used. When other methods
are used, take the detection efficiency of the method used into account and in no case must the nonfixed
contamination on the external surfaces of the package exceed 10 timesthe limitslisted in table A3.3.
Inspecting Aircraft for Contamination. Periodically check aircraft used to routinely transport radioactive
materias for radioactive contamination. Determine frequency of the checks based on the likelihood of
contamination and the extent to which radioactive materials are carried aboard the aircraft. An aircraft
must be taken out of serviceif theradiation dose rate at any accessible surfaceis 0.005 mSv/h (0.5 mrem/h)
or if thereis significant removabl e radi oactive surface contamination as outlined above.

Table A3.3. Removable External Radioactive Contamination--Wipe Limits.

Contaminant Maximum permissiblelimits

uCi/cm? depletion per
minute (dpm)/cm?

Beta-gamma emitting radionuclides; all radionuclide with half-lives
less than 10 days; natural uranium; natural thorium; uranium-23>;

uranium'238; thori um'232; thori um'228; and thorium230 when
contained in ores or physical concentrates. All other alpha emitting
radionuclides 106

1075 22
2.2

A3.3.8.

A3.3.9.

Class 8.

Packed with Other Materials. Do not pack bottles containing corrosive liquids in the same outside
container with other hazardous materials.

Packaging. Unless otherwise specified by a packaging paragraph, package a liquid material identified as
PG 111 in table A4.1 in a container that meetsthe PG | or Il performance level.

Class 9. Any package that has a magnetic field strength of more than 0.00525 gauss measured at 4.6 m (15

ft) from any surface of the packageis forbidden on military aircraft.
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A3.4. Household Goods (HHG) Shipments. DoD 4500.34-R, Personnel Property Traffic Management
Regulation establishes requirements for the movement of HHG and specifies that hazardous materials are not
authorized for military airlift. One exception is that engine power-driven equipment (motorcycle, moped,
lawnmower, boat, snowmabile, etc.) may be transported as HHG under the following requirements:
- Completely drain all fuel.
- Rununtil theengine stals.
- Drain dl ail and cooling fluids.
- Allow fud tanks and linesto remain open for at least 24 hours prior to pickup.
- Disconnect nonspillable gel-type batteries and tape the ends to prevent short circuit. Batteries may remain
in the equipment holder, but ensure they are firmly secured and remain upright in the shipping container.
Do not ship batteries with acid or alkali.
- Engine power-driven equipment prepared in this manner are not regulated by this manual. A Shippe’s
Declaration for Dangerous Goods is not required.
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Attachment 4
ITEMSLISTING

A4.1. General Requirements. Thisattachment contains:
- An dphabetica listing of the hazardous materials subject to the requirements of this manua. See
paragraph 1.10.3 for material determined to be nonhazardous.
- Classification criteriafor hazard classes. See attachment 1 for definitions.
- ldentification of items prohibited for military air transportation.
- Listing of Hazardous Substances and applicable Reportable Quantities.

A4.2. Using Table A4.1. Table A4.1 identifies "hazardous materials’ for the purpose of military air transportation.
To use table A4.1 locate the proper shipping name (PSN) of the hazardous material and follow the information
identified on the samelinewith the PSN. Use Table A4.1 to identify the follwing:

- Eligibility of material for shipment

- Proper shipping name (PSN)

- Hazard class and division

- ldentification number

- Packing group (PG)

- Subsidiary Risk

- Specia provisions applicable to the material, including passenger digibility

- Basic packaging paragraph
A4.2.1. Column 1: Symbols. Column 1 contains symbols that pertain to the PSN.

- Theletter "D" means that the PSN applies only to domestic shipments. These items are also identified by
"NA" numbersin column 4. For international shipments, select an alternate PSN that is not preceded by a
"D".

- The™" (asterisk) identifies that a technical nameisrequired in association with the PSN.

- The"+" (plus) fixes the proper shipping name, hazard class and packing group for that entry without regard
to whether the material meets the definition of that class or packing group or meets any other hazard class definition.
A4.2.2. Column 2: Proper Shipping Names (PSN). PSNs are listed aphabetically in al bold capital lettersin
table A4.1. Use either singular or plura wording. New and revised PSNs in 49 CFR, part 172, ICAO Technical
Instructions, or IATA Dangerous Goods Regulation are authorized PSNs under this manual, provided the packaging
requirements do not change. Words which appear in lower case italicized letters are descriptive words which may
be used, but are not required as part of the PSN.

- Technical or Chemical Group Names. Provide a technical or chemical group name in association with

the PSN when required by an “*” in column 1.

- Organic Peroxides. Use technical names listed below the appropriate generic PSN (in lower case
letters) intable A4.1. See A4.3.6 for PSN assignment based on technical name.

- Mixtures and Solutions. If the hazardous material is a mixture or solution of two or more hazardous
materids, enter the technical names of at least two components most contributing to the hazards of the
mixture or solution in parentheses after the PSN.

- TheWord"OR" in Table A4.1. Theword "or" in a sequence of PSNs means that PSNs in the sequence
are synonymous. Therefore, use of any one of the PSNsin the series is appropriate. Select only one PSN
in the series when classifying the shipment.

-  TheWord " SEE" in Table A4.1. When one item references another item (by use of the word "se€") and
both names are in capital letters, use either name as the PSN. Forbidden designations and passenger
restrictions applicabl e to thereferenced entry also apply to the "see” entry.

- The Words “SOLUTION” or “MIXTURE”. A mixture or solution containing a hazardous material
listed by name in table A4.1 together with one or more materials not subject to this manual must be
identified by the PSN of the hazardous material. The qualifying word “solution” or “mixture’ should be
added to the PSN.

- Concentration Ranges. When a shipping name includes a concentration range as part of the shipping
description, the actual concentration shipped (if it is in the range stated) may be used in place of the
concentration range. For example, ship a hydrogen peroxide solution containing 30 percent peroxide as
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either "Hydrogen peroxide agueous solution (with not less than 20 percent but not more than 40 percent
hydrogen peroxide)" or "Hydrogen peroxide agueous solution (with 30 percent hydrogen peroxide).”

- Hazardous Wastes. The PSN for a hazardous material that is a hazardous waste must include the word
"WASTE" preceding the name of the materia (i.e, WASTE, ACETONE). Comply with all requirements
of thismanual identified for the hazardous material when shipped as waste.

*A4.2.3. Column 3: Hazard Classand Division. Column 3 contains:

- Primary hazard class and division numbers. When this manua references hazard class, that includes any
division number if appropriate. For Class 1 (explosives), the compatibility group is aso given. See A4.3
for additional information on class/divisions.

- ldentification of "FORBIDDEN" items. Do not transport "FORBIDDEN" items by military aircraft.

- Someitems that contain explosive material may be assigned to a classification other than Class 1 by DoD
explosives hazard classification approval authorities due to the predominant hazard (see A3.3.1.2).
Compatibility group letters assigned to non-Class 1 material do not apply to military air transportation.

A4.2.4. Column 4: ldentification Number. Column 4 ligs theidentification number assigned to each PSN.

- Ship items classified with "UN" (United Nations) or "ID" (identification) numbers domesticaly or
internationally.

- Ship items classified with "NA" (North American) numbers domestically only, or to and from Canada or
Mexico. Use of “UN” numbersis preferred even for domestic shipment.

- New or revised UN or NA numbers in 49 CFR, part 172, ICAO Technical Indructions, or IATA
Dangerous Goods Regulation are recognized for use with this manual.

A4.25. Column 5: Packing Group (PG). Column 5 specifies one or more packing groups assigned to each PSN
and hazard class Hazard classes 2, 7, and ORM-D do not have packing groups. See A4.4 for additional
information on PG.

A4.2.6. Column 6: Subsidiary Risk. Column 6 identifies the hazard clasy/division of any subsidiary risk posed
by amaterial. Subsidiary risk may vary, depending on the applicable PG.

A4.2.7. Column 7: Special Provisons. Column 7 specifies codes for special provisions that are applicable for
each PSN, hazard class, and PG. Specia provision codes may vary, depending on the PG. Requirements of the
special provision codes are identified in table A4.2. The codes reflect four categories: numeric codes, codes
beginning with "A", codes beginning with "N", and codes beginning with a“P".

- Use codes beginning with a“P” to determine passenger digibility for transport with hazardous materials.

- Use all other codes to determine packaging provisions, restrictions, and exceptions from requirements for
particular quantities or forms of materials.

- When an additional packaging requirement is prescribed, the requirement is mandatory.

*A4.28. Column 8: Packaging Paragraph. This column lists the applicable packaging paragraph.
“FORBIDDEN" items are also identified in this column.

- Except when otherwise identified, prepare hazardous material shipments according to the specified

packaging paragraph.

- Packaging paragraphs in each attachment provide titles as a guide for PSNs covered by that paragraph.
Thesetitlesareaguide only and are not al-inclusive.

- If apackaging paragraph in table A4.1 specifies packaging that isnot applicable to the form of the material
(i.e, the packaging specified is for a solid material and the material shipped is in liquid form) use the
following guidance to select the appropriate paragraph:

- Useeither packaging paragraph A8.3 (liquids) or A8.4 (solids) as appropriate.
- Useeither packaging paragraph A9.7 (liquids) or A9.8 (solids) as appropriate.
- Useeither packaging paragraph A10.5 (liquids) or A10.6 (solids) as appropriate.
- Useeither packaging paragraph A12.3 (liquids) or A12.4 (solids) as appropriate.

A4.3. Classifying Hazardous M aterials.

A4.3.1. Hazard Class Names. Thehazard class and division isanumerical identification which describes the class
(type) of primary hazard involved and if appropriate, its division within the class. Use DoD 6050.5, Hazardous
Material Information System, product Material Safety Data Sheet, or other manufacturer’s information if assistance
in determining the hazard classification is needed. Figure A4.1 lists class and divison numbers and the
corresponding class and division names.
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Figure A4.1. Hazard Classes.
HAZARD HAZARD CLASY HAZARD HAZARD CLASY
CLASY DIVISION NAME CLASY DIVISION NAME
DIVISION DIVISION
NUMBER NUMBER
11 Explosives (with mass explosion hazard) 4.1 Flammable solid
12 Explosives (with a projection hazard) 4.2 Spontaneously combustible
materia
13 Explosives (with predominately afire 4.3 Dangerous when wet material
hazard)
14 Explosives (with no sgnificant blast 51 Oxidizer
hazard)
15 Very insendtive explosives; blasting 52 Organic peroxide
agents
16 Extremely insensitive detonating 6.1 Poi sonous (toxic) material
substances
21 Flammable gas 6.2 Infectious substances (etiologic
agents)
2.2 Nonflammable gas 7 Radioactive material
2.3 Poisonous gas 8 Corrosive material
3 Flammable liquid 9 Miscell aneous hazardous material

A4.3.2. I1tems Not Specifically Listed. If amaterial isnot specifically listed in table A4.1, determine the PSN by
comparing the characteristics of the items with the definitions of the various hazard classes in this manual. Assign a
"Not Otherwise Specified" (N.O.S.) name based on the hazard class of the material. Examplesare: "FLAMMABLE
LIQUID, N.O.S,; CORROSIVE SOLID, N.O.S" Attachment 1 contains hazardous class definitions. Determine the
appropriate technical name according to A4.3.1.
A4.3.3. Tentative PSN Assignment. A material for which the hazard class must be determined by testing, or a
materia that isahazardous waste, the shipper may assign a tentative shipping name, based on:
- Thedefining criteria of the hazard class.
- Thehazard precedence prescribed in A4.3.
- The shipper’s knowledge of the material.
- A3.3.1.2for new explosives.
If aN.O.S. PSN is assigned, atechnical nameis not required.
*A434 Precedence of Hazard. Assign any material specifically identified and listed in table A4.1 the hazard
class identified in column 3 of table A4.1. Classification tools identified in A4.3.1 should be used to determine
appropriate hazardous material description. If required, classify a hazardous material that is not specifically
identified and listed in table A4.1 (or is a mixture of materials), and meets the definition of more than one hazard,
according to the following order of precedence:
- Class 7 (Radioactive material, other than limited quantities). When limited quantities are involved the
other hazardous properties take precedence.
- Class1 (Explosives).
- Class 2.3 (poisonous gas).
- Class 2.1 (flammable gas). Seealso Class 9.
- Class 2.2 (nonflammable gas). See dso Class9.
- Class 5.2 (organic peroxide).
- Class 6.2 (infectious substances or etiologic agents).
- Class4.1 (flammable solid). Only self-reactive substances and wetted explosives.
- Class 4.2 (substances liable to spontaneous combustion). Only pyrophoric substances.
- Class 6.1 (poisonous substances), PG |, poisonous by inhalation only.
- Small quantities of compressed gas such as starter fluid (Class 2.1) or fire extinguisher (Class 2.2) ingtalled
on avehicle do not take precedence over the flammable liquid (Class 3).
- If required, classify other hazardous materials not identified above according to 49 CFR 173.2a
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A4.35. Hazard Classification of Class 5.2 Organic Peroxides. Class 5.2 organic peroxides are categorized into
one of seven "types' in a system of generic proper shipping hames. The generic PSN for the organic peroxide
describes the physical state of the material (i.e., liquid or solid), provides an indication of controlled temperature
requirements, and includes the "type" of the organic peroxide. The seven types of organic peroxides are described in
attachment 1. Transport all Class 5.2 material under one of the generic proper shipping names listed in table A4.1
beginning with the words "ORGANIC PEROXIDE". Technical names are listed below each PSN in lower case
letters. To determinethe correct PSN:

- Find the technical name in table A9.1 and select the UN identification number assigned to the technical
namethat best describes theitem (in terms of concentration ranges, physical characteristics, etc).

- Turn to the "ORGANIC PEROXIDE" listed in table A4.1. These entries constitute the "generic" organic
peroxide proper shipping names.

- Match the UN identification number for the technical name with a UN identification number associated
with the generic PSN.

- The generic PSN associated with organic peroxides will include the "type" under which the organic
peroxide falls. Organic peroxide types are defined in attachment 1.

A4.3.6. Hazard Classification of Fissile Materials. Except as provided in A3.3.7.9, classify each package of
fissile materials asfissile class|, 11, or 11l. Determine the numerical values for package assignments as fissile class
[, the transport indexes for fissile class Il packages, and the conveyance limitations for fissile class 111 shipments
according to 10 CFR Part 71.

- Fissle Class|. Packages may be transported in unlimited numbers, and in any arrangement, and require
no nuclear criticality safety controls during transportation. A transport index is not assigned to fissile class
| packages for the purpose of nuclear criticality safety control, although, the external radiation levels may
require atransport index number.

- Fissle Class I1. Packages may be transported together in any arrangement, but in numbers that are not
over an aggregate transport index of 50. For the purposes of nuclear criticality safety control, individual
packages may have a transport index of not less than 0.1 and not more than 10. However, the external
radiation levels may require a higher transport index number. These shipments require no nuclear
criticality safety control by the shipper during transportation.

- FissleClass I11. Shipments of packages of fissile materials that do not meet the requirements of fissile
class| or fissleclass 11 and are controlled in transit as prescribed in A3.3.7.8 by appropriate arrangements
between the shipper and the carrier.

A4.4. Determining Degree of Hazard (PG). For most materia, the PG is assigned in column 5 of table A4.1.
Packing groups I, 11, and 111 indicate the degree of hazard associated with the materials and are used to identify the
severity of UN specification performance tests associated with the packaging for the item. Poisonous by inhal ation
materia are assigned hazard zones (see attachment 1) in table A4.1. If unknown, the PG or hazard zone may be
determined according to this paragraph. Class 2, and 7 do not have packing groups.

A4.4.1. Class2 Hazard Zone. The hazard zone of a Class 2.3 materid is given in column 7 of table A4.1. When
column 7 of table A4.1 provides more than one hazard zone or is blank, determine the hazard zone from figure A4.2.
There are no hazard zones for Class 2.1 and 2.2.

Figure A4.2. Determination of Hazard Zonefor Class 2.3.

Hazard Zone | Inhalation Toxicity (parts per million)

L C50 less than or equal to 200 ppm

LC50 greater than 200 ppm and less than or equal to 1000 ppm
LC50 greater than 1000 ppm and less than or equal to 3000 ppm
L C50 greater than 3000 ppm or less than or equal to 5000 ppm

g0O|m| >

A4.4.2. Class 3 Packing Groups. When table A4.1 lists more than one PG for a material, or indicates that the PG
isto be determined on the basis of the PG criteriafor Class 3, determine the PG by using figure A4.4. To use figure
A4.3, match theinitial boiling point of the material to the flash point, and assign the corresponding PG. Flash points
may be determined from the material safety data sheet, DoD 6050.5 Hazardous Material Information System, the
National Fire Protection Guide, or markings on the package. For example, a Class 3 material with an initial boiling
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point of 38 degrees C (100 degrees F) and a flash point of 25 degrees C (77 degrees F) would be assigned a PG I11.
If theinitial boiling point isless than or equal to 35 degrees C (95 degrees F), assign PG I. Viscous Class 3 material
(i.e, paints, varnishes, enamels, lacquers, adhesives, and polishes) in PG Il with a flash point of less than 23
degrees C (73 degrees F) may be grouped in PG 111 provided the requirements of 49 CFR 173.121(b) are met.

Figure A4.3. Criteriafor Class 3 PG.

PG Flash Point (closed-cup) Initial Boiling Point
I lessthan or equal to 35 C (95 F)
[l lessthan 23 C (73 F) greater than 35 C (95 F)
[ equal to or greater than 23 C (73 F) but less than or greater than 35 C (95 F)
equal t060.5 C (141 F)

A4.43 Class4 Packing Groups. When table A4.1 indicates that the PG of the material is to be determined on the
basis of test criteria for Class 4 material, the test methods and appropriate criteria must comply with 49 CFR,
appendix E to part 173.
A4.4.4. Class5 Packing Groups. When column 5 of table A4.1 is blank for asolid in Class 5.1, determine the PG
based on the test criteria found in 49 CFR, part 173, appendix F. If column 5 is blank for a liquid in Class 5.1,
packing groups can be assigned by a comparison to existing entriesin table A4.1.
A4.45. Class 6 Packing Groups and Hazard Zone. When table A4.1, column 5 provides more than one PG and
hazard zone for a specific Class 6.1 material, determine the PG and hazard zone by applying the following criteria

- Determine the PG assignment for other than inhalation of vapors by using figure A4.4.

Figure A4.4. PG Assignment For Other Than Inhalation of Vapors.

PG Oral Toxicity LD50(mg/kg) Dermal Toxicity Inhalation Toxicity by
LD50(mg/kg) LC50 dustsand mists
mg/L)

| <5 <40 <0.5
[l >5,<50 >40, <200 <0.5,<2
"l solids: > 50, <200, liquids> 50, <500 | >200, <1000 >2,<10

- Determine the PG and hazard zone assignments for inhalation of vapors by using figure A4.5.

Figure A4.5. Inhalation Toxicity.

PG (Hazard Zone) Vapor Concentration and Toxicity
| (Hazard Zone A) V >500 LCgq and LC50 < 200 mL/m3
V >10 LCgq and LCO0 <1000 mL/m3, and the criteria for PG 1, hazard
| (Hazard Zone B) zone A are not met
V >L.Cg and LC20 <3000 mL/m3, and the criteriafor PG I, hazard
Il (Hazard Zone C) zones A and B are not met
V>2LCgpand Lc0 < 5000 mL/m3, and the criteria for packing
[l (Hazard Zone D)

groups | and I1, hazard zones A, B, and C are not met

- "V"isthe saturated vapor concentration in air of the materia in mL/m3 at 20 degrees C (68 degrees F) and
standard atmospheric pressure.
- When the PG determined by figure A4.5 and figure A4.6 is different for two or more (oral, dermal,
inhal ation) requirements, the PG assigned to the material isthe highest degree of toxicity identified.
- Compute the PG and hazard zone for Class 6.1 mixtures that are poisonous (toxic) by inhalation as
identified in 49 CFR 173.133 (b).
A4.46. Class 8 Packing Groups. When table A4.1 liss more than one PG for a material, determine the PG
according to 49 CFR 173.137.
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A4.5. Hazardous Substances. Table A4.3 identifies materids that are designated hazardous substances under
Section 101 (14) of the Comprehensive Environmental Response, Compensation, and Liability Act (CERCLA). See
attachment 1 for a detailed definition of a hazardous substance. Ensure review of table A4.3 to determine if a
materia is ahazardous substance.

- Determine if the material is a hazardous substance by identifying the reportable quantity (RQ) in table
A4.3. The RQ is used to determine if material is a hazardous substance. The materia is a hazardous
substance if the amount in one package equal or exceeds the RQ quantity. Table A4.3 specifies, in pounds
and kilograms, the minimum quantity of the material that congtitutes an RQ. For example: sodium
arsenate (RQ-1.0/0.454) meansthe RQ is 1.0 pounds or 0.454 kilograms.

- A substance or solution is a "hazardous substance" when the concentration by weight equals or exceeds the
concentration listed in figure A1.1.

- If thetechnical name of the hazardous substance appearsin table A4.1, then the technical nameis the PSN.
If the hazardous substance does not appear in table A4.1 and is not a forbidden material, select an
appropriate generic (N.O.S) PSN. Specify the technical name in parenthesis after the PSN. See
attachment 17 for certification requirements.

- For Radionuclides, see 49 CFR 172.101, Appendix A.
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SYMBOL PROPER SHIPPING NAME/ HAZARD UN/ID PG SUBSIDIARY SPECIAL PACKAGING PARAGRAPH

DESCRIPTION CLASS NUMBER RISK PROVISION
DIV

(@) @ (©) 4 () (6) U] 8
Accellerene; seep-
NITROSODIMETHYLANILINE
Accumulators, electric; see BATTERIES,
WET, etc.

D ACCUMULATORS, PRESSURIZED, 22 NA1956 P5 AB.9
PNEUMATIC or HYDRAULIC
(containing nonflammabl e gas)
ACETAL 3 UN1088 Il P5 A7.3
ACETALDEHYDE 3 UN1089 | P3, A3 A7.3
ACETALDEHYDE AMMONIA 9 UN1841 11 P5 A13.13
ACETALDEHYDE OXIME 3 UN2332 11 P5 A7.3
ACETIC ACID, GLACIAL or ACETIC 8 UN2789 Il 3 P5, A3, A6, A12.3

ACID SOLUTION, with more A7,A10

than 80% acid, by mass
ACETIC ACID SOLUTION, with not less 8 UN2790 I P5, A3, A6, A12.3
than 50%, but not more than 80% acid, by A7,A10
mass
ACETIC ACID SOLUTION, with more 8 UN2790 11 P5 A12.3
than10%, but less than 50% acid, by mass
ACETIC ANHYDRIDE 8 UN1715 I 3 P5, A3, A6, A7, A10 Al12.3
Acetic oxide; see ACETIC ANHYDRIDE
Acetoin; see ACETYL METHYL
CARBINOL
ACETONE 3 UN1090 I P5 A7.3
ACETONE CYANOHYDRIN, 6.1 UN1541 | P2, 2, A3, N34 A10.7
STABILIZED
ACETONEOILS 3 UN1091 I P5 A7.3
ACETONITRILE 3 UN1648 I P5 A7.3
Acetyl acetone peroxide with more than 9% FORBIDDEN FORBIDDEN
by mass active oxygen
Acetyl benzoyl peroxide, solid, or with more FORBIDDEN FORBIDDEN
than 40% in solution
ACETYL BROMIDE 8 UN1716 I P5 A12.3
ACETYL CHLORIDE 3 UN1717 Il 8 P5, A3, A6, A7, N34 A7.3
Acetyl cyclohexanesulphonyl peroxide,with FORBIDDEN FORBIDDEN
more than 82% wetted with less than 12%
water
Acetylene dichloride; see
DICHLOROETHYLENE
ACETYLENE, DISSOLVED 2.1 UN1001 P4 A6.10
Acetylene (liquefied) FORBIDDEN FORBIDDEN
Acetylene silver nitrate FORBIDDEN FORBIDDEN
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DESCRIPTION CLASY NUMBER RISK PROVISION
DIV
(@) @ 3 “ ® Q) U] 8

Acetylene tetrabromide; see
TETRABROMOETHANE
Acetylene tetrachloride; see
TETRACHLOROETHANE
ACETYL |IODIDE 8 UN1898 Il P5 A12.3
ACETYL METHYL CARBINOL 3 UN2621 11 P5 A7.3
Acetyl oxide; see ACETIC ANHYDRIDE
Acetyl peroxide, solid or more than 25% in FORBIDDEN FORBIDDEN
solution
Acid butyl phosphate, see BUTYL ACID
PHOSPHATE
Acid, sludge, see Sludge Acid
Acids, liquid, N.O.S;; see CORROSIVE
LIQUIDS, N.O.S.
Acraldehyde, stabilized; see ACROLEIN,
STABILIZED
ACRIDINE 6.1 UN2713 11 P5 A10.6
ACROLEIN DIMER, STABILIZED 3 UN2607 11 P5 A7.3
ACROLEIN, STABILIZED 6.1 UN1092 | 3 PL1 Al10.7
ACRYLAMIDE 6.1 UN2074 11 P5 A10.6
ACRYLIC ACID, STABILIZED 8 UN2218 I 3 P5 A12.3
ACRYLONITRILE, STABILIZED 3 UN1093 | 6.1 P3 A7.3
Activated charcoal; see CARBON,
ACTIVATED
ADHESI VES, containing flammable liquid 3 UN1133 | P3 A7.3

I P5 A7.3

1l P5 A7.3
ADIPONITRILE 6.1 UN2205 11 P5 A105
AEROSOL S, flammable, containing FORBIDDEN FORBIDDEN
substancesin Class 8, Packing Group | or Il
AEROSOL S, flammable, containing FORBIDDEN FORBIDDEN
substancesin Division 6.1, Packing Group |
or 1l (including tear gas devices)
AEROSOL S, flammable, containing toxic FORBIDDEN FORBIDDEN
gas
AEROSOL S, flammable, each not exceeding | 2.1 UN1950 P5 AB.3
1L capacity
AEROSOL S, flammable (each not 21 UN1950 8 P5 AB.3
exceedinglL capacity), containing
substancesin Class8, Packing Group I11
AEROSOL S, flammable (each not 21 UN1950 6.1 P5 AB.3

exceedinglL capacity), containing
substancesin Division6.1, Packing Group |11
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SYMBOL

PROPER SHIPPING NAME/
DESCRIPTION

HAZARD
CLASS
DIV

UN/ID
NUMBER

PG

SUBSIDIARY
RISK

SPECIAL
PROVISION

PACKAGING PARAGRAPH

@

@

(©)]

4

(©)]

(6)

U]

()

AEROSOL S, flammable (each not
exceedinglL capacity), containing
substancesin Division6.1, Packing Group |11
and substancesin Class 8, Packing Group I11

21

UN1950

6.1,8

P5

A6.3

AEROSOL S, flammable,(engine starting
fluid)

21

UN1950

P5

A6.3

AEROSOL S, non-flammable, containing
substancesin Class 8, Packing Group | or |1

FORBIDDEN

FORBIDDEN

AEROSOL S, non-flammable, containing
substancesin Division 6.1, Packing Group |
or |l (other than tear gas devices)

FORBIDDEN

FORBIDDEN

AEROSOL S, non-flammable, containing
toxic gas

FORBIDDEN

FORBIDDEN

AEROSOL S, non-flammable, (each not
exceedinglL capacity)

2.2

UN1950

A6.3

AEROSOL S, non-flammable (each not
exceedinglL capacity), containing
substancesin Class8, Packing Group I11

2.2

UN1950

A6.3

AEROSOL S, non-flammable (each not
exceedinglL capacity), containing
substancesin Division6.1, Packing Group |11

2.2

UN1950

6.1

A6.3

AEROSOL S, non-flammable (each not
exceedinglL capacity), containing
substancesin Division6.1, Packing Group |11
and substancesin Class 8 Packing Group |11

2.2

UN1950

6.1,8

A6.3

AEROSOL S, non-flammable, (tear gas
devices)

2.2

UN1950

6.1

A6.3

AIR BAG INFLATORS, phrotechnic or
AIR BAG MODULES, phrotechnic or
SEAT-BELT PRETENSIONERS
pyrotechnic

UN3268

Al13.14

AIRBAG INFLATORS, COMPRESSED
GASor

AIR BAG MODULES, COMPRESSED
GASor

SEAT-BELT PRETENSIONERS
COMPRESSED GAS

2.2

UN3353

Al13.14

AIR, COMPRESSED

2.2

UN1002

A6.4, A6.6

AIR, REFRIGERATED LIQUID
(cryogenic liquid) pressurized

2.2

UN1003

51

P4

A6.12

AIR, REFRIGERATED LIQUID
(cryogenic liguid) non-pressurized

2.2

UN1003

51

P4

A6.12

Aircraft Engines; see ENGINES,
INTERNAL COMBUSTION
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DESCRIPTION CLASY NUMBER RISK PROVISION
DIV
(@) @ (©) (G (©) (6) @ ()
Aircraft evacuation slides; see L | FE-
SAVING APPLIANCES
AIRCRAFT HYDRAULIC POWER 3 UN3165 | 6.1,8 P3 A7.5
UNIT FUEL TANK (containing a mixture
of anhydrous hydrazine and monomethyl
hydrazine) (M86 fuel)
Aircraft Survival Kits; see LIFE-SAVING
APPLIANCES
* ALCOHOLATESSOLUTION, N.O.S. in 3 UN3274 I 8 P5 A7.3
alcohol
ALCOHOLIC BEVERAGES 3 UN3065 Il P5 A7.3
ALCOHOLS,N.O.S. 3 UN1987 | P3 A7.3
I P5 A7.3
1l P5 A7.3
* ALCOHOLS, FLAMMABLE, TOXIC, 3 UN1986 | 6.1 P3 A7.3
N.O.S. I 6.1 P4 A7.3
1l 6.1 P5 A7.3
ALDEHYDES, N.O.S. 3 UN1989 | P3 A7.3
Il P5 A7.3
* ALDEHYDES, FLAMMABLE, TOXIC, 3 UN1988 | 6.1 P3 A7.3
N.O.S I 6.1 P4 A7.3
1l 6.1 P5 A7.3
ALDOL 6.1 UN2839 I P5 A10.5
D ALDRIN, liquid 6.1 NA2762 I P5 Al10.5
1l P5 A7.3
D ALDRIN, solid 6.1 NA2761 Il P5 A10.6
* ALKALI METAL ALCOHOLATES, 4.2 UN3206 Il 8 P4 A8.4
SELF-HEATING, CORROSIVE, N.O.S. 11 8 P5 A8.4
ALKALI METAL ALLOYS, LIQUID, 43 UN1421 | P3, A2, A3, N34 A8.3
N.O.S
ALKALI METAL AMALGAMS, LIQUID | 43 UN1389 | P3, A2, A3, N34 A8.3
ALKALI METAL AMALGAMS, SOLID 4.3 UN1389 | P3, N40 A84
ALKALI METAL AMIDES 43 UN1390 Il P5, A6, A7, A8, Al9, A8.4
A20
ALKALI METAL DISPERSIONSor 43 UN1391 | P3, A2, A3 A8.3
ALKALINE EARTH METAL
DISPERSIONS
Alkaline corrosive liquids, N.O.S,; see
CAUSTIC ALKALI LIQUIDS, N.O.S.
* ALKALINE EARTH METAL 4.2 UN3205 Il P4 A8.4
ALCOHOLATES, N.O.S 11 P5 A8.4
ALKALINE EARTH METAL ALLOYS, 4.3 UN1393 I P5, A19 A84

N.O.S.
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DESCRIPTION CLASY NUMBER RISK PROVISION
DIV
1) 2 (©)] 4 O] (6 @ (8
ALKALINE EARTH METAL 4.3 UN1392 | P3, A19, N34, N40 A8.4
AMALGAMS
* ALKALOIDS, LIQUID, N.O.S. or 6.1 UN3140 | P3, A4 A10.5
ALKALOID SALTS, LIQUID,N.O.S. Il P5 A10.5
11 P5 A10.5
* ALKALOIDS, SOLID,N.O.S. or 6.1 UN1544 | P5 A10.6
ALKALOID SALTS, SOLID, N.O.S, Il P5 A10.6
POoisonous 11 P5 A10.6
ALKYLSULFONIC ACIDS, LIQUID or 8 UN2584 Il P5 Al12.3
ARYLSULFONIC ACIDS, LIQUID with
more than 5% free sulphuric acid
ALKYLSULFONIC ACIDS, LIQUID or 8 UN2586 11 P5 Al12.3
ARYLSULFONIC ACIDS, LIQUID with
not more than 5% free sulfuric acid
ALKYLSULFONIC ACIDS, SOLID, or 8 UN2583 Il P5 Al2.4
ARYLSULFONIC ACIDS, SOLID, with
mor e than 5% free sulfuric acid
ALKYLSULFONIC ACIDS, SOLID, or 8 UN2585 11 P5 Al2.4
ARYLSULFONIC ACIDS, SOLID, with
not more than 5% free sulfuric acid
ALKYLPHENOLS, LIQUID,N.O.S. 8 UN3145 | P3 Al12.3
(including C2-C12 homologues) Il P5 A12.3
11 P5 A12.3
ALKYLPHENOLS, SOLID,N.O.S. 8 UN2430 | P5 Al2.4
(including C2-C12 homologues) Il P5 Al2.4
11 P5 Al2.4
ALKYLSULFURIC ACIDS 8 UN2571 Il P4 Al12.3
Allethrin; see PESTICIDES, LIQUID,
TOXIC,N.O.S.
ALLYL ACETATE 3 UN2333 1 6.1 P4 A7.3
ALLYL ALCOHOL 6.1 UN1098 [ 3 P2, 2 A10.7
ALLYLAMINE 6.1 UN2334 | 3 P2,2 A10.7
ALLYL BROMIDE 3 UN1099 | 6.1 P3 A7.3
ALLYL CHLORIDE 3 UN1100 [ 6.1 P3 A7.3
ALLYL CHLOROFORMATE 6.1 UN1722 [ 3,8 P2, 2, A3, N41 A10.7
ALLYL ETHYL ETHER 3 UN2335 1 6.1 P4 A7.3
ALLYL FORMATE 3 UN2336 | 6.1 P3 A7.3
ALLYL GLYCIDYL ETHER 3 UN2219 11 P5 A7.3
ALLYL IODIDE 3 UN1723 Il 8 P5, A3, A6, N34 A7.3
ALLYL ISOTHIOCYANATE, 6.1 UN1545 Il 3 P4, A3, A7 A105
STABILIZED
ALLYLTRICHLOROSILANE, 8 UN1724 Il 3 P5, A7, N34 Al12.3
STABILIZED
ALUMINIUM ALKYL HALIDES 4.2 UN3052 | 4.3 P3 A8.6
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DESCRIPTION CLASY NUMBER RISK PROVISION
DIV
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ALUMINIUM ALKYL HYDRIDES 4.2 UN3076 | 4.3 P3 A8.6
ALUMINIUM ALKYLS 4.2 UN3051 | 4.3 P3 A8.6
ALUMINIUM BOROHYDRIDE or 42 UN2870 [ 43 P3 A8.6
ALUMINIUM BOROHYDRIDE IN
DEVICES
ALUMINIUM BROMIDE, ANHYDROUS | 8 UN1725 Il P5 Al124
ALUMINIUM BROMIDE, SOLUTION 8 UN2580 11 P5 A12.3
ALUMINIUM CARBIDE 4.3 UN1394 1 P4, A20, N41 A84
ALUMINIUM CHLORIDE, 8 UN1726 Il P5 Al12.4
ANHYDROUS
ALUMINIUM CHLORIDE, SOLUTION 8 UN2581 11 P5 A12.3
Aluminium dross, wet or hot FORBIDDEN FORBIDDEN
ALUMINIUM FERROSILICON 43 UN1395 Il 6.1 P4, A19 A8.4
POWDER 11 6.1 P5, A19, A20 A8.4
ALUMINIUM HYDRIDE 4.3 UN2463 | P3, A19, N40 A84
Aluminium molten FORBIDDEN FORBIDDEN
ALUMINIUM NITRATE 5.1 UN1438 11 P5, A1, A29 A9.8
Aluminium phosphate solution; see
CORROSIVE LIQUIDS, N.O.S.
ALUMINIUM PHOSPHIDE 4.3 UN1397 | 6.1 P3, A8, A19, N40 A84
ALUMINIUM PHOSPHIDE 6.1 UN3048 | P5, A8 A10.6
PESTICIDES
ALUMINIUM POWDER, COATED 4.1 UN1309 Il P5 A8.4

1l P5 A8.4
ALUMINIUM POWDER, UNCOATED 4.3 UN1396 I P4, A19, A20 P5, A19, A84
1l A20 A8.4

ALUMINIUM SMELTING BY- 4.3 UN3170 I P4 A84
PRODUCTS or ALUMINIUM 1 P5 A8.4
REMELTING BY-PRODUCTS
ALUMINIUM RESINATE 4.1 UN2715 11 P5 A8.4
ALUMINIUM SILICON POWDER, 4.3 UN1398 11 P5, A1, A19 A84
UNCOATED
Amatols; see EXPLOSIVE, BLASTING,
TYPEB

* AMINES, FLAMMABLE, CORROSIVE 3 UN2733 | 8 P3 A7.3
N.O.S. or POLYAMINES, FLAMMABLE, I 8 P4 A7.3
CORROSIVE N.O.S. 11 8 P4 A7.3

* AMINES, LIQUID, CORROSIVE, 8 UN2734 | 3 P3, A3, A6, N34 A12.3
FLAMMABLE N.O.S. or POLYAMINES, P4
LIQUID, CORROSIVE, FLAMMABLE, I 3 Al12.3

N.O.S.
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DESCRIPTION CLASY NUMBER RISK PROVISION
DIV

1) 2 (©)] 4 O] (6 @ (8

* AMINES, LIQUID, CORROSIVE,N.O.S. | 8 UN2735 | P3, A3, A6, N34 Al12.3
or POYLAMINES, LIQUID, P5
CORROSIVE, N.O.S. Il P5 A12.3

111 Al12.3

* AMINES, SOLID, CORROSIVE, N.O.S. 8 UN3259 | P5 Al2.4
or POLYAMINES, SOLID, CORROSIVE 1l P5 Al24
N.O.S. 11 P5 Al2.4
2-AMINO-4, 6-DINITORPHENOL, wetted | 4.1 UN3317 | P5, 23, A8, A19, A20, A8.4
with not less than 20% water by mass N41
2-AMINO-4-CHLOROPHENOL 6.1 UN2673 1 P5 A10.6
2-AMINO-5- 6.1 UN2946 11 P5 A10.5
DIETHYLAMINOPENTANE
2-(2-AMINOETHOXY) ETHANOL 8 UN3055 111 P5 Al12.3
N-AMINOETHYL PIPERAZINE 8 UN2815 111 P5 Al12.3
AMINOPHENOLS (0-; m-; p-) 6.1 UN2512 11 P5 A10.6
AMINOPROPYLDIETHANOLAMINE
see AMINES, etc.
AMINOPYRIDINES (o-; m+; p) 6.1 UN2671 1 P5 A10.6

D AMMONIA, ANHYDROUS 2.2 UN1005 P2, 13 A6.5
AMMONIA SOLUTIONS, relative density | 2.2 UN3318 P2, 13 A6.5
less than 0.880 at 15 degrees C in water,
with more than 50% ammonia
AMMONIA SOLUTIONS, relativedensity | 8 UN2672 11 P5 Al12.3
between 0.880 and 0.957 at 15 degreesC in
water, with more than 10%, but not more
than 35% ammonia
AMMONIA SOLUTIONS, relative density | 2.2 UN2073 P5 A6.4, A6.5
less than 0.880 at 15 degrees C in water,
with more than 35%, but not more than 50%
ammonia
AMMONIUM ARSENATE 6.1 UN1546 1l P5 A10.6
Ammonium azide FORBIDDEN FORBIDDEN
Ammonium Bifluoride, Solid, see
AMMONIUM HYDROGEN
DIFLUORIDE, SOLID
Ammonium Bifluoride, Solution, see
AMMONIUM HYDROGEN
DIFLUORIDE, SOLUTION
Ammonium bromate FORBIDDEN FORBIDDEN
Ammonium chlorate FORBIDDEN FORBIDDEN
AMMONIUM DICHROMATE 5.1 UN1439 1l P5 A9.8
AMMONIUM DINITRO-O- 6.1 UN1843 1 P5 A10.6
CRESOLATE
AMMONIUM FLUORIDE 6.1 UN2505 11 P5 A10.6




AFMAN 24-204(1)/TM 38-250/NAV SUP PUB 505/M CO P4030.19H/ DL AI 4145.3

11 DECEMBER 2001

57

SYMBOL

PROPER SHIPPING NAME/
DESCRIPTION

HAZARD
CLASS
DIV

UN/ID
NUMBER

PG

SUBSIDIARY
RISK

SPECIAL
PROVISION

PACKAGING PARAGRAPH

@

@]

(©)]

4

(5)

(6)

U]

8

AMMONIUM FLUOROSILICATE

6.l

UN2854

P5

A10.6

Ammonium fulminate

FORBIDDEN

FORBIDDEN

Ammonium hydrate; see AMMONIA
SOLUTIONS, etc.

AMMONIUM
HYDROGENDIFLUORIDE, SOLID

UN1727

P5, N34

Al2.4

AMMONIUM
HYDROGENDIFLUORIDE, SOLUTION

UN2817

6.1

P4, N34
P5

Al12.3
Al12.3

AMMONIUM HYDROGEN SULPHATE

UN2506

P5

Al2.4

Ammonium hydroxide; sce AMM ONIA
SOLUTIONS, etc

AMMONIUM METAVANADATE

6.1

UN2859

P5

A10.6

AMMONIUM NITRATE FERTILIZERS

5.1

NA2072

P5,7

A9.8

AMMONIUM NITRATE FERTILIZER,;
which is more liable to explode than
ammonium nitrate with 0.2 combustible
substances, including any organic substance
calculated as carbon, to the exclusion of any
other added substance

FORBIDDEN

FORBIDDEN

AMMONIUM NITRATE FERTILIZERS;
uniform nonsegregating mixtures of
ammonium nitrate/ammonium sulfate, with
mor e than 45%, but not more than 70%
ammonium nitrate and not more than 0.4% of
total combustible material

51

UN2069

P5, Al, A29

A9.8

AMMONIUM NITRATE FERTILIZER,;
uniform non-segregating mixtures of
nitrogen/phosphate or nitrogen/potash types
or complete fertilizers of
nitrogen/phosphate/potash type,with not
more than 70% ammonium nitrate and not
more than 0.4% total added combustible
material or with not more than 45%
ammonium nitrate with unrestricted
combustible material

UN2071

A13.3
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AMMONIUM NITRATE FERTILIZERS;
uniform nonsegregating mixtures of
ammonium nitrate with added matter which
isinorganic and chemically inert towards
ammonium nitrate, with not less than 90%
ammonium nitrate and not more than 0.2%
combustible material (including organic
material calculated as carbon), or with more
than 70%, but less than 90% ammonium
nitrate and not more than 0.4% total
combustible material

51

UN2067

P5

A9.8

AMMONIUM NITRATE mixed fertilizers

5.1

NA2069

A9.8

AMMONIUM NITRATE-FUEL OIL
MIXTURE (containing only prilled
Ammonium Nitrate and fuel oil)

15D

NA0331

P4

A5.14

AMMONIUM NITRATE, LIQUID (hot
concentrated solution )

FORBIDDEN

FORBIDDEN

AMMONIUM NITRATE, with more than
0.2% combustible substances, including any
organic substance calculated as carbon to
the exclusion of any other added substance

11D

UN0222

P4, A69

A5.10

AMMONIUM NITRATE, with not more
than 0.2% of combustible substances,
including any organic substance calculated
as carbon, to the exclusion of any other
added substance

51

UN1942

P5, A1, A29

A9.8

Ammonium nitrite

FORBIDDEN

FORBIDDEN

AMMONIUM PERCHLORATE

1.1D

UNO0402

P4, 107

A5.10

AMMONIUM PERCHLORATE

5.1

UN1442

P5, 107, A9

A9.8

Ammonium Permanganate

FORBIDDEN

FORBIDDEN

AMMONIUM PERSULPHATE

5.1

UN1444

PS5, Al, A29

A9.8

AMMONIUM PICRATE, dry or wetted
with less than 10% water, by mass

11D

UNO0004

P4

A5.9

AMMONIUM PICRATE, WETTED with
not less than 10% water, by mass

4.1

UN1310

P4, 23, A2, N41

A8.4

AMMONIUM POLYSULPHIDE,
SOLUTION

UN2818

6.1
6.1

Al12.3
Al12.3

AMMONIUM POLYVANADATE

6.1

UN2861

P4
P5
P5

A10.6

Ammonium silicofluoride; see
AMMONIUM FLUOROSILICATE

AMMONIUM SULPHIDE SOLUTION

UN2683

6.1,3

P4

Al12.3

Ammunition, blank; see CARTRIDGES
FOR WEAPONS, BLANK
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Ammunition, fixed, semi-fixed or separate
loading; see CARTRIDGES FOR
WEAPONS, etc.

AMMUNITION, ILLUMINATING, with
or without burster, expelling charge or
propelling charge

1.2G

UNO0171

P4

A5.15

AMMUNITION, ILLUMINATING, with
or without burster, expelling charge or
propelling charge

1.3G

UN0254

P4

A5.15

AMMUNITION, ILLUMINATING, with
or without burster, expelling charge or
propelling charge

1.4G

UNO0297

A5.15

AMMUNITION, INCENDIARY liquid or
gel, with burster, expelling charge or
propelling charge

1.3]

UNO0247

A5.15

Ammunition, incendiary (water-activated
contrivances) with burster, expelling charge
or propelling charge; see
CONTRIVANCES, WATER-
ACTIVATED, etc.

AMMUNITION, INCENDIARY, WHITE
PHOSPHOROUS, with burster expelling
charge or propelling charge

1.2H

UN0243

A5.15

AMMUNITION, INCENDIARY, WHITE
PHOSPHOROUS, with burster expelling
charge or propelling charge

1.3H

UNO0244

A5.15

AMMUNITION, INCENDIARY, with or
without burster, expelling charge, or
propelling charge

1.2G

UNO009

P4

A5.15

AMMUNITION, INCENDIARY, with or
without burster, expelling charge, or
propelling charge

1.3G

UNO0010

P4

A5.15

AMMUNITION, INCENDIARY, with or
without burster, expelling charge, or
propelling charge

1.4G

UNO0300

A5.15

AMMUNITION, PRACTICE

1.4G

UNO0362

A5.15

AMMUNITION, PRACTICE

1.3G

UNO0488

P4

A5.15

AMMUNITION, PROOF

1.4G

UNO0363

A5.15

Ammunition, SA (small arms); see
CARTRIDGES FOR WEAPONS, etc.

Ammunition, smoke (water -activated
contrivances), white phosphorus, with
burster, expelling charge or propelling
charge; see CONTRIVANCES, WATER-
ACTIVATED, etc.
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Ammunition, smoke (water-activated
contrivances), without white phosphorus or
phosphides, with burster, expelling charge or
propelling charge; see CONTRIVANCES,
WATER-ACTIVATED, etc.

AMMUNITION, SMOKE, WHITE
PHOSPHORUS, with burster, expelling
charge, or propelling charge

1.3H

UNO0246

A5.15

AMMUNITION, SMOKE, WHITE
PHOSPHORUS, with burster, expelling
charge, or propelling charge

1.2H

UNO0245

A5.15

AMMUNITION, SMOKE, with or without
burster, expelling charge or propelling
charge

1.3G

UNO0016

P4

A5.15

AMMUNITION, SMOKE, with or without
burster, expelling charge or propelling
charge

1.4G

UNO0303

A5.15

AMMUNITION, SMOKE, with or without
burster, expelling charge or propelling
charge

1.2G

UNO0015

P4

A5.15

Ammunition, sporting; see CARTRIDGES
FOR WEAPONS, etc. (UN0012,UN0328,
UNO0339)

AMMUNITION, TEAR-PRODUCING,
NONEXPL OSI VE, without burster or
expelling charge, nonfuzed

6.1

UN2017

P4

A10.6

AMMUNITION, TEAR-PRODUCING,
with burster expelling charge or propelling
charge

1.2G

UNO0018

8,6.1

P4

A5.15

AMMUNITION, TEAR-PRODUCING,
with burster expelling charge or propelling
charge

1.3G

UNO0019

8,6.1

P4

A5.15

AMMUNITION, TEAR-PRODUCING,
with burster expelling charge or propelling
charge

1.4G

UNO0301

8,6.1

A5.15

AMMUNITION, TOXIC, NON-
EXPLOSIVE, without burster or expelling
charge, nonfuzed

6.1

UN2016

A10.6

Ammunition, toxic (water-activated
contrivances), with burster, expelling charge
or propelling charge; see
CONTRIVANCES, WATER-
ACTIVATED, etc.

AMMUNITION, TOXIC, with burster,
expelling charge, or propelling charge

1.2K

UNO0020

6.1

A5.6
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* AMMUNITION, TOXIC, with burster, 1.3K UN0021 I 6.1 P1 Ab5.6
expelling charge, or propelling charge
AMYL ACETATES 3 UN1104 1l P5 A7.3
AMYL ACID PHOSPHATE 8 UN2819 1l P5 A12.3
AMYL ALCOHOLS 3 UN1105 I P5 A7.3
1l P5 A7.3
AMYLAMINES 3 UN1106 I 8 P5 A7.3
1l 8 P5 A7.3
AMYL BUTYRATES 3 UN2620 1l P5 A7.3
AMYL CHLORIDES 3 UN1107 Il P5 A7.3
n-AMYLENE 3 UN1108 | P3 A7.3
AMYL FORMATES 3 UN1109 1l P5 A7.3
AMYL MERCAPTANS 3 UN1111 Il P5, A3 A7.3
n-AMYL METHYL KETONE 3 UN1110 1l P5 A7.3
AMYL NITRATE 3 UN1112 1l P5 A7.3
AMYL NITRITES 3 UN1113 Il P5 A7.3
AMYLTRICHLOROSILANE 8 UN1728 Il P5, A7, N34 A12.3
Anaesthetic ether; see DIETHYL ETHER
Anhydrous ammonia; see AMM ONIA,
ANHYDROUS
Anhydrous hydrazine; see HY DRAZINE,
ANHYDROUS
Anhydrous hydrofluoric acid; see
HYDROGEN
FLUORIDE, ANHYDROUS
+ ANILINE 6.1 UN1547 I P5 Al10.5
ANLINE HYDROCHLORIDE 61 UN1548 H P5 A106
ANISIDINES 6.1 UN2431 1 P5 A105
ANISOLE 3 UN2222 1l P5 A73
ANISOYL CHLORIDE 8 UN1729 ! PS Al23
Anti-freeze liquid; see FLAMMABLE
LIQUIDS, N.O.S.
Anti-knock compound, mixture; see MOTOR
FUEL ANTI-KNOCK MIXTURES
Antimonious chloride, see ANTIMONY
TRICHLORIDE
6.1 UN3141 1 P5 A105

ANTIMONY COMPOUNDS,
INORGANIC, LIQUID, N.O.S.
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ANTIMONY COMPOUNDS, 6.1 UN1549 11 P5 A10.6
INORGANIC, SOLID, N.O.S.
ANTIMONY LACTATE 6.1 UN1550 11 P5 A10.6
ANTIMONY PENTACHLORIDE, 8 UN1730 Il P5 Al2.3
LIQUID
ANTIMONY PENTACHLORIDE, 8 UN1731 Il P5 A12.3
SOLUTIONS 11 P5 Al12.3
ANTIMONY PENTAFLUORIDE 8 UN1732 Il 6.1 P4, A3, A6, A7, Al0, A12.3

N3

ANTIMONY POTASSIUM TARTRATE 6.1 UN1551 11 P5 A10.6
ANTIMONY POWDER 6.1 UN2871 11 P5 A10.6
Antimony sulphide and chlorate, mixture of FORBIDDEN FORBIDDEN

D ANTIMONY TRIBROMIDE, SOLID 8 NA1549 I P5 Al2.4

D ANTIMONY TRIBROMIDE, 8 NA1549 Il P5 Al2.3
SOLUTION
ANTIMONY TRICHLORIDE, LIQUID 8 UN1733 I P5 Al12.3
ANTIMONY TRICHLORIDE, SOLID 8 UN1733 Il P5 Al124

D ANTIMONY TRIFLUORIDE, SOLID 8 NA1549 Il P5 Al24

D ANTIMONY TRIFLUORIDE 8 NA1549 Il P5 A12.3
SOLUTION
Agua ammonia, see AMMONIA
SOLUTION
ARGON, COMPRESSED 2.2 UN1006 P5 A6.4, A6.6
ARGON, REFRIGERATED LIQUID 2.2 UN1951 P4 AB.12
(cryogenic liguid)
ARSENIC 6.1 UN1558 I P5 A10.6
ARSENIC ACID, LIQUID 6.1 UN1553 | P3 Al10.5
ARSENIC ACID, SOLID 6.1 UN1554 I P5 A10.6
ARSENICAL DUST 6.1 UN1562 I P5 A10.6
ARSENICAL PESTICIDES, LIQUID, 3 UN2760 [ 6.1 P3 A7.3
FLAMMABLE, TOXIC, flashpoint less I 6.1 P4 A7.3
than 23 degrees C
ARSENICAL PESTICIDES, LIQUID, 6.1 UN2993 | 3 P3 A105
TOXIC, FLAMMABLE, N.O.S, Il 3 P4 Al10.5
flashpoint not less than 23 degrees C 11 3 P5 A10.5
ARSENICAL PESTICIDES, LIQUID, 6.1 UN2994 | P3 A105
TOXIC Il P5 Al10.5

1l P5 Al10.5
ARSENICAL PESTICIDES, SOLID, 6.1 UN2759 | P5 A10.6
TOXIC Il P5 A10.6
1l P5 A10.6

ARSENIC BROMIDE 6.1 UN1555 Il P5 A10.6
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ARSENIC COMPOUNDS, LIQUID, 6.1 UN1556 | P3 A105
N.O.S., including Arsenates, N.O.S,, Il P5 A10.5
Arsenites, N.O.S, Arsenic sulphides, N.O.S,, 11 P5 A10.5
and Organic compounds of arsenic, N.O.S.
ARSENIC COMPOUNDS, SOLID, 6.1 UN1557 | P5 A10.6
N.O.S., including Arsenates, N.O.S,, Il P5 A10.6
Arsenites, N.O.S., Arsenic sulphides, N.O.S, 11 P5 A10.6
and Organic compounds of arsenic, N.O.S.
Arsenic, fuming liquid, see ARSENIC
TRICHLORIDE
ARSENIC PENTOXIDE 6.1 UN1559 1 P5 A10.6
D ARSENIC SULPHIDE 6.1 NA1557 I P5 A10.6
Arsenic sulphide and a chlorate, mixtures of FORBIDDEN FORBIDDEN
ARSENIC TRICHLORIDE 6.1 UN1560 | P2, 2 A10.7
ARSENIC TRIOXIDE 6.1 UN1561 1 P5 A10.6
D ARSENIC TRISUL PHIDE 6.1 NA1557 I P5 A10.6
ARSINE 2.3 UN2188 21 PL1 A6.16
ARTICLES, EXPLOSIVE, EXTREMELY | 1.6N UNO0486 Il P5, 101 A5.6
INSENSITIVE or ARTICLES, EEI
* ARTICLES, EXPLOSIVE, N.O.S 1.4S UNO0349 I P5, 101, A69 Ab.6
* ARTICLES, EXPLOSIVE, N.O.S. 1.4B UNO0350 1 P5, 101 Ab.6
* ARTICLES, EXPLOSIVE, N.O.S. 14C UNO0351 Il P5, 101 A5.6
* ARTICLES, EXPLOSIVE, N.O.S. 1.4D UNO0352 1 P5, 101 Ab.6
* ARTICLES, EXPLOSIVE, N.O.S. 14G UNO0353 I P5, 101 Ab.6
* ARTICLES, EXPLOSIVE, N.O.S. 11L UNO0354 Il P3, 101 A5.6
* ARTICLES, EXPLOSIVE, N.O.S. 1.2L UNO0355 Il P3, 101 Ab.6
* ARTICLES, EXPLOSIVE, N.O.S. 1.3L UNO0356 I P3, 101 Ab.6
* ARTICLES, EXPLOSIVE, N.O.S. 11C UN0462 I P4, 101 Ab.6
* ARTICLES, EXPLOSIVE, N.O.S. 11D UN0463 Il P4, 101 Ab.6
* ARTICLES, EXPLOSIVE, N.O.S. 11E UNO0464 1 P4, 101 Ab.6
* ARTICLES, EXPLOSIVE, N.O.S. 11F UN0465 Il P4, 101 Ab.6
* ARTICLES, EXPLOSIVE, N.O.S. 1.2C UN0466 Il P4, 101 Ab.6
* ARTICLES, EXPLOSIVE, N.O.S. 1.2D UNO0467 1 P4, 101 Ab5.6
* ARTICLES, EXPLOSIVE, N.O.S. 1.2E UN0468 Il P4, 101 Ab.6
* ARTICLES, EXPLOSIVE, N.O.S. 1.2F UN0469 Il P4, 101 Ab.6
* ARTICLES, EXPLOSIVE, N.O.S. 1.3C UNO0470 1 P4, 101 Ab.6
* ARTICLES, EXPLOSIVE, N.O.S. 14E UNO0471 Il P5, 101 Ab.6
* ARTICLES, EXPLOSIVE, N.O.S. 1.4F UNO0472 I P5, 101 Ab.6
ARTICLES, PRESSURIZED 2.2 UN3164 P5 AB.5, A6.6, A6.9
HYDRAULI C containing nonflammable gas
ARTICLES, PRESSURIZED, 2.2 UN3164 P5 AB.5, A6.6, A6.9
PNEUM ATI C containing nonflammable gas
ARTICLES, PYROPHORIC 1.2L UNO0380 Il P3 Ab.6
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ARTICLES, PYROTECHNIC for
technical purposes

1.1G

UNO0428

P4

A5.21

ARTICLES, PYROTECHNIC for
technical purposes

1.2G

UNO0429

P4

A5.21

ARTICLES, PYROTECHNIC for
technical purposes

1.3G

UNO0430

P4

A5.21

ARTICLES, PYROTECHNIC for
technical purposes

1.4G

UNO0431

P5

A5.21

ARTICLES, PYROTECHNIC for
technical purposes

1.4S

UNO0432

P5, A69

A5.21

Asbestos; see BLUE ASBESTOS, WHITE

ASBESTOS, or BROWN ASBESTOS, etc.

Asphalt, cut back; see TARS, LI1QUID, etc.

ASPHALT, at or above its flashpoint

FORBIDDEN

FORBIDDEN

Automobile, motorcycle, tractor, or other
self-propelled vehicle, engine, or other
mechanical apparatus, see BATTERY or
VEHICLE

Azaurolic Acid

FORBIDDEN

FORBIDDEN

AVIATION REGULATED LIQUID,
N.O.S.

UN3334

P5, A35

A13.3,A13.13

AVIATION REGULATED SOLID,
N.O.S.

UN3335

P5, A35

A13.3, A13.13

Azidodithiocarbonic acid

FORBIDDEN

FORBIDDEN

AZidoethyl nitrate

FORBIDDEN

FORBIDDEN

AZido guanidine picrate (dry)

FORBIDDEN

FORBIDDEN

5-Azido-1-hydroxy tetrazole

FORBIDDEN

FORBIDDEN

AZido hydroxy tetrazole (mercury and silver
salts)

FORBIDDEN

FORBIDDEN

3-Azido-1, 2-propylene glycol dinitrate

FORBIDDEN

FORBIDDEN

1-AZiridinylphosphine oxide-(tris); see
TRIS(1-AZIRIDINYL) PHOSPHINE
OXIDE, SOLUTION

AZODICARBONAMIDE

FORBIDDEN

FORBIDDEN

2,2'-Azodi-(2,4-dimethyl-4-
methoxyval eronitrile) see SEL F-
REACTIVE SOLID TYPE D,
TEMPERATURE CONTROLLED

2,2'-Azodi-(2,4 dimethylvaleronitrile) see
SELF-REACTIVE SOLID TYPED
TEMPERATURE CONTROLLED

1,1'-Azodi-(hexahydrobenzonitrile) see
SELF-REACTIVE SOLID TYPE D
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Azodiisobutyronitrile, see SEL F-
REACTIVE SOLID TYPE C,
TEMPERATURE CONTROLLED
2,2'-Azodi-(2-methylbutyronitrile), see
SELF-REACTIVE SOLID TYPED,
TEMPERATURE CONTROLLED
Azotetrazole (dry) FORBIDDEN FORBIDDEN
BARIUM 4.3 UN1400 1 P4, A19 A84
BARIUM ALLOYS, PYROPHORIC 4.2 UN1854 | P3 A8.6
BARIUM AZIDE, dry or wetted with less 11A UNO0224 Il 6.1 P3, 111, 117 A5.7
than 50% water, by mass
BARIUM AZIDE, wetted with not lessthan | 4.1 UN1571 | 6.1 P4, A2 A8.11
50% water, by mass
BARIUM BROMATE 5.1 UN2719 1 6.1 P4 A9.8
BARIUM CHLORATE 5.1 UN1445 Il 6.1 P4, A9, N34 A9.8
BARIUM COMPOUNDS, N.O.S. 6.1 UN1564 Il P5 A10.6

11 P5 A10.6

BARIUM CYANIDE 6.1 UN1565 | P5, N74, N75 A10.6
BARIUM HYPOCHLORITE with more 51 UN2741 Il 6.1 P5, A7, A9, N34 A9.8
than 22% available chlorine
BARIUM NITRATE 5.1 UN1446 1 6.1 P5 A9.8
BARIUM OXIDE 6.1 UN1884 11 P5 A10.6
BARIUM PERCHLORATE 5.1 UN1447 Il 6.1 P5 A9.8
BARIUM PERMANGANATE 5.1 UN1448 I 6.1 P5 A9.8
BARIUM PEROXIDE 5.1 UN1449 1 6.1 P5 A9.8
Barium selenate; see SELENATES
Barium selenite; see SELENITES

D BARIUM STYPHNATE 11A NAQ0473 I P3, 111, 117 Ab.7
BATTERIES, CONTAINING SODIUM 4.3 UN3292 I P5 A8.19
BATTERIES, DRY CONTAINING 8 UN3028 11 P5 Al2.4
POTASSIUM HYDROXIDE SOLID,
electric storage
BATTERIES, WET, FILLED WITH 8 UN2794 11 P5 Al25
ACID, electric storage
BATTERIES, WET, FILLED WITH 8 UN2795 11 P5 Al125
ALKALI, electric storage
BATTERIES, WET, NONSPILLABLE, 8 UN2800 11 P5 A125
electric storage
Battery, Dry A67
BATTERY FLUID, ACID 8 UN2796 I P5, A3, A7, N6, N34 Al12.3,A125
BATTERY FLUID, ALKALI 8 UN2797 Il P5, N6 Al12.3,A125
BATTERY-POWERED EQUIPMENT 9 UN3171 P5, 134 A13.7

(wet battery)
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BATTERY-POWERED VEHICLE (wet 9 UN3171 P5, 134 A13.7
battery)
Battery, wet, with wheelchair; see
BATTERY-POWERED EQUIMENT or
BATTERY-POWERED VEHICLE

+ BENZALDEHYDE 9 UN1990 11 P5 Al13.3
BENZENE 3 UN1114 Il P5 A7.3
Benzene diazonium chloride (dry) FORBIDDEN FORBIDDEN
Benzene diazonium nitrate (dry) FORBIDDEN FORBIDDEN
1,4-Benzenediol, see HY DROQUINONE
Benzene-1,3-disulphohydrazide, not more
than 52% as a paste see SELF- REACTIVE
SOLID TYPE D
Benzene phosphorus dichloride; see
PHENYL PHOSPHORUSDICHLORIDE
Benzene phosphorus thiodichloride; see
PHENYL PHOSPHORUS
THIODICHLORIDE
Benzene sulphohydrazide see SEL F-
REACTIVE SOLID TYPE D
BENZENE SULPHONYL CHLORIDE 8 UN2225 11 P5 A12.3
Benzenethiol; sse PHENYL MERCAPTAN
Benzene triozonide FORBIDDEN FORBIDDEN
BENZIDINE 6.1 UN1885 I P5 A10.6
BENZONITRILE 6.1 UN2224 I P5 Al10.5
BENZOQUINONE 6.1 UN2587 I P5 A10.6
BENZOTRICHLORIDE 8 UN2226 I P5 Al12.3
BENZOTRIFLUORIDE 3 UN2338 I P5 A7.3
Benzoxidiazoles (dry) FORBIDDEN FORBIDDEN
Benzoyl azide FORBIDDEN FORBIDDEN
BENZOYL CHLORIDE 8 UN1736 Il P5 Al12.3
BENZYL BROMIDE 6.1 UN1737 1 8 P4, A3, A7, N33, N34 A105
BENZYL CHLORIDE 6.1 UN1738 I 8 P4, A3, A7, N33, N42 Al10.5
BENZYL CHLORIDE, unstabilized 6.1 UN1738 Il 8 P4, A3, A7, N33, N34, A10.5

N43

BENZYL CHLOROFORMATE 8 UN1739 | P3, A3, A6, N41 Al12.3
BENZYLDIMETHYLAMINE 8 UN2619 I 3 P5 Al12.3
4-(benzyl (ethyl)amino)-3-
ethoxybenzenediazonium zinc chloride see
SELF-REACTIVE SOLID TYPE D
BENZYLIDENE CHLORIDE 6.1 UN1886 I P5 Al10.5
BENZYL IODIDE 6.1 UN2653 1 P5 Al10.5
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4-(benzyl (methyl)amino)3-
ethoxybenzenediazonium zinc chloride see
SELF-REACTIVE SOLID TYPE D,
TEMPERATURE CONTROLLED
BERYLLIUM COMPOUNDS, N.O.S. 6.1 UN1566 I P5 A10.6
1l P5 A10.6
BERYLLIUM NITRATE 51 UN2464 1 6.1 P5 A9.8
BERYLLIUM, POWDER 6.1 UN1567 1 4.1 P5 A10.6
BICYCLO [2,2,1] HEPTA-2-5-DIENE, 3 UN2251 I
STABILIZED or 2,5-NORBORNADI ENE,
STABILIZED
Biphenyl triozonide FORBIDDEN FORBIDDEN
BIPYRIDILIUM PESTICIDES, LIQUID, | 3 UN2782 [ 6.1 P3 A7.3
FLAMMABLE, TOXIC, flashpoint less I 6.1 P4 A7.3
than 23 degrees C
BIPYRIDILIUM PESTICIDES, LIQUID, | 6.1 UN3015 | 3 P3 Al10.5
FLAMMABLE, flashpoint not less than 23 I 3 P4 Al10.5
degreesC 1l 3 P5 Al10.5
BIPYRIDILIUM PESTICIDES, LIQUID, | 6.1 UN3016 | P3 A10.5
TOXIC I P4 Al10.5
BIPYRIDILIUM PESTICIDES, SOLID, 6.1 UN2781 | P5 A10.6
TOXIC Il P5 A10.6
1l P5 A10.6
BISULFATE, AQUEOUS SOLUTION 8 UN2837 Il P5, A7, N34 P5, A7, A12.3
1l N34 Al12.3
BISULPHITES, AQUEOUS 8 UN2693 11 P5 A12.3
SOLUTIONS, N.O.S.
BLACK, POWDER, COMPRESSED or 11D UN0028 I P4 A5.11
GUNPOWDER, COM PRESSED or
BLACK POWDER, IN PELLETSor
GUNPOWDER, INPELLETS
BLACK POWDER or GUNPOWDER, 11D UN0027 I P4 A5.11

granular or asa meal

Blasting agent, n.o.s.; see EXPLOSIVES,
BLASTING

Blasting cap, assemblies; see
DETONATOR ASSEMBLIES
NONELECTRIC, for blasting

Blasting caps, electric; see DETONATORS,
ELECTRIC, for blasting

Blasting caps, nonelectric; see
DETONATORS, NONELECTRIC, for
blasting

Bleaching powder; see CALCIUM
HYPOCHLORITE MIXTURES, etc
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BLUE ASBESTOS (crocidolite) or 9 UN2212 Il P5 A13.15
BROWN ASBESTOS (amosite, mysorite)
BOMBS, PHOTO-FLASH 11F UNO0037 1 P4 A5.15
BOMBS, PHOTO-FLASH 1.1D UNO0038 Il P4 A5.15
BOMBS, PHOTO-FLASH 1.2G UNO0039 Il P4 A5.15
BOMBS, PHOTO-FLASH 1.3G UNO0299 Il P4 A5.15
BOMBS, SMOKE, NONEXPLOSIVE, 8 UN2028 Il P4 A12.6
with corrosive liquid, without initiating
device
BOMBS, with bursting charge 11F UNO0033 I P4 A5.15
BOMBS, with bursting charge 1.1D UNO0034 I P4 A5.15
BOMBS, with bursting charge 1.2D UNO0035 Il P4 A5.15
BOMBS, with bursting charge 1.2F UNO0291 I P4 A5.15
BOMBSWITH FLAMMABLE LIQUID, 11 UNO0399 Il P3 A5.6
with bursting charge
BOMBSWITH FLAMMABLE LIQUID, 1.2J UNO0400 Il P3 Ab5.6
with bursting charge
BOOSTERSWITH DETONATOR 1.1B UN0225 Il P4 A5.19

(@) @ 3 4 ® Q) U] 8
BOOSTERSWITH DETONATOR 1.2B UNO0268 I P4 A5.19
BOOSTERS, without detonator 1.1D UNO0042 I P4 A5.18
BOOSTERS, without detonator 1.2D UNO0283 I P4 A5.18
BORNEOL 4.1 UN1312 11 P5, Al A8.4

+ BORON TRIBROMIDE 8 UN2692 | 6.1 P2, 2, A3, A7, N34 Al12.12
BORON TRICHLORIDE 2.3 UN1741 8 P2,3 A6.5
BORON TRIFLUORIDE, 2.3 UN1008 P2,2 A6.6
COMPRESSED
BORON TRIFLUORIDE ACETIC ACID | 8 UN1742 Il P4 A12.3
COMPLEX
BORON TRIFLUORIDE DIETHYL 8 UN2604 | 3 P3, A19 A12.3
ETHERATE
BORON TRIFLUORIDE DIHYDRATE 8 UN2851 Il P5 Al124
BORON TRIFLUORIDE DIMETHYL 4.3 UN2965 | P3, A19 A83
ETHERATE
BORON TRIFLUORIDE PROPIONIC 8 UN1743 Il 3,8 P4 A12.3
ACID COMPLEX
Box toe gum; see NITROCELLULOSE
BROMATES, INORGANIC, N.O.S. 5.1 UN1450 Il P5 A9.8
BROMATES, INORGANIC, AQUEOUS 51 UN3213 I P4 A9.7
SOLUTION, N.O.S.
1-BROM OBUTANE 3 UN1126 I P5 A7.3
BROMINE CHLORIDE 2.3 UN2901 51,8 P2, 2 A6.5

+ BROMINE or BROMINE SOLUTIONS 8 UN1744 | 6.1 P1,1, A3, A6, N34, A12.12

N43
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Bromine azide FORBIDDEN FORBIDDEN

+ BROMINE PENTAFLUORIDE 51 UN1745 | 6.1,8 PL1 A9.11

+ BROMINE TRIFLUORIDE 5.1 UN1746 | 6.1,8 P2, 2 A9.11
BROMOACETIC ACID, solid 8 UN1938 Il P5, A7, N34 Al2.4
BROM OACETIC ACID, solution 8 UN1938 Il P4 A12.3

+ BROM OACETONE 6.1 UN1569 I 3 P2, 2 Al10.4
BROMOACETYL BROMIDE 8 UN2513 Il P5 A12.3
BROM OBENZENE 3 UN2514 11 P5 A7.3
BROMOBENZYL CYANIDES, liquid 6.1 UN1694 | P3 A10.5
BROMOBENZYL CYANIDES, solid 6.1 UN1694 | P5 A10.6
1-BROM O-3-CHL OROPROPANE 6.1 UN2688 11 P5, N36 A10.5
2-BROM OBUTANE 3 UN2339 Il P5 A7.3
BROMOCHLOROMETHANE 6.1 UN1887 11 P5 A105
4-Bromo-1, 2-dinitrobenzene FORBIDDEN FORBIDDEN
2-BROMOETHYL ETHYL ETHER 3 UN2340 I P5 A7.3
BROM OFORM 6.1 UN2515 11 P5 A105
1-BROMO-3-METHYLBUTANE 3 UN2341 11 P5 A7.3
BROMOMETHYLPROPANES 3 UN2342 I P5 A7.3
2-BROM O-2-NITROPROPANE-1,3,- 4.1 UN3241 11 P5, 46 A8.4
DIOL
1Bromo-3-Nitrobenzene (unstable at 56 FORBIDDEN FORBIDDEN
degrees C)
2-BROMOPENTANE 3 UN2343 I P5 A7.3
2-BROM OPROPANES or 3 UN2344 I P5 A7.3
BROM OPROPANES
3-BROMOPROPYNE 3 UN2345 I P5 A7.3
Bromosilane FORBIDDEN FORBIDDEN
Bromotoluene-alpha; see BENZYL
BROMIDE
BROMOTRIFLUOROETHYLENE 2.1 UN2419 P4 AB.5
BROMOTRIFLUOROMETHANE 2.2 UN1009 P5 A6.4, A6.5
(R13B1)
BRUCINE 6.1 UN1570 | P3 A10.6
BURSTERS, explosive 11D UN0043 Il P4 Ab.19
BUTADIENES, STABILIZED 2.1 UN1010 P4 A6.4, A6.5
BUTANE or BUTANE MIXTURES; see 21 UN1011 P4 A6.4, AB.7
also PETROLEUM GASES, LIQUEFIED
Butane, butane mixtures and mixtures having
similar propertiesin cartridges each not
exceeding 500 grams see RECEPTACLES
BUTANEDIONE 3 UN2346 I P5 A7.3
BUTANOLS 3 UN1120 Il P5 A7.3

1l P5 A7.3
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BUTYL ACETATES 3 UN1123 Il P5 A7.3
1l P5 A7.3
BUTYL ACID PHOSPHATE 8 UN1718 11 P5 A12.3
BUTYL ACRYLATE, STABILIZED 3 UN2348 11 P5 A7.3
Butyl alcohols, see BUTANOL S
N-BUTYLAMINE 3 UN1125 Il 8 P5 A7.3
N-BUTYLANILINE 6.1 UN2738 Il P5 A10.5
BUTYL BENZENES 3 UN2709 11 P5 A7.3
N-BUTYL BROMIDE 3 UN1126 Il P5 A7.3
n-Butyl chloride; see CHLOROBUTANES
N-BUTYL CHLOROFORMATE 6.1 UN2743 | 8,3 P2, 2 A10.7
D SEC-BUTYL CHLOROFORMATE 6.1 NA2742 | 3,8 P2, 2 A10.7
TERT- 6.1 UN2747 11 P5 A105
BUTYLCYCLOHEXYLCHLOROFORM
ATE
BUTYLENE; seealso PETROLEUM 21 UN1012 P4 AB.7
GASES, LIQUEFIED
1,2-BUTYLENE OXIDE, STABILIZED 3 UN3022 Il P5 A7.3
Butyl ethers, see DIBUTYL ETHERS
Butyl ethyl ether; see ETHYL BUTYL
ETHER
N-BUTYL FORMATE 3 UN1128 I P5 A7.3
TERT-BUTYL HYPOCHLORITE 4.2 UN3255 | 8 P3 A8.4
Tert-Butyl Hydroperoxide, more than 90% FORBIDDEN FORBIDDEN
with water
N-n-BUTYL IMIDAZOLE 6.1 UN2690 Il P5 A10.5
TERT-BUTYL ISOCYANATE 6.1 UN2484 | 3 P11, A7 Al10.7
N-BUTYL ISOCYANATE 6.1 UN2485 | 3 P2, 2, A7 A10.7
BUTYL MERCAPTANS 3 UN2347 I P5, A3 A7.3
N-BUTYL METHACRYLATE, 3 UN2227 11 P5 A73
STABILIZED
BUTYL METHYL ETHER 3 UN2350 Il P5 A7.3
BUTYL NITRITES 3 UN2351 | P3 A7.3
I P5 A7.3
1l P5 A7.3
Butyl phosphoric acid; seeBUTYL ACID
PHOSPHATE
BUTYL PROPIONATES 3 UN1914 11 P5 A7.3
BUTYLTOLUENES 6.1 UN2667 11 P5 A105
BUTYLTRICHLOROSILANE 8 UN1747 Il 3 P4, A7, N34 A12.3
5-TERT-BUTYL-2,4,6-TRINITRO-M- 4.1 UN2956 11 P5 A85
XYLENE or MUSK XYLENE
BUTYL VINYL ETHER, STABILIZED 3 UN2352 Il P5 A7.3
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1,4-BUTYNEDIOL 6.1 UN2716 11 P5, Al A10.6
BUTYRALDEHYDE 3 UN1129 Il P5 A7.3
BUTYRALDOXIME 3 UN2840 11 P5 A7.3
BUTYRIC ACID 8 UN2820 11 P5 A12.3
BUTYRIC ANHYDRIDE 8 UN2739 11 P5 A12.3
BUTYRONITRILE 3 UN2411 Il 6.1 P4 A7.3
BUTYRYL CHLORIDE 3 UN2353 Il 8 P5 A7.3
Cabazide FORBIDDEN FORBIDDEN
Cable cutters, explosive; see CUTTERS,
CABLE, EXPLOSIVE
CACODYLIC ACID 6.1 UN1572 1 P5 A10.6
CADMIUM COMPOUNDS 6.1 UN2570 | P5 A10.6
I P5 A10.6
1l P5 A10.6
CAESIUM HYDROXIDE 8 UN2682 Il P5 Al124
CAESIUM HYDROXIDE SOLUTION 8 UN2681 Il P5 Al12.3
1l P5 Al12.3
CALCIUM 4.3 UN1401 1 P5 A84
CALCIUM ARSENATE 6.1 UN1573 Il P5 A10.6
CALCIUM ARSENATE AND CALCIUM | 6.1 UN1574 Il P5 A10.6
ARSENITE MIXTURES, SOLID
D CALCIUM ARSENITE, SOLID 6.1 NA1574 I P5 A10.6
Calcium bisulphite solutions; see
BISULPHITES, INORGANIC,
AQUEOUS SOLUTIONS, N.O.S.
CALCIUM CARBIDE 43 UN1402 | P3, Al, A8, N34 A8.4
P5, A1, A8, N34
Il A8.4
CALCIUM CHLORATE 5.1 UN1452 Il P5, N34 A9.8
CALCIUM CHLORATE, AQUEOUS 51 UN2429 Il P5, A2, N41 P5, A2, A9.7
SOLUTION 11 N41 A9.7
CALCIUM CHLORITE 5.1 UN1453 1 P5, A9, N34 A9.8
CALCIUM CYANAM IDE with more than 43 UN1403 1l P5, A1, A19 A8.4
0.1% of calcium carbide
CALCIUM CYANIDE 6.1 UN1575 | P5, N79 A10.6
CALCIUM DITHIONITE or CALCIUM 42 UN1923 I P5, A19, A20 A8.4
HYDROSULPHITE
CALCIUM HYDRIDE 4.3 UN1404 | P3, A19, N40 A8.4
CALCIUM HYDROSULPHITE; see
CALCIUM DITHIONITE
CALCIUM HYPOCHLORITE, DRY or 51 UN1748 P5, A7, A9, N34 A9.8

CALCIUM HYPOCHLORITE
MIXTURES, DRY with more than 39%
available chlorine (8.8% available oxygen)
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CALCIUM HYPOCHLORITE, 5.1 UN2880 1 P5 A9.8
HYDRATED or CALCIUM
HYPOCHLORITE, HYDRATED
MIXTURES, with not less than 5.5% but
not more than 10% water
CALCIUM HYPOCHLORITE 51 UN2208 11 P5, Al, A29, N34 A9.8
MIXTURES, DRY with more than 10%, but
not more than 39% available chlorine
CALCIUM MANGANESE SILICON 4.3 UN2844 11 P5, Al, A19 A8.4
CALCIUM NITRATE 5.1 UN1454 111 P5 A9.8
CALCIUM OXIDE 8 UN1910 11 P5 Al2.4
CALCIUM PERCHLORATE 5.1 UN1455 Il P5 A9.8
CALCIUM PERMANGANATE 5.1 UN1456 Il P5 A9.8
CALCIUM PEROXIDE 5.1 UN1457 1 P5 A9.8
CALCIUM PHOSPHIDE 4.3 UN1360 | 6.1 P3, A8, A19, N40 A8.4
CALCIUM, PYROPHORIC or 4.2 UN1855 | P3 A8.12
CALCIUM ALLOYS, PYROPHORIC
CALCIUM RESINATE 4.1 UN1313 11 P5, Al, A19 A8.4
CALCIUM RESINATE, FUSED 4.1 UN1314 11 P5, Al, A19 A8.4
Calcium selenate; see SELENATES or
SELENITES
CALCIUM SILICIDE 4.3 UN1405 Il P5, A19 A8.4
111 P5, A1, A19 A8.4
CAMPHOR OIL 3 UN1130 111 P5 A7.3
CAMPHOR, synthetic 4.1 UN2717 111 P5, Al A8.4
Cannon primers; see PRIMERS,
TUBULAR
CAPROIC ACID 8 UN2829 11 P5 Al12.3
Caps, blasting; see DETONATORS, etc
Caps, prime; see PRIMERS, CAP TYPE
CARBAMATE PESTICIDES, LIQUID, 3 UN2758 | 6.1 P3 A7.3
FLAMMABLE, TOXIC, flashpoint less 1 6.1 P4 A7.3
than 23 degreesC
CARBAMATE PESTICIDES, LIQUID, 6.1 UN2991 | 3 P3 A10.5
TOXIC, FLAMMABLE, flashpoint not less 1 3 P4 A10.5
than 23 degrees C 111 3 P5 A10.5
CARBAMATE PESTICIDES, LIQUID, 6.1 UN2992 | P3 A10.5
TOXIC Il P4 A10.5
111 P5 A10.5
CARBAMATE PESTICIDES, SOLID, 6.1 UN2757 | P5 A10.6
TOXIC Il P5 A10.6
111 P5 A10.6
Carbolic acid; see PHENOL, SOLID, or
PHENOL, MOLTEN
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Carbolic acid solutions; see PHENOL
SOLUTIONS
CARBON, ACTIVATED 4.2 UN1362 11 P5 A84
CARBON, animal or vegetable origin 4.2 UN1361 Il P5 A84

11 P5 A8.4

Carbon bisulphide; see CARBON
DISULPHIDE
Carbon black (animal or vegetable
origin);see CARBON
CARBON DIOXIDE 2.2 UN1013 P5 A6.4, A6.5, A6.6
CARBON DIOXIDE AND NITROUS 2.2 UN1015 P5 A6.4, A6.5
OXIDE MIXTURES
CARBON DIOXIDE AND OXY GEN 2.2 UN1014 51 P5 A6.4, A6.5
MIXTURES, COMPRESSED
CARBON DIOXIDE, REFRIGERATED 2.2 UN2187 P5 A6.4, A6.12
LIQUID(cryogenic liquid)
CARBON DIOXIDE, SOLID or DRY ICE | 9 UN1845 11 P5 A13.9
Carbon Disulphide FORBIDDEN FORBIDDEN
CARBON MONOXIDE, COM PRESSED 2.3 UN1016 21 P2, 4 AB.6
CARBON MONOXIDE AND 2.3 UN2600 21 P2,6 A6.6
HYDROGEN MIXTURE,
COMPRESSED

D CARBON MONOXIDE, 23 NA9202 21 P2, 4 A6.12
REFRIGERATED LIQUID(cryogenic
liquid)
CARBON TETRABROMIDE 6.1 UN2516 11 P5 A10.6
CARBON TETRACHLORIDE 6.1 UN1846 I P5, N36 Al10.5
Carbonyl chloride; see PHOSGENE
CARBONYL FLUORIDE, 2.3 UN2417 8 P2, 2 A6.6
COMPRESSED
CARBONYL SULPHIDE 2.3 UN2204 21 P2,3 AB.5
Cartridge cases, empty primed; see CASES,
CARTRIDGE, EMPTY WITH PRIMER
Cartridges, actuating for aircraft ejector seat
catapult, fire extinguisher, canopy removal
or apparatus, see CARTRIDGES,
POWER DEVICE
Cartridges, explosive; see CHARGES,
DEMOLITION
CARTRIDGES, FLASH 11G UNO0049 Il P4 A5.21
CARTRIDGES, FLASH 1.3G UNO0050 I P4 A5.21
CARTRIDGES FOR WEAPONS, 11C UNO0326 Il P4 A5.15

BLANK
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CARTRIDGES FOR WEAPONS, 1.2C UNO0413 Il P4 A5.15
BL ANK
CARTRIDGES FOR WEAPONS, 1.3C UNO0327 Il P4 A5.15
BLANK; or CARTRIDGES, SMALL
ARMS, BLANK
CARTRIDGES FOR WEAPONS, 14C UNO0338 Il P5, A69 A5.15
BLANK; or CARTRIDGES, SMALL
ARMS, BLANK
CARTRIDGES FOR WEAPONS, 14s UNO0014 Il P5, A69 A5.15
BLANK; or CARTRIDGES, SMALL
ARMS, BLANK
CARTRIDGESFOR WEAPONS, INERT | 1.2C UNO0328 I P4 A5.15
PROJECTILE or CARTRIDGES,
SMALL ARMS
CARTRIDGES FOR WEAPONS, INERT | 1.4S UNO0012 I P5, A69 A5.15
PROJECTILE or CARTRIDGES,
SMALL ARMS
CARTRIDGES FOR WEAPONS, INERT | 14C UNO0339 I P5, A69 A5.15
PROJECTILE or CARTRIDGES,
SMALL ARMS
CARTRIDGES FOR WEAPONS, INERT | 1.3C UNO0417 Il P4 A5.15
PROJECTILE or CARTRIDGES,
SMALL ARMS
CARTRIDGES FOR WEAPONS, with 11F UNO0005 I P4 Ab.15
bursting charge
CARTRIDGES FOR WEAPONS, with 1.2F UN0007 I P4 Ab.15
bursting charge
CARTRIDGES FOR WEAPONS, with 14F UNO0348 I P5 Ab.15
bursting charge
CARTRIDGES FOR WEAPONS, with 14E UNO0412 I P5 Ab.15
bursting charge
CARTRIDGES FOR WEAPONS, with 11E UN0006 I P4 Ab.15
bursting charge
CARTRIDGES FOR WEAPONS, with 1.2E UN0321 I P4 Ab.15
bursting charge
Cartridges, illuminating; see
AMMUNITION ILLUMINATING, etc
CARTRIDGES, OIL WELL 1.3C UNOQ277 I P4, A69 A5.20
CARTRIDGES, OIL WELL 14C UNO0278 Il P5, A69 A5.20
CARTRIDGES, POWER DEVICE 1.3C UNO0275 I P4 A5.20
CARTRIDGES, POWER DEVICE 14C UNO0276 I P5, 110 A5.20
CARTRIDGES, POWER DEVICE 1.2C UNO0381 I P4 Ab5.20
CARTRIDGES, POWER DEVICE 14s UNO0323 1 P5, 110, A69 A5.20
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Cartridges, safety; see CARTRIDGES,
FOR WEAPONS, INERT PROJECTILES

CARTRIDGES, SIGNAL

1.3G

UNO0054

P4

A5.21

CARTRIDGES, SIGNAL

1.4G

UNO0312

A5.21

CARTRIDGES, SIGNAL

1.4S

UNO0405

P5, A69

A5.21

CARTRIDGES, SMALL ARMS; see
CARTRIDGES FOR WEAPONS, INERT
PROJECTILE

CARTRIDGES, SMALL ARMS, BLANK;
see CARTRIDGES FOR WEAPONS,
BLANK

Cartridges, sporting; see CARTRIDGES
FOR WEAPONS, etc.

Cartridges, starter, jet engine; see
CARTRIDGES, POWER DEVICE

CASES, CARTRIDGE, EMPTY WITH
PRIMER

1.4S

UNO0055

P5, A69

A5.22

CASES, CARTRIDGE, EMPTY WITH
PRIMER

1.4C

UNO0379

P5, A69

A5.22

CASES, COMBUSTIBLE, EMPTY
WITHOUT PRIMER

1.3C

UNO0447

P4

AS5.22

CASES, COMBUSTIBLE, EMPTY
WITHOUT PRIMER

1.4C

UNO0446

A5.22

Casinghead gasoline; see GASOLINE

CASTOR BEANS or CASTOR MEAL or
CASTER POMACE or CASTOR FLAKE

UN2969

A13.3

CAUSTIC ALKALI LIQUIDS, N.O.S.

UN1719

P4

Al12.3
Al12.3

Caustic potash; see POTASSIUM
HYDROXIDE SOLUTION, etc

Caustic soda liquor; see SODIUM
HYDROXIDE, etc

CELLS, CONTAINING SODIUM

4.3

UN3292

A8.19

CELLULOID, inblocks, rods, rolls, sheets,
tubes, etc. except scrap

4.1

UNZ2000

A8.4

CELLULOID, SCRAP

4.2

UN2002

A8.4

Cement, see ADHES| VES containing
flammable liquid

CERIUM, dabs, ingots, or rods

4.1

UN1333

P5, N34

A8.4

CERIUM, turnings or gritty powder

4.3

UN3078

P5, Al

A8.4

CESIUM; see CAESIUM

4.3

UN1407

P3, A19, N34, N40

A8.4

CESIUM NITRATE or CAESIUM
NITRATE

51

UN1451

P5, A1, A29

A9.8
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D CHARCOAL briquettes, shell, screenings, 4.2 NA1361 11 P5 A84
wood, etc.
CHARGES, BURSTING, PLASTICS 11D UNO0457 Il P4 A5.15
BONDED
CHARGES, BURSTING, PLASTICS 1.2D UNO0458 Il P4 A5.15
BONDED
CHARGES, BURSTING, PLASTICS 1.4D UNO0459 Il P5 A5.15
BONDED
CHARGES, BURSTING, PLASTICS 1.4s UNO0460 Il P5, A69 A5.15
BONDED
CHARGES, DEMOLITION 1.1D UN0048 Il P4, A69 A5.15
CHARGES, DEPTH 1.1D UNO0056 Il P4 A5.15
Charges, expelling, explosive, for fire
extinguishers; see CARTRIDGES,
POWER DEVICE
CHARGES, EXPLOSIVE, 1.1D UNO0442 Il P4, A69 A5.23
COMMERCIAL without detonator
CHARGES, EXPLOSIVE, 1.2D UNO0443 Il P4, A69 A5.23
COMMERCIAL without detonator
CHARGES, EXPLOSIVE, 1.4D UNO0444 Il P5, A69 A5.23
COMMERCIAL without detonator
CHARGES, EXPLOSIVE, 1.4s UNO0445 Il P5, A69 A5.23
COMMERCIAL without detonator
CHARGES, PROPELLING 1.1C UN0271 Il P4 Ab5.29
CHARGES, PROPELLING 1.3C UN0272 1 P4 A5.29
CHARGES, PROPELLING 1.2C UNO0415 Il P4 A5.29
CHARGES, PROPELLING 1.4C UN0491 Il P5 A5.29
CHARGES, PROPELLING, FOR 1.2C UNO0414 Il P4 A5.15
CANNON
CHARGES, PROPELLING, FOR 1.3C UNO0242 Il P4 A5.15
CANNON
CHARGES, PROPELLING, FOR 1.1C UNO0279 Il P4 A5.15
CANNON
CHARGES, SHAPED, without detonator 1.1D UNO0059 Il P4 A5.23
CHARGES, SHAPED, without detonator 1.2D UN0439 Il P4 A5.23
CHARGES, SHAPED, without detonator 1.4D UNO0440 Il P5 A5.23
CHARGES, SHAPED, COMMERCIAL 1.4s UNO0441 Il P5, A69 A5.23
without detonator
CHARGES, SHAPED, FLEXIBLE, 1.4D UNO0237 Il P5, A69 Ab5.24
LINEAR
CHARGES, SHAPED, FLEXIBLE, 1.1D UNO0288 Il P4, 101, A69 Ab5.24
LINEAR
CHARGES, SUPPLEMENTARY, 1.1D UNO0060 Il P4 A5.18
EXPLOSIVE
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CHEMICAL KITS 8 NA1760 Il P5 A12.7
CHEMICAL KITSor FIRST AIDKITS 9 UN3316 A13.17
CHLORAL, ANHYDROUS, 6.1 UN2075 I P5 A10.6
STABILIZED
CHLORATE AND BORATE MIXTURES | 5.1 UN1458 I P5, A9, N34 P5, A9, A9.8

1l N34 A9.8

CHLORATE AND MAGNESIUM 51 UN1459 Il P5, A9, N34 P5, A9, A9.8
CHLORIDE MIXTURES 11 N34 A9.8
CHLORATES, INORGANIC, AQUEOUS | 51 UN3210 I P5 A9.7
SOLUTION, N.O.S.
CHLORATES, INORGANIC, N.O.S. 5.1 UN1461 Il P5, A9, N34 A9.8
CHLORIC ACID AQUEOUS FORBIDDEN FORBIDDEN
SOLUTION, with not more than 10%
chloric acid
Chloride of phosphourous; see
PHOSPHORUSTRICHLORIDE
Chloride of sulphur; see SULPHUR
CHLORIDE
Chlorinated lime; see CAL CIUM
HYPOCHLORITE MIXTURES, etc
CHLORINE 2.3 UN1017 8 P2, 2 A6.5
Chlorine azide FORBIDDEN FORBIDDEN

D Chlorine dioxide hydrate, frozen FORBIDDEN FORBIDDEN
Chlorine dioxide (not hydrate) FORBIDDEN FORBIDDEN
CHLORINE PENTAFLUORIDE 2.3 UN2548 51,8 PL1 AB.5
CHLORINE TRIFLUORIDE 2.3 UN1749 51,8 P2, 2 AB.5
CHLORITE SOLUTION with not less 8 UN1908 I P5, A3, A6, A7, N34 Al12.3
than16% available chlorine P5, A3, A6, A7, N34

1l Al12.3

CHLORITES, INORGANIC, N.O.S. 5.1 UN1462 I P5, A7, N34 A9.8
CHLOROACETIC ACID, SOLID 6.1 UN1751 I 8 P5, A3, A7, N34 A10.6
CHLOROACETIC ACID, SOLUTION 6.1 UN1750 I 8 P4, A7, N34 Al10.5
CHLOROACETONE, STABILIZED 6.1 UN1695 | 3,8 P5, 2, N12, N32, N34 Al10.7
Chloroacetone (unstabilized) FORBIDDEN FORBIDDEN

+ CHLOROACETONITRILE 6.1 UN2668 I 3 P2, 2 A10.7
CHLOROACETOPHENONE, (CN), liquid | 6.1 UN1697 Il P5, A3,N12,N32,N33 | A105
CHLOROACETOPHENONE, (CN), solid | 6.1 UN1697 I P5, A3,N12, N32,N33, | A10.6

N34
CHLOROACETYL CHLORIDE 6.1 UN1752 | 8 P2,2, A3, A6, A7,N34, | A12.12
N43

CHLOROANILINES, LIQUID 6.1 UN2019 Il P5 A10.5
CHLOROANILINES, SOLID 6.1 UN2018 1 P5 A10.6
CHLOROANISIDINES 6.1 UN2233 11 P5 A10.6
CHLOROBENZENE 3 UN1134 11 P5 A7.3
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Chlorobenzol; see CHLOROBENZENE
CHLOROBENZOTRIFLUORIDES 3 UN2234 11 P5 A7.3
CHLOROBENZYL CHLORIDES 6.1 UN2235 11 P5 A10.5
1-CHLORO-3-BROM OPROPANE 6.1 UN2688 11 P5 A10.5
CHLOROBUTANES 3 UN1127 Il P5 A7.3
CHLOROCRESOLS, liquid 6.1 UN2669 Il P5 Al10.5
CHLOROCRESOLS, solid 6.1 UN2669 Il P5 A10.6
3-Chloro-4-diethylaminobenzenediazonium
zinc chloride; see SELF-REACTIVE
SOLID TYPED
CHLORODIFLUOROBROMOMETHAN | 2.2 UN1974 P5 A6.4, A6.5
E or REFRIGERANT GASR12B1
1-CHLORO-1, 1-DIFLUOROETHANES 21 UN2517 P4 A6.4, A6.5
or REFRIGERANT GAS R142B
CHLORODIFLUOROMETHANE or 22 UN1018 P5 A6.4, A6.5
REFRIGERANT GASR22
CHLORODIFLUOROMETHANE AND 22 UN1973 P5 A6.4, A6.5
CHLOROPENTAFLUOROETHANE
MIXTURE or REFRIGERANT GAS502
with fixed boiling point, with approximately
49% chlorodifluoromethane

+ CHLORODINITROBENZENES, LIQUID | 6.1 UN1577 I P5 A10.6

+ CHLORODINITROBENZENES, SOLID 6.1 UN1577 I P5 A10.6
Chloroethane; see ETHYL CHLORIDE
2-CHLOROETHANAL 6.1 UN2232 | P2, 2 A10.7
CHLOROFORM 6.1 UN1888 11 P5, N36 A10.5

* CHLOROFORMATES, TOXIC, 6.1 UN2742 I 8,3 P2,5 Al10.5
CORROSIVE, FLAMMABLE, N.O.S.

* CHLOROFORMATES, TOXIC, 6.1 UN3277 Il 8 P3 A10.5
CORROSIVE, N.O.S.
Chloromethane; sse METHYL
CHLORIDE
1-Chloro-3-methylbutane; see AM YL
CHLORIDE
2-Chloro-2-methylbutane; see AMYL
CHLORIDE
CHLOROMETHYL 6.1 UN2745 I 8 P4 A10.5
CHLOROFORMATE
CHLOROMETHYL ETHYL ETHER 3 UN2354 I 6.1 P4 A7.3
3-CHLORO-4-METHYLPHENYL 6.1 UN2236 Il P5 A10.5
ISOCYANATE
1-Chloro-2-methylpropane; see
CHLOROBUTANES
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2 Chloro-2-methylopropane; see
CHLOROBUTANES
CHLORONITROANILINES 6.1 UN2237 11 P5 A10.6

+ CHLORONITROBENZENES, ortho, 6.1 UN1578 Il P4 A10.5
liquid

+ CHLORONITROBENZENES, meta or 6.1 UN1578 I P5 A10.6
para, solid
CHLORONITROTOLUENES, liquid 6.1 UN2433 1l P5 Al10.5
CHLORONITROTOLUENES, solid 6.1 UN2433 1l P5 A10.6
CHLOROPENTAFLUOROETHANE or 22 UN1020 P5 A6.4, A6.5
REFRIGERANT GASR115
CHLOROPHENOLATES, LIQUID, or 8 UN2904 1l P5 Al2.3
PHENOLATES, LIQUID
CHLOROPHENOLATES, SOLID or 8 UN2905 1l P5 Al2.4
PHENOLATESSOLID
CHLOROPHENOLS, LIQUID 6.1 UN2021 11 P5 Al10.5
CHLOROPHENOLS, SOLID 6.1 UN2020 11 P5 A10.6
CHLOROPHENYLTRICHLOROSILAN 8 UN1753 Il P4, A7, N34 Al2.3
E

+ CHLOROPICRIN 6.1 UN1580 | P2, 2 Al10.7
CHLOROPICRIN AND METHYL 2.3 UN1581 P2, 2 A6.17
BROMIDE MIXTURES
CHLOROPICRIN AND METHYL 2.3 UN1582 P2, 2 AB6.17
CHLORIDE MIXTURES
Chloropicrun mixture, flammable (pressure
not exceeding 14.7 psia at 115 degrees F
flashpoint below 100 degrees F); see TOXIC
LIQUIDS FLAMMABLE, etc
CHLOROPICRIN MIXTURES, N.O.S. 6.1 UN1583 | P2,5 A10.5

I P3 Al10.5
1l P5 Al10.5

D CHLOROPIVALOYL CHLORIDE 6.1 NA9263 | 8 P2, 2 Al10.7
CHLOROPLATINIC ACID, SOLID 8 UN2507 11 P5 Al2.4
CHLOROPRENE, STABILIZED 3 UN1991 | 6.1 P3 A7.3
Chloroprene, unstabilized FORBIDDEN FORBIDDEN
2-CHLOROPROPANE 3 UN2356 | P3, N36 A7.3
3-CHLOROPROPANOL-1 6.1 UN2849 11 P5 A10.5
2-CHLOROPROPENE 3 UN2456 | P3, A3, N36 A7.3
2-CHLOROPROPIONIC ACID, LIQUID | 8 UN2511 11 P5 Al12.3
2-CHLOROPROPIONIC ACID, SOLID 8 UN2511 11 P5 Al2.4
2-CHLOROPYRIDINE 6.1 UN2822 I P5 Al10.5
CHLOROSILANES, CORROSIVEN.O.S. | 8 UN2987 Il P4 Al2.3
CHLOROSILANES, CORROSIVE, 3 UN2985 Il 8 P4 A73

FLAMMABLE, N.O.S.
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CHLOROSILANES, FLAMMABLE, 8 UN2986 Il 3 P4 A12.3
CORROSIVE, N.O.S.
CHLOROSILANES, WATER- 4.3 UN2988 | 3,8 P3, A2 A83
REACTIVE, FLAMMABLE,
CORROSIVE, N.O.S.

+ CHLOROSULPHONIC ACID (with or 8 UN1754 | 6.1 P2,2, A3, A6, A10 A12.12
without sulphur trioxide)
1-CHLORO-1,2,2,2- 22 UN1021 P5 A6.4, A6.5
TETRAFLUOROETHANE or
REFRIGERANT GASR124
CHLOROTOLUENES 3 UN2238 11 P5 A7.3
4-CHLORO-O-TOLUIDINE 6.1 UN1579 11 P5 A10.6
HYDROCHLORIDE
CHLOROTOLUIDINES, liquid or solid 6.1 UN2239 1l P5 Al10.5, A10.6
1-CHLORO-2,2,2-TRIFLUOROETHANE | 2.2 UN1983 P5 A6.4, A5
or REFRIGERANT GAS R133A
CHLOROTRIFLUOROMETHANE or 22 UN1022 P5 A6.4, A6.5
REFRIGERANT GASR13
CHLOROTRIFLUOROMETHANE AND | 2.2 UN2599 P5 A6.4, A6.5
TRIFLUOROMETHANE AZEOTROPIC
MIXTURE (R503) with approximately 60%
Chlorotrifluoromethane

D CHROMIC ACID, SOLID 5.1 NA1463 I 8 P5 A9.8
CHROMIC ACID, SOLUTION 8 UN1755 Il P5 A12.3

1l P5 Al12.3
CHROMIC FLUORIDE, SOLID 8 UN1756 I P5 Al2.4
CHROMIC FLUORIDE, SOLUTION 8 UN1757 Il P5 Al12.3
1l P5 Al12.3

CHROMIUM NITRATE 5.1 UN2720 11 P5, A1, A29 A9.8
CHROMIUM OXYCHLORIDE 8 UN1758 | P3, A3, A6, A7, N34 Al12.3
CHROMIUM TRIOXIDE, ANHYDROUS | 5.1 UN1463 I 8 P5 A9.8
CHROMOSULFURIC ACID 8 UN2240 | P3, A3, A6, A7, N34 A12.3
Chromyl chloride; see CHROM UM
OXYCHLORIDE
Cigar and cigarette lighters, charged with
fuel, see LIGHTERSFOR CIGARS,
CIGARETTES, etc
Cleaning fluid or liquid; see FLAMMABLE
LIQUIDS, etc
Coal briquettes, hot FORBIDDEN FORBIDDEN
COAL GAS, COMPRESSED 2.3 UN1023 21 P2,3 AB.6
COAL TARDISTILLATES, 3 UN1136 Il P5 A7.3
FLAMMABLE 11 P5 A7.3
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Coal tar dye, corrosiveliquid, n.o.s.; see
DYES, LIQUID or SOLID N.O.S. or DYE
INTERMEDIATES, LIQUID or SOLID
N.O.S.
COATING SOLUTION (includes surface 3 UN1139 [ P3 A7.3
treatments or coatings used for industrial or Il P5 A7.3
other purposes such as vehicle undercoating, 11 P5 A7.3
drum or barrel lining)
COBALT NAPHTHENATES, POWDER 4.1 UN2001 11 P5, A19 A84
COBALT RESINATE, PRECIPITATED 4.1 UN1318 11 P5, A1, A19 A84
Coke, hot FORBIDDEN FORBIDDEN
* COMPONENTS, EXPLOSIVE TRAIN, 1.1B UNO0461 Il P4, 101 Ab5.6
N.O.S.
* COMPONENTS, EXPLOSIVE TRAIN, 1.2B UNO0382 Il P4, 101 Ab5.6
N.O.S.
* COMPONENTS, EXPLOSIVE TRAIN, 14B UNO0383 Il P5, 101 Ab5.6
N.O.S.
* COMPONENTS, EXPLOSIVE TRAIN, 14s UNO0384 Il P5, 101, A69 A5.6
N.O.S.
* COMPOUNDS, CLEANING LIQUID 8 NA1760 | P3, A7 Al2.3
I P5, N37 Al12.3
1l P5, N37 Al12.3
* COMPOUNDS, CLEANING LIQUID 3 NA1993 | P3 A7.3
I P5 A7.3
1l P5 A7.3
Compounds, enamel; see PAINT, etc
* COMPOUNDS, TREE KILLING, 8 NA1760 | P3, A7 Al2.3
LIQUID or COM POUNDSWEED I P5, N37 Al2.3
KILLING, LIQUID 11 P5, N37 Al12.3
* COMPOUNDS, TREEKILLINGLIQUID | 3 NA1993 | P3 A7.3
or COMPOUNDS, WEED KILLING, I P5 A7.3
LIQUID 11 P5 A7.3
* COMPOUNDS, TREEKILLINGLIQUID | 6.1 NA2810 | P3 Al10.5
or COMPOUNDS, WEED KILLING, I P5 Al10.5
LIQUID 11 P5 Al10.5
* COMPRESSED GAS, N.O.S. 2.2 UN1956 P5 A6.4, A6.5, A6.6
* COMPRESSED GAS, FLAMMABLE, 21 UN1954 P4 A6.4, A6.6
N.O.S.
* COMPRESSED GAS, OXIDIZING, 2.2 UN3156 51 P5 A6.4, A6.6
N.O.S.
* COMPRESSED GAS, TOXIC, 23 UN3304 8 P11 A16.6

CORROSIVE, N.O.S. Inhalation Hazard
Zone A
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COMPRESSED GAS, TOXIC,
CORROSIVE, N.O.S. Inhalation Hazard
Zone B

2.3

UN3304

8

P2,2

AB6.5, AG.6

COMPRESSED GAS, TOXIC,
CORROSIVE, N.O.S. Inhalation Hazard
Zone C

2.3

UN3304

AB.5, A6.6

COMPRESSED GAS, TOXIC,
CORROSIVE, N.O.S. Inhalation Hazard
Zone D

2.3

UN3304

AB.5, A6.6

COMPRESSED GAS, TOXIC,
FLAMMABLE ,CORROSIVE, N.O.S.
Inhalation Hazard Zone A

2.3

UN3305

21,8

A6.16

COMPRESSED GAS, TOXIC,
FLAMMABLE ,CORROSIVE, N.O.S.
Inhalation Hazard Zone B

2.3

UN3305

21,8

AB.5, A6.6

COMPRESSED GAS, TOXIC,
FLAMMABLE ,CORROSIVE, N.O.S.
Inhalation Hazard Zone C

2.3

UN3305

21,8

AB6.5, AG.6

COMPRESSED GAS, TOXIC,
FLAMMABLE ,CORROSIVE, N.O.S.
Inhalation Hazard Zone D

2.3

UN3305

21,8

AB6.5, AG.6

COMPRESSED GAS, TOXIC,
FLAMMABLE, N.O.S,, Inhalation Hazard
Zone A

2.3

UN1953

21

A6.16

COMPRESSED GAS, TOXIC,
FLAMMABLE, N.O.S,, Inhalation Hazard
Zone B

2.3

UN1953

21

AB.5, AG.6

COMPRESSED GAS, TOXIC,
FLAMMABLE, N.O.S,, Inhalation Hazard
Zone C

2.3

UN1953

21

AB.5, AG.6

COMPRESSED GAS, TOXIC,
FLAMMABLE N.O.S,, Inhalation Hazard
Zone D

2.3

UN1953

21

AB.5, AG.6

COMPRESSED GAS, TOXIC,N.O.S,
Inhalation Hazard Zone A

2.3

UN1955

P1,1

A6.16

COMPRESSED GAS, TOXIC,N.O.S,
Inhalation Hazard Zone B

2.3

UN1955

P2,2

AB.5, A6.6

COMPRESSED GAS, TOXIC,N.O.S,
Inhalation Hazard Zone C

2.3

UN1955

P2,3

AB6.5, AG.6

COMPRESSED, GAS, TOXIC, N.O.S,,
Inhalation Hazard Zone D

2.3

UN1955

P2, 4

AB.5, A6.6

COMPRESSED, GAS, TOXIC,
OXIDING, CORROSIVE, N.O.S.
Inhalation Hazard Zone A

2.3

UN3306

51,8

P1,1

A6.16
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* COMPRESSED, GAS, TOXIC, 23 UN3306 51,8 P2,2 AB.5, A6.6
OXIDING, CORROSIVE, N.O.S.
Inhalation Hazard Zone B

* COMPRESSED, GAS, TOXIC, 23 UN3306 51,8 P2,3 AB.5, A6.6
OXIDING, CORROSIVE, N.O.S.
Inhalation Hazard Zone C

* COMPRESSED, GAS, TOXIC, 23 UN3306 51,8 P2, 4 AB.5, A6.6
OXIDING, CORROSIVE, N.O.S.
Inhalation Hazard Zone D

* COMPRESSED, GAS, TOXIC, 23 UN3303 51 P11 A6.16
OXIDING, N.O.S. Inhalation Hazard Zone
A

* COMPRESSED, GAS, TOXIC, 23 UN3303 51 P2, 2 AB.5
OXIDING, N.O.S. Inhalation Hazard Zone
B

* COMPRESSED, GAS, TOXIC, 23 UN3303 51 P2, 3 AB.5
OXIDING, N.O.S. Inhalation Hazard Zone
Cc

* COMPRESSED, GAS, TOXIC, 23 UN3303 51 P2, 4 A6.5
OXIDING, N.O.S. Inhalation Hazard Zone
D
CONSUMER COMMODITY 9 1D8000 P5 Al13.4, A13.13
CONTRIVANCES, WATER- 12L UNO0248 Il P3, 101 A5.30
ACTIVATED, with burster, expelling
charge or propelling charge
CONTRIVANCES, WATER- 13L UNO0249 Il P3, 101 A5.30
ACTIVATED, with burster, expelling
charge or propelling charge
COPPER ACETOARSENITE 6.1 UN1585 1 P5 A10.6
Copper acetylide FORBIDDEN FORBIDDEN
Copper amine azide FORBIDDEN FORBIDDEN
COPPER ARSENITE 6.1 UN1586 1 P5 A10.6
COPPER BASED PESTICIDES, LIQUID, | 3 UN2776 [ 6.1 P3 A7.3
FLAMMABLE, TOXIC, flashpoint less I 6.1 P4 A7.3
than 23 degreesC
COPPER BASED PESTICIDES, LIQUID, | 6.1 UN3009 | 3 P3 A10.5
TOXIC, FLAMMABLE, flashpoint not less I 3 P4 Al10.5
than 23 degrees C 1l 3 P5 Al10.5
COPPER BASED PESTICIDES, LIQUID, | 6.1 UN3010 | P3 Al10.5
TOXIC I P5 A10.5

1l P5 Al10.5
COPPER BASED PESTICIDES, SOLID, 6.1 UN2775 | P5 A10.6
TOXIC I P5 A10.6
1l P5 A10.6

COPPER CHLORATE 5.1 UN2721 Il P5, Al A9.8
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COPPER CHLORIDE 8 UN2802 11 P5 Al124
COPPER CYANIDE 6.1 UN1587 1 P5 A10.6
COPPER SEL ENATE; see SELENATES
COPPER SELENITE; see SELENITES
Copper tetramine nitrate FORBIDDEN FORBIDDEN
Copra FORBIDDEN FORBIDDEN
CORD, DETONATING, flexible 11D UN0065 Il P4, 102, A69 Ab.25
CORD, DETONATING, flexible 14D UN0289 Il P5, A69 Ab.25
CORD, DETONATING or FUSE, 1.2D UN0102 I P4, A69 Ab.25
DETONATING, metal clad
CORD, DETONATING or FUSE, 11D UN0290 I P4, A69 Ab.25
DETONATING, metal clad
CORD, DETONATING, MILD EFFECT 14D UN0104 I P5, A69 Ab.25
or FUSE, DETONATING, MILD
EFFECT, metal clad
CORD, IGNITER 1.4G UNO0066 I P5, A69 Ab.26
Cordite, see POWDER, SMOKELESS
Corrosive battery fluid; see BATTERY
FLUID, ACID or BATTERY FLUID,
ALKALI
* CORROSIVE LIQUID, ACIDIC, 8 UN3264 | P3 A12.3
INORGANIC, N.O.S. I P4 Al12.3
1l P5 Al12.3
* CORROSIVE LIQUID, ACIDIC, 8 UN3265 | P3 A12.3
ORGANIC, N.O.S. I P4 Al2.3
1l P5 Al12.3
* CORROSIVE LIQUID, BASIC, 8 UN3266 | P3 A12.3
INORGANIC, N.O.S. I P4 Al2.3
1l P5 Al12.3
* CORROSIVE LIQUID, BASIC, 8 UN3267 | P3 Al2.3
ORGANIC, N.O.S. I P4 Al2.3
1l P5 Al12.3
* CORROSIVE LIQUID, FLAMMABLE, 8 UN2920 | 3 P3 A12.3
N.O.S. Il 3 P4 Al12.3
* CORROSIVE LIQUID, SELF-HEATING, | 8 UN3301 | 4.2 P3 A12.3
N.O.S. I 4.2 P4 Al12.3
* CORROSIVE LIQUID, N.O.S. 8 UN1760 | P3, A7 Al2.3
I P4 Al2.3
1l P5 Al12.3
* CORROSIVE LIQUID, OXIDIZING, 8 UN3093 | 51 P3 A12.3
N.O.S. I 5.1 P4 Al12.3
* CORROSIVE LIQUID, TOXIC N.O.S. 8 UN2922 | 6.1 P3, A7 Al12.3
I 6.1 P4 Al2.3
1l 6.1 P5 Al12.3
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* CORROSIVE LIQUID, WATER- 8 UN3094 | 43 P3 Al2.3
REACTIVE, N.O.S. Il 43 P4 Al12.3
* CORROSIVE SOLID, ACIDIC, 8 UN3260 | P5 Al2.4
INORGANIC, N.O.S. I P5 Al24
1l P5 Al24
* CORROSIVE SOLID, ACIDIC, 8 UN3261 | P5 Al2.4
ORGANIC, N.O.S. I P5 Al24
1l P5 Al2.4
* CORROSIVE SOLID, BASIC, 8 UN3262 | P5 Al24
INORGANIC, N.O.S I P5 Al24
1l P5 Al2.4
* CORROSIVE SOLID, BASIC, 8 UN3263 | P5 Al24
ORGANIC,N.O.S I P5 Al24
1l P5 Al2.4
* CORROSIVE SOLID, FLAMMABLE, 8 UN2921 | 4.1 P3 Al24
N.O.S. Il 4.1 P4 Al2.4
* CORROSIVE SOLID, N.O.S. 8 UN1759 | P5 Al24
I P5 Al24
1l P5 Al2.4
* CORROSIVE SOLID, OXIDIZING, 8 UN3084 | 51 P5 Al24
N.O.S. I 5.1 P5 Al2.4
* CORROSIVE SOLID, TOXIC N.O.S. 8 UN2923 | 6.1 P5 Al24
I 6.1 P5 Al24
1l 6.1 P5 Al2.4
* CORROSIVE SOLID, SELF-HEATING, 8 UN3095 | 4.2 P5 Al2.4
N.O.S. I 4.2 P5 Al2.4
* CORROSIVE SOLIDS, WATER- 8 UN3096 | 43 P3 Al24
REACTIVE, N.O.S. I 4.3 P4 Al2.4
COTTON WASTE, OILY 4.2 UN1364 11 P5 A8.4
Cotton Wet FORBIDDEN FORBIDDEN
COUMARIN DERIVATIVE 3 UN3024 | 6.1 P3 A7.3
PESTICIDES, LIQUID, FLAMMABLE, I 6.1 P4 A7.3
TOXIC, flashpoint not less than 23 degrees
C
COUMARIN DERIVATIVE 6.1 UN3025 | 3 P3 Al10.5
PESTICIDES, LIQUID, TOXIC, I 3 P5 Al10.5
FLAMMABLE, flashpoint less than 23 1 3 P5 Al10.5
degreesC
COUMARIN DERIVATIVE 6.1 UN3026 | P3 Al10.5
PESTICIDES, LIQUID, TOXIC I P5 Al10.5
1l P5 Al10.5
COUMARIN DERIVATIVE 6.1 UN3027 | P5 A10.6
PESTICIDES, SOLID, TOXIC Il P5 A10.6
1l P5 A10.6
CRESOLS, LIQUID (o-, m-, p-) 6.1 UN2076 Il 8 P5 A10.6
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CRESOLS, SOLID (o-, m-, p-) 6.1 UN2076 Il 8 P5 Al10.5
CRESYLIC ACID 6.1 UN2022 1 8 P5 A105
CROTONALDEHYDE, STABILIZED 6.1 UN1143 | 3 P2, 2 A10.7
CROTONIC ACID, liquid or solid 8 UN2823 1l P5 Al12.3,A124
CROTONYLENE 3 UN1144 | P3 A7.3
CUPRIETHYLENEDIAMINE 8 UN1761 Il 6.1 P4 Al2.3
SOLUTION 11 6.1 P5 Al12.3
CUTTERS, CABLE, EXPLOSIVE 1.4S UNO0070 Il P5, A69 A5.20
Cyanide or cyanide mixtures, dry; see
CYANIDES, INORGANIC, SOLID N.O.S.
CYANIDES, INORGANIC, SOLIDN.O.S. | 6.1 UN1588 | P5, N74, N75 P5, N74, A10.6

I N75 P5, N74, N75 A10.6

1l A10.6
CYANIDE SOLUTIONS, N.O.S. 6.1 UN1935 | P3 A105

I P4 Al10.5

1l P5 Al10.5
CYANOGEN BROMIDE 6.1 UN1889 | 8 P3, A6, A8 A10.6
CYANOGEN CHLORIDE, STABILIZED | 2.3 UN1589 8 PL1 A6.16
Cyanogen Chloride, unstabilized FORBIDDEN FORBIDDEN
CYANOGEN 2.3 UN1026 21 P2, 2 A6.16
CYANURIC CHLORIDE 8 UN2670 I P5 Al24
Cyanuric triazide FORBIDDEN FORBIDDEN
CYCLOBUTANE 2.1 UN2601 P4 A6.4, A6.5
CYCLOBUTYL CHLOROFORMATE 6.1 UN2744 I 3,8 P4 A105
1,5,9-CYCLODODECATRIENE 6.1 UN2518 1l P5 Al10.5
CYCLOHEPTANE 3 UN2241 Il P5 A7.3
CYCLOHEPTATRIENE 3 UN2603 I 6.1 P5 A7.3
CYCLOHEPTENE 3 UN2242 Il P5 A7.3
CYCLOHEXANE 3 UN1145 I P5 A7.3
CYCLOHEXANONE 3 UN1915 11 P5 A7.3
CYCLOHEXENE 3 UN2256 I P5 A7.3
CYCLOHEXENYLTRICHLOROSILAN 8 UN1762 Il P4, A7, N34 A12.3
E
CYCLOHEXYL ACETATE 3 UN2243 11 P5 A7.3
CYCLOHEXYLAMINE 8 UN2357 Il 3 P5 Al12.3
CYCLOHEXYL ISOCYANATE 6.1 UN2488 | 3 P2, 2 Al10.7
CYCLOHEXYL MERCAPTAN 3 UN3054 11 P5 A7.3
CYCLOHEXYLTRICHLOROSILANE 8 UN1763 I P4, A7, N34 Al12.3
CYCLOOCTADIENE PHOSPHINES; see
9-PHOSPHABICYCLONONANES
CYCLOOCTADIENES 3 UN2520 11 P5 A7.3
CYCLOOCTATETRAENE 3 UN2358 I P5 A7.3
CYCLOPENTANE 3 UN1146 1 P5 A7.3
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Cyclopentane, methyl; see
METHYLCYCLOPENTANE

CYCLOPENTANOL

UN2244

A7.3

CYCLOPENTANONE

w|w

UN2245

A7.3

CYCLOPENTENE

UN2246

A7.3

CYCLOPROPANE

2.1

UN1027

A6.4, A6.5

CYCLOTETRAMETHYLENETETRANI
TRAMINE, DESENSITIZED, or
OCTOGEN, DESENSITIZED or HM X
DESENSITIZED

11D

UNO0484

RBR R &

A5.9

Cyclotetramethylenetetranitramine (dry)

FORBIDDEN

FORBIDDEN

CYCLOTETRAMETHYLENETETRANI
TRAMINE, WETTED, or HMX,
WETTED or OCTOGEN, WETTED with
not less than 15% water, by mass

11D

UNO0226

P4

A5.9

FORBIDDEN

FORBIDDEN

CYCLOTETRAMETHYLENE-
TETRANITRAMINE, HMX, or
OCTOGEN, WETTED with less than 15%
water, by mass

CYCLOTRIMETHYLENETRINITRAMI
NE, CYCLONITE, HEXOGEN, or RDX,
AND
CYCLOTETRAMETHYLENETETRANI
TRAMINE, NM X, or OCTOGEN
MIXTURES, WETTED with not less than
15% water by mass, or
CYCLOTRIMETHYLENETRINITRAMI
NE, CYCLONITE, HEXOGEN, or RDX,
AND
CYCLOTETRAMETHYLENETETRANI
TRAMINE, NM X, or OCTOGEN
MIXTURES, DESENSITIZED with not
less than 10% phlegmatizer by mass

11D

UNO0391

P4

A5.9

CYCLOTRIMETHYLENETRINITRAMI
NE, CYCLONITE, HEXOGEN, or RDX,
DESENSITIZED

11D

UNO0483

P4

A5.9

CYCLOTRIMETHYLENETRINITRAMI
NE, WETTED, CYCLONITE, WETTED,
HEXOGEN, RDX, WETTED with not less
than 15% water by mass

11D

UNO0072

P4

A5.9

CYMENES

UN2046

P5

A7.3

DANGEROUS GOODSIN APPARATUS
or MACHINERY

UN3363

P5

Al13.12

DECABORANE

4.1

UN1868

6.1

P5, A19, A20

A8.4
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DECAHYDRONAPHTHAL ENE 3 UN1147 11 P5 A7.3
N-DECANE 3 UN2247 11 P5 A7.3
DEFLAGRATING METAL SALTSOF 1.3C UNO0132 Il P4 A5.12
AROMATIC NITRODERIVATIVES,
N.O.S.
D DENATURED ALCOHOL 3 NA1986 | 6.1 P3 A7.3
I 6.1 P5 A7.3
1l 6.1 P5 A7.3
D DENATURED ALCOHOL 3 NA1987 Il P5 A7.3
1l P5 A7.3
Detonating relays, see DETONATORS, etc
DETONATOR ASSEMBLIES, NON- 11B UNO0360 Il P4, A69 A5.17
ELECTRIC for blasting
DETONATOR ASSEMBLIES, NON- 14B UNO0361 I P5, 103, A69 A5.17
ELECTRIC for blasting
DETONATOR ASSEMBLIES, NON- 14s UNO0500 I P5, A69 A5.17
ELECTRIC for blasting
DETONATORS, ELECTRIC, for blasting 1.1B UN0030 Il P4, A69 Ab.16
DETONATORS, ELECTRIC, for blasting 14B UN0255 Il P5, A69 Ab.16
DETONATORS, ELECTRIC, for blasting 1.4s UNO0456 Il P5, A69 Ab.16
DETONATORS FOR AMMUNITION 1.1B UNO0073 1 P4 A5.19
DETONATORS FOR AMMUNTION 1.2B UNO0364 Il P4 A5.19
DETONATORS FOR AMMUNITION 1.4B UNO0365 I P5, 103 Ab.19
DETONATORS FOR AMMUNITION 1.4S UNO0366 I P5, A69 Ab.19
DETONATORS, NON-ELECTRIC, for 1.1B UN0029 I P4, A69 A5.17
blasting
DETONATORS, NON-ELECTRIC, for 14B UN0267 I P5, 103, A69 AB.17
blasting
DETONATORS, NON-ELECTRIC, for 14s UNO0455 I P5, A69 AB5.17
blasting
DEUTERIUM, COMPRESSED 2.1 UN1957 P4 A6.4, A6.6
DEVICES, SMALL, HYDROCARBON 21 UN3150 P5 A6.4, A6.5
GASPOWERED or HYDROCARBON
GASREFILLSFOR SMALL DEVICES
with release device
DIACETONE ALCOHOL 3 UN1148 Il P5 A7.3
1l P5 A7.3
Diacetyl, see BUTANEDIONE
DIALLYLAMINE 3 UN2359 I 6.1,8 P4 A7.3
DIALLYL ETHER 3 UN2360 I 6.1 P4, N12 A7.3
4,4-DIAMINODIPHENYL METHANE 6.1 UN2651 11 P5 A10.6
DI-N-AMYLAMINE 3 UN2841 11 6.1 P5 A7.3
p-Diazidobenzene FORBIDDEN FORBIDDEN
1,1'-Diazoaminonaphthalene FORBIDDEN FORBIDDEN
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DIAZODINITROPHENOL, WETTED 11A UNO0074 Il P4, 111, 117 A5.7
with not less than 40% water, or mixture of
alcohol and water, by mass
Diazodiphenylmethane FORBIDDEN FORBIDDEN
2-Diazo-1-Naphthol-4-Sulphochloride; see
SELF-REACTIVE SOLID TYPEB
Diazonium nitrates (dry) FORBIDDEN FORBIDDEN
Diazonium perchlorates (dry) FORBIDDEN FORBIDDEN
DIBENZYLDICHLOROSILANE 8 UN2434 Il P5 A12.3
Diborane FORBIDDEN FORBIDDEN
DIBORANE, COM PRESSED 2.3 UN1911 2.1 PL1 AB6.6

D Diborane mixtures FORBIDDEN FORBIDDEN
Dibromoacetylene FORBIDDEN FORBIDDEN
DIBROMOBENZENE 3 UN2711 11 P5 A7.3
1,2-DIBROM OBUTAN-3-ONE 6.1 UN2648 1 P5 A10.5
1,2DI-(DIMETHYL AMINO) ETHANE 3 UN2372 I P4 A7.3
DIBROM OCHL OROPROPANE 6.1 UN2872 11 P5 A10.5
DIBROMODIFLUOROMETHANE, 9 UN1941 11 P5 A13.3
R12B2
1,2-Dibromoethane; see ETHYLENE
DIBROMIDE
DIBROMOMETHANE 6.1 UN2664 11 P5 A10.5
DI-N-BUTYLAMINE 8 UN2248 I 3 P5 A12.3
DIBUTYLAMINOETHANOL 6.1 UN2873 11 P5 A10.5
DIBUTYL ETHERS 3 UN1149 11 P5 A7.3
DICHLOROACETIC ACID 8 UN1764 I P5, A3, A6, A7, N34 A12.3
1,3-DICHLOROACETONE 6.1 UN2649 I P5 A10.6
DICHLOROACETYL CHLORIDE 8 UN1765 Il P5, A3, A6, A7, N34 A12.3
Dichloroacetylene FORBIDDEN FORBIDDEN

+ DICHLOROANILINES, SOLID or 6.1 UN1590 I P5 A10.5, A10.6
LIQUID

+ O-DICHLOROBENZENE 6.1 UN1591 11 P5 A10.5

D DICHLOROBUTENE 8 NA2920 | 3 P3 A12.3
2,2-DICHLORODIETHYL ETHER 6.1 UN1916 I 3 P5, N33, N34 A10.5
DICHLORODIFLUOROMETHANE or 22 UN1028 P5 A6.4, A6.5
REFRIGERANT GASR12
DICHLORODIFLUOROMETHANE 22 UN2602 P5 A6.4, A6.5
AND DIFLUOROETHANE
AZEOTROPIC MIXTURE or
REFRIGERANT GAS R500 with
approximately 74%
dichlorodifluoromethane
DICHLORODIMETHYL ETHER, 6.l UN2249 | P3 A10.5

SYMMETRICAL
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1,1-DICHLOROETHANE 3 UN2362 Il P5 A7.3
1,2-Dichloroethane; see ETHYLENE
DICHLORIDE
1,2-DICHLOROETHYLENE 3 UN1150 Il P5 A7.3
Dichloroethyl sulphide FORBIDDEN FORBIDDEN
DICHLOROISOCYANURIC ACID,DRY | 5.1 UN2465 I P5 A9.8
or DICHLOROISOCYANURIC ACID
SALTS
DICHLOROISOPROPYL ETHER 6.1 UN2490 1 P5 A105
DICHLOROMETHANE 6.1 UN1593 11 P5, N36 A105
DICHLOROFLUOROMETHANE or 22 UN1029 P5 A6.4, A6.5
REFRIGERANT GASR21
1,1-DICHLORO-1-NITROETHANE 6.1 UN2650 1 P5 A105
DICHLOROPENTANES 3 UN1152 11 P5 A7.3
DICHLOROPHENYL ISOCYANATES 6.1 UN2250 1 P5 A10.6
DICHLOROPHENYLTRICHLOROSILA | 8 UN1766 Il P4, A7, N34 A12.3
NE
1,2-DICHL OROPROPANE 3 UN1279 Il P5, N36 A12.3
1,3-DICHLOROPROPANOL -2 6.1 UN2750 Il P5 A10.5
DICHLOROPROPENES 3 UN2047 Il P5 A7.3

1l P5 A7.3

DICHLOROSILANE 2.3 UN2189 21,8 P2, 2 AB.5
1,2-DICHLORO-1,1,2,2- 22 UN1958 P5 A6.4, A6.5
TERTAFLUOROETHANE or
REFRIGERANT GASR114

D 3,5DICHLORO-2,4,6 6.1 NA9264 | P2, 2 A10.7
TRIFLUOROPYRIDINE
Dichlorovinylchloroarsine FORBIDDEN FORBIDDEN
1,4-Dicyanobutane; see ADIPONITRILE
DICYCLOHEPTADIENE; see 2,5-
NORBORNADIENE
DICYCLOHEXYLAMINE 8 UN2565 11 P5 A12.3
DICYCLOHEXYLAMMONIUM 4.1 UN2687 11 P5 A84
NITRITE
DICYCLOPENTADIENE 3 UN2048 11 P5 A7.3
1,2-DI-(DIMETHYLAMINO) ETHANE 3 UN2372 Il P5 A7.3
DIDYMIUM NITRATE 5.1 UN1465 11 P5, Al A9.8

D DIELDRIN 6.1 NA2761 I P5 A10.6
DIESEL FUEL; also see GASOIL 3 UN1202 1l P5 A7.3
DIETHOXYMETHANE 3 UN2373 I P5 A7.3
3,3-DIETHOXYPROPENE 3 UN2374 I P5 A7.3
DIETHYLAMINE 3 UN1154 Il 8 P4, N34 A7.3
2-DIETHYLAMINOETHANOL 8 UN2686 Il 3 P5 A7.3
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DIETHYLAMINOPROPYLAMINE 3 UN2684 11 8 P5 A7.3

+ N,N-DIETHYLANILINE 6.1 UN2432 11 P5 A105
DIETHYLBENZENE 3 UN2049 11 P5 A7.3
DIETHYL CARBONATE 3 UN2366 11 P5 A7.3
DIETHYLDICHLOROSILANE 8 UN1767 Il 3 P4, A7, N34 A12.3
Diethylene glycol dinitrate FORBIDDEN FORBIDDEN
Diethylene glycol dinitrate, desensitized with FORBIDDEN FORBIDDEN
not less than 25% nonvolatile water -
insoluble phlegmatizer, by mass
Diethylgold bromide FORBIDDEN FORBIDDEN
DIETHYLENETRIAMINE 8 UN2079 Il P5 A12.3
N,N-Diethylethanolamine; see
DIETHYLAMINOETHANOL
DIETHYL ETHER or ETHYL ETHER 3 UN1155 | P3 A7.3
N,N-DIETHYLETHYLENEDIAMINE 8 UN2685 Il 3 P5 A12.3
DIETHYL KETONE 3 UN1156 I P5 A7.3
DIETHYL SULPHATE 6.1 UN1594 I P5 A105
DIETHYL SULPHIDE 3 UN2375 Il P5 A7.3
DIETHYLTHIOPHOSPHORYL 8 UN2751 Il P5 Al2.4
CHLORIDE
DIETHYLZINC 4.2 UN1366 | 4.3 P3 A8.6
DIFLUOROETHANE or 21 UN1030 P4 A6.4, A6.5
REFRIGERANT GAS R152A
1,1-DIFLUOROETHYLENE or 21 UN1959 P4 A6.4, A6.5
REFRIGERANT GAS R1132A
DIFLUOROMETHANE or 21 UN3252 P4 A6.4, A6.6
REFRIGERANT GASR32
DIFLUOROPHOSPHORIC ACID, 8 UN1768 Il P5, A6, A7, N5, N34 A12.3
ANHYDROUS
2,3-DIHYDROPYRAN 3 UN2376 I P5 A7.3
DIISOBUTYLAMINE 3 UN2361 11 8 P5 A7.3
DIISOBUTYLENE, ISOMETRIC 3 UN2050 Il P5 A73
COMPOUNDS
DIISOBUTYL KETONE 3 UN1157 11 P5 A73
DIISOOCTYL ACID PHOSPHATE 8 UN1902 11 P5 Al12.3
DIISOPROPYLAMINE 3 UN1158 I 8 P4 A7.3
DIISOPROPYL ETHER 3 UN1159 I P5 A7.3
DIKETENE, STABILIZED 6.1 UN2521 | 3 P2, 2 Al10.7
1,1-DIMETHOXYETHANE 3 UN2377 Il P3 A7.3
1,2-DIMETHOXYETHANE 3 UN2252 Il P3 A7.3
DIMETHYLAMINE, ANHYDROUS 2.1 UN1032 P4 AB.5
DIMETHYLAMINE SOLUTION 3 UN1160 Il 8 P4 A7.3
2-DIMETHYLAMINOACETONITRILE 3 UN2378 I 6.1 P4 A7.3
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4-dimethylamino-6-(2-dimethylaminoethoxy)
toluene-2-diazonium zinc chloride; see
SELF-RELATIVE SOLID TYPE D,
TEMPERATURE CONTROLLED
2-DIMETHYLAMINOETHYL 6.1 UN3302 Il P5 A105
ACRYLATE
2-DIMETHYLAMINOETHANOL 8 UN2051 Il 3 P5 Al12.3
2-DIMETHYLAMINOETHYL 6.1 UN2522 Il P5 A105
METHACRYLATE
N,N-DIMETHYLANILINE 6.1 UN2253 Il P5 A10.5
2,3-DIMETHYLBUTANE 3 UN2457 Il P5 A7.3
1,3-DIMETHYLBUTYLAMINE 3 UN2379 Il 8 P5 A7.3
DIMETHYLCARBAMOYL CHLORIDE 8 UN2262 Il P5 Al12.3
DIMETHYL CARBONATE 3 UN1161 Il P5 A7.3
DIMETHYLCYCLOHEXANES 3 UN2263 Il P5 A7.3
DIMETHYLCYCLOHEXYLAMINE 8 UN2264 Il 3 P5 Al12.3
DIMETHYLDICHLOROSILANE 3 UN1162 Il 8 P5 A7.3
DIMETHYLDIETHOXYSILANE 3 UN2380 Il P5 A7.3
DIMETHYLDIOXANES 3 UN2707 Il P5 A7.3

11 P5 A7.3

DIMETHYL DISULPHIDE 3 UN2381 Il P5 A7.3
DIMETHYL ETHER 2.1 UN1033 P4 A6.4, A6.5
N,N-DIMETHYFORMAM IDE 3 UN2265 11 P5 A7.3
DIMETHYLHYDRAZINE, 6.1 UN2382 | 3 P2, 2, A7 A10.7
SYMMETRICAL
DIMETHYLHYDRAZINE, 6.1 UN1163 | 3,8 P2,2 A10.7
UNSYMMETRICAL
2,2-DIMETHYLPROPANE 2.1 UN2044 P4 A6.4, A6.5
DIMETHYL-N-PROPYLAMINE 3 UN2266 1 8 P5 A7.3
DIMETHYL SULPHATE 6.1 UN1595 | 8 P2, 2 A10.7
DIMETHYL SULPHIDE 3 UN1164 Il P5 A7.3
DIMETHYL THIOPHOSPHORYL 6.1 UN2267 Il 8 P5 A105
CHLORIDE
DIMETHYLZINC 4.2 UN1370 [ 4.3 P3 A8.6
DINGU; see DINITROGLYCOLURIL
DINITROANILINES 6.1 UN1596 Il P5 A10.6
DINITROBENZENES, LIQUID or 6.1 UN1597 Il P5 A10.5, A10.6
SOLID
DINITRO-0O-CRESOL, solid or solution 6.1 UN1598 Il P5 A10.5, A10.6
1,3-Dinitro-4,5-dinitrosobenzene FORBIDDEN FORBIDDEN
1,2-Dinitroethane FORBIDDEN FORBIDDEN
Dinitrogen tetroxide FORBIDDEN FORBIDDEN
DINITROGLYCOLURIL or DINGU 1.1D UNO0489 Il P4 A5.10
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Dinitromethane FORBIDDEN FORBIDDEN
DINITROPHENOLATES, alkali metals, 1.3C UNO0077 I 6.1 P4 A5.12
dry or wetted with less than 15% water, by
mass
DINITROPHENOLATES, WETTED with | 4.1 UN1321 | 6.1 P4, 23, A8, A19, A20, A8.4
not less than 15% water, by mass N41
Dinitropropylene glycol FORBIDDEN FORBIDDEN
DINITROPHENOL, dry or wetted with less | 1.1D UNO0076 Il 6.1 P4 A5.9
than 15% water, by mass
DINITROPHENOL SOLUTIONS 6.1 UN1599 I P5 A105

11 P5 A10.5

DINITROPHENOL, WETTED with not 4.1 UN1320 | 6.1 P4, 23, A8, A19, A20, A8.4
less than 15% water, by mass N41
Dinitropropylene glycol FORBIDDEN FORBIDDEN
DINITRORESORCINOL, dry or wetted 11D UNO0078 Il P4 A5.9
with less than 15% water, by mass
DINITRORESORCINOL, WETTED with | 4.1 UN1322 | P4, 23, A8, A19, A20, A8.4
not less than 15% water, by mass N41
DINITROSOBENZENE 1.3C UNO0406 I P4 Ab.12
2,2-Dinitrostilbene FORBIDDEN FORBIDDEN
DINITROTOLUENES, liquid or solid 6.1 UN2038 I P5 A10.5, A10.6
2,4-Dinitro-1,3,5-trimethylbenzene FORBIDDEN FORBIDDEN
DIOXANE 3 UN1165 I P5 A7.3
DIOXOLANE 3 UN1166 I P5 A7.3
DIPENTENE 3 UN2052 11 P5 A7.3
DIPHENYLAMINE CHLOROARSINE 6.1 UN1698 | P3 Al10.5
DIPHENYLCHLOROARSINE, LIQUID 6.1 UN1699 | P3, A8, N33, N34 A10.5, A10.6
or SOLID
DIPHENYLDICHLOROSILANE 8 UN1769 Il P4, A7, N34 A12.3
DIPHENYLMETHANE-4,4'- 6.1 UN2489 11 P5 Al10.5
DIISOCYANATE
DIPHENYLMETHYL BROMIDE 8 UN1770 Il P5 Al124
Dipicrylamine; see
HEXANITRODIPHENYLAMINE
DIPICRYL SULPHIDE, dry or wetted with | 1.1D UNO0401 Il P4 A5.9
less than 10% water, by mass
DIPICRYL SULPHIDE, WETTED with 4.1 UN2852 | P4, A2, N41 A8.4
not less than 10% water, by mass
DIPROPYLAMINE 3 UN2383 Il 8 P4 A7.3
DI-N-PROPYL ETHER 3 UN2384 I P5 A7.3
DIPROPYL KETONE 3 UN2710 11 P5 A7.3

* DISINFECTANTS, LIQUID, 8 UN1903 | P3, A7 A12.3
CORROSIVE, N.O.S I P5 Al2.3

11 P5 A12.3
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* DISINFECTANTS, LIQUID, TOXIC, 6.1 UN3142 | P3, A4 A105
N.O.S. I P5 Al10.5

1l P5 Al10.5

* DISINFECTANTS, SOLID, TOXIC, 6.1 UN1601 Il P5 A10.6
N.O.S. 11 P5 A10.6
DISODIUM TRIOXOSILICATE 8 UN3253 11 P5 Al124

* DISPERSANT GASES; N.O.S. see
REFRIGERANT GASES, N.O.S.
DIVINYL ETHER, STABILIZED 3 UN1167 | P3 A7.3

D DODECYLBENZENESULPHONIC 8 NA2584 Il P5 Al2.3
ACID
DODECYLTRICHLOROSILANE 8 UN1771 Il P4, A7, N34 A12.3
DRY ICE, see CARBON DIOXIDE
SOLID

* DYES, LIQUID, CORROSIVE,N.O.S,or | 8 UN2801 | P5, 11 Al12.3
DYE INTERMEDIATES, LIQUID, I P5, 11 Al12.3
CORROSIVE, N.O.S 11 P5, 11 Al12.3

* DYES, LIQUID, TOXIC,N.O.S, or DYE 6.1 UN1602 I P4 Al10.5
INTERMEDIATES, LIQUID, TOXIC, 11 P5 Al10.5
N.O.S

* DYES, SOLID, CORROSIVE, N.O.S, or 8 UN3147 | P5 Al2.4
DYE INTERMEDIATES, SOLID, I P5 Al24
CORROSIVE N.O.S. 11 P5 Al2.4

* DYES, SOLID, TOXIC,N.O.S, or DYE 6.1 UN3143 | P5, A5 A10.6
INTERMEDIATES, SOLID, TOXIC, I P5 A10.6
N.O.S. 11 P5 A10.6
Dynamite; see EXPLOSIVE, BLASTING,
TYPE A
Electrolyte (acid or alkali) for batteries; see
BATTERY FLUID, ACID or BATTERY
FLUID, ALKALI
Elevated temperature liquid, flammable, FORBIDDEN FORBIDDEN
n.o.s., with flashpoint above 37.8 C, at or
above its flashpoint
Elevated temperature liquid, n.o.s., at or FORBIDDEN FORBIDDEN
abovel00 C,and below its flashpoint
(including molten metals, molten salts, etc.)
Elevated temperature solid, n.o.s., at or FORBIDDEN FORBIDDEN
above 240 C
ENGINES, INTERNAL COMBUSTION, 9 UN3166 P5, 135 A13.6
flammable gas powered
ENGINES, INTERNAL COMBUSTION, 9 UN3166 P5, 135 A13.6
flammable liquid powered

* ENVIRONMENTALLY HAZARDOUS 9 UN3082 11 P5, 8 Al13.3
SUBSTANCES, LIQUID, N.O.S.
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* ENVIRONMENTALLY HAZARDOUS 9 UN3077 11 P5, 8 A13.3
SUBSTANCES, SOLID, N.O.S.
EPIBROMOHYDRIN 6.1 UN2558 | 3 P3 A10.5

+ EPICHLOROHYDRIN 6.1 UN2023 Il 3 P5 A10.5
1,2-EPOXY-3-ETHOXYPROPANE 3 UN2752 11 P5 A7.3
ESTERS, N.O.S. 3 UN3272 Il P5 A7.3

11 P5 A7.3

ETHANE 2.1 UN1035 P4 A6.4, A6.5
ETHANE, REFRIGERATED LIQUID FORBIDDEN FORBIDDEN
Ethanol amine dinitrate FORBIDDEN FORBIDDEN
ETHANOLAMINE or ETHANOLAMINE | 8 UN2491 11 P5 Al12.3
SOLUTIONS
ETHANOL or ETHANOL SOLUTIONS 3 UN1170 Il P5 A7.3
or ETHYL ALCOHOL or ETHYL 11 P5 A7.3
ALCOHOL SOLUTIONS
Ether; see DIETHYL ETHER

* ETHERS, N.O.S. 3 UN3271 Il P5 A7.3

11 P5 A7.3

ETHYL ACETATE 3 UN1173 1 P5 A7.3
ETHYLACETYLENE, STABILIZED 2.1 UN2452 P4 A6.5
ETHYL ACRYLATE, STABILIZED 3 UN1917 Il P5 A7.3
ETHYL ALCOHOL see ETHANOL
Ethyl aldehyde; see ACETALDEHYDE
ETHYLAMINE 2.1 UN1036 P4 A6.15
ETHYLAMINE, AQUEOUS 3 UN2270 Il 8 P5 A7.3
SOLUTIONS with not less than 50%, but
not more than 70% ethylamine
ETHYL AMYL KETONE 3 UN2271 11 P5 A7.3
N-ETHYLANILINE 6.1 UN2272 11 P5 A10.5
2-ETHYLANILINE 6.1 UN2273 11 P5 A10.5
ETHYLBENZENE 3 UN1175 Il P5 A7.3
N-ETHYL-N-BENZYLANILINE 6.1 UN2274 11 P5 A10.5
N-ETHYLBENZYLTOLUIDINES 6.1 UN2753 11 P5 A10.5, A10.6
SOLID, or LIQUID
ETHYL BORATE 3 UN1176 Il P5 A7.3
ETHYL BROMIDE 6.1 UN1891 Il P5 A10.5
ETHYL BROMOACETATE 6.1 UN1603 Il 3 P4 A10.5
2-ETHYLBUTANOL 3 UN2275 11 P5 A7.3
ETHYLBUTYL ACETATE 3 UN1177 11 P5 A7.3
ETHYL BUTYL ETHER 3 UN1179 1 P5 A7.3
2-ETHYLBUTYRALDEHYDE 3 UN1178 1 P5 A7.3
ETHYL BUTYRATE 3 UN1180 11 P5 A7.3
ETHYL CHLORIDE 2.1 UN1037 P4 A6.13
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ETHYL CHLOROACETATE 6.1 UN1181 1 3 P5 A105
ETHYL CHLOROFORMATE 6.1 UN1182 | 3,8 P3, 2, A3, A6, A7,N34 | A10.7
ETHYL 2-CHLOROPROPIONATE 3 UN2935 11 P5 A7.3

+ ETHYL CHLOROTHIOFORMATE 8 UN2826 I 3,6.1 P2, 2 Al12.12
ETHYL CROTONATE 3 UN1862 Il P5 A7.3
ETHYLDICHLOROARSINE 6.1 UN1892 | P2, 2 A10.7
ETHYLDICHLOROSILANE 4.3 UN1183 | 3,8 P3, A2, A3, A7, N34 A83
Ethylene, acetylene and propylenein FORBIDDEN FORBIDDEN
mixtures, refrigerated liquid (cryogenic
liquids) containing at least 71.5% ethylene
with not more than 22.5% acetylene and not
more than 6% propylene
ETHYLENE CHLOROHYDRIN 6.1 UN1135 | 3 P2, 2 A10.7
ETHYLENE, COMPRESSED 2.1 UN1962 P4 A6.4, A6.5
ETHYLENEDIAMINE 8 UN1604 Il 3 P5 A12.3
Ethylene diamine diperchlorate FORBIDDEN FORBIDDEN
ETHYLENE DIBROMIDE 6.1 UN1605 | P2, 2 A10.7
ETHYLENE DICHLORIDE 3 UN1184 Il 6.1 P4 A7.3
ETHYLENE GLYCOL DIETHYL 3 UN1153 11 P5 A7.3
ETHER
Ethylene glycol dinitrate FORBIDDEN FORBIDDEN
ETHYLENE GLYCOL MONOETHYL 3 UN1171 11 P5 A7.3
ETHER
ETHYLENE GLYCOL MONOETHYL 3 UN1172 11 P5 A73
ETHER ACETATE
ETHYLENE GLYCOL MONOMETHYL | 3 UN1188 11 P5 A73
ETHER
ETHYLENE GLYCOL MONOMETHYL | 3 UN1189 11 P5 A73
ETHER ACETATE
ETHYLENEIMINE, STABILIZED 6.1 UN1185 | 3 P1, 1, N25, N32 Al10.7
ETHYLENE OXIDE AND CARBON 2.3 UN3300 21 P2, 4 AB.5
DIOXIDE MIXTURE with more than 87%
ethylene oxide
ETHYLENE OXIDE AND CARBON 21 UN1041 P4 A6.4, A6.5
DIOXIDE MIXTURE with more than 9%
but not more than 87% ethylene oxide
ETHYLENE OXIDE AND CARBON 2.2 UN1952 P5 A6.4, A6.5
DIOXIDE MIXTURE with not more than
9% ethylene oxide
ETHYLENE OXIDE AND 2.2 UN3297 P5 A6.4, A6.5
CHLOROTETRAFLUORO- ETHANE
MIXTURE with not more than 8.8%
ethylene oxide
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ETHYLENE OXIDE AND 2.2 UN3070 P5 A6.4, A6.5
DICHLORODIFLUORO- METHANE
MIXTURE with not more than 12.5%
ethylene oxide
ETHYLENE OXIDE AND 2.2 UN3298 P5 A6.4, A6.5
PENTAFLUOROETHANE MIXTURE
with not more than 7.9% ethylene oxide
ETHYLENE OXIDE AND PROPYLENE | 3 UN2983 | 6.1 P2, 5, A11, N4, N34 A7.3
OXIDE MIXTURES, not more than 30%
ethylene oxide
ETHYLENE OXIDE AND 2.2 UN3299 P5 A6.4, A6.5
TETRAFLUOROETHANE MIXTURE
with not more than 5.6% ethylene oxide
ETHYLENE OXIDE, or ETHYLENE 23 UN1040 21 P2, 4 A6.14
OXIDE WITH NITROGEN uptoatota
pressure of 1 MPA (10 bar) at 50 degreesC
ETHYLENE, REFRIGERATED LIQUID | 2.1 UN1038 P3 A6.12
(cryogenic liguid)
ETHYL ETHER; see DIETHYL ETHER
ETHYL FLUORIDE or REFRIGERANT 21 UN2453 P4 A6.4, A6.5
GASR161
ETHYL FORMATE 3 UN1190 I P5 A7.3
2-ETHYLHEXYLAMINE 3 UN2276 11 8 P5 A7.3
2-ETHYLHEXYL CHLOROFORMATE 6.1 UN2748 I 8 P5 A105
ETHYL ISOBUTYRATE 3 UN2385 Il P5 A7.3

+ ETHYL ISOCYANATE 3 UN2481 | 6.1 P11, A7 A7.6
ETHYL LACTATE 3 UN1192 11 P5 A7.3
ETHYL MERCAPTAN 3 UN2363 | P3 A7.3
ETHYL METHACRYLATE 3 UN2277 I P5 A7.3
ETHYL METHYL ETHER 2.1 UN1039 P4 AB.22
ETHYL METHYL KETONE or 3 UN1193 I P5 A7.3
METHYL ETHYL KETONE
Ethyl nitrite FORBIDDEN FORBIDDEN
ETHYL NITRITE SOLUTIONS FORBIDDEN FORBIDDEN
ETHYL ORTHOFORMATE 3 UN2524 11 P5 A7.3
ETHYL OXALATE 6.1 UN2525 11 P5 A105
Ethyl perchlorate FORBIDDEN FORBIDDEN
ETHYLPHENYLDICHLOROSILANE 8 UN2435 I P5, A7, N34 Al12.3

D ETHYL PHOSPHONOTHIOIC 6.1 NA2927 | 8 P2, 2 A10.7
DICHLORIDE, ANHYDROUS

D ETHYL PHOSPHONOUS 6.1 NA2845 | 4.2 P2, 2 Al10.7
DICHLORIDE, ANHYDROUS pyrophoric
liquid

D ETHYL PHOSPHORODICHLORIDATE | 6.1 NA2927 | 8 P2,2 Al10.7
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1-ETHYLPIPERIDINE 3 UN2386 Il 8 P5 A7.3
ETHYL PROPIONATE 3 UN1195 Il P5 A7.3
ETHYL PROPYL ETHER 3 UN2615 I P5 A7.3
Ethyl sulphate; see DIETHYL SULPHATE
ETHYLPHENYLIDICHLOROSILANE 8 UN2435 Il P5, A7, N34 A12.3
N-ETHYLTOLUIDINES 6.1 UN2754 1 P5 A105
ETHYLTRICHLOROSILANE 3 UN1196 Il 8 P4, A7, N34 A7.3
Etiologic agent; see INFECTIOUS
SUBSTANCES, etc.
EXPLOSIVE, BLASTING,TYPE A 11D UNO0081 Il P4, A69 A5.14
EXPLOSIVE, BLASTING,TYPE B 11D UNO0082 Il P4, A69 A5.14
EXPLOSIVE, BLASTING,TYPE B or 15D UNO0331 I P4, 105, 106, A69 Ab.14
AGENT BLASTING TYPE B
EXPLOSIVE, BLASTING,TYPE C 11D UNO0083 Il P4, 123, A69 A5.14
EXPLOSIVE, BLASTING,TYPE E 11D UNO0241 I P4, A69 Ab.14
EXPLOSIVE, BLASTING,TYPE E or 15D UNO0332 I P4, 105, 106, A69 Ab.14
AGENT BLASTING TYPEE
EXPLOSIVE, BLASTING,TYPE D 11D UNO0084 Il P4, A69 A5.14
Explosives, durry; see EXPLOSIVE,
BLASTING,
TYPEE
Explosives substances; see SUBSTANCES,
EXPLOSIVE, N.O.S. etc.
Explosives, water gels, see EXPLOSIVE,
BLASTING, TYPE E
EXTRACTS, AROMATIC, LIQUID 3 UN1169 Il P5 A7.3
1l P5 A7.3
EXTRACTS, FLAVORING, LIQUID 3 UN1197 Il P5 A7.3
1l P5 A7.3
FERRIC ARSENATE 6.1 UN1606 I P5 A10.6
FERRIC ARSENITE 6.1 UN1607 Il P5 A10.6
FERRIC CHLORIDE, ANHYDROUS 8 UN1773 11 P5 Al124
FERRIC CHLORIDE, SOLUTION 8 UN2582 11 P5 Al12.3
FERRIC NITRATE 5.1 UN1466 11 P5, A1, A29 A9.8
FERROCERIUM 4.1 UN1323 I P5, A19 A8.4
FERROSILICON, with 30% or more, but 43 UN1408 1l 6.1 P5, A1, A19 A8.4
less than 90% silicon
FERROUS ARSENATE 6.1 UN1608 Il P5 A10.6
D FERROUS CHLORIDE, SOLID 8 NA1759 I P5 Al2.4
D FERROUS CHLORIDE, SOLUTION 8 NA1760 1 P5 Al12.3
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FERROUSMETAL BORINGS; or
FERROUSMETAL SHAVINGS; or
FERROUSMETAL TURNINGS, or
FERROUSMETAL CUTTINGSinaform
liable to self-heating

4.2

UN2793

P5, Al, A19

A8.4

FERTILIZER AMMONIATING
SOLUTION with free ammonia

2.2

UN1043

A6.4, A6.5

FIBRES or FABRICS, ANIMAL or
VEGETABLE, or SYNTHETIC N.O.S.
with animal or vegetable oil

4.2

UN1373

A8.4

FIBERS or FIBER IMPREGNATED
WITH WEAKLY NITRATED
NITROCELLULOSE, N.O.S

4.1

UN1353

A8.4

Films, nitrocellulose base, fromwhich
gelatine has been removed; film scrap; see
CELLULOID SCRAP

FILMS,NITROCELLULOSE BASE,
gelatine coated (except scrap)

4.1

UN1324

A8.13

FIRE EXTINGUISHER CHARGES,
corrosive liquid

UN1774

P5, N41

Al12.3

Fire extinguisher charges,
expelling,explosive; see CARTRIDGES,
POWER DEVICE

FIRE EXTINGUISHERS containing
compressed or liquified gas

2.2

UN1044

A6.8

FIRELIGHTERS, SOLID with flammable
liquid

4.1

UN2623

P5, Al, A19

A8.4

FIREWORKS

1.1G

UNO0333

P4, 108

A5.21

FIREWORKS

1.2G

UNO0334

P4, 108

A5.21

FIREWORKS

1.3G

UNO0335

P4, 108

A5.21

FIREWORKS

1.4G

UNO0336

P5, 108

A5.21

FIREWORKS

1.4S

UNO0337

P5, 108

A5.21

First Aid Kits, see CHEMICAL KITS

FISH MEAL, UNSTABILZED, or FISH
SCRAP, UNSTABILIZED

4.2

UN1374

P5, Al, A19

A8.4

Flammable compressed gas (small
receptacles not fitted with a dispersion
device, not refillable); see RECEPTACLES,
etc.

Flammable gasin lighters, see LIGHTERS
or LIGHTER REFILLS containing
flammable gas

FLAMMABLE LIQUIDS, CORROSIVE,
N.O.S.

UN2924

o 0o

FE3

A7.3
A7.3
A7.3
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* FLAMMABLE LIQUIDS,N.O.S. 3 UN1993 | P3 A7.3
I P5 A7.3
1l P5 A7.3
* FLAMMABLE LIQUIDS, TOXIC,N.O.S. | 3 UN1992 | 6.1 P3 A7.3
I 6.1 P4 A7.3
1l 6.1 P5 A7.3
* FLAMMABLE LIQUID, TOXIC, 3 UN3286 | 6.1,8 P3 A7.3
CORROSIVE, N.O.S. Il 6.1,8 P4 A7.3
* FLAMMABLE SOLID, CORROSIVE, 4.1 UN3180 Il 8 P5, Al A8.4
INORGANIC, N.O.S. 11 8 P5, Al A8.4
* FLAMMABLE SOLIDS, CORROSIVE, 4.1 UN2925 Il 8 P5, Al A8.4
ORGANIC, N.O.S. 11 8 P5, Al A8.4
* FLAMMABLE SOLID, INORGANIC, 4.1 UN3178 Il P5, Al A8.4
N.O.S. 11 P5, Al A8.4
* FLAMMABLE SOLIDS, ORGANIC, 4.1 UN1325 Il P5, Al A8.4
N.O.S. 11 P5, Al A8.4
* FLAMMABLE SOLID, ORGANIC, FORBIDDEN FORBIDDEN
MOLTEN, N.O.S.
FLAMMABLE SOLID, OXIDIZING, FORBIDDEN FORBIDDEN
N.O.S.
* FLAMMABLE SOLID, TOXIC, 4.1 UN3179 I 6.1 P5, Al A84
INORGANIC, N.O.S. 11 6.1 P5, Al A8.4
* FLAMMABLE SOLIDS, TOXIC, 4.1 UN2926 I 6.1 P5, Al A84
ORGANIC, N.O.S. 11 6.1 P5, Al A8.4
FLARES, AERIAL 1.3G UNO0093 Il P4 A5.21
FLARES, AERIAL 1.4G UNO0403 I P5 A5.21
FLARES, AERIAL 14s UNO0404 I P5, A69 A5.21
FLARES, AERIAL 11G UNO0420 Il P4 A5.21
FLARES, AERIAL 1.2G UNO0421 I P4 A5.21
Flares, aeroplane; see FLARES, AERIAL
Flares, signal; see CARTRIDGES,
SIGNAL
FLARES, SURFACE 1.1G UNO0418 I P4 A5.21
FLARES, SURFACE 1.2G UNO0419 I P4 A5.21
FLARES, SURFACE 1.3G UNO0092 Il P4 A5.21
Flares, water-activated; see
CONTRIVANCES, WATER-
ACTIVATED, etc.
FLASH POWDER 1.1G UNO0094 I P4 A5.11
FLASH POWDER 1.3G UNO0305 I P4 A5.11
FLUORINE, COM PRESSED 2.3 UN1045 51,8 PL1 A6.6
FLUOROACETIC ACID 6.1 UN2642 | P5 A10.6
FLUOROANILINES 6.1 UN2941 11 P5 A10.5
FLUOROBENZENE 3 UN2387 I P5 A7.3
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FLUOROBORIC ACID 8 UN1775 Il P5, A6, A7, N3, N34 A12.3
FLUOROPHOSPHORIC ACID, 8 UN1776 Il P5, A6, A7, N3, N34 A12.3
ANHYDROUS
FLUOROSILICATES, N.O.S. 6.1 UN2856 1l P5 A10.6
FLUOROSILICIC ACID 8 UN1778 Il P5, A6, A7, N3, N34 A12.3
FLUOROSULPHONIC ACID 8 UN1777 | P3, A3, A6, A7, Al0, A12.3

N3
FLUOROTOLUENES 3 UN2388 Il P5 A7.3
FORMALDEHYDE SOLUTIONSwithnot | 8 UN2209 1l P5 Al2.3
less than 25% formal dehyde
FORMALDEHYDE SOLUTIONS, 3 UN1198 11 8 P5 A7.3
FLAMMABLE
Formalin; see FORMALDEHYDE,
SOLUTIONS
FORMIC ACID 8 UN1779 Il P5 A12.3
FRACTURING DEVICES, EXPLOSIVE, | 11D UN0099 I P4 A5.20
without detonators for oil wells
FUEL, AVIATION, TURBINE ENGINE 3 UN1863 | P3 A7.3
I P5 A7.3
1l P5 A7.3

Fuel devices, lanterns, heaters, etc., see
DANGEROUS GOODSIN APPARATUS
or MACHINERY

D FUEL OIL (NO, 1,2,3,4,5, or 6) 3 NA1993 1l P5 A7.3
Fulminate of mercury (dry) FORBIDDEN FORBIDDEN
Fulminate of mercury, wet; see MERCURY
FULMINATE, etc.
Fulminating gold FORBIDDEN FORBIDDEN
Fulminating mercury FORBIDDEN FORBIDDEN
Fulminating platinum FORBIDDEN FORBIDDEN
Fulminating silver FORBIDDEN FORBIDDEN
Fulminic acid FORBIDDEN FORBIDDEN
FUMARYL CHLORIDE 8 UN1780 I P5 A12.3
FURAN 3 UN2389 | P3 A7.3
FURALDEHYDE 6.1 UN1199 I 3 P2 A10.5
FURFURYL ALCOHOL 6.1 UN2874 11 P5 A10.5
FURFURYLAMINE 3 UN2526 11 8 P5 A7.3
FUSE, DETONATING, metal clad; see
CORD, DETONATING, metal clad
FUSE DETONATING, MILD EFFECT,
metal clad, see CORD, DETONATING,
MILD EFFECT, metal clad
FUSE, IGNITER, tubular metal clad 1.4G UN0103 Il P5 A5.26
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FUSE, NONDETONATING (instantaneous | 1.3G UNO0101 I P4 Ab.26
or Quickmatch)
Fusee, matches; see MATCHES, FUSEE
Fusees, railway or highway, explosive; see
SIGNAL DEVICES, HAND

D FUSEE (railway or highway) 4.1 NA1325 Il P5 A8.14
FUSEL OIL 3 UN1201 Il P5 A7.3

1l P5 A7.3

FUSE, SAFETY 14s UNO0105 Il P5, A69 A5.26
Fuses, tracer; see TRACERS FOR
AMMUNITION
Fuzes, combination, percussion and time; see
FUZES, DETONATING or FUZES,
IGNITING
FUZES, DETONATING 1.1B UNO0106 Il P4 Ab5.27
FUZES, DETONATING 1.2B UNO0107 I P4 Ab.27
FUZES, DETONATING 1.4B UNO0257 Il P5, 116 Ab5.27
FUZES, DETONATING 14s UNO0367 I P5, 116, A69 Ab.27
FUZES, DETONATING, with protective 11D UNO0408 I P4 Ab.27
features
FUZES, DETONATING, with protective 1.2D UNO0409 I P4 Ab.27
features
FUZES, DETONATING, with protective 14D UNO0410 I P5, 116 Ab.27
features
FUZES, IGNITING 1.3G UNO0316 I P4 Ab.27
FUZES, IGNITING 1.4G UNO0317 I P4 Ab.27
FUZES, IGNITING 14s UNO0368 I P5, A69 Ab.27
GALLIUM 8 UN2803 11 P3 A12.8
GASCARTRIDGE, (flammable) withouta | 2.1 UN2037 P4 A6.4 AB.5
release device, non-refillable
GAS GENERATOR ASSEMBLIES 22 1D8013 P5 A6.23
(AIRCRAFT), containing a nonflammable,
nontoxic gas and a propellant cartridge

D GASIDENTIFICATION SET, must be 23 NA9035 P2,6 AB6.17
classified and labeled according to the
hazard class of the constituent(s)

D GASOHOL (gasoline mixed with ethyl 3 NA1203 Il P5 A7.3
alcohol, maimum 20% alcohol)
GASOIL or DIESEL FUEL or HEATING | 3 UN1202 1l P5 A7.3
OIL,LIGHT
GASOLINE 3 UN1203 I P5 A7.3

' GAS, REFRIGERATED LIQUID, 21 UN3312 P3 A6.12
FLAMMABLE, N.O.S. (cryogenic liquid)
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* GAS, REFRIGERATED LIQUID, N.O.S. 2.2 UN3158 P4 AB.12
(cryogenic liguid)

* GAS, REFRIGERATED LIQUID, 2.2 UN3311 51 P4 A6.12
OXIDIZING, N.O.S. (cryogenic liquid)
GASSAMPLE, NONPRESSURIZED, 21 UN3167 P4 A6.4, A6.5, A6.6
FLAMMABLE, N.O.S., not refrigerated
liquid
GASSAMPLE, NONPRESSURIZED, 2.3 UN3168 21 P3 A6.4, A6.6
TOXIC, FLAMMABLE, N.O.S,, not
refrigerated liquid
GASSAMPLE, NONPRESSURIZED, 2.3 UN3169 P4 A6.4, A6.5, A6.6
TOXIC, N.O.S, not refrigerated liquid
Gelatine, blasting; see EXPLOSIVE,
BLASTING,
TYPE A
Gelatine dynamites, see EXPLOSIVE,
BLASTING,
TYPE A
GERM ANE 2.3 UN2192 21 P2, 2 A6.16
Glycerol-1,3-dinitrate FORBIDDEN FORBIDDEN
Glycerol gluconate trinitrate FORBIDDEN FORBIDDEN
Glycerol lactate trinitrate FORBIDDEN FORBIDDEN
GLYCEROL ALPHA- 6.1 UN2689 11 P5 A105
MONOCHLOROHYDRIN
Glyceryl trinitrate; see NITROGLYCERIN,
etc.
GLYCIDALDEHYDE 3 UN2622 I 6.1 P5 A7.3

D GRENADES, EMPTY PRIMED 1.4S NA0349 1 P5, A69 A5.19
GRENADES, hand or rifle, with bursting 11D UN0284 I P4 Ab.27
charge
GRENADES, hand or rifle, with bursting 1.2D UN0285 I P4 Ab.27
charge
GRENADES, hand or rifle, with bursting 11F UN0292 I P4 Ab.27
charge
GRENADES, hand or rifle, with bursting 1.2F UN0293 I P4 Ab.27
charge
Grenades, illuminating; see
AMMUNITION, ILLUMINATING, etc.
GRENADES, PRACTICE, hand or rifle 1.4G UN0452 Il P5 Ab.27
GRENADES, PRACTICE, hand or rifle 14s UNO0110 Il P5, A69 Ab.27
GRENADES, PRACTICE, hand or rifle 1.3G UNO0318 Il P4 Ab.27
GRENADES, PRACTICE, hand or rifle 1.2G UNO0372 Il P4 Ab.27

Grenades, smoke; see AMMUNITION,
SMOKE, etc.
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GUANIDINE NITRATE 5.1 UN1467 11 P5, Al A9.8
Guanyl nitrosaminoguanylidene hydrazine FORBIDDEN FORBIDDEN
(dry)
GUANYL 11A UNO0113 Il P3, 111, 117 A7
NITROSAMINOGUANY LIDENE
HYDRAZINE, WETTED with not less than
30% water, by mass
Guanyl nitrosaminoguanyltetrazene (dry) FORBIDDEN FORBIDDEN
GUANYL 11A UNO0114 Il P3, 111, 117 A7
NITROSAMINOGUANYLTETRAZENE,
WETTED; or TETRAZENE, WETTED
with not less than 30% water, or mixture of
alcohol and water, by mass
GUNPOWDER, COM PRESSED or
GUNPOWDER IN PELLETS; see
BLACK POWDER (UN0028)
GUNPOWDER, granular or asa meal; see
BLACK POWDER (UN0027)
HAFNIUM POWDER, DRY 4.2 UN2545 | P3 A8.4
I P5, A19, A20, N34 A8.4
P5
1l A8.4
HAFNIUM POWDER, WETTED withnot | 4.1 UN1326 I P5, A6, A19, A20,N34 | A84
less than 25% water (a visible excess of
water must be present) (a) mechanically
produced, particle size lessthan 53 microns,
(b) chemically produced, particle size less
than 840 microns
D* HAZARDOUSWASTE, LIQUID, N.O.S. 9 NA3082 11 P5 Al13.3
D* HAZARDOUSWASTE, SOLID, N.O.S. 9 NA3077 1l P5 Al13.3
HELIUM, COMPRESSED 2.2 UN1046 P5 A6.4, A6.6
Helium-oxygen mixture; see RARE GASES
AND OXYGEN MIXTURES
HELIUM, REFRIGERATED 22 UN1963 P5 A6.12
LI1QUID(cryogenic liquid)
HEPTAFLUOROPROPANE or 22 UN3296 P5 A6.4, A6.5
REFRIGERANT GASR227
N-HEPTALDEHYDE 3 UN3056 11 P5 A7.3
n-Heptanal; see N-HEPTALDEHYDE
HEPTANES 3 UN1206 I P5 A7.3
N-HEPTENE 3 UN2278 I P5 A7.3
HEXACHLOROACETONE 6.1 UN2661 11 P5 A10.5
HEXACHLOROBENZENE 6.1 UN2729 11 P5 A10.5
HEXACHLOROBUTADIENE 6.1 UN2279 11 P5 A10.5
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HEXACHLOROCYCLOPENTADIENE 6.1 UN2646 | P2,2 A10.7
HEXACHLOROPHENE 6.1 UN2875 11 P5 A10.6
HEXADECYLTRICHLOROSILANE 8 UN1781 I P4, A7, N34 A12.3
HEXADIENES 3 UN2458 Il P5 A7.3
HEXAETHYL TETRAPHOSPHATE 2.3 UN1612 P2,3 A6.19
AND COMPRESSED GASMIXTURES
HEXAETHYL TETRAPHOSPHATE, 6.1 UN1611 I P5, N76 A10.5, A10.6
liquid or solid
HEXAFLUOROACETONE 2.3 UN2420 8 P2, 2 A6.5
HEXAFLUOROACETONE HYDRATE 6.1 UN2552 1 P5 A105
HEXAFLUOROETHANE, 22 UN2193 P5 A6.4, A6.5
COMPRESSED or REFRIGERANT GAS
R116
HEXAFLUOROPHOSPHORIC ACID 8 UN1782 Il P5, A6, A7, N3, N34 A12.3
HEXAFLUOROPROPYLENE, 2.2 UN1858 P5 A6.4, A6.5
COMPRESSED or REFRIGERANT GAS
R1216

D HEXAFLUOROPROPYLENE OXIDE 2.2 NA1956 P5 A6.4, A6.5
HEXALDEHYDE 3 UN1207 11 P5 A7.3
HEXAMETHYLENEDIAMINE, SOLID 8 UN2280 11 P5 Al24
HEXAMETHYLENEDIAMINE 8 UN1783 Il P5 A12.3
SOLUTION 11 P5 Al12.3
HEXAMETHYLENE DIISOCYANATE 6.1 UN2281 Il P5 Al10.5
HEXAMETHYLENEIMINE 3 UN2493 Il 8 P5 A7.3
HEXAMETHYLENETETRAMINE 4.1 UN1328 11 P5, Al A84
HEXANES 3 UN1208 I P5 A7.3
HEXANITRODIPHENYLAMINE or 11D UNO0079 Il P4 A5.9
DIPICRYLAMINE or HEXYL
Hexanitroethane FORBIDDEN FORBIDDEN
Hexanitrooxanilide FORBIDDEN FORBIDDEN
HEXANITROSTILBENE 11D UNO0392 I P4 A5.9
HEXANOLS 3 UN2282 11 P5 A7.3
1-HEXENE 3 UN2370 Il P5 A7.3
HEXOGEN; see
CYCLOTRIMETHYLENETRI-
NITRAMINE etc.
HEXOLITE, or HEXOTOL dry or wetted 11D UNO0118 Il P4 A5.9
with less than 15% water, by mass
HEXOTONAL 1.1D UNO0393 Il P4 A5.9
HEXYL; see
HEXANITRODIPHENYLAMINE
HEXYLTRICHLOROSILANE 8 UN1784 1 P4, A7, N34 Al12.3
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HMX; see
CYCLOTETRAMETHYLENE-
TETRANITRAMINE, etc.
HYDRAZINE, ANHYDROUS or 8 UN2029 | 3,6.1 P3, A3, A6, A7, A10 A12.3
HYDRAZINE AQUEOUS SOLUTIONS
with more than 64% hydrazine, by mass
Hydrazine azide FORBIDDEN FORBIDDEN
Hydrazine chlorate FORBIDDEN FORBIDDEN
Hydrazine dicarbonic acid diazide FORBIDDEN FORBIDDEN
HYDRAZINE, AQUEOUS SOLUTION 6.1 UN3293 11 P5 Al10.5
with not more than 37% hydrazine, by mass
HYDRAZINE HYDRATE or 8 UN2030 Il 6.1 P4 A12.3
HYDRAZINE AQUEOUS SOLUTIONS,
with not less than 37% but not more not more
than 64% hydrazine, by mass
Hydrazine perchlorate FORBIDDEN FORBIDDEN
Hydrazine selenate FORBIDDEN FORBIDDEN
Hydriodic acid, anhydrous; see
HYDROGEN IODIDE, ANHYDROUS
HYDRIODIC ACID 8 UN1787 Il P5, A3, A6, N41 Al2.3
P5
11 A12.3
Hydrobromic acid, anhydrous; see
HYDROGEN BROMIDE, ANHYDROUS
HYDROBROMIC ACID, SOLUTION, 8 UN1788 Il P4, N41 A12.3
more than 49% strength 11 P5 A12.3
HYDROBROMIC ACID, SOLUTION, not | 8 UN1788 Il P5, A3, A6, N41 A12.3
more than 49% strength P5
11 A12.3
HYDROCARBON GAS, MIXTURES 21 UN1964 P4 A6.4, A6.6
COMPRESSED, N.O.S.
HYDROCARBON GAS, MIXTURES, 21 UN1965 P4 A6.4, A6.5
LIQUEFIED, N.O.S
HYDROCARBON GASREFILLSFOR
SMALL DEVICES, with release device; see
DEVICES, SMALL,
HYDROCARBON GAS POWERED, with
release device Hydrochloric acid,
anhydrous, see HYDROGEN CHL ORIDE,
ANHYDROUS
HYDROCARBONS, LIQUID, N.O.S. 3 UN3295 | P3 A7.3
Il P5 A7.3
11 P5 A7.3
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HYDROCHLORIC ACID

8

UN1789

P4, A3, A6, N41
P5

Al12.3

Al12.3

Hydrocyanic acid, anhydrous; see
HYDROGEN CYANIDE, etc.

HYDROCYANIC ACID, AQUEOUS
SOLUTIONS or HYDROGEN CYANIDE,
AQUEOUS SOLUTIONS not more than
20% hydrogen cyanide

FORBIDDEN

FORBIDDEN

HYDROFLUORIC ACID AND
SULPHURIC ACID MIXTURES

UN1786

6.1

P3, A6, A7, N5, N34

Al12.3

Hydrofluoric acid, anhydrous; see
HYDROGEN FLUORIDE,
ANHYDROUS

HYDROFLUORIC ACID, with more than
60% strength

UN1790

6.1

P3, A6, A7, N5, N34

Al12.3

HYDROFLUORIC ACID, with not more
than 60% strength

UN1790

6.1

P4, A6, A7, N5, N34

Al12.3

Hydrofluosilicic acid; see
FLUOROSILICIC ACID

HYDROGEN AND METHANE
MIXTURES, COMPRESSED

21

UN2034

P4

A6.4, A6.6

HYDROGEN BROMIDE, ANHYDROUS

2.3

UN1048

P2, 3

AB.5

HYDROGEN CHLORIDE,
ANHYDROUS

2.3

UN1050

P2,3

AB.5

HYDROGEN CHLORIDE,
REFRIGERATED LIQUID

FORBIDDEN

FORBIDDEN

HYDROGEN, COMPRESSED

2.1

UN1049

P4

A6.4, A6.6

HYDROGEN CYANIDE, STABILIZED,
with less than 3% water

FORBIDDEN

FORBIDDEN

HYDROGEN CYANIDE, SOLUTION IN
ALCOHOL with not more than 45% of
hydrogen cyanide

FORBIDDEN

FORBIDDEN

HYDROGEN FLUORIDE,
ANHYDROUS

UN1052

6.1

P2,3

A12.9

HYDROGEN IODIDE, ANHYDROUS

2.3

UN2197

P2,3

AB.5

Hydrogen iodide solution; see HYDRIODIC
ACID, SOLUTION

HYDROGEN PEROXIDE AND
PEROXYACETIC ACID MIXTURES,
STABILIZED with acids, water and not
mor e than 5% peroxyacetic acid,

51

UN3149

P5, A2, A3, A6

A9.7

HYDROGEN PEROXIDE, AQUEOUS
SOL UTIONS with more than 40%, but not
more than 60% hydrogen peroxide

FORBIDDEN

FORBIDDEN
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HYDROGEN PEROXIDE, AQUEOUS 51 UN2984 11 P5, Al A9.7
SOLUTIONS with not less than 8%, but less
than 20% hydrogen peroxide(stabilized as
necessary)
HYDROGEN PEROXIDE, AQUEOUS 51 UN2014 Il 8 P5, A2, A3, A6 A9.7
SOLUTIONS with not less than 20%, but
not more than 40% hydrogen peroxide
(stabilized as necessary)
HYDROGEN PEROXIDE, STABILIZED FORBIDDEN FORBIDDEN
or HYDROGEN PEROXIDE AQUEOUS
SOLUTIONS, STABILIZED with more
than 60% hydrogen peroxide
HYDROGEN, REFRIGERATED 21 UN1966 P3 A6.12
LIQUID(cryogenic liquid)
HYDROGEN SELENIDE, ANHYDROUS FORBIDDEN FORBIDDEN
HYDROGEN SUL PHIDE 2.3 UN1053 21 P2, 2 AB.5
HYDROGENDIFLORIDES, N.O.S. 8 UN1740 Il P5, N3, N34 P5, N3, A12.3,A12.4 A12.3, A12.4
SOLID or SOLUTION 1l N34
HYDROQUINONE 6.1 UN2662 11 P5 A10.6
HYDROXYLAMINE SULPHATE 8 UN2865 11 P5 Al2.4
Hydroxyl amineiodide FORBIDDEN FORBIDDEN
HYPOCHLORITE SOLUTIONS 8 UN1791 Il P5, A7, A21, N34 Al12.3

P5, A21, N34
1l Al12.3

Hyponitrous acid FORBIDDEN FORBIDDEN
HYPOCHLORITES, INORGANIC, 51 UN3212 Il P5 A9.8
N.O.S.
Igniter fuse, metal clad; see FUSE,
IGNITER, tubular, metal clad
IGNITERS 1.1G UNO0121 I P4 Ab.28
IGNITERS 1.2G UNO0314 I P4 A5.28
IGNITERS 1.3G UNO0315 Il P5 A5.28
IGNITERS 1.4G UNO0325 I P5 Ab.28
IGNITERS 14s UNO0454 I P5, A69 Ab.28
3,3-IMINODIPROPYLAMINE 8 UN2269 11 P5 Al12.3

* INFECTIOUS SUBSTANCES, 6.2 UN2900 P1, P5 Al10.9
AFFECTING ANIMAL Sonly

* INFECTIOUS SUBSTANCES, 6.2 UN2814 P1, P5 Al10.9
AFFECTING HUMANS

* INSECTICIDE GASES, FLAMMABLE, 21 UN3354 P4 A6.4, A6.6
N.O.S

* INSECTICIDE GASES, N.O.S 2.2 UN1968 P5 A6.4, A6.6
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* INSECTICIDE GASES, TOXIC, FORBIDDEN FORBIDDEN
FLAMMABLE, N.O.S Inhalation hazard
Zone A

* INSECTICIDE GASES, TOXIC, FORBIDDEN FORBIDDEN
FLAMMABLE, N.O.S Inhalation hazard
Zone B

* INSECTICIDE GASES, TOXIC, FORBIDDEN FORBIDDEN
FLAMMABLE, N.O.S Inhalation hazard
Zone C

* INSECTICIDE GASES, TOXIC, FORBIDDEN FORBIDDEN
FLAMMABLE, N.O.S Inhalation hazard
Zone D

* INSECTICIDE GASES, TOXIC, N.O.S. FORBIDDEN FORBIDDEN
lodine azide (dry) FORBIDDEN FORBIDDEN
IODINE MONOCHL ORIDE 8 UN1792 Il P4, N41 A12.3
IODINE PENTAFLUORIDE 5.1 UN2495 | 6.1,8 P3 A9.9
2-|ODOBUTANE 3 UN2390 I P5 A7.3
IODOMETHYLPROPANES 3 UN2391 I P5 A7.3
|ODOPROPANES 3 UN2392 11 P5 A7.3
Iron chloride; see FERRIC CHLORIDE
IRON OXIDE, SPENT, or IRON FORBIDDEN FORBIDDEN
SPONGE, SPENT obtained from coal gas
purification
IRON PENTACARBONYL 6.1 UN1994 | 3 P11 A10.3
Irritating material; see TEAR GAS
SUBSTANCE, etc.
ISOBUTANE see also PETROLEUM 21 UN1969 P4,19 A6.4, A6.5
GASES, LIQUEFIED
ISOBUTANOL or ISOBUTYL 3 UN1212 11 P5 A7.3
ALCOHOL
ISOBUTYL ACETATE 3 UN1213 I P5 A7.3
ISOBUTYL ACRYLATE, STABILIZED 3 UN2527 11 P5 A7.3
Isobutyl Alcohol; see | SOBUTANOL
Isobutyl Aldehyde; see
ISOBUTYRALDEHYDE
ISOBUTYLAMINE 3 UN1214 Il 8 P5 A7.3

D ISOBUTYL CHLOROFORMATE 6.1 NA2742 | 3,8 P2,2 A10.7
ISOBUTYLENE, see PETROLEUM 21 UN1055 P4 A6.4, A6.5
GASES, LIQUEFIED
ISOBUTYL FORMATE 3 UN2393 I P5 A7.3
ISOBUTYL ISOBUTYRATE 3 UN2528 11 P5 A7.3

+ ISOBUTYL ISOCYANATE 3 UN2486 | 6.1 P11 A7.6
ISOBUTYL METHACRYLATE, 3 UN2283 11 P5 A7.3

STABILIZED
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ISOBUTYL PROPIONATE 3 UN2394 11 P5 A7.3
ISOBUTYRALDEHYDE or ISOBUTYL 3 UN2045 Il P5 A7.3
ALDEHYDE
ISOBUTYRIC ACID 3 UN2529 11 8 P5 A7.3
ISOBUTYRIC ANHYDRIDE 3 UN2530 11 8 P5 A7.3
ISOBUTYRONITRILE 3 UN2284 Il 6.1 P5 A7.3
ISOBUTYRYL CHLORIDE 3 UN2395 Il 8 P5 A7.3

* ISOCYANATES, TOXIC N.O.S. or 6.1 UN2206 I P4 A10.5
ISOCYANATE SOLUTIONS, TOXIC P4 A10.5
N.O.S., flashpoint more than 61 degrees C
and boiling point less than than 300 degrees
C

* ISOCYANATES, TOXIC, FLAMMABLE | 6.1 UN3080 Il 3 P4 Al10.5
N.O.S. or ISOCYANATE SOLUTIONS,
TOXIC, FLAMMABLE, N.O.S,, flashpoint
not less than 23 degrees C but not more than
61 degrees C and boiling point less than 300
degreesC

* ISOCYANATES, FLAMMABLE, 3 UN2478 I 6.1 P2,5, A3, A7 A7.3
TOXIC,N.O.S. or ISOCYANATE
SOLUTIONS, FLAMMABLE, TOXIC,
N.O.S,, flashpoint less than 23 degrees C
ISOCYANATOBENZOTRIFLUORIDES | 6.1 UN2285 I 3 P2,5 Al10.5
ISOHEPTENE 3 UN2287 I P5 A7.3
ISOHEXENE 3 UN2288 Il P5 A7.3
Isooctane, see OCTANES
ISOOCTENE 3 UN1216 I P5 A7.3
ISOPENTANE, see PENTANE
ISOPENTENES 3 UN2371 | P3 A7.3
Isopentyl nitrite, see AMYL NITRITE
|SOPHORONEDIAMINE 8 UN2289 11 P5 Al12.3
ISOPHORONE DII SOCYANATE 6.1 UN2290 11 P5 A105
ISOPRENE, STABILIZED 3 UN1218 | P3 A7.3
ISOPROPANOL or ISOPROPYL 3 UN1219 Il P5 A7.3
ALCOHOL
ISOPROPENYL ACETATE 3 UN2403 Il P5 A7.3
ISOPROPENYLBENZENE 3 UN2303 11 P5 A7.3
ISOPROPYL ACETATE 3 UN1220 I P5 A7.3
ISOPROPYL ACID PHOSPHATE 8 UN1793 11 P5 Al2.4
Isopropyl Alcohol, see SOPROPANOL
ISOPROPYLAMINE 3 UN1221 | 8 P3 A7.3
ISOPROPYLBENZENE 3 UN1918 11 P5 A7.3
ISOPROPYL BUTYRATE 3 UN2405 11 P5 A7.3
ISOPROPYL CHLOROACETATE 3 UN2947 11 P5 A7.3
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ISOPROPYL CHLOROFORMATE 6.1 UN2407 | 3,8 P2, 2 A10.7
ISOPROPYL 2-CHLOROPROPIONATE | 3 UN2934 11 P5 A7.3
|sopropyl-alpha-chloropropionate, see
ISOPROPYL 2- CHLOROPROPIONATE
ISOPROPYL ISOBUTYRATE 3 UN2406 Il P5 A7.3

+ ISOPROPYL ISOCYANATE 3 UN2483 | 6.1 PL1 A7.6
|sopropyl mercaptan, see
PROPANETHIOLS
ISOPROPYL NITRATE 3 UN1222 Il P5 A7.3
Isopropyl phosphoric acid, see
ISOPROPYL ACID PHOSPHATE
ISOPROPYL PROPIONATE 3 UN2409 Il P5 A7.3
ISOSORBIDE DINITRATE MIXTURE 4.1 UN2907 I P5 A84
with not less than 60% lactose, mannose,
starch or calcium hydrogen phosphate
|SOSORBIDE-5-M ONONITRATE 4.1 UN3251 11 P5 A8.4
Isothiocyanic acid FORBIDDEN FORBIDDEN
Jet fuel, see FUEL, AVIATION, TURBINE
ENGINE

D JET PERFORATING GUNS, CHARGED FORBIDDEN FORBIDDEN
oil well, with detonator

D JET PERFORATING GUNS, CHARGED | 1.4D NA0494 Il P5, 56, A69 A5.6
oil well, with detonator
JET PERFORATING GUNS, CHARGED FORBIDDEN FORBIDDEN
oil well, without detonator
JET PERFORATING GUNS, CHARGED | 1.4D UNO0494 Il P5, 56, A69 A5.6
oil well, without detonator
Jet perforators, see CHARGES, SHAPED,
COMMERCIAL etc.
Jet tappers, without detonator, see
CHARGES, SHAPED, COMMERCIAL
etc.
Jet thrust igniters, for rocket motors or Jato,
seeIGNITERS
Jet thrust unit (Jato) see ROCKET
MOTORS
KEROSENE 3 UN1223 11 P5 A7.3

* KETONES, LIQUID, N.O.S. 3 UN1224 | P3 A7.3

I P5 A7.3
11 P5 A7.3

KRYPTON, COMPRESSED 2.2 UN1056 P5 A6.4, A6.6
KRYPTON, REFRIGERATED 22 UN1970 P4 A6.12

LIQUID(cryogenic liquid)
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Lacquer base or lacquer chips,nitrocellulose,
dry, see NITROCELLULOSE, etc
Lacquerbase or lacquer chips, plastic, wet
with alcohol or solvent, see
NITROCELLULOSE or PAINT, etc.
LEAD ACETATE 6.1 UN1616 11 P5 A10.6
LEAD ARSENATES 6.1 UN1617 1 P5 A10.6
LEAD ARSENITES 6.1 UN1618 1 P5 A10.6
Lead azide (dry) FORBIDDEN FORBIDDEN
LEAD AZIDE, wetted with not less than 11A UNO0129 I P3, 111, 117 AB.7
20% water or mixture of alcohol and water,
by mass
LEAD COMPOUNDS, SOLUBLE,N.O.S. | 6.1 UN2291 11 P5 A10.6
LEAD CYANIDE 6.1 UN1620 1 P5 A10.6
LEAD DIOXIDE 5.1 UN1872 11 P5, Al A9.8
D LEAD MONONITRORESORCINATE 11A NAQ0473 1 P3, 111, 117 AB.7
LEAD NITRATE 5.1 UN1469 1 6.1 P5 A9.8
Lead nitroresorcinate (dry) FORBIDDEN FORBIDDEN
LEAD PERCHLORATE SOLID or 51 UN1470 I 6.1 P5 A9.7, A9.8
SOLUTION
Lead peroxide; see LEAD DIOXIDE
LEAD PHOSPHITE, DIBASIC 4.1 UN2989 Il P5 A8.4
1l P5 A8.4
Lead picrate (dry) FORBIDDEN FORBIDDEN
Lead styphnate (dry) FORBIDDEN FORBIDDEN
LEAD STYPHNATE, WETTED or LEAD | 11A UNO0130 I P3, 111, 117 AB.7
TRINITRORESORCINATE, WETTED
with not less than 20% water or mixture of
alcohol and water, by mass
LEAD SULPHATE with morethan 3% free | 8 UN1794 I P5 Al24
acid
LEAD TRINITRORESORCINATE; see
LEAD STYPHNATE, etc.
LIFE-SAVING APPLIANCES, NOT 9 UN3072 P5 Al13.11
SELF INFLATING containing dangerous
goods as equipment
LIFE-SAVING APPLIANCES, SELF 9 UN2990 P5 A13.11
INFLATING
D LIGHTERSFOR CIGARS, FORBIDDEN FORBIDDEN
CIGARETTES, etc. with lighter fluids
LIGHTERS, FUSE 14s UNO0131 I P5, A69 Ab.28
LIGHTERSor LIGHTER REFILLS 21 UN1057 P5, N10 A6.11
(cigarettes) containing flammable gas
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LIQUEFIED GASES, nonflammable 22 UN1058 P5 A6.4, A6.5
charged with nitrogen, carbon dioxide or air

* LIQUEFIED GAS N.O.S 2.2 UN3163 P5 A6.4, A6.5

* LIQUEFIED GASOXIDIZING, N.O.S 2.2 UN3157 5.1 P5 A6.4, A6.5

* LIQUEFIED GAS, TOXIC, 23 UN3160 21 P11 A6.16
FLAMMABLE, N.O.S, Inhalation Hazard
Zone A

* LIQUEFIED GAS, TOXIC, 23 UN3160 21 P2, 2 A6.5
FLAMMABLE, N.O.S, Inhalation Hazard
Zone B

* LIQUEFIED GAS, TOXIC, 23 UN3160 21 P2,3 A6.5
FLAMMABLE, N.O.S, Inhalation Hazard
Zone C

* LIQUEFIED GAS, TOXIC, 23 UN3160 21 P2, 4 A6.5
FLAMMABLE, N.O.S, Inhalation Hazard
Zone D

* LIQUEFIED GAS, TOXIC, N.O.S, 23 UN3162 P11 A6.16
Inhalation Hazard Zone A

* LIQUEFIED GAS, TOXIC, N.O.S, 23 UN3162 P2, 2 A6.5
Inhalation Hazard Zone B

* LIQUEFIED GAS, TOXIC, N.O.S, 23 UN3162 P2,3 A6.5
Inhalation Hazard Zone C

* LIQUEFIED GAS, TOXIC, N.O.S, 23 UN3162 P2, 4 A6.5
Inhalation Hazard Zone D

* LIQUEFIED GASES, FLAMMABLE, 21 UN3161 P4 A6.4, A6.5
N.O.S.
Liquefied hydrocarbon gas; see
HYDROCARBON GASES, LIQUEFIED,
N.O.S, etc.

* LIQUEFIED GAS, TOXIC, 23 UN3308 8 P11 A6.16
CORROSIVE, N.O.S, Inhalation Hazard
Zone A

* LIQUEFIED GAS, TOXIC, 23 UN3308 8 P2, 2 A6.5
CORROSIVE, N.O.S, Inhalation Hazard
Zone B

* LIQUEFIED GAS, TOXIC, 23 UN3308 8 P2,3 AB6.5
CORROSIVE, N.O.S, Inhalation Hazard
Zone C

* LIQUEFIED GAS, TOXIC, 23 UN3308 8 P2, 4 A6.5
CORROSIVE, N.O.S, Inhalation Hazard
Zone D

* LIQUEFIED GAS, TOXIC, 23 UN3309 21,8 P11 A6.16

CORROSIVE, N.O.S, Inhalation Hazard
Zone A
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4

(©)]

(6)

)

8

(@)

LIQUEFIED GAS, TOXIC,
CORROSIVE, N.O.S, Inhalation Hazard
Zone B

2.3

UN3309

21,8

P2,2

AB.5

LIQUEFIED GAS, TOXIC,
CORROSIVE, N.O.S, Inhalation Hazard
Zone C

2.3

UN3309

21,8

AB.5

LIQUEFIED GAS, TOXIC,
CORROSIVE, N.O.S, Inhalation Hazard
Zone D

2.3

UN3309

21,8

AG.5

LIQUEFIED GAS, TOXIC, OXIDIZING,
CORROSIVE, N.O.S, Inhalation Hazard
Zone A

2.3

UN3310

51,8

A6.16

LIQUEFIED GAS, TOXIC, OXIDIZING,
CORROSIVE, N.O.S, Inhalation Hazard
Zone B

2.3

UN3310

21,8

AG.5

LIQUEFIED GAS, TOXIC, OXIDIZING,
CORROSIVE, N.O.S, Inhalation Hazard
Zone C

2.3

UN3310

21,8

AG.5

LIQUEFIED GAS, TOXIC, OXIDIZING,
CORROSIVE, N.O.S, Inhalation Hazard
Zone D

2.3

UN3310

21,8

AB.5

LIQUEFIED GAS, TOXIC, OXIDIZING,
CORROSIVE, N.O.S, Inhalation Hazard
Zone A

2.3

UN3307

51

A6.16

LIQUEFIED GAS, TOXIC, OXIDIZING,
CORROSIVE, N.O.S, Inhalation Hazard
Zone B

2.3

UN3307

51

AB.5

LIQUEFIED GAS, TOXIC, OXIDIZING,
CORROSIVE, N.O.S, Inhalation Hazard
Zone C

2.3

UN3307

51

AB.5

LIQUEFIED GAS, TOXIC, OXIDIZING,
CORROSIVE, N.O.S, Inhalation Hazard
Zone D

2.3

UN3307

51

AB.5

Liguefied natural gas; see METHANE etc.

Liquefied petroleum gas, see PETROLEUM
GASES, LIQUEFIED

LITHIUM

4.3

UN1415

P3, A7

A8.4

LITHIUM ALKYLS

4.2

UN2445

4.3

P3

A8.6

LITHIUM ALUMINIUM HYDRIDE

4.3

UN1410

P3, A19

A8.4

LITHIUM ALUMINIUM HYDRIDE,
ETHEREAL

4.3

UN1411

P3, A2, A3, Al11,N34

A8.3

LITHIUM BATTERIESCONTAINED IN
EQUIPMENT or LITHIUM BATTERIES
PACKED WITH EQUIPMENT

UN3091

P5

A13.8

LITHIUM BATTERIES

UN3090

A13.8
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LITHIUM BOROHYDRIDE 4.3 UN1413 | P3, A19, N40 A84
LITHIUM FERROSILICON 4.3 UN2830 1 P5, A19 A84
LITHIUM HYDRIDE 4.3 UN1414 | P3, A19, N40 A84
LITHIUM HYDRIDE, FUSED SOLID 4.3 UN2805 1 P5, A8, A19, A20 A84
LITHIUM HYDROXIDE, 8 UN2680 Il P5, A19, N45 Al2.4
MONOHYDRATE or LITHIUM
HYDROXIDES, SOLID
LITHIUM HYDROXIDE, SOLUTION 8 UN2679 Il P5 A12.3

1l P5 Al12.3

LITHIUM HYPOCHLORITE, DRY or 51 UN1471 I P5, A9, N34 A9.8
LITHIUM HYPOCHLORITE
MIXTURES, DRY
LITHIUM NITRATE 51 UN2722 11 P5, Al A9.8
LITHIUM NITRIDE 4.3 UN2806 | P3, A19, N40 A84
LITHIUM PEROXIDE 51 UN1472 1 P5, A9, N34 A9.8
LITHIUM SILICON 4.3 UN1417 Il P5, A19, A20 A8.4
LONDON PURPLE 6.1 UN1621 1 P5 A10.6
LPG, see PETROLEUM GASES,
LIQUEFIED
Lye, see SODIUM HYDROXIDE,
SOLUTIONS
MAGNESIUM ALKYLS 4.2 UN3053 | 4.3 P3 A8.6
MAGNESIUM ALUMINIUM 4.3 UN1419 | 6.1 P3, A19, N34, N40 A8.4
PHOSPHIDE

+ MAGNESIUM ARSENATE 6.1 UN1622 1 P5 A10.6
Magnesium bisulfite solution, see
BISULFITESAQUEOUSSOLUTIONS,
N.O.S.
MAGNESIUM BROMATE 51 UN1473 1 P5, Al A9.8
MAGNESIUM CHLORATE 51 UN2723 I P5 A9.8
MAGNES UM DIAMIDE 4.2 UN2004 I P5, A8, A19, A20 A8.4
MAGNESIUM DIPHENYL 4.2 UN2005 | P3 A8.12
Magnesium dross, wet or hot FORBIDDEN FORBIDDEN
MAGNESIUM FLUOROSILICATE 6.1 UN2853 11 P5 A10.6
MAGNESIUM GRANULES, COATED, 43 UN2950 1l P5, A1, A19 A8.4
particle size not less than 149 Microns
MAGNESIUM HYDRIDE 4.3 UN2010 | P3, A19, N40 A8.4
MAGNESIUM or MAGNESIUM 41 UN1869 1l P5, Al A8.4
ALLOY Swith more than 50% magnesiumin
pellets, turnings or ribbons
MAGNESIUM NITRATE 51 UN1474 11 P5, Al A9.8
MAGNESIUM PERCHLORATE 51 UN1475 1 P5 A9.8
MAGNESIUM PEROXIDE 51 UN1476 I P5 A9.8
MAGNESIUM PHOSPHIDE 4.3 UN2011 | 6.1 P3, A19, N40 A8.4
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MAGNESIUM, POWDER or 43 UN1418 | 42 P3, A19 A8.4
MAGNESIUM ALLOYS, POWDER I 42 P5, A19 A8.4
1l 42 P5, A19 A8.4
Magnesium scrap, see MAGNESIUM, etc.
MAGNESIUM SILICIDE 4.3 UN2624 Il P5, A19, A20 A8.4
MAGNETIZED MATERIAL 9 UN2807 P5 A13.10
D MALEIC ACID 8 NA2215 11 P5 Al24
MALEIC ANHYDRIDE 8 UN2215 11 P5 Al124
MALONONITRILE 6.1 UN2647 1 P5 A10.6
Mancozeb (manganese,
ethylenebisdithiocar bamate complex with
zinc) see MANEB
MANEB or MANEB PREPARATIONS 42 UN2210 1l 43 P5, A1, A19 A8.4
with not less than 60% maneb
MANEB STABILIZED or MANEB 43 UN2968 1l P5, A1, A19 A8.4
PREPARATIONS, STABILIZED against
self-heating
MANGANESE NITRATE 5.1 UN2724 11 P5, Al A9.8
MANGANESE RESINATE 4.1 UN1330 11 P5, Al A8.4
Mannitan tetranitrate FORBIDDEN FORBIDDEN
Mannitol hexanitrate (dry) FORBIDDEN FORBIDDEN
MANNITOL HEXANITRATE, WETTED | 11D UNO0133 Il P4 A5.9
or NI TROMANNITE, WETTED with not
less than 40% water, or mixture of alcohol
and water, by mass
Matches, block, see MATCHES, STRIKE
ANYWHERE
MATCHES, FUSEE 4.1 UN2254 11 P4 A8.15
MATCHES, SAFETY (book, card or strike | 4.1 UN1944 1l P5 A8.15
on box)
MATCHES, STRIKE ANYWHERE 4.1 UN1331 11 P4 A8.15
MATCHES, WAX, VESTA 4.1 UN1945 11 P5 A8.15
Matting Acid, see SULPHURIC ACID
D MEDICINE, corrosive, liquid, no.s. 8 NA1760 Il P5 A12.3
1l P5 Al12.3
D MEDICINE, corrosive, solid, n.o.s. 8 NA1759 Il P5 Al2.4
1l P5 Al2.4
D MEDICINE, flammable, liquid, n.o.s. 3 NA1993 [ P3 A7.3
I P5 A7.3
1l P5 A7.3
D M EDICINE, flammable, solid, n.o.s. 41 NA1325 Il P5 A8.4
D M EDICINE, oxidizing substance, solid, 51 NA1479 Il P5 A9.8
n.o.s.
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MEDICINE, LIQUID, FLAMMABLE, 3 UN3248 I 6.1 P4, 36 A7.3
TOXIC,N.O.S. 1l 6.1 P5, 36 A7.3
MEDICINE, LIQUID TOXIC,N.O.S. 6.1 UN1851 I P5 A105
1l P5 Al10.5
MEDICINE, SOLID, TOXIC,N.O.S. 6.1 UN3249 I P5, 36 A10.6
1l P5, 36 A10.6
MERCAPTANS, LIQUID, 3 UN3336 | P3 A7.3
FLAMMABLE, N.O.S.or MERCAPTAN I P5 A7.3
MIXTURE, LIQUID, FLAMMABLE, 11 P5 A7.3
N.O.S.
MERCAPTANS, LIQUID, 3 UN1228 Il 6.1 P4 A7.3
FLAMMABLE, TOXIC,N.O.S. or 1l 6.1 P5 A7.3
MERCAPTAN MIXTURES, LIQUID,
FLAMMABLE, TOXIC,N.O.S.
MERCAPTANS, LIQUID, TOXIC, 6.1 UN3071 Il 3 P5 Al10.5
FLAMMABLE, N.O.S.or MERCAPTAN
MIXTURES, LIQUID, TOXIC,
FLAMMABLE, N.O.S,, flashpoint not less
than 23 degrees C
5-MERCAPTOTETRAZOL-1-ACETIC 14C UNO0448 Il P5 A5.12
ACID
MERCURIC ARSENATE 6.1 UN1623 I P5 A10.6
MERCURIC CHLORIDE 6.1 UN1624 I P5 A10.6
MERCURIC NITRATE 6.1 UN1625 I P5, N73 A10.6
+ MERCURIC POTASSIUM CYANIDE 6.1 UN1626 | P5, N74, N75 A10.6
Mercuric sulfocyanate, see M ERCURY
THIOCYANATE
Mercurol, sse MERCURY NUCLEATE
Mercurous azide FORBIDDEN FORBIDDEN
MERCUROUSNITRATE 6.1 UN1627 I P5 A10.6
MERCURY 8 UN2809 11 P5 A12.10
MERCURY ACETATE 6.1 UN1629 1 P5 A10.6
Mercury acetylide FORBIDDEN FORBIDDEN
MERCURY AMMONIUM CHLORIDE 6.1 UN1630 I P5 A10.6
MERCURY BASED PESTICIDES, 3 UN2778 | 6.1 P3 A7.3
LIQUID, FLAMMABLE, TOXIC, Il 6.1 P4 AT7.2
flashpoint less than 23 degrees C
MERCURY BASED PESTICIDES, 6.1 UN3011 | 3 P3 A105
LIQUID, TOXIC, FLAMMABLE, Il 3 P4 Al10.5
flashpoint not less than 23 degrees C 11 3 P5 A10.5
MERCURY BASED PESTICIDES, 6.1 UN3012 | P3 A10.5
LIQUID, TOXIC Il P4 Al10.5
1l P5 A10.5
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MERCURY BASED PESTICIDES, 6.1 UN2777 | P5 A10.6
SOLID, TOXIC Il P5 A10.6
1l P5 A10.6
MERCURY BENZOATE 6.1 UN1631 1 P5 A10.6
MERCURY BROMIDES 6.1 UN1634 Il P5 A10.6
MERCURY COMPOUNDS, LIQUID, 6.1 UN2024 | P3 A105
N.O.S. Il P4 Al10.5
1l P5 Al10.5
MERCURY COMPOUNDS, SOLID, 6.1 UN2025 | P5 A10.6
N.O.S. Il P5 A10.6
1l P5 A10.6
MERCURY CONTAINED IN 8 UN2809 11 P5 A12.10
MANUFACTURED ARTICLES
MERCURY CYANIDE 6.1 UN1636 1 P5, N74, N75 A10.6
MERCURY FULMINATE, WETTED 11A UNO0135 Il P3, 111, 117 AB.7
with not less than 20% water, or mixture of
alcohol and water, by mass
MERCURY GLUCONATE 6.1 UN1637 Il P5 A10.6
MERCURY |0ODIDE, solid or solution 6.1 UN1638 Il P5 A10.5, A10.6
Mercury iodine aguabasic ammonobasic FORBIDDEN FORBIDDEN
Mercury Nitride FORBIDDEN FORBIDDEN
MERCURY NUCLEATE 6.1 UN1639 I P5 A10.6
MERCURY OLEATE 6.1 UN1640 I P5 A10.6
MERCURY OXIDE 6.1 UN1641 I P5 A10.6
Mercury oxycyanide FORBIDDEN FORBIDDEN
MERCURY OXYCYANIDE, 6.1 UN1642 Il P5 A10.6
DESENSITIZED
MERCURY POTASSIUM |ODIDE 6.1 UN1643 I P5 A10.6
MERCURY SALICYLATE 6.1 UN1644 1 P5 A10.6
+ MERCURY SULPHATES 6.1 UN1645 I P5 A10.6
MERCURY THIOCYANATE 6.1 UN1646 I P5 A10.6
MESITYL OXIDE 3 UN1229 11 P5 A7.3
METAL ALKYL HALIDES, WATER- 4.2 UN3049 | 43 P3 A8.6
REACTIVE, N.O.S.or METAL ARYL
HALIDES, WATER-REACTIVE, N.O.S
METAL ALKYL HYDRIDES, WATER- 4.2 UN3050 | 43 P3 A8.6
REACTIVE, N.O.S.or METAK ARYL
HYDRIDES, WATER-REACTIVE,
N.O.S.
METAL ALKYLS WATER-REACTIVE, | 4.2 UN2003 | 43 P3 A8.6
N.O.S.or METAL ARYLS, WATER-
REACTIVE, N.O.S
D METAL ALKYL, SOLUTION, N.O.S. 3 NA9195 I P5 A7.3




119

AFMAN 24-204(1)/TM 38-250/NAV SUP PUB 505/M CO P4030.19H/ DLAI 4145.3
11 DECEMBER 2001
SYMBOL PROPER SHIPPING NAME/ HAZARD UN/ID PG SUBSIDIARY SPECIAL PACKAGING PARAGRAPH
DESCRIPTION CLASY NUMBER RISK PROVISION
DIV
(@) @ 3 4 ® Q) U] (8
METAL CARBONYLS,N.O.S. 6.1 UN3281 | P3,5 A105
I P4 Al10.5
1l P5 Al10.5
METAL CATALYST, DRY 4.2 UN2881 | P3, N34 A8.12
I P5, N34 A8.12
1l P5, N34 A8.12
METAL CATALYST, WETTED witha 42 UN1378 I P5, A2, A8, N34 A8.4
visible excess of liquid
METALDEHYDE 4.1 UN1332 11 P5, Al A84
METAL HYDRIDES, FLAMMABLE, 4.1 UN3182 Il P5, Al A8.4
N.O.S. 1l P5, Al A8.4
METAL HYDRIDES, WATER- 43 UN1409 | P3, A19, N34, N40 A8.4
REACTIVE, N.O.S. P5, A19, N34, N40
Il A8.4
METAL POWDER, FLAMMABLE, 4.1 UN3089 I P5 A8.4
N.O.S. 11 P5 A8.4
METAL POWDER, SELF-HEATING, 4.2 UN3189 I P5 A8.4
N.O.S. 11 P5 A8.4
Metal salts of methyl nitramine (dry) FORBIDDEN FORBIDDEN
* METAL SALTSOF ORGANIC 4.1 UN3181 Il P4, Al A8.4
COMPOUNDS, FLAMMABLE, N.O.S. 1l P4, Al A8.4
* METALLIC SUBSTANCE, WATER- 4.3 UN3208 | P3 A8.4
REACTIVE, N.O.S. I P5 A8.4
1l P5 A8.4
* METALLIC SUBSTANCE, WATER- 4.3 UN3209 | 4.2 P3 A8.4
REACTIVE, SELF-HEATING, N.O.S. I 42 P4 A8.4
1l 42 P5 A8.4
METHACRYLALDEHYDE, 3 UN2396 Il 6.1 P5 A73
STABILIZED
METHACRYLIC ACID, STABILIZED 8 UN2531 11 P5 Al12.3
+ METHACRYLONITRILE, STABILIZED | 3 UN3079 | 6.1 P2, 2 A7.6
METHALLYL ALCOHOL 3 UN2614 11 P5 A7.3
METHANE, COMPRESSED or 21 UN1971 P4 A6.4, A6.6
NATURAL GAS, COMPRESSED (with
high methane content)
METHANE, REFRIGERATED 21 UN1972 P3 AB.12
LIQUID(cryogenic liquid) or NATURAL
GAS, REFRIGERATED LIQUID
(cryogenic liquid, with high methane
content)
METHANESULPHONYL CHLORIDE 6.1 UN3246 | 8 P2, 2 Al10.7
METHANOL 3 UN1230 I 6.1 P5 A7.3
METHAZOIC ACID FORBIDDEN FORBIDDEN
+ METHOXYMETHYL ISOCYANATE 3 UN2605 | 6.1 PL1 A7.6
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4-METHOXY-4-METHYLPENTAN-2- 3 UN2293 11 A73
ONE
1-METHOXY-2-PROPANOL 3 UN3092 11 P5 A7.3
METHYL ACETATE 3 UN1231 Il P5 A7.3
METHYL ACETYLENE AND 21 UN1060 P4 A6.4, A6.5
PROPADIENE MIXTURES,
STABILIZED
METHYL ACRYLATE, STABILIZED 3 UN1919 Il P5 A7.3
METHYLAL 3 UN1234 Il P5 A7.3
Methyl Alcohol, see METHANOL
METHYL ALLYL CHLORIDE 3 UN2554 Il P5 A7.3
METHYLAMINE, ANHYDROUS 2.1 UN1061 P4 A6.4, A6.5
METHYLAMINE, AQUEOUS 3 UN1235 Il 8 P4 A7.3
SOLUTION
Methylamine dinitramine and dry salts FORBIDDEN FORBIDDEN
ther eof
Methylamine nitroform FORBIDDEN FORBIDDEN
Methylamine perchlorate (dry) FORBIDDEN FORBIDDEN
METHYLAMYL ACETATE 3 UN1233 11 P5 A7.3
Methyl amyl ketone, see AMYL METHYL
KETONE
N-METHYLANILINE 6.1 UN2294 11 P5 Al10.5
METHYL BENZOATE 6.1 UN2938 11 P5 Al10.5
ALPHA-METHYLBENZYL ALCOHOL 6.1 UN2937 11 P5 A105
METHYL BROMIDE 2.3 UN1062 P2,3 A6.17
Methyl bromide and chloropicrin mixtures
with more than 2% chloropicrin, see
CHLOROPICRIN AND METHYL
BROMIDE MIXTURES
METHYL BROMIDE AND ETHYLENE 6.1 UN1647 | P2, 2, N65 A10.7
DIBROMIDE MIXTURES, LIQUID
METHYL BROMOACETATE 6.1 UN2643 1 P5 A105
3-METHYLBUTAN-2-ONE 3 UN2397 I P5 A7.3
3-METHYL-1-BUTENE 3 UN2561 | P3 A7.3
2-METHYL-1-BUTENE 3 UN2459 | P3 A7.3
2-METHYL-2-BUTENE 3 UN2460 I P5 A7.3
N-METHYLBUTYLAMINE 3 UN2945 I 8 P4 A7.3
METHYL-TERT-BUTYL ETHER 3 UN2398 Il P5 A7.3
METHYL BUTYRATE 3 UN1237 Il P5 A7.3
METHYL CHLORIDE or 21 UN1063 P4 A6.4, A6.5
REFRIGERANT GAS R40
METHYL CHLORIDE AND 21 UN1912 P4 A6.4, A6.5
METHYLENE CHLORIDE MIXTURE
METHYL CHLOROACETATE 6.1 UN2295 | 3 P5 Al10.5
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Methyl chlorocarbonate, see METHY L
CHLOROFORMATE
METHYL CHLOROFORMATE 6.1 UN1238 | 3,8 P1,1,N34 A10.7
Methyl chloroform, see 1,1,1-
TRICHLOROETHANE
METHYL CHLOROMETHYL ETHER 6.1 UN1239 | 3 PL1 A10.7
METHYL-2-CHLOROPROPIONATE 3 UN2933 11 P5 A7.3
METHYLCHLOROSILANE 2.3 UN2534 21,8 P2,2,A2, A3, A7,N34 | A6.20
METHYLCYCLOHEXANE 3 UN2296 Il P5 A7.3
METHYLCYCLOHEXANOLS, 3 UN2617 1l P5 A7.3
flammable
METHYLCYCLOHEXANONE 3 UN2297 11 P5 A7.3
METHYLCYCLOPENTANE 3 UN2298 Il P5 A7.3
METHYL DICHLOROACETATE 6.1 UN2299 11 P5 A10.5

D METHYLDICHLOROARSINE 6.1 NA1556 | P2, 2 Al10.3
METHYLDICHLOROSILANE 4.3 UN1242 | 3,8 P3, A2, A3, A7, N34 A8.3
Methylene chloride, see
DICHLOROMETHANE
Methylene glycol dinitrate FORBIDDEN FORBIDDEN
Methyl ethyl ether, see ETHYL METHYL
ETHER
METHYL ETHYL KETONE, see ETHYL
METHYL KETONE
Methyl ethyl ketone peroxide, in solution with FORBIDDEN FORBIDDEN
mor e than 9% by mass active oxygen
2-METHYL-5-ETHYLPYRIDINE 6.1 UN2300 11 P5 Al10.5
METHYL FLUORIDE 2.1 UN2454 P4 A6.4, A6.5
METHYL FORMATE 3 UN1243 | P3 A7.3
2-METHYLFURAN 3 UN2301 I P5 A7.3
a-Methylglucoside Tetranitrate FORBIDDEN FORBIDDEN
a-Methylglycerol Trinitrate FORBIDDEN FORBIDDEN
5-METHYLHEXAN-2-ONE 3 UN2302 11 P5 A7.3
METHYLHYDRAZINE 6.1 UN1244 | 3,8 P1,1,N34 Al10.7
2-METHYL-2-HEPTANETHIOL 6.1 UN3023 | 3 P2, 2 Al10.7
METHYL IODIDE 6.1 UN2644 | P2, 2 Al10.7
METHYL ISOBUTYL CARBINOL 3 UN2053 11 P5 A7.3
METHYL ISOBUTYL KETONE 3 UN1245 I P5 A7.3
Methyl isobutyl ketone peroxide, in solution FORBIDDEN FORBIDDEN
with more than 9% by mass active oxygen
METHYL ISOCYANATE 6.1 UN2480 | 3 PL1 Al10.7
METHYL ISOPROPENYL KETONE, 3 UN1246 Il P5 A73
STABILIZED
METHYL ISOTHIOCYANATE 6.1 UN2477 | 3 P2, 2 A7.6
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METHYL ISOVALERATE 3 UN2400 Il P5 A7.3
METHYL MAGNESIUM BROMIDE IN 43 UN1928 | 3 P3 A83
ETHYL ETHER
METHYL MERCAPTAN 2.3 UN1064 2.1 P2,3 A6.5
METHYL METHACRYLATE 3 UN1247 Il P5 A73
MONOMER, STABILIZED
4-METHYLMORPHOLINE or N- 3 UN2535 I 8 P5 A7.3
METHYLMORPHOLINE
Methyl nitramine (dry), FORBIDDEN FORBIDDEN
Methyl nitrate FORBIDDEN FORBIDDEN
Methyl nitrite FORBIDDEN FORBIDDEN
METHYL ORTHOSILICATE 6.1 UN2606 | 3 P2, 2 A10.7

D METHYL PARATHION liquid 6.1 NA3018 Il P5, N76 Al10.5

D METHYL PARATHION solid 6.1 NA2783 Il P5, N77 A10.6
METHYLPENTADIENE 3 UN2461 Il P5 A7.3
2-METHYLPENTAN-2-OL 3 UN2560 11 P5 A7.3
METHYLPHENYLDICHLOROSILANE | 8 UN2437 I P5 A12.3

D METHYL PHOSPHONIC DICHLORIDE | 6.1 NA9206 | 8 P2, 2, A3 N34, N43 A10.7
Methyl phosphonothioic dichloride,
anhydrous, see CORROSIVE LIQUID,
N.O.S
METAL PICRIC ACID (heavy metal salts FORBIDDEN FORBIDDEN
of)
1-METHYLPIPERIDINE 3 UN2399 I 8 P4 A7.3
METHYL PROPIONATE 3 UN1248 Il P5 A7.3
METHYL PROPYL ETHER 3 UN2612 Il P5 A7.3
METHYL PROPYL KETONE 3 UN1249 I P5 A7.3
Methyl sulfate, see DIMETHYL SULFATE
Methyl sulphide, see DIMETHYL
SULPHIDE
METHYLTETRAHYDROFURAN 3 UN2536 I P5 A7.3
METHYL TRICHLOROACETATE 6.1 UN2533 11 P5 A105
METHYLTRICHLOROSILANE 3 UN1250 | 8 P3, A7,N34 A7.3
Methyl trimethylol methane trinitrate FORBIDDEN FORBIDDEN
ALPHA-METHYLVALERALDEHYDE 3 UN2367 Il P5 A7.3
METHYL VINYL KETONE, 6.1 UN1251 | 3,8 P11 A7.6
STABILIZED
MINES with bursting charge 11F UNO0136 Il P4 Ab.15
MINES with bursting charge 11D UN0137 Il P4 Ab.15
MINES with bursting charge 1.2D UNO0138 Il P4 Ab.15
MINES with bursting charge 1.2F UN0294 Il P4 Ab.15
MOLYBDENUM PENTACHLORIDE 8 UN2508 11 P5 Al2.4
Monochloroacetone (unstabilized) FORBIDDEN FORBIDDEN
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Monochloroethylene, see VINY L
CHLORIDE, STABILIZED
MORPHOLINE 8 UN2054 | 3 P5 A12.3
Morpholine, aqueous, mixture, see
CORROSIVELIQUID, N.O.S.

+ MOTOR FUEL ANTI-KNOCK 6.1 UN1649 | 3 P3 Al10.5
MIXTURES
MOTOR SPIRIT, see GASOLINE
Muriatic acid, ssee HYDROCHLORIC
ACID SOLUTION
MUSK XYLENE, see5-TERT-BUTYL-
2,4,6- TRINITO-M-XYLENE
Naphtha, see PETROLEUM
DISTALLATEN.O.S
NAPHTHALENE, CRUDE or REFINED 41 UN1334 1l P5, Al A8.4
Naphthalene diozonide FORBIDDEN FORBIDDEN
NAPHTHALENE, MOLTEN FORBIDDEN FORBIDDEN
ALPHA-NAPHTHYLAMINE 6.1 UN2077 11 P5 A10.6
BETA-NAPHTHYLAMINE 6.1 UN1650 I P5 A10.6
Naphthylamineperchlorate FORBIDDEN FORBIDDEN
NAPHTHYLTHIOUREA 6.1 UN1651 I P5 A10.6
NAPHTHYLUREA 6.1 UN1652 I P5 A10.6
NATURAL GAS, REFRIGERATED 21 UN1972 P3 A6.11
LIQUID, with high methane content
(cryogenic liguid)
NEON, COMPRESSED 2.2 UN1065 P5 A6.4, A6.6
NEON, REFRIGERATED 2.2 UN1913 P4 A6.12
LI1QUID(cryogenic liquid)
NICKEL CARBONYL FORBIDDEN FORBIDDEN
NICKEL CYANIDE 6.1 UN1653 I P5, N74, N75 A10.6
NICKEL NITRATE 5.1 UN2725 11 P5, Al A9.8
NICKEL NITRITE 5.1 UN2726 11 P5, Al A9.8
Nickel Picrate FORBIDDEN FORBIDDEN
NICOTINE 6.1 UN1654 I P5 Al10.5
NICOTINE COMPOUNDS, LIQUID, 6.1 UN3144 | P3, A4 A10.5
N.O.S. or NICOTINE PREPARATIONS, I P5 Al10.5
LIQUID, N.O.S. 11 P5 Al10.5
NICOTINE COMPOUNDS, SOLID,N.O. | 6.1 UN1655 | P5 A10.6
S.or NICOTINE PREPARATIONS, I P5 A10.6
SOLID, N.O.S. 11 P5 A10.6
NICOTINE HYDROCHL ORIDE or 6.1 UN1656 I P5 Al10.5
NICOTINE HYDROCHL ORIDE
SOLUTION
NICOTINE SALICYLATE 6.1 UN1657 Il P5 A10.6
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NICOTINE SULPHATE, solid or solution 6.1 UN1658 Il P5 A10.5, A10.6
NICOTINE TARTRATE 6.1 UN1659 Il P5 A10.6
NITRATED PAPER (unstable) FORBIDDEN FORBIDDEN
NITRATES, INORGANIC, N.O.S. 51 UN1477 Il P5 A9.8
11 P5 A9.8
NITRATES, INORGANIC, AQUEOUS 51 UN3218 Il P5 A9.7
SOLUTIONS, N.O.S. 11 P5 A9.7
Nitrates of diazonium compounds FORBIDDEN FORBIDDEN
NITRATING ACID MIXTURES, SPENT 8 UN1826 Il P4 Al2.11
with not more than 50% nitric acid
NITRATING ACID MIXTURES, SPENT 8 UN1826 | 5.1 P3 Al2.11
with 50% or more nitric acid
NITRATING ACID MIXTURES with not 8 UN1796 Il P4 Al12.11
mor e than 50% nitric acid
NITRATING ACID MIXTURESwith50% | 8 UN1796 | 51 P3 Al12.11
or more nitric acid
NITRIC ACID other than red fuming, with 8 UN2031 | 51 P3 Al12.11
more than 70% nitric acid
NITRIC ACID, other than red fuming, with 8 UN2031 Il P4 Al12.11
not more than 70% nitric acid
+ NITRIC ACID, RED FUMING 8 UN2032 | 5.1,6.1 P2, 2 Al12.12
NITRIC OXIDE, COMPRESSED 2.3 UN1660 51,8 P1,1 A6.20
NITRIC OXIDE AND DINITROGEN FORBIDDEN FORBIDDEN
TETROXIDE MIXTURESor NITRIC
OXIDE AND NITROGEN DIOXIDE
MIXTURES
* NITRILES, TOXIC,N.O.S. 6.1 UN3276 | P3,5 A10.5
Il P4 A10.5
11 P5 A10.5
* NITRILES, TOXIC, FLAMMABLE, 6.1 UN3275 | 3 P3,5 A10.5
N.O.S. Il 3 P4 A10.5
* NITRILES, FLAMMABLE, TOXIC, 3 UN3273 | 6.1 P3 A7.3
N.O.S. Il 6.1 P4 A7.3
NITRITES, INORGANIC, N.O.S. 5.1 UN2627 Il P5, 33 A9.8
NITRITES, INORGANIC, AQUEOUS 51 UN3219 Il P5 A9.7
SOLUTION, N.O.S. 11 P5 A9.7
N-Nitroaniline FORBIDDEN FORBIDDEN
+ NITROANILINES (o-;m;p-;) 6.1 UN1661 1 P5 A10.6
+ NITROANISOLE 6.1 UN2730 11 P5 A10.5, A10.6
+ NITROBENZENE 6.1 UN1662 1 P5 A10.5
m-Nitrobenzene diazonium perchlorate FORBIDDEN FORBIDDEN
NITROBENZENESULPHONIC ACID 8 UN2305 1 P5 Al12.3
Nitrobenzol, see NITROBENZENE
5-NITROBENZOTRIAZOL 1.1D UNO0385 1l P4 A5.9
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@

2
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5)

(6)

U]

(8)

NITROBENZOTRIFLUORIDES

6.1

UN2306

A10.5

NITROBROMOBENZENES, LIQUID or
SOLID

6.1

UN2732

P5
P5

A10.5, A10.6

NITROCELLULOSE, dry or wetted with
less than 25% water (or alcohol), by mass

11D

UNO0340

P4

A5.9

NITROCELLULOSE MEMBRANE
FILTERS

4.1

UN3270

P5, 43, Al

A8.4

NITROCELLULOSE, PLASTICIZED
with not less than 18% plasticizing
substance, by mass

1.3C

UNO0343

P4

AS5.8

NITROCELLULOSE SOLUTION,
FLAMM ABLE with not more than 12.6%
nitrogen, by mass, and not more than 55%
nitrocellulose

UNZ2059

& &

A7.3
A7.3

NITROCEL LULOSE, unmodified or
plasticized with less than 18% plasticizing
substance, by mass

11D

UNO0341

P4

A5.9

NITROCELLULOSE, WETTED with 25%
or more alcohol, by mass

1.3C

UNO0342

P4

A5.12

NITROCELLULOSE WITH ALCOHOL
25% or more alcohol by mass, and 12.6%or
less nitrogen, by dry mass

4.1

UN2556

A8.4

NITROCELLULOSE WITH WATER
with not less than 25% water by mass

4.1

UN2555

A8.4

NITROCELLULOSE, with not more than
12.6% nitrogen, by dry mass, or
NITROCELLULOSE, MIXTURE
WITHOUT PIGMENT or
NITROCELLULOSE, MIXTURE
WITHOUT PLASTICIZER, or
NITROCELLULOSE, MIXTURE WITH
PIGMENT or NITROCELLULOSE,
MIXTURE WITH PLASTICIZER

4.1

UN2557

A8.4

3-NITRO-4-
CHLOROBENZOTRIFLUORIDE

6.1

UN2307

P5

A10.5

NITROCRESOLS

6.1

UN2446

P5

A10.6

6-Nitro-4-diazotoluene-3-sulphonic acid
(dry)

FORBIDDEN

FORBIDDEN

NITROETHANE

UN2842

P5

A7.3

Nitroethylene polymer

FORBIDDEN

FORBIDDEN

Nitroethyl nitrate

FORBIDDEN

FORBIDDEN

NITROGEN, COMPRESSED

2.2

UN1066

P5

A6.4, A6.6

NITROGEN DIOXIDE seealso
DINITROGEN TETROXIDE

FORBIDDEN

FORBIDDEN
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Nitrogen fertilizer solution; see
FERTILIZER AMMONIATING
SOLUTION, etc.
Nitrogen peroxide, see DINITROGEN
TETROXIDE, LIQUEFIED
NITROGEN, REFRIGERATED 22 UN1977 P4 A6.12
LI1QUID(cryogenic liquid)
Nitrogen tetroxide and nitric oxide mixtures,
see NITRIC OXIDE AND NITROGEN
TETROXIDE MIXTURES
Nitrogen tetroxide, see DINITROGEN
TETROXIDE, LIQUEFIED
Nitrogen trichloride FORBIDDEN FORBIDDEN
NITROGEN TRIFLUORIDE, 22 UN2451 51 P4 A6.6
COM PRESSED
Nitrogen triiodide FORBIDDEN FORBIDDEN
Nitrogen triiodide monoamine FORBIDDEN FORBIDDEN
NITROGEN TRIOXIDE FORBIDDEN FORBIDDEN
NITROGLYCERIN, MIXTURE, 3 UN3343 P5 A85
DESENSITIZED LIQUID,
FLAMMABLE, N.O.S,, with not less than
30% Nitroglycerin by mass
NITROGLYCERIN, MIXTURE, 4.1 UN3319 Il P4 A85
DESENSITIZED SOLID, FLAMMABLE,
N.O.S., with more than 2% but not more than
10% Nitroglycerin by mass
NITROGLYCERIN, DESENSITIZED 11D UNO0143 Il 6.1 P4 A5.13
with not less than 40% nonvolatile water
insoluble phlegmatizer, by mass
Nitroglycerin, liquid, not desensitized FORBIDDEN FORBIDDEN
NITROGLYCERIN, SOLUTION IN 3 UN3064 I P3, N8 A7.3
ALCOHOL, with more than 1%, but not
more than 5% nitroglycerin
NITROGLYCERIN, SOLUTION IN 11D UNO0144 Il P4 A5.13
ALCOHOL with more than 1%, but not
more than 10% nitroglycerin
NITROGLYCERIN SOLUTION IN 3 UN1204 Il P3, N34 A7.3
ALCOHOL, with not more than 1%
nitroglycerin
Nitroguanidine nitrate FORBIDDEN FORBIDDEN
NITROGUANIDINE or PICRITE, dry or 11D UN0282 I P4 A5.9
wetted with less than 20% water, by mass
NITROGUANIDINE WETTED, or 41 UN1336 | P4, 23, A8, A19, A20, A8.4
PICRITE WETTED with not less than 20% N41
water, by mass
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1-Nitrohydantoin FORBIDDEN FORBIDDEN
NITROHYDROCHLORIC ACID 8 UN1798 | P3, A3, N41 A12.3
Nitromannite (dry) FORBIDDEN FORBIDDEN
NITROMANNITE, WETTED; see
MANNITOL HEXANITRATE, WETTED
etc.
NITROMETHANE 3 UN1261 Il P5 A7.3
N-Nitro-N-methylglycolamide nitrate FORBIDDEN FORBIDDEN
2-Nitro-2-methylpropanol nitrate FORBIDDEN FORBIDDEN
Nitromuriatic acid; see
NITROHYDROCHLORIC ACID
NITRONAPHTHALENE 4.1 UN2538 11 P5, Al A8.4

+ NITROPHENOL S (o-,m-,p-,) 6.1 UN1663 1l P5 A10.6
m-Nitrophenyldinitro methane FORBIDDEN FORBIDDEN
NITROPROPANES 3 UN2608 11 P5 A7.3
P-NITROSODIMETHYLANILINE 4.2 UN1369 Il P5, A19, A20, N34 A8.4

D NITROSOGUANIDINE 11A NAQ0473 I P3, 111, 117 A5.13
NITROSTARCH, dry or wetted with less 11D UNO0146 I P4 A59
than 20% water, by mass
NITROSTARCH, WETTED with not less 41 UN1337 [ P4, 23, A8, A19, A20, A8.4
than 20% water by mass N41
Nitrosugars (dry) FORBIDDEN FORBIDDEN
NITROSYL CHLORIDE 2.3 UN1069 8 P2,3 AB6.5
NITROSYL SULPHURIC ACID 8 UN2308 I P5, A3, A6, A7, N34 A12.3
NITROTOLUENES, liquid or solid (o-,m- 6.1 UN1664 I P5 A10.5, A10.6
p-)
NITROTOLUIDINES(MONO) 6.1 UN2660 1l P5 A10.6
NITROTRIAZOLONE or NTO 11D UN0490 Il P4 A5.9
NITRO UREA 1.1D UNO0147 I P4 A5.9
Nitrous oxide and carbon dioxide mixtures
see CARBON DIOXIDE AND NITROUS;
OXIDE MIXTURES
NITROUSOXIDE 2.2 UN1070 5.1 P5 A6.4, A6.5
NITROUS OXIDE, REFRIGERATED 22 UN2201 51 P4 AB6.5
LIQUID
NITROXYLENES (o-,m,p-) 6.1 UN1665 Il P5 Al10.5
NONANES 3 UN1920 11 P5 A7.3

Nonflammable gas, n.o.s.; see
COMPRESSED or LIQUEFIED GASES,
etc.

Nonliquefied gases; see COM PRESSED
GASES, etc
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Nonliquefied hydrocarbon gas; see
HYDROCARBON GASES
COMPRESSED, N.O.S.
NONYLTRICHLOROSILANE 8 UN1799 Il P4, A7, N34 A12.3
OCTADECYLTRICHLOROSILANE 8 UN1800 Il P4, A7, N34 A12.3
OCTADIENE 3 UN2309 Il P5 A7.3
1,7-Octadiene-3,5-diyne-1,8-dimethoxy-9- FORBIDDEN FORBIDDEN
octadecynoic acid
OCTAFLUOROBUT-2-ENE or 22 UN2422 P5 AB.5
REFRIGERANT GASR1316
OCTAFLUOROCYCLOBUTANE or 22 UN1976 P5 AB.5
REFRIGERANT GASRC1318
OCTAFLUOROPROPANE or 22 UN2424 P5 AB.5
REFRIGERANT GASR218
OCTANES 3 UN1262 Il P5 A7.3
OCTOGEN; see
CYLCOTETRAMETHYLENE
TETRANITRAMINE, etc
OCTOLITE or OCTOL dry or wetted with | 1.1D UN0266 I P4 A5.9
less than 15% water by mass
OCTONAL 1.1D UNO0496 Il P4 A5.10
OCTYL ALDEHYDES 3 UN1191 11 P5 A7.3
+ TERT-OCTYL MERCAPTAN 6.1 UN3023 I 3 P2, 2 Al10.7
OCTYLTRICHLOROSILANE 8 UN1801 I P4, A7, N34 Al12.3
OIL GAS, COMPRESSED 2.3 UN1071 21 P2, 6 AB.5
Oleum; see SULPHURIC ACID, FUMING
ORGANIC PEROXIDE TYPE A, FORBIDDEN FORBIDDEN
LIQUID or SOLID
* ORGANIC PEROXIDE TYPE B, 52 UN3101 I EXPLOSIVE P3, 53 TABLE A9.25
LIQUID
* ORGANIC PEROXIDE TYPE B, 52 UN3111 Il EXPLOSIVE P3, 53 TABLE A9.25
LIQUID, TEMPERATURE
CONTROLLED
* ORGANIC PEROXIDE TYPE B, SOLID 52 UN3102 Il EXPLOSIVE P3, 53 SEE BELOW BY TECHNICAL

NAME

tert-Butyl Monoperoxymaneate TABLE A9.35
3-Choloroperoxybenzoic Acid TABLE A9.3.1
Dibenzoyl Peroxide > 52 < 100 TABLE A9.3.2
Dibenzoyl Peroxide > 78, < 94 TABLE A9.3.6
Di-4-Chlorobenzoyl Peroxide TABLE A9.35
Di-2,4-Dichlorobenzoyl Peroxide TABLE A9.35
2,2-Dihydroper oxypropane TABLE A9.3.5
2,5-Dimethyl -2,5-di-(Benzoyl-Peroxy) TABLE A9.3.5

Hexane
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Di-(2 Phenoxyethyl) Peroxydicarbonate TABLE A9.35
Disuccinic Acid Peroxide TABLE A9.34
3,3,6,6,9,9,-Hexamethyl-1,2,4,5-Tetraoxa- TABLE A9.34
cylcononane

* ORGANIC PEROXIDE TYPEB, SOLID, | 5.2 UN3112 I EXPLOSIVE P3, 53 SEE BELOW BY TECHNICAL
TEMPERATURE CONTROLLED NAME
Acetyl Cylcohexanesulphonyl Peroxide TABLE A9.34
Dibenzyl Peroxydicarbonate TABLE A9.3.5
Dicyclohexyl Peroxydicarbonate TABLE A9.3.5
Diisopropyl Peroxydicarbonate TABLE A9.3.2
Di-(2-Methylbenzoyl) Peroxide TABLE A9.35

* ORGANIC PEROXIDE TYPEC, 52 UN3103 Il P5 SEE BELOW BY TECHNICAL
LIQUID NAME
n-Butyl-4,4-di-(Tertcutyl peroxy)-Valerate TABLE A9.2.5
tert-Butyl Hydroperoxide TABLE A9.2.5
tert-Butyl Hydroperoxide and di-tert-Butyl TABLE A9.2.5
Peroxide
tert-Butyl Monoperoxymaneate TABLE A9.2.6
tert-Butyl Peroxyacetate TABLE A9.2.6
tert-Butyl Peroxybenzoate TABLE A9.2.5
tert-Butyl peroxy |sopropyl Carbonate TABLE A9.2.5
2,2-Di-(tert-Butyl peroxy) Butane TABLE A9.2.6
1,1-Di-(tert-Butyl peroxy) Cyclohexane TABLE A9.2.5
2,5-Dimethyl-2,5-Di-(tert-Butyl- TABLE A9.25
Peroxy)Hexane -3
Ethyl-3,3-Di-(tert-Butyl per oxy)-Butyrate TABLE A9.2.5
Organic Peroxide, Liguid, Sample TABLE A9.2.2

* ORGANIC PEROXIDE TYPEC, 52 UN3113 Il P3 SEE BELOW BY TECHNICAL
LIQUID, TEMPERATURE NAME
CONTROLLED
tert-Amyl Peroxypivalate TABLE A9.2.5
tert-Butyl Peroxydiethylacetate TABLE A9.2.5
tert-Butyl Peroxy-2-Ethylhexanoate TABLE A9.2.6
tert-Butyl Peroxypivalate TABLE A9.2.5
Di-sec-Butyl-Peroxydicarbonate TABLE A9.2.4
Di-(2-Ethylhexyl) Peroxydicarbonate TABLE A9.2.5
Di-n-Propyl Peroxydicarbonate TABLE A9.2.4
Organic Peroxide, Liquid Temperature TABLE A9.2.2
Controlled

* ORGANIC PEROXIDE TYPE C, SOLID 52 UN3104 Il P5 SEE BELOW BY TECH-

NICAL NAME

Cyclohexanone Peroxide(s) TABLE A9.3.6
Dibenzoyl Peroxide TABLE A9.3.6
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2,5-Dimethyl-2-5-di-(Benzoyl Peroxy) TABLE A9.3.5
Hexane
2,5-Dimethyl-2,5-Dihydroper oxyhexane TABLE A9.3.6
Organic Peroxide, Solid, Sample TABLE A9.3.2
* ORGANIC PEROXIDE TYPE C, SOLID, | 5.2 UN3114 Il P3 SEE BELOW BY TECH-
TEMPERATURE CONTROLLED NICAL NAME
Di-(4-tert-Butylcyclohexyl) TABLE A9.3.6
Per oxydicarbonate
Dicyclohexyl Peroxydicarbonate TABLE A9.3.3
Dideconoyl Peroxide TABLE A9.3.6
Di-n-Octanoyl Peroxide TABLE A9.35
Organic Peroxide, Solid, Temperature TABLE A9.3.2
Controlled
* ORGANIC PEROXIDE TYPE D, 52 UN3105 Il P5 TABLE A9.2.7

LIQUID

Acetyl acetone peroxide

Acetyl benzoyl peroxide

tert-Amyl peroxybenzoate

tert-Butyl cumyl peroxide

tert-Butyl hydroperoxide

tert-Butyl peroxybenzoate

tert-Butyl peroxycrotonate

tert-Butyl peroxydiethylacetate and tert-Butyl
eroxybenzoate

tert-Buyl peroxy-3,5,5-trimethylhexanoate

Cyclohexanone per oxide(s)

1,1 Di-(tert-butyl peroxy) cyclohexane

Di-(tert-butylperoxy) phthalate

2,2-Di-(tert-butyl per oxy)-propane

2,5-Dimethyl-2,5-di-(tert-butyl-
peroxy)hexane

2,5-Dimethyl-2,5-di-(3,5,5-
trimethylhexanoyl per oxy)

hexane

Ethyl-3,3-di-(tert-amyl peroxy)-butryrate

Ethyl-3,3-di-(tert-butyl per oxy)-butyrate

3,3,6,6,9,9-Hexamethyl-1,2,4,5-
tetraoxacyclononane

p-Menthyl hydroperoxide

Methyl ethyl ketone peroxide(s)

Methyl isobutyl ketone peroxide(s)

Peroxyacetic acid, type D, stablized

1,1,3,3-Tertamethylbutyl hydroperoxide
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ORGANIC PEROXIDE TYPE D,
LIQUID, TEMPERATURE
CONTROLLED

52

UN3115

P3

TABLE A9.2.7

Acetyl cyclohexanesulphonyl peroxide

tert-Amyl peroxy-2-ethylhexanoate

tert-Amyl peroxyneodecanoate

tert-Butyl peroxy-2-ethylhexanoate and 2,2-
Di-(tert-butylper oxy)butane

tert-Butyl peroxyisobutyrate

tert-Butyl peroxyneodecanoate

tert-Butyl peroxypivalate

Cumyl peroxyneodecanoate

Cumyl peroxypivalate

Diacetone alcohol peroxides

Diacetyl peroxide

Di-n-butyl-peroxydicarbonate

Di-sec-butyl peroxydicarbonate

Di-(2-ethylhexyl) peroxydicarbonate

Diethyl peroxydicarbonate

Diisobutyryl peroxide

Diisopropyl peroxydicarbonate

Diisotridecyl peroxydicarbonate

2,5-Dimethyl-2,5-di-(2-
ethylhexanoyl per oxy)hexane

Di-(3,5,5-trimethylhexanoyl) peroxide

Methyl cyclohexanone peroxide(s)

1,1,3,3-Tetramethylbutyl per oxy-2-
ethylhexanoate

2,4,4-Trimethyl pentyl-2-peroxy
phenoxyacetate

ORGANIC PEROXIDE TYPE D, SOLID

52

UN3106

TABLE A9.3.7

Acetyl acetone peroxide, as a paste

n-Butyl-4-4-di-(tertbutyl-peroxy)-valerate

tert-Butyl peroxybenzoate

tert-Butyl-peroxy-2-ethylhexanoate and 2,2-
Di-(tert-butylper oxy)butane

3-tert-Butyl per oxy-3-phenylphthalide

tert-Butyl peroxy stearylcarbonate

3-Chloroperoxybenzoic acid

Cyclohexanone peroxide(s) as a paste

Dibenzoyl peroxide

Dibenzoyl peroxide, as a paste

1,1-Di-(tert-butyl peroxy) cyclohexane
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2,2-Di(1,4-tert-
butyl per oxycyclohexyl)propane

Di-(2-tert -butylper oxyisopropyl)-benzene(s)

Di-(tert-butylperoxy) phthalate, as a paste

2,2-Di-(tert-butyl per oxy)propane

1,1-Di-(tert-butyl peroxy)-3,3,5-trimethyl
cyclohexane

Di-4-chlorobenzoyl peroxide, as a paste

Di-2,4-dichlorobenzoyl proxide, as a paste
with silicon oil

Di-(1-hydroxycyclohexyl) peroxide

Dilauroyl peroxide

2,5-Dimethyl-2,5-di-(tert-butyl-
peroxy)hexyne-3

2,5-Dimethyl-2,5-di-(tert-butyl-peroxy)
hexane

Di-(2 phenoxyethyl) peroxydicarbonate

Distearyl peroxydicarbonate

Ethyl-3,3-di-(tert-butyl per oxy)-butyrate

3,3,6,6,9,9-Hexamethyl-1,2,4,5-
tetraoxacyclononae

Tetrahydronaphthyl hydroperoxide

ORGANIC PEROXIDE TYPE D, SOLID,
TEMPERATURE CONTROLLED

52

UN3116

TABLE A9.3.7

Dicetyl peroxydicarbonate

Dimyristyl peroxydicarbonate

Di-n-nonanoyl peroxide

Diperoxy azelaic acid

Diperoxy dodecane diacid

Disuccinic acid peroxide

Di-(3,5,5-trimethyl-1,2-dioxo-lanyl-3)

peroxide, as a paste

ORGANIC PEROXIDE TYPEE,
LIQUID

52

UN3107

TABLE A9.2.8

tert-Amyl hydroperoxide

Di-tert-amyl peroxide

Di-tert-butyl peroxide

1,1-Di-(tert-butyl per oxy)cyclohexane

Di-(tert-butylper oxy)phthalate

1,1-Di-(tert-butyl peroxy)-3,3,5-trimethyl
cyclohexane

Methyl ethyl ketone peroxide(s)

Peroxyacetic acid, type E, stabilized
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ORGANIC PEROXIDE TYPEE,
LIQUID, TEMPERATURE
CONTROLLED

52

UN3117

P3

SEE BELOW BY TECH-
NICAL NAME

tert-Butyl peroxy-2-ethylhexanonate

TABLE A9.2.8

Di-n-butyl peroxydicarbonate

TABLE A9.2.8

Di-(2-ethylhexyl) peroxydicarbonate as a
stable dispersion in water

TABLE A9.2.8

Di-(2-Ethylhexyl) Peroxydicarbonate as a
stable dipersion in water (frozen)

TABLE A9.3.8

Dipropionyl peroxide

TABLE A9.2.8

ORGANIC PEROXIDE TYPEE, SOLID

52

UN3108

TABLE A9.3.8

tert-Butyl monoper oxymaleate, as a paste

Dibenzoyl peroxide, as a paste

ORGANIC PEROXIDE TYPEE, SOLID,
TEMPERATURE CONTROLLED

52

UN3118

TABLE A9.3.8

ORGANIC PEROXIDE TYPEF, LIQUID

52

UN3109

TABLE A9.2.8

tert-Butylhydroperoxide

Cumyl hydroperoxide

Dilauroyl peroxide, as a stable dispersion in
water

1sopropylcumyl hydroperoxide

p-Menthyl hydroperoxide

Peroxyacetic acid, Type F, stablized

Pinanyl hydroperoxide

ORGANIC PEROXIDE TYPEF, LIQUID
TEMPERATURE CONTROLLED

52

UN3119

TABLE A9.2.8

Di-(4-tert-butylcyclohexyl)
peroxydicarbonate, as a stable dispersion in
water

Dicetyl peroxydicarbonate, as a stable
dispersion in water

Dimyristyl peroxydicarbonate, as a stable
dispersion in water

ORGANIC PEROXIDE TYPE F, SOLID
Dicumyl peroxide

52

UN3110

TABLE A9.3.8

ORGANIC PEROXIDE TYPE F, SOLID,
TEMPERATURE CONTROLLED

52

UN3120

TABLE A9.3.8

ORGANIC PIGMENTS, SELF-
HEATING

4.2

UN3313

F3 3 &

A8.4
A8.4

ORGANIC PHOSPHATE, ORGANIC
PHOSPHATE COMPOUND or
ORGANIC PHOSPHORUS
COMPOUND; MIXED WITH
COMPRESSED GAS

FORBIDDEN

FORBIDDEN
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ORGANOARSENIC COMPOUND, 6.1 UN3280 | P5,5 A10.6
N.O.S. Il P5 A10.6
1l P5 A10.6
ORGANOCHLORINE PESTICIDES 3 UN2762 | 6.1 P3 A7.3
LIQUID, FLAMMABLE, TOXIC, I 6.1 P4 A7.3
flashpoint less than 23 degrees C
ORGANOCHLORINE PESTICIDES, 6.1 UN2995 | 3 P3 A105
LIQUID, TOXIC, FLAMMABLE, I 3 P4 Al10.5
flashpoint not less than 23 degrees C 11 P5 A10.5
ORGANOCHLORINE PESTICIDES, 6.1 UN2996 | P3 A105
LIQUID, TOXIC Il P4 Al10.5
1l P5 Al10.5
ORGANOCHLORINE PESTICIDES, 6.1 UN2761 | P5 A10.6
SOLID, TOXIC I P5 A10.6
1l P5 A10.6
* ORGANOMETALLIC COMPOUNDS, 4.3 UN3207 | 3 P3 A8.3
WATER- REACTIVE, FLAMMABLE, I 3 P4 A8.3
N.O.S. 11 3 P5 A8.3
* ORGANOMETALLIC COMPOUND 4.3 UN3207 | 3 P3 A83
DISPERSION, WATER-REACTIVE, I 3 P4 A8.3
FLAMMABLE, N.O.S. 11 3 P5 A8.3
* ORGANOMETALLIC COMPOUND 4.3 UN3207 | 3 P3 A83
SOLUTION, WATER-REACTIVE, I 3 P4 A8.3
FLAMMABLE, N.O.S. 11 3 P5 A8.3
* ORGANOMETALLIC COMPOUND, 6.1 UN3282 | P5 A10.6
TOXIC,N.O.S. I P5 A10.6
1l P5 A10.6
ORGANOPHOSPHORUSCOMPOUND, | 6.1 UN3279 | 3 P3,5 A105
TOXIC, FLAMMABLE, n.os. Il 3 P4 Al10.5
ORGANOPHOSPHORUSCOMPOUND, | 6.1 UN3278 | P3,5 A10.5
TOXIC,N.O.S. Il P4 Al10.5
1l P5 Al10.5
ORGANOPHOSPHOROUS 3 UN2784 | 6.1 P3 A7.3
PESTICIDES, LIQUID, FLAMMABLE, Il 6.1 P4 A7.3
TOXIC, flashpoint less than 23 degrees C
ORGANOPHOSPHORUSPESTICIDES, 6.1 UN3017 | 3 P3, N76 Al10.5
LIQUID, TOXIC, FLAMMABLE, Il 3 P4, N76 Al10.5
flashpoint not less than 23 degrees C 11 3 P5, N76 A10.5
ORGANOPHOSPHORUSPESTICIDES, 6.1 UN3018 | P3, N76 A105
LIQUID, TOXIC Il P4, N76 Al10.5
1l P5, N76 Al10.5
ORGANOPHOSPHORUSPESTICIDES, 6.1 UN2783 | P5, N77 A10.6
SOLID, TOXIC Il P5, N77 A10.6
1l P5, N77 A10.6
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ORGANOTIN COMPOUNDS, LIQUID, 6.1 UN2788 | P3, A3, N33, N34 Al10.5
N.O.S. P4, A3, N33, N34
I P5 Al10.5
1l Al10.5
ORGANOTIN COMPOUNDS, SOLID, 6.1 UN3146 | P5, A5 A10.6
N.O.S. Il P5 A10.6
1l P5 A10.6
ORGANOTIN PESTICIDES, LIQUID, 3 UN2787 | 6.1 P3 A7.3
FLAMMABLE, TOXIC, flashpoint less I 6.1 P4 A7.3
than 23 degrees C
ORGANOTIN PESTICIDES, LIQUID, 6.1 UN3019 | 3 P3 A10.5
TOXIC, FLAMMABLE, flashpoint more I 3 P4 Al10.5
than 23 degrees C 1l 3 P5 Al10.5
ORGANOTIN PESTICIDES, LIQUID, 6.1 UN3020 | P3 A10.5
TOXIC Il P4 Al10.5
1l P5 Al10.5
ORGANOTIN PESTICIDES, SOLID, 6.1 UN2786 | P5 A10.6
TOXIC Il P5 A10.6
1l P5 A10.6
OSMIUM TETROXIDE 6.1 UN2471 | P5, A8, N33, N34 A10.6
Other Regulated Substances, aromatic
extracts or aromatic flavorings not falling
under the definitions of classes 1-8; see
AVIATION REGULATED LIQUID or
SOLID
* OXIDIZING LIQUID, CORROSIVE, 51 UN3098 | 8 P3 A9.7
N.O.S. I 8 P4 A9.7
1l 8 P5 A9.7
* OXIDIZING LIQUID,N.O.S. 51 UN3139 | P3, A2 A9.7
I P4, A2 A9.7
1l P5, A2 A9.7
* OXIDIZING LIQUID, TOXIC,N.O.S. 51 UN3099 | 6.1 P3 A9.7
I 6.1 P4 A9.7
1l 6.1 P5 A9.7
OXIDIZING SOLID, CORROSIVE, 51 UN3085 | 8 P5 A9.8
N.O.S. Il 8 P5 A9.8
1l 8 P5 A9.8
* OXIDIZING SOLID, FLAMMABLE, 51 UN3137 | 4.1 P4 A9.10
N.O.S.
* OXIDIZING SOLID,N.O.S. 51 UN1479 | P5 A9.8
I P5 A9.8
1l P5 A9.8
* OXIDIZING SOLID, SELF-HEATING, 51 UN3100 Il 4.2 P4 A9.10

N.O.S.
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* OXIDIZING SOLID, TOXIC,N.O.S. 51 UN3087 | 6.1 P5 A9.8
I 6.1 P5 A9.8
1l 6.1 P5 A9.8
* OXIDIZING SOLID, WATER- 51 UN3121 4.3 P4 A9.10
REACTIVE, N.O.S.
OXYGEN, COMPRESSED 2.2 UN1072 5.1 P5 A6.4, A6.6
OXYGEN DIFLUORIDE. 2.3 UN2190 51,8 P11 A6.5
COMPRESSED
OXYGEN GENERATORS, CHEMICAL 51 UN3356 1 P4, 60 A9.10
OXYGEN, REFRIGERATED 2.2 UN1073 51 P4 A6.12
LIQUID(cryogenic liquid)
PAINT (including paint, lacquer, enamel, 3 UN1263 | P3 A7.3
stain, shellac solutions, varnish, polish, Il P5 A7.3
liquid filler, and liquid lacquer base) or 11 P5 A7.3
PAINT RELATED MATERIAL (including
paint thinning or reducing compounds)
PAINT or PAINT RELATED 8 UN3066 I P5 Al2.3
MATERIAL 11 P5, N71 Al12.3
PAPER, UNSATURATED OIL 4.2 UN1379 11 P5 A8.4
TREATED incompletely dried (including
carbon paper)
PARAFORMALDEHYDE 4.1 UN2213 11 P5, Al A8.4
PARALDEHYDE 3 UN1264 11 P5 A7.3
D PARATHION 6.1 NA2783 | P3 Al10.5
Il P4 Al10.5
D PARATHION AND COMPRESSED GAS | 2.3 NA1967 P2,3 A6.19
MIXTURE
PCB, see POLYCHLORINATED
BIPHENYLS
+ PENTABORANE FORBIDDEN FORBIDDEN
PENTACHLOROETHANE 6.1 UN1669 I P5 A105
PENTACHLOROPHENOL 6.1 UN3155 1 P5 A10.6
Pentaerythrite Tetranitrate (dry) FORBIDDEN FORBIDDEN
PENTAERYTHRITE TETRANITRATE, | 11D UNO0150 Il P4 A5.9
WETTED or PENTAERYTHRITOL
TETRANITRATE, WETTED or PETN,
WETTED with not less than 25% water by
mass, or PENTAERYTHRITE
TETRANITRATE or
PENTAERYTHRITOL
TETRANITRATE or PETN;
DESENSITIZED with not less than 15%
phlegmatizer by mass
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PENTAERYTHRITE TETRANITRATE 11D UNO0411 Il P4 A59
or PENTAERYTHRITOL
TETRANITRATE or PETN, with not less
than 7% wax by mass
PENTAERYTHRITE TETRANITRATE 4.1 UN3344 I P4 A85
MIXTURE, DESENSITIZED SOLID,
N.O.S.with more than 10% but not more than
20% PETN by mass
PENTAERYTHRITOL
TETRANITRATE; see
PENTAERYTHRITE TETRANITRATE,
etc.
PENTAFLUOROETHANE or 22 UN3220 P5 A6.4, A6.5
REFRIGERANT GASR125
PENTAMETHYLHEPTANE 3 UN2286 11 P5 A7.3
PENTAN-2,4-DIONE 3 UN2310 11 6.1 P5 A7.3
PENTANES 3 UN1265 | P3 A7.3

Il P5 A7.3
Pentanitroaniline (dry) FORBIDDEN FORBIDDEN
1-PENTENE (N-AMYLENE) 3 UN1108 | P3 A7.3
1-PENTOL 8 UN2705 Il P5 A12.3
PENTANOLS 3 UN1105 Il P5 A7.3

1l P5 A7.3
PENTOLITE, dry or wetted with less than 11D UNO0151 I P4 A5.9
15% water by mass
PERCHLORATES, INORGANIC,N.O.S. | 51 UN1481 Il P5 A9.8

1l P5 A9.8
PERCHLORATES, INORGANIC, 51 UN3211 I P5 A9.7
AQUEOUS SOLUTIONS, N.O.S.
Perchloric Acid, with more than 72% acid by FORBIDDEN FORBIDDEN
mass
PERCHLORIC ACID more than 50% but 51 UN1873 | 8 P3, A2, A3, N41 A9.7
not more than 72% acid, by mass
PERCHLORIC ACID not more than 50% 8 UN1802 I 51 P4, N41 Al12.3
acid by mass
Perchloroethylene; see
TETRACHLOROETHYLENE
PERCHLOROMETHYL MERCAPTAN 6.1 UN1670 | P2, 2, A3, A7, N34 Al10.7
PERCHLORYL FLUORIDE 2.3 UN3083 5.1 P2, 2 A6.6
Percussion Caps; see PRIMERS, CAP
TYPE
PERFLUORO (ETHYL VINYL ETHER) | 2.1 UN3154 P4 A6.4, A6.5, A6.6
PERFLUORO (METHYL VINYL 21 UN3153 P4 A6.4, A6.5, A6.6

ETHER)
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Perfluoro-2-butene; see
OCTAFLUOROBUT-2-ENE
PERFUMERY PRODUCT Swith 3 UN1266 I P5 A7.3
flammabl e solvents 11 P5 A7.3
PERMANGANATES, INORGANIC, 51 UN1482 I P5, A30 A9.8
N.O.S. 1l P5, A30 A9.8
PERMANGANATES, INORGANIC 51 UN3214 I P5 A9.7
AQUEOUS SOLUTIONS, N.O.S.
PEROXIDES, INORGANIC,N.O.S. 51 UN1483 I P5, A7, A20, N34 A9.8
P5, A7, A20, N34
1l A9.8
Peroxyacetic acid, more than 43% and with FORBIDDEN FORBIDDEN
more than 6% hydrogen peroxide
PERSULFATES, INORGANIC, N.O.S. 5.1 UN3215 11 P5 A9.8
PERSULFATES, INORGANIC, 51 UN3216 11 P5 A9.7
AQUEOUS SOLUTIONS, N.O.S.
* PESTICIDES, LIQUID, FLAMMABLE, 3 UN3021 | 6.1 P3 A7.3
TOXIC, flashpoint less than 23 degrees C 1 6.1 P4 A7.3
* PESTICIDES, LIQUID, TOXIC, 6.1 UN2903 | 3 P3 A10.5
FLAMMABLE, N.O.S. flashpoint not less I 3 P4 A10.5
than 23 degrees C 1l 3 P5 Al10.5
* PESTICIDES, LIQUID, TOXIC, N.O.S. 6.1 UN2902 | P3 A10.5
I P4 Al10.5
1l P5 Al10.5
* PESTICIDES, SOLID, TOXIC,N.O.S. 6.1 UN2588 | P5 A10.6
I P5 A10.6
1l P5 A10.6
PETN; see PENTAERYTHRITE
TETRANITRATE
PETN/TNT; see PENTOLITE, etc
PETROL ; see GASOLINE
PETROLEUM CRUDE OIL 3 UN1267 | P3 A7.3
I P5 A7.3
1l P5 A7.3
PETROLEUM DISTILLATES, N.O.S. or 3 UN1268 [ P3 A7.3
PETROLEUM PRODUCTS, N.O.S. I P5 A7.3
1l P5 A7.3
PETROLEUM GASES, LIQUEFIED or 21 UN1075 P4 A6.4, A6.5
LIQUEFIED PETROLEUM GAS
D PETROLEUM OIL 3 NA1270 | P3 A7.3
I P5 A7.3
1l P5 A7.3
PHENACYL BROMIDE 6.1 UN2645 I P5 A10.6
+ PHENETIDINES 6.1 UN2311 11 P5 A10.5
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PHENOLATES, liquid 8 UN2904 1l
PHENOL, MOLTEN FORBIDDEN FORBIDDEN
+ PHENOL, SOLID 6.1 UN1671 I P5, N78 A10.6
PHENOL SOLUTIONS 6.1 UN2821 I P5 A105
1l P5 Al10.5
PHENOL SULFONIC ACID, LIQUID 8 UN1803 Il P5, N41 A12.3
* PHENOXY PESTICIDES, LIQUID, 3 UN2766 | 6.1 P3 A7.3
FLAMMABLE, TOXIC, flashpoint less I 6.1 P4 A7.3
than 23 degrees C
* PHENOXY PESTICIDES, LIQUID, 6.1 UN2999 | 3 P3 Al10.5
TOXIC, FLAMMABLE, flashpoint not less I 3 P4 Al10.5
than 23 degrees C 1l 3 P5 Al10.5
* PHENOXY PESTICIDES, LIQUID, 6.1 UN3000 | P3 Al10.5
TOXIC I P4 Al10.5
1l P5 Al10.5
* PHENOXY PESTICIDES, SOLID, 6.1 UN2765 | P5 A10.6
TOXIC I P5 A10.6
1l P5 A10.6
PHENOXYACETIC ACID DERIVATIVE | 3 UN3346 | 6.1 P3 A7.3
PESTICIDE, LIQUID, FLAMMABLE, Il 6.1 P4 A7.3
TOXIC (flashpoint less than
23 degrees C)
PHENOXYACETIC ACID DERIVATIVE | 6.1 UN3348 | P3 A105
PESTICIDE, LIQUID, TOXIC Il P4 Al10.5
1l P5 Al10.5
PHENOXYACETIC ACID DERIVATIVE | 6.1 UN3347 | 3 P3 A105
PESTICIDE, LIQUID, FLAMMABLE, Il 3 P4 Al10.5
TOXIC (flashpoint not less than 23 degrees 11 3 P5 A10.5
0
PHENOXYACETIC ACID DERIVATIVE | 6.1 UN3345 | P5 A10.6
PESTICIDE, SOLID, TOXIC I P5 A10.6
PHENYLACETONITRILE, LIQUID 6.1 UN2470 11 P5 A105
PHENYLACETYL CHLORIDE 8 UN2577 I P5 Al12.3
PHENYLCARBYLAMINE CHLORIDE 6.1 UN1672 | P2, 2 Al10.7
PHENYL CHLOROFORMATE 6.1 UN2746 I 8 P4 Al10.5
m-Phenylene diaminediperchlorate (dry) FORBIDDEN FORBIDDEN
+ PHENYLENEDIAMINES (o-,m-,p-) 6.1 UN1673 1l P5 A10.6
PHENYLHYDRAZINE 6.1 UN2572 Il P5 A10.5
PHENYL ISOCYANATE 6.1 UN2487 1 3 P2, 2, N33, N34 A10.7
PHENYL MERCAPTAN 6.1 UN2337 | 3 P2, 2 A10.7
PHENYLMERCURIC ACETATE 6.1 UN1674 I P5 A10.6
PHENYLMERCURIC COMPOUNDS, 6.1 UN2026 | P5 A10.6
N.O.S. Il P5 A10.6
1l P5 A10.6
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PHENYLMERCURIC HYDROXIDE 6.1 UN1894 1 P5 A10.6
PHENYLMERCURIC NITRATE 6.1 UN1895 1 P5 A10.6
PHENYL PHOSPHORUSDICHLORIDE | 8 UN2798 I P4 A12.3
PHENYL PHOSPHOROUS 8 UN2799 Il P4 A12.3
THIODICHLORIDE
PHENYLTRICHLOROSILANE 8 UN1804 Il P4, A7, N34 A12.3

* PHENYL UREA PESTICIDES, LIQUID, 3 UN2768 | 6.1 P3 A7.3
FLAMMABLE, TOXIC flashpoint less I 6.1 P4 A7.3
than 23 degreesC

* PHENYL UREA PESTICIDES, LIQUID, 6.1 UN3001 | 3 P3 Al10.5
TOXIC, FLAMMABLE flash point more I 3 P4 Al10.5
than 23 degrees C 1l 3 P5 Al10.5
PHENYL UREA PESTICIDES, LIQUID, 6.1 UN3002 | P3 Al10.5
TOXIC Il P4 Al10.5

1l P5 Al10.5

* PHENYL UREA PESTICIDES, SOLID, 6.1 UN2767 | P5 A10.6

TOXIC I P5 A10.6
1l P5 A10.6

PHOSGENE 2.3 UN1076 8 PL1 A6.16
9-PHOSPHABICYCLONONANES or 42 UN2940 I P5, A19 A8.4
CYCLOOCTADIENE PHOSPHINES
PHOSPHINE 2.3 UN2199 21 PL1 A6.16
Phosphoric acid triethyleneimine; see TRIS-
(1-AZIRIDIYL)
PHOSPHINE OXIDE, SOLUTION
Phosphoric Anhydride; see PHOSPHORUS
PENTOXIDE
PHOSPHORIC ACID 8 UN1805 11 P5, A7, N34 A12.3
PHOSPHOROUSACID 8 UN2834 11 P5 Al2.4
PHOSPHORUS, AMORPHOUS 4.1 UN1338 11 P5, A1, A19 A8.4
PHOSPHORUSHEPTASULPHIDE, free | 4.1 UN1339 I P5, A20, N34 A8.4
from yellow or white phosphorus
PHOSPHORUS OXYBROMIDE 8 UN1939 I P5, N41, N43 Al2.4
PHOSPHORUS OXYBROMIDE, FORBIDDEN FORBIDDEN
MOLTEN

+ PHOSPHORUS OXYCHLORIDE 8 UN1810 I 6.1 P2,2, A7, N34 Al12.12
PHOSPHORUSPENTABROMIDE 8 UN2691 I P4, A7, N34 Al12.3
PHOSPHORUSPENTACHL ORIDE 8 UN1806 I P4, A7, N34 Al12.3
PHOSPHORUSPENTAFL UORIDE, 2.3 UN2198 8 P1,2 A6.5, A6.6
COM PRESSED
PHOSPHORUS PENTASULPHIDE, free 43 UN1340 I 41 P5, A20 A8.4
from yellow or white phosphorus
PHOSPHORUS PENTOXIDE 8 UN1807 I P4, A7, N34 Al2.4
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@

@
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4

5)

(6)

@)

8

PHOSPHORUS SESQUI SULPHIDE, free
from yellow or white phosphorus

4.1

UN1341

P5, A20, N34

A8.4

PHOSPHORUSTRIBROMIDE

8

UN1808

P4, A3, A6, A7, N34,
N43

Al12.3

PHOSPHORUSTRICHLORIDE

6.1

UN1809

P2,2,N34

Al12.12

PHOSPHORUSTRIOXIDE

8

UN2578

P5

Al2.4

PHOSPHORUSTRISULPHIDE, freefrom
yellow or white phosphorus

4.1

UN1343

P5, A20, N34

A8.4

PHOSPHORUSWHITE, MOLTEN

FORBIDDEN

FORBIDDEN

Phosphorus (white or red) and a chlorate,
mixtures of

FORBIDDEN

FORBIDDEN

PHOSPHORUS, WHITE DRY or
PHOSPHORUS, WHITE, UNDER
WATER OR PHOSPHORUSWHITE IN
SOLUTION or PHOROSPHORUS
YELLOW DRY or PHOROSPHORUS
UNDER WATER or PHOROSPHORUS
IN SOLUTION

4.2

UN1381

6.1

P3, N34

A8.17

Phosphoryl Chloride; see PHOSPHORUS
OXYCHLORIDE

PHTHALIC ANHYDRIDE with more than
.05% maleic anhydride

UN2214

Al2.4

PICOLINES

UN2313

A7.3

Picramide see TRINITROANILINE

Picric Acid; see TRINITROPHENOL, etc

PICRIC ACID, WET, with not lessthan
10% water

4.1

NA1344

P3, A19, A20, N41

A8.4

Picrite;see NITROGUANIDINE, etc

Picryk Chloride; see
TRINITROCHLOROBENZENE

ALPHA-PINENE

UN2368

A7.3

PINE OIL

UN1272

A7.3

PIPERAZINE

UN2579

Al2.4

PIPERIDINE

w|oo(w|w

UN2401

R(&|R|&R

A7.3

Pivaloyl Chloride; see
TRIMETHYLACETYL CHLORIDE

PLASTIC MOULDING COMPOUND in
dough, sheet, or extruded rope form evolving
flammabl e vapor

UN3314

&

A13.16

PLASTICS, NITROCELLULOSE
BASED, SELF- HEATING, N.O.S.

4.2

UNZ2006

A8.4

Plastic solvent, n.o.s.; sse FLAMMABLE
LIQUIDS, N.O.S.
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Poisonous gases, n.o.s.; see COM PRESSED
or LIQUEFIED GASES, FLAMMABLE
or TOXIC,N.O.S.
POLYALKYLAMINES, see AMINES, ect
POLYCHLORINATED BIPHENYLS, 9 UN2315 Il P5,9 A133
LIQUID
POLYCHLORINATED BIPHENYLS, 9 UN2315 Il P5,9 A133
SOLID
POLYESTER RESINKIT 3 UN3269 Il P5 A7.7
POLYHALOGENATED BIPHENYLS, 9 UN3151 Il P5 A133
LIQUID or POLYHALOGENATED
TERPHENYLS, LIQUID
POLYHALOGENATED BIPHENYLS, 9 UN3152 Il P5 A133
SOLID, or POLYHALOGENATED
TERPHENYLS, SOLIDS
POLYMERIC BEADS, EXPANDABLE, 9 UN2211 11 P5 A13.16
evolving flammable vapor
POTASSIUM 4.3 UN2257 | P3, A19, A20, N6, N34 | A84
POTASSIUM ARSENATE 6.1 UN1677 I P5 A10.6
POTASSIUM ARSENITE 6.1 UN1678 Il P5 A10.6
Potassium bisulfite solution, see
BISULFITES, INORGANIC, AQUEOUS
SOLUTIONS, N.O.S.
POTASSIUM BOROHYDRIDE 4.3 UN1870 | P3, A19, N40 A84
POTASSIUM BROMATE 5.1 UN1484 Il P5 A9.8
Potassium Carbonyl FORBIDDEN FORBIDDEN
POTASSIUM CHLORATE 5.1 UN1485 I P5, A9, N34 A9.8
POTASSIUM CHLORATE, AQUEOUS 51 UN2427 I P5, A2 A9.7
SOLUTION 11 P5, A2 A9.7
POTASSIUM CUPROCYANIDE 6.1 UN1679 I P5 A10.6
POTASSIUM CYANIDE 6.1 UN1680 | P5, N74, N75 A10.6
POTASSIUM DITHIONITE or 4.2 UN1929 Il P5, A8, A19, A20 A8.4
POTASSIUM HYDROSULFITE
POTASSIUM FLUORIDE 6.1 UN1812 11 P5 A10.6
POTASSIUM FLUOROACETATE 6.1 UN2628 | P5 A10.6
POTASSIUM FLUOROSILICATE 6.1 UN2655 11 P5 A10.6
Potassium hydrate; see POTASSIUM
HYDROXIDE, SOLID
Potassium hydrogen fluoride; see
POTASSIUM
HYDROGENDIFLUORIDE
POTASSIUM 8 UN1811 Il 6.1 P5, N3, N34 Al123,A124
HYDROGENDIFLUORIDE, solid or
solution
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Potassium hydrogen fluoride solution; see
CORROSIVE LIQUID, N.O.S.
POTASSIUM HYDROGEN SULPHATE 8 UN2509 I P5, A7,N34 Al24
Potassium Hydrosulfite; see POTASSIUM
DITHIONITE
POTASSIUM, HYDROXIDE, SOLID 8 UN1813 Il P5 Al124
POTASSIUM HYDROXIDE, SOLUTION | 8 UN1814 Il P5 A12.3

1l Al12.3

Potassium hypochlorite, solution, see
HYPOCHLORITE SOLUTIONS, etc
POTASSIUM, METAL ALLOYS 4.3 UN1420 | P3, A19, A20 A84
Potassium metal, liquid alloy; see ALKALI
METAL ALLOYS LIQUID
POTASSIUM METAVANADATE 6.1 UN2864 1 P5 A10.6
POTASSIUM MONOXIDE 8 UN2033 Il P5 Al124
POTASSIUM NITRATE 5.1 UN1486 11 P5, A1, A29 A9.8
POTASSIUM NITRATE AND SODIUM 51 UN1487 I P5 A9.8
NITRITE MIXTURES
POTASSIUM NITRITE 5.1 UN1488 I P5 A9.8
POTASSIUM PERCHLORATE, solid or 51 UN1489 I P5 A9.7, A9.8
solution
POTASSIUM PERMANGANATE 5.1 UN1490 I P5 A9.8
POTASSIUM PEROXIDE 5.1 UN1491 | P5, A20, N34 A9.8
POTASSIUM PERSULFATE 5.1 UN1492 11 P5, A1, A29 A9.8
POTASSIUM PHOSPHIDE 4.3 UN2012 | 6.1 P3, A19, N40 A84
POTASSIUM SALTSOF AROMATIC 1.3C UNO0158 Il P4 Ab5.69
NITRO- DERIVATIVES, explosive
Potassium selenate; see SELENATES
Potassium selenite; see SELENITES
POTASSIUM SODIUM ALLOYS 4.3 UN1422 | P3, A19 N34, N40 A8.3
POTASSIUM SULPHIDE, ANHYDROUS | 4.2 UN1382 I P5, A19, A20, N34 A8.4
or POTASSIUM SUL PHIDE with less than
30% water of crystallization
POTASSIUM SULPHIDE, HYDRATED 8 UN1847 Il P5 Al2.4
with not less than 30% water of
crystallization
POTASSIUM SUPEROXIDE 5.1 UN2466 | P5, A20 A9.8
POWDER CAKE, WETTED, or 11C UNO0433 I P4 A5.8
POWDER PASTE, WETTED with not less
than 17% alcohol by mass
POWDER CAKE, WETTED, or 1.3C UNO0159 I P4 A5.8

POWDER PASTE, WETTED with not less
than 25% water, by mass

Powder Paste, see POWDER CAKE
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POWDER, SMOKELESS 11C UNO0160 Il P4, A69 A5.12
POWDER, SMOKELESS 1.3C UNO0161 Il P4, A69 A5.12
Power device,explosive;see CARTRIDGES,
POWER DEVICE
PRIMERS, CAPTYPE 14s UNO0044 Il P5, A69 A5.19
PRIMERS, CAPTYPE 1.1B UNO0377 Il P4, A69 A5.19
PRIMERS, CAPTYPE 1.4B UNO0378 Il P5, A69 A5.19
Primers small arms, see PRIMERS, CAP
TYPE
PRIMERS, TUBULAR 1.3G UNO0319 Il P4 A5.19
PRIMERS, TUBULAR 14G UNO0320 Il P5 A5.19
PRIMERS, TUBULAR 14s UNO0376 Il P5, A69 A5.19
PRINTING INK, flammable 3 UN1210 [ P3 A7.3

I P5 A7.3
1l P5 A7.3

Projectilesilluminating; see
AMMUNITION, ILLUMINATING, etc
PROJECTILES, inert with tracer 14s UNO0345 Il P5, A69 A5.15
PROJECTILES, inert, with tracer 1.3G UNO0424 Il P4 Ab.15
PROJECTILES, inert, with tracer 1.4G UN0425 Il P5 Ab.15
PROJECTILES, with burster or expelling 1.2D UNO0346 I P4 Ab.15
charge
PROJECTILES, with burster or expelling 14D UNO0347 I P5 Ab.15
charge
PROJECTILES, with burster or expelling 1.2F UNO0426 I P4 A5.15
charge
PROJECTILES, with burster or expelling 1.2G UNO0434 I P4 Ab.15
charge
PROJECTILES, with burster or expelling 14F UNO0427 I P5 Ab.15
charge
PROJECTILES, with burster or expelling 14G UNO0435 I P5 Ab.15
charge
PROJECTILES, with bursting charge 14D UNO0344 Il P5 Ab.15
PROJECTILES, with bursting charge 11D UN0168 Il P4 Ab.15
PROJECTILES, with bursting charge 11F UN0167 Il P4 Ab.15
PROJECTILES, with bursting charge 1.2D UN0169 Il P4 Ab.15
PROJECTILES, with bursting charge 1.2F UN0324 Il P4 Ab.15
PROPADIENE, STABILIZED 2.1 UN2200 P4 AB.5
PROPANE, see PROPANE GASES, 21 UN1978 P4 A6.4, A6.5
LIQUEFIED
PROPANETHIOLS 3 UN2402 I P5 A7.3
N-PROPANOL or PROPYL ALCOHOL, 3 UN1274 I P5 A7.3
NORMAL 11 P5 A7.3

D PROPARGYL ALCOHOL 3 NA1986 Il 6.1 P4 A7.3
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D PROPELLANT EXPLOSIVE, LIQUID 11C NA0474 1 P4 A5.11

D PROPELLANT EXPLOSIVE, LIQUID 1.3C NAQ0477 I P4 A5.11
PROPELLANT, LIQUID 1.3C UN0495 1 P4 A5.13
PROPELLANT, LIQUID 11C UNO0497 Il P4 A5.13
PROPELLANT, SOLID 11C UNO0498 Il P4 A5.12
PROPELLANT, SOLID 1.3C UNO0499 Il P4 A5.12
PROPIONALDEHYDE 3 UN1275 Il P5 A7.3
PROPIONIC ACID 8 UN1848 11 P5 A12.3
PROPIONIC ANHYDRIDE 8 UN2496 11 P5 A12.3
PROPIONITRILE 3 UN2404 Il 6.1 P4 A7.3
PROPIONYL CHLORIDE 3 UN1815 Il 8 P5 A7.3
N-PROPYL ACETATE 3 UN1276 Il P5 A7.3
PROPYLAMINE 3 UN1277 Il 8 P5, N34 A7.3
N-PROPYL BENZENE 3 UN2364 11 P5 A7.3
PROPYL CHLORIDE 3 UN1278 I P5, N34 A7.3
N-PROPYL CHLOROFORMATE 6.1 UN2740 | 3,8 P2,2, A3, A6, A7,N34 | A10.7
PROPYLENE seealso PETROLEUM 21 UN1077 P4 A6.4, A6.5
GASES, LIQUEFIED
PROPYLENE CHLOROHYDRIN 6.1 UN2611 I 3 P5 Al10.5
1,2-PROPYLENEDIAMINE 8 UN2258 Il 3 P5, A3, A6, N34 Al2.4
PROPYLENEIMINE, STABILIZED 3 UN1921 | 6.1 P3, A3, N34 A7.3
PROPYLENE OXIDE 3 UN1280 | P3, A3, N34 A7.3
PROPYLENE TETRAMER 3 UN2850 11 P5 A7.3
PROPYL FORMATES 3 UN1281 I P5 A7.3
N-PROPYL ISOCYANATE 6.1 UN2482 | 3 P11, A7 Al10.7
N-PROPYL NITRATE 3 UN1865 I P5 A7.3
PROPYLTRICHLOROSILANE 8 UN1816 I 3 P5, A7, N34 Al12.3
PYRETHROID PESTICIDE, LIQUID, 3 UN3350 | 6.1 P3 A7.3
FLAMMABLE, TOXIC (flashpoint less I 6.1 P4 A7.3
than 23 degrees C)
PYRETHROID PESTICIDE, LIQUID, 6.1 UN3352 | P3 A10.6
TOXIC Il P4 A10.6

1l P5 A10.6
PYRETHROID PESTICIDE, LIQUID, 6.1 UN3351 | 3 P3 Al10.5
TOXIC, FLAMMABLE (flashpoint not less I 3 P4 Al10.5
than 23 degrees C) 1l 3 P5 Al10.5
PYRETHROID PESTICIDE, SOLID, 6.1 UN3349 | P5 A10.6
TOXIC Il P5 A10.6
1l P5 A10.6

PYRIDINE 3 UN1282 Il P4 A7.3
Pyridine perchlorate FORBIDDEN FORBIDDEN

* PYROPHORIC LIQUIDS, ORGANIC, 4.2 UN2845 | P3 A8.6

N.O.S.
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* PYROPHORIC LIQUIDS, INORGANIC, | 4.2 UN3194 | P3 A8.6
N.O.S.
* PYROPHORIC METALS,N.O.S, or 42 UN1383 [ P3 A8.12
PYROPHORIC ALLOYS, N.O.S.
PYROPHORIC SOLIDS, ORGANIC, 4.2 UN2846 | P3 A8.12
N.O.S.
PYROPHORIC SOLIDS, INORGANIC, 4.2 UN3200 | P3 A8.12
N.O.S.
* PYROPHORIC ORGANOMETALLIC 4.2 UN3203 | 43 P3 A8.12
COMPOUNDS, WATER-REACTIVE,
N.O.S.
PYROSULFURYL CHLORIDE 8 UN1817 Il P5 A12.3
PYRROLIDINE 3 UN1922 Il 8 P5 A7.3
Quebrachitol pentanitrate FORBIDDEN FORBIDDEN
Quicklime; see CALCIUM OXIDE
QUINOLINE 6.1 UN2656 11 P5 Al10.5
(R12), see
DICHLORODIFLUOROMETHANE
(R12B1), see

CHLORODIFLUOROBROMOMETHAN
E

(R13B1), see
BROMOTRIFLUOROMETHANE

(R13), see
CHLOROTRIFLUOROMETHANE

(R14), see TETRAFLUOROMETHANE

(R21), see
DICHLOROFLUOROMETHANE

(R22), see
CHLORODIFLUOROMETHANE

(R114), see
DICHLOROTETRAFLUOROETHANE

(R115), see
CHLOROPENTAFLUOROETHANE

(R116), see HEXAFLUOROETHANE

(R124), see
CHLOROTETRAFLUOROETHANE

(R133a), see
CHLOROTRIFLUOROETHANE

(R152a) see DIFLUOROETHANE

(R218), see OCTAFLUOROPROPANE

(R500), see
DICHLORODIFLUOROMETHANE
AND DIFLUOROETHANE efc.
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(R502), see
CHLORODIFLUOROMETHANE AND
CHLOROPENTAFLUOROETHANE
MIXTURE, etc.

(R503), see
CHLOROTRIFLUOROMETHANE AND
TRIFLUOROMETHANE etc.

RADIOACTIVE MATERIAL,
EXCEPTED PACKAGE, ARTICLES
MANUFACTURED FROM NATURAL or
DEPLETED URANIUM or NATURAL
THORIUM

UN2910

Al11.12, A11.16

RADIOACTIVE MATERIAL,
EXCEPTED PACKAGE-ARTICLES
MANUFACTURED FROM NATURAL
URANIUM OR DEPLETED URANIUM
OR NATURAL THORIUM

UN2909

Al1l1.12
A11.16

RADIOACTIVE MATERIAL,
EXCEPTED PACKAGE-EMPTY
PACKAGE or EMPTY PACKAGING

UN2910

1.10.3

RADIOACTIVE MATERIAL,
EXCEPTED PACKAGE-EMPTY
PACKAGING

UN2908

Al11.12,1.10.3

RADIOACTIVE MATERIAL,
EXCEPTED PACKAGE-
INSTRUMENTS or ARTICLES

UN2910

Al1l1.12, Al11.14

RADIOACTIVE MATERIAL,
EXCEPTED PACKAGE-
INSTRUMENTSOR ARTICLES

UN2911

Al1l1.12, Al11.14

RADIOACTIVE MATERIAL,
EXCEPTED PACKAGE-LIMITED
QUANTITY OF MATERIAL

UN2910

Al1l1l.11, A11.12

RADIOACTIVE MATERIAL, FISSILE,
N.O.S.

UN2918

P1, P4, P5

Al1l18

RADIOACTIVE MATERIAL,LOW
SPECIFIC ACTIVITY (LSA-1) NON
FISSILE OR FISSILE-EXCEPTED

UN2912

Al1l1.17

RADIOACTIVE MATERIAL,LOW
SPECIFIC ACTIVITY (LSA-I1) NON
FISSILE OR FISSILE-EXCEPTED

UN3321

Al1l1.17

RADIOACTIVE MATERIAL, LOW
SPECIFIC ACTIVITY (LSA-I11) NON
FISSILE OR FISSILE EXCEPTED

Al1.17

RADIOACTIVE MATERIAL,LOW
SPECIFIC ACTIVITY (LSA), N.O.S.

UN2912

P4, P5

1.10.3,A11.11, A11.17
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RADIOACTIVE MATERIAL,N.O.S.

UN2982

P3, P4, P5

Al1l.6, A11.7, A11.11,1.103

RADIOACTIVE MATERIAL, SPECIAL
FORM, N.O.S.

UN2974

P3, P4, P5

All6,A11.7,A11.11, A11.14

RADIOACTIVE MATERIAL SURFACE
CONTAMINATED OBJECT or
RADIOACTIVE MATERIAL, SCO

UN2913

P4, P5

Al1l1l.11, A11.14 A11.16, A11.17

RADIOACTIVE MATERIAL, SURFACE
CONTAMINATED OBJECTS (SCO-I
OR SCO-I1) NON FISSILE OR FISSILE-
EXCEPTED

UN2913

Al1l1.17

RADIOACTIVE MATERIAL,
TRANSPORTED UNDER SPECIAL
ARRANGEMENT, NON FISSILE OR
FISSILE EXCEPTED

UN2919

139

RADIOACTIVE MATERIAL,
TRANSPORTED UNDER SPECIAL
ARRANGEMENT, FISSILE

UN3331

139

RADIOACTIVE MATERIAL, TYPE A
PACKAGE, FISSILE NON-SPECIAL
FORM

UN3327

Al1l18

RADIOACTIVE MATERIAL, TYPE A
PACKAGE NON -SPECIAL FORM,
NON FISSILE

UN2915

All6

RADIOACTIVE MATERIAL, TYPE A
PACKAGE, SPECIAL FORM NON
FISSILE OR FISSILE EXCEPTED

UN3332

All.6
A3.3.75

RADIOACTIVE MATERIAL, TYPE A
PACKAGE, SPECIAL FORM, FISSILE

UN3333

A11.8,A33.75

RADIOACTIVE MATERIAL, TYPE
B(M) PACKAGE, FISSILE

UN3329

Al1l18

RADIOACTIVE MATERIAL,TYPE
B(M) PACKAGE NON FISSILE OR
FISS LE-EXCEPTED

UN2917

Al1l.7

RADIOACTIVE MATERIAL, TYPE
B(U) PACKAGE, FISSILE

UN3328

All18

RADIOACTIVE MATERIAL, TYPE
B(U) PACKAGE NON FISSILE OR
FISS LE-EXCEPTED

UN2916

All7

RADIOACTIVE MATERIAL,
URANIUM HEXAFLUORIDE NON
FISSILE OR FISSILE-EXCEPTED

UN2978

Al11.17,A11.18

RADIOACTIVE MATERIAL,
URANIUM HEXAFLUORIDE, FISSILE

UN2977

A11.8, A11.18

Railway torpedo, see SIGNALS,
RAILWAY TRACK, EXPLOSIVE
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RARE GASES AND NITROGEN 22 UN1981 P5 A6.4, A6.6
MIXTURES, COMPRESSED
RARE GASES AND OXY GEN 22 UN1980 P5 A6.4, A6.6
MIXTURES, COMPRESSED
RARE GASESMIXTURES, 22 UN1979 P5 A6.4, A6.6
COM PRESSED
RDX AND HMX MIXTURES, WETTED FORBIDDEN FORBIDDEN
with not more than 15% water by mass or
RDX AND HMX MIXTURES,
DESENSITIZED with not less than 10%
phlegmatizer by mass
RECEPTACLES, SMALL, 22 UN2037 P5 A6.4, A6.5
CONTAINING GAS (gas cartridges)
nonflammable, without release device, not
refillable and not exceeding 1L capacity
RECEPTACLES, SMALL, 21 UN2037 P5 A6.4, A6.5
CONTAINING GAS (gas cartridges)
flammable without release device, not
refillable and not exceeding 1L capacity
Red Phosphorus, see PHOSPHORUS,
AMORPHUS
REFRIGERANT GAS R404A 2.2 UN3337 P5 A6.4, A6.5
REFRIGERANT GAS R407A 2.2 UN3338 P5 AB.5, A6.8
REFRIGERANT GAS R407B 2.2 UN3339 P5 A6.4, A6.5
REFRIGERANT GAS R407C 2.2 UN3340 P5 A6.4, A6.5

* REFRIGERANT GASES, N.O.S. 2.2 UN1078 P5 A6.4, A6.5

D REFRIGERANT GASES, N.O.S. or 21 NA1954 P4 A6.4, A6.5
DISPERSANT GASES, N.O.S.

D REFRIGERATING MACHINE 3 NA1993 11 P5 A74

D REFRIGERATING MACHINES, 21 NA1954 P4 A6.4, A6.9
containing flammable nonpoisonous,
liquefied gas
REFRIGERATING MACHINES, 22 UN2857 P5 A6.4, A6.9
containing nonflammable non-toxic,liquefied
gas or ammonia solutions

D REGULATED MEDICAL WASTE 6.2 UN3291 Il P5 A10.10
RELEASE DEVICES, EXPLOSIVE 14s UNO0173 I P5, A69 A5.20
RESIN SOLUTION, flammable 3 UN1866 [ P3 A7.3

I P5 A7.3
1l P5 A7.3

RESORCINOL 6.1 UN2876 11 P5 A10.6

Rifle grenade, see GRENADES, hand or
rifle, etc.

Rifle powder, see POWDER, SMOKELESS
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RIVETS, EXPLOSIVE 1.4S UNO0174 Il P5, A69 A5.20
ROCKET MOTORS 1.3C UNO0186 Il P4, 109 A5.15
ROCKET MOTORS 11C UN0280 1 P4, 109 A5.15
ROCKET MOTORS 1.2C UNO0281 Il P4, 109 A5.15
ROCKET MOTORS, LIQUID FUELED 1.2J UNO0395 Il P3, 109 A5.6
ROCKET MOTORS, LIQUID FUELED 1.3J UNO0396 Il P3, 109 A5.6
ROCKET MOTORSWITH 13L UNO0250 Il P3, 109 Ab5.6
HYPERGOLIC LIQUIDSwith or without
an expelling charge
ROCKET MOTORSWITH 12L UNO0322 I P3, 109 A5.6
HYPERGOLIC LIQUIDSwith or without
an expelling charge
ROCKETS, LINE-THROWING 14G UNO0453 Il P5 A5.15
ROCKETS, LINE-THROWING 1.2G UNO0238 Il P4 A5.15
ROCKETS, LINE-THROWING 1.3G UN0240 Il P4 A5.15
ROCKETS, LIQUID FUELED with 1.2 UN0398 I P3 Ab5.6
bursting charge
ROCKETS, LIQUID FUELED with 1.1 UNO0397 I P3 A5.6
bursting charge
ROCKETS, with bursting charge 11F UN0180 Il P4 Ab.15
ROCKETS, with bursting charge 11E UN0181 Il P4 Ab.15
ROCKETS, with bursting charge 1.2E UN0182 Il P4 Ab.15
ROCKETS, with bursting charge 1.2F UN0295 Il P4 Ab.15
ROCKETS, with expelling charge 1.2C UN0436 Il P4 Ab.15
ROCKETS, with expelling charge 1.3C UNO0437 Il P4 Ab.15
ROCKETS, with expelling charge 14C UN0438 Il P5 Ab.15
ROCKETS, with inert head 1.3C UN0183 Il P4 Ab.15
ROSIN OIL 3 UN1286 Il P5 A7.3
1l P5 A7.3
RUBBER SCRAP or RUBBER SHODDY,
powdered or granulated, not exceeding 840
microns & rubber Content exceeding 45%
RUBBER SOLUTION 3 UN1287 Il P5 A7.3
1l P5 A7.3
RUBIDIUM 43 UN1423 | P3, 22, A7, A19, N34, A8.4
N40, N45
RUBIDIUM HYDROXIDE 8 UN2678 I P5 Al2.4
RUBIDIUM HYDROXIDE SOLUTION 8 UN2677 Il P5 Al12.3
1l P5 Al12.3
Safety fuse, see FUSE, SAFETY
* SAMPLES, EXPLOSIVE, other than use class/ UNO0190 I P4, 113 Ab5.6
initiating explosives divison of

sample
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SEED CAKE, containing vegetable oil 4.2 UN1386 11 P5, N7 A84
solvent extractions and expelled seeds, with
not more than 10% of oil and when the
amount of moistureis higher than 11%, not
mor e than 20% of oil and moisture combined
SEED CAK E with more than 1.5% oil and 4.2 UN1386 11 P5, N7 A8.4
not more than 11% moisture
SEED CAK E with not more than 1.5% oil 4.2 UN2217 11 P5, N7 A8.4
and not more than 11% moisture
SELENATESor SELENITES 6.1 UN2630 | P5 A10.6
SELENIC ACID 8 UN1905 | P3, N34 Al2.4
SELENIUM COMPOUND, N.O.S. 6.1 UN3283 | P5 A10.6
Il P5 A10.6
11 P5 A10.6
SELENIUM DISULPHIDE 6.1 UN2657 Il P5 A10.6
SELENIUM HEXAFLUORIDE 2.3 UN2194 8 P1,1 A6.6
Selenium nitride FORBIDDEN FORBIDDEN
D SELENIUM OXIDE 6.1 NA2811 | P5 A10.6
SELENIUM OXYCHLORIDE 8 UN2879 | 6.1 P3, A3, A6, A7, N34 Al12.3
+, D SELF-DEFENSE SPRAY, NON- 9 NA3334 P5, A37 A13.3
PRESSURIZED
* SELF-HEATING LIQUID, CORROSIVE, | 4.2 UN3188 Il 8 P4 A8.3
INORGANIC, N.O.S. 11 8 P5 A8.3
* SELF-HEATING LIQUID, CORROSIVE, | 4.2 UN3185 Il 8 P4 A8.3
ORGANIC, N.O.S. 11 8 P5 A8.3
* SELF-HEATING LIQUID, INORGANIC, | 4.2 UN3186 Il P4 A8.3
N.O.S. 11 P5 A8.3
* SELF-HEATING LIQUID, ORGANIC, 4.2 UN3183 Il P4 A8.3
N.O.S. 11 P5 A8.3
* SELF-HEATING LIQUID, TOXIC, 4.2 UN3187 Il 6.1 P4 A8.3
INORGANIC, N.O.S. 11 6.1 P5 A8.3
* SELF-HEATING LIQUID, TOXIC, 4.2 UN3184 Il 6.1 P4 A8.3
ORGANIC, N.O.S. 11 6.1 P5 A8.3
* SELF-HEATING SOLID, CORROSIVE, 4.2 UN3192 Il 8 P5 A8.4
INORGANIC, N.O.S. 11 8 P5 A8.4
* SELF-HEATING SOLID, CORROSIVE, 4.2 UN3126 Il 8 P5 A8.4
ORGANIC, N.O.S. 11 8 P5 A8.4
* SELF-HEATING SOLID, INORGANIC, 4.2 UN3190 Il P5 A8.4
N.O.S. 11 P5 A8.4
* SELF-HEATING SOLID, ORGANIC, 4.2 UN3088 Il P5 A8.4
N.O.S. 11 P5 A8.4
* SELF-HEATING SOLID, OXIDIZING, 4.2 UN3127 51 P3 A8.5

N.O.S.
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* SELF-HEATING SOLID, TOXIC, 4.2 UN3191 Il 6.1 P5 A8.4
INORGANIC, N.O.S. 11 6.1 P5 A8.4

* SELF-HEATING SOLID, TOXIC, 4.2 UN3128 Il 6.1 P5 A8.4
ORGANIC, N.O.S. 11 6.1 P5 A8.4

* SELF-REACTIVE LIQUID TYPE B FORBIDDEN FORBIDDEN

* SELF-REACTIVE LIQUID TYPE C 4.1 UN3223 Il P5 A8.38
(specific technical name required)

* SELF-REACTIVE LIQUID TYPE D 4.1 UN3225 Il P5 A8.8
(specific technical name required)

* SELF-REACTIVE LIQUID TYPE E 4.1 UN3227 Il P5 A8.8
(specific technical name required)

* SELF-REACTIVE LIQUID TYPE F 4.1 UN3229 Il P5 A8.8
(specific technical name required)

* SELF-REACTIVE LIQUID TYPE B, FORBIDDEN FORBIDDEN
TEMPERATURE
CONTROL L ED(specific technical hame
required)

* SELF-REACTIVE LIQUID TYPE C FORBIDDEN FORBIDDEN

TEMPERATURE CONTROLLED
(specific technical name required)
* SELF-REACTIVE LIQUID TYPE D, FORBIDDEN FORBIDDEN
TEMPERATURE CONTROLLED
(specific technical name required)
* SELF-REACTIVE LIQUID TYPE E, FORBIDDEN FORBIDDEN
TEMPERATURE CONTROLLED
(specific technical name required)
* SELF-REACTIVE LIQUID TYPE F, FORBIDDEN FORBIDDEN
TEMPERATURE CONTROLLED
(specific technical name required)

* SELF-REACTIVE SOLID TYPE B(see 41 UN3222 1 P5, 53 (seetechnical name below for
below for specific technical name) packaging para-graph reference)
2-diazo-1-naphthol-4-sulphochloride A8.10
2-diazo-1-naphthol-5-sulphochloride A8.10

* SELF-REACTIVE SOLID TYPE C (see 41 UN3224 I P5 (seetechnical name below for
below for specific technical name) packaging para-graph reference)
n,n’-dinitroso-n,n’ -dimethyl terephthalamide, A8.7
asa paste
n,n’ -dinitrosopentamethyl enetetramine A8.8

* SELF-REACTIVE SOLID TYPE D (see 41 UN3226 I P5 (seetechnical name below for
below for specific technical name) packaging para- graph reference)
1,1'-azodi-(hexahydrobenzonitrile) A8.8
benzene-1,3-disulphohydrazide as a paste A8.8

benzene sulphohydrazide A8.8
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4-(benzyl (ethyl)amino)- 3- FORBIDDEN FORBIDDEN
ethoxybenzenediazonium zinc chloride
3-chloro-4-diethylamino-benzenediazonium A8.9
zinc chloride
diphenyloxide-4,4’-disulphohydrazide A8.7
4-dipropylaminobenzenediazonium zinc A8.9
chloride 4-methylbenzene
sulphonylhydrazide
sodium 2-diazo-1-naphthol-4-sulphonate A8.9
sodium 2-diazo-1-naphthol-5-sulphonate A8.9

* SELF-REACTIVE SOLID TYPEE, 4.1 UN3228 Il P5 A8.9
(specific technical name required)

* SELF-REACTIVE SOLID TYPEF, 4.1 UN3230 Il P5 A8.9
(specific technical name required)

* SELF-REACTIVE SOLID TYPE B, FORBIDDEN FORBIDDEN
TEMPERATURE CONTROLLED
(specific technical name required)

* SELF-REACTIVE SOLID TYPEC, FORBIDDEN FORBIDDEN
TEMPERATURE
CONTROL L ED(specific technical name
required)

* SELF-REACTIVE SOLID TYPE D, FORBIDDEN FORBIDDEN
TEMPERATURE CONTROLLED
(specific technical name required)

* SELF-REACTIVE SOLID TYPEE, FORBIDDEN FORBIDDEN
TEMPERATURE CONTROLLED
(specific technical hame reguired)

* SELF-REACTIVE SOLID TYPEF, FORBIDDEN FORBIDDEN
TEMPERATURE CONTROLLED
(specific technical name required)
SHALE OIL 3 UN1288 | P3 A7.3

I P5 A7.3
1l P5 A7.3

Shaped Charges, commercial, see
CHARGES, SHAPED, COMMERCIAL,
etc
SIGNAL DEVICES, HAND 14G UNO0191 I P5, A69 A5.21
SIGNAL DEVICES, HAND 1.4S UNO0373 I P5, A69 A5.21
SIGNALS, DISTRESS, ship 11G UN0194 Il P4, A69 A5.21
SIGNALS, DISTRESS, ship 1.3G UN0195 Il P4, A69 A5.21
Sgnals, highway, see SIGNAL DEVICES,
HAND; FIREWORKSTYPE D
SIGNALS, RAILWAY TRACK, 11G UNO0192 Il P4, A69 A5.21

EXPLOSIVE
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SIGNALS, RAILWAY TRACK, 1.3G UN0492 Il P4, A69 A5.21
EXPLOSIVE
SIGNALS, RAILWAY TRACK, 14G UNO0493 Il P5, A69 A5.21
EXPLOSIVE
SIGNALS, RAILWAY TRACK, 14s UNO0193 Il P5, A69 A5.21
EXPLOSIVE
Sgnals, ship distress, water-activated; see
CONTRIVANCES, WATER-
ACTIVATED, etc
SIGNALS, SMOKE 1.1G UNO0196 Il P4 A5.21
SIGNALS, SMOKE 1.2G UNO0313 Il P4 A5.21
SIGNALS, SMOKE 14G UNO0197 Il P5 A5.21
SIGNALS, SMOKE 1.3G UNO0487 Il P4 A5.21
SILANE, COM PRESSED 2.1 UN2203 P4 A6.6
SILICON POWDER, AMORPHOUS 4.1 UN1346 11 P5, Al A84
SILICON TETRACHLORIDE 8 UN1818 I P5, A3, A6 Al12.3
SILICON TETRAFLUORIDE, 2.3 UN1859 8 P2, 2 A6.6
COM PRESSED
Silver acetylide (dry) FORBIDDEN FORBIDDEN
SILVER ARSENITE 6.1 UN1683 I P5 A10.6
Silver azide (dry) FORBIDDEN FORBIDDEN
Siver chlorite (dry) FORBIDDEN FORBIDDEN
SILVER CYANIDE 6.1 UN1684 I P5 A10.6
Siver fulminate (dry) FORBIDDEN FORBIDDEN
SILVER NITRATE 5.1 UN1493 1 P5 A9.8
Slver oxadate (dry) FORBIDDEN FORBIDDEN
Siver picrate (dry) FORBIDDEN FORBIDDEN
SILVER PICRATE, WETTED, with not 41 UN1347 | P3 A8.4
less than 30% water, by mass
SLUDGE, ACID 8 UN1906 I P5, A3, A7, N34 Al12.3

D SMOKELESSPOWDER FOR SMALL 4.1 NA3178 | P4 A8.18
ARM S (100 pounds or less)
SODA LIME with more than 4% sodium 8 UN1907 1l P5 Al2.4
hydroxide
SODIUM 43 UN1428 | P3, A7, A8, A19, A20, A8.4

N34
SODIUM ALUMINATE, SOLID 8 UN2812 11 P5 Al2.4
SODIUM ALUMINATE, SOLUTION 8 UN1819 Il P5 Al12.3
1l P5 Al12.3

SODIUM ALUMINUM HYDRIDE 4.3 UN2835 I P5, A8, A19, A20 A8.4
SODIUM AMMONIUM VANADATE 6.1 UN2863 I P5 A10.6
SODIUM ARSANILATE 6.1 UN2473 11 P5 A10.6
SODIUM ARSENATE 6.1 UN1685 Il P5 A10.6
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SODIUM ARSENITE, AQUEOUS 6.1 UN1686 I P5 A105
SOLUTIONS 11 P5 Al10.5
SODIUM ARSENITE, SOLID 6.1 UN2027 I P5 A10.6
SODIUM AZIDE 6.1 UN1687 1 P5 A10.6
Sodium bifluoride, see SODIUM
HYDROGENFLUORIDE
SODIUM BOROHYDRIDE and SODIUM | 8 UN3320 Il P5, N34 A12.3
HYDROXIDE SOLUTION with no more 1l P5, N34 Al12.3
than 12% sodium borohydride and not more
than 40% sodium hydroxide by mass
SODIUM BOROHYDRIDE 4.3 UN1426 | P3, N40 A84
SODIUM BROMATE 5.1 UN1494 1 P5 A9.8
SODIUM CACODYLATE 6.1 UN1688 1 P5 A10.6
SODIUM CHLORATE 5.1 UN1495 1 P5, A9, N34 A9.8
SODIUM CHLORATE, AQUEOUS 51 UN2428 I P5, A2 A9.7
SOLUTION 11 P5, A2 A9.7
SODIUM CHLORITE 5.1 UN1496 Il P5, A9, N34 A9.8
SODIUM CHLOROACETATE 6.1 UN2659 11 P5 A10.6
SODIUM CUPROCYANIDE, SOLID 6.1 UN2316 | P5 A10.6
SODIUM CUPROCY ANIDE, 6.1 UN2317 | P3 A105
SOLUTION
SODIUM CYANIDE 6.1 UN1689 | P5, N74, N75 A10.6
SODIUM DINITRO-O-CRESOLATE, dry | 1.3C UN0234 I P4 Ab.12
or wetted, with less than 15% water, by mass
SODIUM DINITRO-O-CRESOLATE, 4.1 UN1348 | 6.1 P4, 23, A8, Al9, A8.4
WETTED, with not less than 15% water, by A20,N41
mass
SODIUM DITHIONITE or SODIUM 42 UN1384 I P5, A19, A20 A8.4
HYDROSULFITE
SODIUM FLUORIDE 6.1 UN1690 11 P5 A10.6
SODIUM FLUOROACETATE 6.1 UN2629 | P5 A10.6
SODIUM FLUOROSILICATE 6.1 UN2674 11 P5 A10.6
SODIUM HYDRIDE 4.3 UN1427 | P3, A19, N40 A8.4
SODIUM HYDROGENDIFLUORIDE, 8 UN2439 Il P5, N3, N34 A123,A124
solid or solution

D SODIUM HYDROSUL PHIDE, 8 NA2922 Il 6.1 P5 A12.3
SOLUTION
SODIUM HYDROSUL PHIDE, with less 4.2 UN2318 I P5, A7, A19, A20 A8.4
than25% water of crystallization
SODIUM HYDROSUL PHIDE, with not 8 UN2949 I P5, A7 Al24
less than 25% water of crystallization
SODIUM HYDROSULFITE; see
SODIUM DITHIONITE
SODIUM HYDROXIDE, SOLID 8 UN1823 I P5 Al2.4
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SODIUM HYDROXIDE, SOLUTION 8 UN1824 Il P5, N34 A12.3
1l P5, N34 Al12.3

SODIUM METHYLATE 4.2 UN1431 I 8 P5, A19 A84
SODIUM METHYLATE SOLUTIONSin | 3 UN1289 I 8 P5 A7.3
alcohol 1l 8 P5 A7.3
SODIUM MONOXIDE 8 UN1825 Il P5 Al124
SODIUM NITRATE 5.1 UN1498 11 P5, A1, A29 A9.8
SODIUM NITRATE AND POTASSIUM 51 UN1499 11 P5, A1, A29 A9.8
NITRATE MIXTURES
SODIUM NITRITE 5.1 UN1500 11 6.1 P5, A1, A29 A9.8
SODIUM PENTACHLOROPHENATE 6.1 UN2567 1 P5 A10.6
SODIUM PERCARBONATES 5.1 UN2467 11 P5, 27, A1, A29 A9.8
SODIUM PERCHLORATE 5.1 UN1502 1 P5 A9.8
SODIUM PERM ANGANATE 5.1 UN1503 Il P5 A9.8
SODIUM PEROXIDE 5.1 UN1504 | P3, A20, N34 A9.8
SODIUM PEROXOBORATE, 51 UN3247 I P5 A9.8
ANHYDROUS
SODIUM PERSULPHATE 5.1 UN1505 11 P5, Al A9.8
SODIUM PHOSPHIDE 4.3 UN1432 | 6.1 P3, A19, N40 A8.4
SODIUM PICRAMATE, dry or wetted, 1.3C UN0235 I P3 Ab.12
with less than 20% water, by mass
SODIUM PICRAMATE, WETTED, with 41 UN1349 | P4, 23, A8, A19, N41 A8.4
not less than 20% water, by mass
Sodium picryl peroxide FORBIDDEN FORBIDDEN
Sodium selenate; see SELENATES or
SELENITES

D SODIUM SELENITE 6.1 NA2630 I P5 A10.6
SODIUM SUL PHIDE, ANHYDROUS or 42 UN1385 I P5, A19, A20, N34 A8.4
SODIUM SUL PHIDE with less than 30%
water of crystallization

PROPER SHIPPING NAME/ HAZARD UN/ID PG SUBSIDIARY SPECIAL PACKAGING
DESCRIPTION CLASY NUMBER RISK PROVISION PARAGRAPH
DIV

SODIUM SULPHIDE, HYDRATED with 8 UN1849 I P5 Al2.4
at least 30% water
SODIUM SUPEROXIDE 5.1 UN2547 | P5, A20, N34 A9.8
Sodium tetranitride FORBIDDEN FORBIDDEN

* SOLIDS CONTAINING CORROSIVE 8 UN3244 Il P5 Al24
LIQUID,N.O.S.

* SOLIDS CONTAINING FLAMMABLE 4.1 UN3175 Il P5 A8.4
LIQUID,N.O.S.

* SOLIDS CONTAINING TOXICLIQUID, | 6.1 UN3243 Il P5 A10.6
N.O.S.
SOUNDING DEVICES, EXPLOSIVE 1.2F UNO0204 Il P4 Ab5.20
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SOUNDING DEVICES, EXPLOSIVE 11F UNO0296 Il P4 A5.20
SOUNDING DEVICES, EXPLOSIVE 11D UNO0374 Il P4 A5.20
SOUNDING DEVICES, EXPLOSIVE 1.2D UNO0375 1 P4 A5.20
STANNIC CHLORIDE, ANHYDROUS 8 UN1827 Il P5 A12.3
STANNIC CHLORIDE, 8 UN2440 11 P5 Al2.4
PENTAHYDRATE
STANNIC PHOSPHIDES 43 UN1433 | 6.1 P3, A19, N40 A8.4
STIBINE 2.3 UN2676 21 PL1 A6.5
Storage batteries, wet, see BATTERIES,
wet,etc.
STRONTIUM ARSENITE 6.1 UN1691 1 P5 A10.6
STRONTIUM CHLORATE 51 UN1506 1 P5, A1, A9, N34 A9.8
STRONTIUM NITRATE 51 UN1507 11 P5, A1, A29 A9.8
STRONTIUM PERCHLORATE 51 UN1508 1 P5 A9.8
STRONTIUM PEROXIDE 51 UN1509 I P5 A9.8
STRONTIUM PHOSPHIDE 43 UN2013 | 6.1 P3, A19, N40 A8.4
STRYCHNINE or STRYCHNINE SALTS | 6.1 UN1692 | P5 A10.6
STYRENE MONOMER, STABILIZED 3 UN2055 11 P5 A7.3
* SUBSTANCES, EXPLOSIVE, N.O.S. 1L UNO0357 1 P3, 101 Ab.6
* SUBSTANCES, EXPLOSIVE, N.O.S. 1.2L UNO0358 I P3, 101 Ab.6
* SUBSTANCES, EXPLOSIVE, N.O.S. 1.3L UNO0359 I P3, 101 A5.6
* SUBSTANCES, EXPLOSIVE, N.O.S. 11A UNO0473 1 P3, 101, 111 Ab.6
* SUBSTANCES, EXPLOSIVE, N.O.S. 11C UNO0474 I P4, 101 Ab.6
* SUBSTANCES, EXPLOSIVE, N.O.S. 11D UNO0475 I P4, 101 Ab.6
* SUBSTANCES, EXPLOSIVE, N.O.S. 11G UNO0476 Il P4, 101 Ab.6
* SUBSTANCES, EXPLOSIVE, N.O.S. 1.3C UNO0477 1 P4, 101 Ab.6
* SUBSTANCES, EXPLOSIVE, N.O.S. 1.3G UNO0478 Il P4, 101 Ab5.6
* SUBSTANCES, EXPLOSIVE, N.O.S. 14C UNO0479 1 P5, 101 Ab.6
* SUBSTANCES, EXPLOSIVE, N.O.S. 1.4D UNO0480 1 P5, 101 Ab.6
* SUBSTANCES, EXPLOSIVE, N.O.S. 1.4S UNO0481 1 P5, 101, A69 Ab.6
* SUBSTANCES, EXPLOSIVE, N.O.S. 14G UNO0485 I P5, 101 Ab.6
* SUBSTANCES, EXPLOSIVE, VERY 15D UNO0482 Il P5, 101 A5.6
INSENSITIVE, N.O.S. or SUBSTANCES
EVI,N.O.S.
SUBSTITUTED NITROPHENOL 3 UN2780 | 6.1 P3 A7.3
PESTICIDES, LIQUID, FLAMMABLE, I 6.1 P4 A7.3
TOXIC flashpoint less than 23 degrees C
SUBSTITUTED NITROPHENOL 6.1 UN3014 | P3 A10.5
PESTICIDES, LIQUID, TOXIC Il P4 Al10.5
1l P5 Al10.5
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SUBSTITUTED NITROPHENOL 6.1 UN3013 | 3 P3 A10.5
PESTICIDES, LIQUID, TOXIC, Il 3 P4 Al10.5
FLAMM ABLE flashpoint not less than 23 1l 3 P5 Al10.5
degreesC
SUBSTITUTED NITROPHENOL 6.1 UN2779 | P5 A10.6
PESTICIDES, SOLID, TOXIC Il P5 A10.6

1l P5 A10.6

Sucrose octanitrate (dry) FORBIDDEN FORBIDDEN
SULPHAMIC ACID 8 UN2967 11 P5 Al124
SULPHUR 4.1 UN1350 11 P5 A84
Sulphur and chlorate, loose mixtures of FORBIDDEN FORBIDDEN
SULPHUR CHLORIDES 8 UN1828 | P2, 5, A3, N34 A12.3
Sulphur dichloride, see SULPHUR
CHLORIDES
SULPHUR DIOXIDE, LIQUEFIED 2.3 UN1079 8 P2,3 A6.5
Sulphur dioxide solution, see
SULPHUROUSACID
SULPHUR HEXAFLUORIDE 2.2 UN1080 P5 A6.4, A6.5
SULPHURIC ACID with more than 51% 8 UN1830 I P4, A3, A7, N34 Al2.3
acid
SULPHURIC ACID, not more than 51% 8 UN2796 I P5, A3, A7 N6, N34 Al2.3
acid
SULPHURIC ACID, FUMING with less 8 UN1831 [ P3, A3, A7, N34 Al2.12
than 30% free sulfur trioxide
SULPHURIC ACID, FUMING with 30% FORBIDDEN FORBIDDEN
or more free sulfur trioxide
SULPHURIC ACID, SPENT 8 UN1832 I P4, A3, A7, N34 Al12.3
Sulphuric anhydride, see SULFUR
TRIOXIDE, STABILIZED
SULPHUR, MOLTEN FORBIDDEN FORBIDDEN
SULPHUROUSACID 8 UN1833 I P5 A12.3
SULPHUR TETRAFLUORIDE 2.3 UN2418 8 P11 A6.6

+ SULPHUR TRIOXIDE, STABILIZED or 8 UN1829 [ 6.1 P2,2, A7, N34 A12.12
SULPHUR TRIOXIDE, STABILIZED

+ D SULPHUR TRIOXIDE, UNSTABILIZED | 8 NA1829 | 6.1 P2, 2, A7, N34 Al10.7

+ SULPHURYL CHLORIDE 8 UN1834 | 6.1 P1, 1, A3, N34 Al12.12
SULPHURYL FLUORIDE 2.3 UN2191 P2, 4 AB6.5
TARS, LIQUID, including road asphaltand | 3 UN1999 Il P5 A7.3
oils, bitumen and cut backs 11 P5 A7.3
TEAR GAS CANDLES 6.1 UN1700 I 4.1 P4 A10.8
Tear gas cartridges, sce AMMUNITION,
TEAR- PRODUCING, etc

D,* TEAR GASDEVICES, withmorethan2% | 6.1 NA1693 | P4 Al10.8
tear gas substance, by mass Il P4 A10.8
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Tear gasgrenades, see TEAR GAS
CANDLES

* TEAR GAS SUBSTANCESLIQUID, 6.1 UN1693 | P3 Al10.5
N.O.S. I P5 Al10.5

* TEAR GAS SUBSTANCES, SOLID, 6.1 UN1693 | P5 A10.6
N.O.S. I P5 A10.6
TELLURIUM COMPOUND, N.O.S. 6.1 UN3284 | P5 A10.6

I P5 A10.6
1l P5 A10.6

TELLURIUM HEXAFLUORIDE 2.3 UN2195 8 PL1 A6.6
TERPENE HYDROCARBONS, N.O.S. 3 UN2319 11 P5 A7.3
TERPINOLENE 3 UN2541 11 P5 A7.3
Tetraazido benzene guinone FORBIDDEN FORBIDDEN
TETRABROMOETHANE 6.1 UN2504 11 P5 A105
TETRACHLOROETHANE 6.1 UN1702 1 P5, N36 A105
TETRACHLOROETHYLENE 6.1 UN1897 11 P5, N36 Al10.5
Tetraethylammonium perchlorate (dry) FORBIDDEN FORBIDDEN
TETRAETHYL 6.1 UN1704 I P5 A10.6
DITHIOPYROPHOSPHATE
TETRAETYLENEPENTAMINE 8 UN2320 11 P5 A12.3

D TETRAETHYL LEAD, LIQUID 6.1 NA1649 | 3 P3 Al10.5

D TETRAETHYL PYROPHOSPHATE 6.1 NA3018 | P3 A105
(liquid)

D TETRAETHYL PYROPHOSPHATE 6.1 NA2783 | P5, N77 A10.6
(solid)
TETRAETHYL SILICATE 3 UN1292 11 P5 A7.3
1,1,1,2-TETRAFLUOROETHANE or 22 UN3159 P5 A6.4, A6.5
REFRIGERANT GAS R134A
TETRAFLUOROETHYLENE, 21 UN1081 P4 A6.4, A6.5
STABILIZED
TETRAFLUOROMETHANE or 22 UN1982 P5 AB.6
REFRIGERANT GASR14
1,2,3,6- 3 UN2498 11 P5 A7.3
TETRAHYDROBENZALDEHYDE
TETRAHYDROFURAN 3 UN2056 I P5 A7.3
TETRAHYDROFURFURYLAMINE 3 UN2943 11 P5 A7.3
TETRAHYDROPHTHALIC 8 UN2698 11 P5 Al2.4
ANHY DRIDES with more than 0.05% of
maleic anhydride
1,2,3,6-TETRAHYDROPYRIDINE 3 UN2410 I P5 A7.3
TETRAHYDROTHIOPHENE 3 UN2412 I P5 A7.3
TETRAMETHYLAMMONIUM 8 UN1835 Il P5 Al2.3
HYDROXIDE
Tetramethylene diperoxide dicarbamide FORBIDDEN FORBIDDEN
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TETRAMETHYLSILANE 3 UN2749 | P3 A7.3
TETRANITROANILINE 1.1D UNO0207 Il P4 A5.10
Tetranitro diglycerin FORBIDDEN FORBIDDEN

+ TETRANITROMETHANE FORBIDDEN FORBIDDEN
2,3,4,6-Tetranitrophenol FORBIDDEN FORBIDDEN
2,3,4,6-Tetranitrophenyl methyl nitramine FORBIDDEN FORBIDDEN
2,3,4,6-Tetranitrophenylnitramine FORBIDDEN FORBIDDEN
Tetranitroresorcinol (dry) FORBIDDEN FORBIDDEN
2,3,5,6-Tetranitroso-1,4-dinitrobenzene FORBIDDEN FORBIDDEN
2,3,5,6-Tetranitroso hitrobenzene (dry) FORBIDDEN FORBIDDEN
TETRAPROPYLORTHOTITANATE 3 UN2413 11 P5 A7.3
TETRAZENE, see GUANYL
NITROSAMINOGUANYLTETRAZENE
Tetrazine FORBIDDEN FORBIDDEN
Tetrazolyl azide (dry) FORBIDDEN FORBIDDEN
TETRAZOL-1-ACETIC ACID 14C UNO0407 I P5 A5.12
TETRYL, see
TRINITROPHENYLMETHYLNITRAMI
NE
THALLIUM CHLORATE 5.1 UN2573 I 6.1 P5 A9.8
THALLIUM COMPOUNDS, N.O.S. 6.1 UN1707 Il P5 A10.6
THALLIUM NITRATE 6.1 UN2727 I 5.1 P5 A10.6

D THALLIUM SULPHATE, SOLID 6.1 NA1707 Il P5 A10.6
4-THIAPENTANAL 6.1 UN2785 11 P5 A105
THIOACETIC ACID 3 UN2436 Il P5 A7.3
THIOCARBAMATE PESTICIDE, 3 UN2772 | 6.1 P3 A7.3
LIQUID, FLAMMABLE, TOXIC, Il 6.1 P5 A7.3
flashpoint less than 23 degrees C
THIOCARBAMATE PESTICIDE, 6.1 UN3006 | P3 A10.5
LIQUID, TOXIC Il P4 Al10.5

1l P5 Al10.5
THIOCARBAMATE PESTICIDE, 6.1 UN3005 | 3 P3 A105
LIQUID, FLAMMABLE, TOXIC, Il 3 P4 Al10.5
flashpoint not less than 23 degrees C 11 3 P5 A10.5
THIOCARBAMATE PESTICIDE, 6.1 UN2771 | P5 A10.6
SOLID, TOXIC Il P5 A10.6
1l P5 A10.6

Thiocarbonylichloride, see
THIOPHOSGENE
THIOGLYCOL 6.1 UN2966 I P5 Al10.5
THIOGLYCOLIC ACID 8 UN1940 I P5, A7, N34 Al12.3
THIOLACTIC ACID 6.1 UN2936 I P5 A10.6
THIONYL CHLORIDE 8 UN1836 | P3, A7, N34 A12.3
THIOPHENE 3 UN2414 1 P5 A7.3
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+ THIOPHOSGENE 6.1 UN2474 I P2, 2, A7, N33, N34 Al10.7
THIOPHOSPHORYL CHLORIDE 8 UN1837 Il P4, A3, A7, N34 A12.3
THIOREA DIOXIDE 4.2 UN3341 I P5 A8.4
1l P5 A8.4
D THORIUM METAL, PYROPHORIC 7 UN2975 4.2 P3, P4, P5 All9
D THORIUM NITRATE, SOLID 7 UN2976 5.1 P3, P4, P5 Al11.10
Tin chloride, fuming, see STANNIC
CHLORIDE, ANHYDROUS
TINCTURES, MEDICINAL 3 UN1293 Il P5 A7.3
1l P5 A7.3
Tinning flux, see ZINC CHLORIDE
Tin perchloride or Tin tetrachloride, see
STANNIC CHLORIDE, ANHYDROUS
TITANIUM DISULPHIDE 4.2 UN3174 11 P5 A84
TITANIUM HYDRIDE 4.1 UN1871 1 P5, A19, A20, N34 A84
TITANIUM POWDER, DRY 4.2 UN2546 | P3 A8.4
I P5, A19, A20,N5,N34 | A84
P5
1l A8.4
TITANIUM POWDER, WETTED, with 41 UN1352 I P5, A19, A20, N34 A8.4
not less than 25% water (a visible excess of
water must be present) (a) mechanically
produced, particle size less than 53 microns;
(b) chemically produced, particle size less
than 840 microns)
TITANIUM SPONGE GRANULESor 41 UN2878 1l P5, Al A8.4
TITANIUM SPONGE POWDERS
D TITANIUM SULPHATE SOLUTION 8 NA1760 I P5 Al12.3
+ TITANIUM TETRACHLORIDE 8 UN1838 I 6.1 P2, 2, A3, A6 Al12.12
TITANIUM TRICHLORIDE MIXTURES | 8 UN2869 Il P5, A7, N34 P5, A7, Al24
1l N34 Al2.4
TITANIUM TRICHLORIDE, 4.2 UN2441 | 8 P3, A7,A8, A19, A20, A8.6
PYROPHORIC, or TITANIUM N34
TRICHLORIDEMIXTURES,
PYROPHORIC
TNT mixed with aluminium, see TRITONAL
TNT, see TRINITROTOLUENE, etc.
TOLUENE 3 UN1294 I P5 A7.3
+ TOLUENE DIISOCYANATE 6.1 UN2078 1 P5 A105
+ TOLUIDINES, LIQUID or SOLID 6.1 UN1708 Il P5 A10.5, A10.6
+ 24-TOLUYLENEDIAMINE or 2,4- 6.1 UN1709 11 P5 A10.6
TOLUTENEDIAMINE
TORPEDOES, LIQUID FUELED, with 1.3 UNO0450 I P3 Ab.6

inert head
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TORPEDOES, LIQUID FUELED, withor | 1.1J UNO0449 I P3 Ab.6
without bursting charge
TORPEDOES, with bursting charge 11E UN0329 Il P4 A5.15
TORPEDOES, with bursting charge 11F UNO0330 Il P4 Ab.15
TORPEDOES, with bursting charge 11D UNO0451 Il P4 Ab.15
* TOXIC LIQUID, CORROSIVE, 6.1 UN3289 | 8 P3 Al10.5
INORGANIC, N.O.S. I 8 P4 Al10.5
* TOXIC LIQUID, CORROSIVE, 6.1 UN3289 | 8 P11 Al10.7
INORGANIC, N.O.S,, Inhalation Hazard,
Packing Group |, Zone A
* TOXIC LIQUID, CORROSIVE, 6.1 UN3289 | 8 P2, 2 Al10.7
INORGANIC, N.O.S,, Inhalation Hazard,
Packing Group |, Zone B
* TOXIC LIQUIDS, CORROSIVE, 6.1 UN2927 | 8 P3 Al10.5
ORGANIC, N.O.S. I 8 P4 Al10.5
* TOXIC LIQUIDS, CORROSIVE, 6.1 UN2927 | 8 P11 A10.7
ORGANIC,N.O.S,, Inhalation Hazard
Packing Group |, Zone A
* TOXIC LIQUIDS, CORROSIVE, 6.1 UN2927 | 8 P2, 2 A10.7
ORGANIC, N.O.S,, Inhalation Hazard
Packing Group |, Zone B
* TOXIC LIQUIDS, FLAMMABLE, 6.1 UN2929 | 3 P3 Al10.5
ORGANIC, N.O.S. I 3 P4 Al10.5
* TOXIC LIQUIDS, FLAMMABLE, 6.1 UN2929 | 3 P11 A10.7
ORGANIC, N.O.S,, Inhalation Hazard
Packing Group |, Zone A
* TOXIC LIQUIDS, FLAMMABLE, 6.1 UN2929 | 3 P2, 2 A10.7
ORGANIC, N.O.S,, Inhalation Hazard,
Packing Group |, Zone B
* TOXIC LIQUID, INORGANIC,N.O.S. 6.1 UN3287 | P3 Al10.5
I P4 Al10.5
1l P5 Al10.5
* TOXIC LIQUID, INORGANIC,N.O.S,, 6.1 UN3287 | P11 Al10.7
Inhalation Hazard, Packing Group |, Zone A
* TOXIC LIQUID, INORGANIC,N.O.S,, 6.1 UN3287 | P2, 2 A10.7
Inhalation Hazard, Packing Group |, Zone B
* TOXIC LIQUIDS, ORGANIC, N.O.S. 6.1 UN2810 | P3 Al10.5
I P4 Al10.5
1l P5 A10.5
* TOXIC LIQUIDS, ORGANIC,N.O.S, 6.1 UN2810 | P11 A10.7
Inhalation Hazard, Packing Group |, Zone A
* TOXIC LIQUIDS, ORGANIC,N.O.S, 6.1 UN2810 | P2, 2 A10.7
Inhalation Hazard, Packing Group |, Zone B
* TOXIC LIQUIDS, OXIDIZING, N.O.S. 6.1 UN3122 | 51 P3, A4 Al10.5
Il 5.1 P4 Al10.5
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* TOXIC LIQUIDS, OXIDIZING, N.O.S,, 6.1 UN3122 | 51 P1,1 Al10.7
Inhalation Hazard, Packing Group |, Zone A
* TOXIC LIQUIDS, OXIDIZING, N.O.S,, 6.1 UN3122 | 51 P2, 2 A10.7
Inhalation Hazard, Packing Group |, Zone B
* TOXIC LIQUIDS, WATER-REACTIVE, 6.1 UN3123 | 43 P3, A4 Al10.5
N.O.S. I 4.3 P4 Al10.5
* TOXIC LIQUIDS, WATER-REACTIVE, 6.1 UN3123 | 43 P1,1 Al10.7
N.O.S.,, Inhalation Hazard, Packing Group
I, Zone A
* TOXIC LIQUIDS, WATER-REACTIVE, 6.1 UN3123 | 43 P2,2 Al10.7
N.O.S.,, Inhalation Hazard, Packing Group
I, Zone B
* TOXIC SOLID, CORROSIVE, 6.1 UN3290 | 8 P5 A10.6
INORGANIC, N.O.S. I 8 P5 A10.6
* TOXIC SOLID, INORGANIC, N.O.S. 6.1 UN3288 | P5 A10.6
I P5 A10.6
11 P5 A10.6
* TOXIC SOLIDS, CORROSIVE, 6.1 UN2928 | 8 P5 A10.6
ORGANIC, N.O.S. I 8 P5 A10.6
* TOXIC SOLIDS, FLAMMABLE, 6.1 UN2930 | 4.1 P5 A10.6
ORGANIC, N.O.S. Il 4.1 P5 A10.6
* TOXIC SOLIDS, ORGANIC,N.O.S. 6.1 UN2811 | P5 A10.6
I P5 A10.6
11 P5 A10.6
* TOXIC SOLIDS, OXIDIZING, N.O.S. 6.1 UN3086 | 51 P5 A10.6
I 5.1 P5 A10.6
* TOXIC SOLIDS, SELF-HEATING, 6.1 UN3124 | 4.2 P5, A5 A10.6
N.O.S. I 4.2 P5 A10.6
* TOXIC SOLIDS, WATER-REACTIVE, 6.1 UN3125 | 43 P5, A5 A10.6
N.O.S. I 4.3 P5 A10.6
TRACERS FOR AMMUNITION 1.3G UNO0212 Il P4 A5.19
TRACERS FOR AMMUNITION 14G UNO0306 Il P5 A5.19
TRIALLYLAMINE 3 UN2610 11 8 P5 A7.3
TRIALLYL BORATE 6.1 UN2609 11 P5 Al10.5
TRIAZINE PESTICIDES, LIQUID, 3 UN2764 | 6.1 P3 A7.3
FLAMMABLE, TOXIC, flashpoint less Il 6.1 P4 A7.3
than 23 degrees C
TRIAZINE PESTICIDES, LIQUID, 6.1 UN2997 | 3 P3 Al10.5
TOXIC, FLAMMABLE, flashpoint not less I 3 P4 A105
than 23 degrees C 11 3 P5 A10.5
TRIAZINE PESTICIDES, LIQUID, 6.1 UN2998 | P3 A105
TOXIC Il P4 Al10.5
11 P5 A10.5
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TRIAZINE PESTICIDES, SOLID, 6.1 UN2763 | P5 A10.6
TOXIC Il P5 A10.6

1l P5 A10.6
TRIBUTYLAMINE 6.1 UN2542 1 P5 A105
TRIBUTYLPHOSPHANE 4.2 UN3254 | P3 A8.4
TRICHLOROACETIC ACID 8 UN1839 Il P5, A7, N34 Al124
TRICHLOROACETIC ACID, 8 UN2564 Il P5, A3, A6, A7, N34 A12.3
SOLUTION P5, A3, A6 A7, N34
1l Al12.3

+ TRICHLOROACETYL CHLORIDE 8 UN2442 Il 6.1 P2, 2, A3, A7, N34 Al12.12
TRICHLOROBENZENES, LIQUID 6.1 UN2321 11 P5 A10.5
TRICHLOROBUTENE 6.1 UN2322 1 P5 A10.5
1,1,1-TRICHLOROETHANE 6.1 UN2831 11 P5, N36 A105
TRICHLOROETHYLENE 6.1 UN1710 11 P5, N36 A105
TRICHLOROISOCYANURIC ACID, 51 UN2468 Il P5 A9.8
DRY
Trichloromethyl perchlorate FORBIDDEN FORBIDDEN
TRICHLOROSILANE 4.3 UN1295 | 3,8 P3, A7, N34 A83

D MONO-(TRICHLORO) TETRA- 51 NA2468 I P5 A9.8
(MONOPOTASSIUM DICHLORO)-
PENTA-S-TRIAZINETRIONE, DRY
(containing over 39% available chlorine)
Trichloro-s-triazinetrione dry, containing
over 39% available chlorine, see
TRICHLOROISOCYANURIC ACID,
DRY
TRICRESYL PHOSPHATE with more 6.1 UN2574 I P5, A3, N33, N34 Al10.5
than3% ortho isomer
TRIETHYLAMINE 3 UN1296 I 8 P4 A7.3
TRIETHYLENETETRAMINE 8 UN2259 I P5 Al12.3
TRIETHYL PHOSPHITE 3 UN2323 11 P5 A7.3
TRIFLUOROACETIC ACID 8 UN2699 | P3, A3, A6, A7, N3, A12.3

N34

TRIFLUOROACETYL CHLORIDE 2.3 UN3057 8 P2, 2 AB6.5
TRIFLUOROCHLOROETHYLENE, 2.3 UN1082 21 P2,3 A6.4, A6.5
STABILIZED
1,11-TRIFLUOROETHANE, 21 UN2035 P4 A6.4, A6.5
COMPRESSED or REFRIGERANT GAS
R143A
TRIFLUOROMETHANE or 22 UN1984 P5 A6.4, A6.5
REFRIGERANT GASR23




165

AFMAN 24-204(1)/TM 38-250/NAV SUP PUB 505/M CO P4030.19H/ DLAI 4145.3
11 DECEMBER 2001

SYMBOL PROPER SHIPPING NAME/ HAZARD UN/ID PG SUBSIDIARY SPECIAL PACKAGING PARAGRAPH

DESCRIPTION CLASY NUMBER RISK PROVISION
DIV

(@) @ (©) (G (©) (6) @ ()

D TRIFLUOROMETHANE AND
CHLOROTRIFLUORO- METHANE
MIXTURE (constant boiling mixture) (R-
503), see REFRIGERANT GAS, N.O.S.
TRIFLUOROMETHANE, 22 UN3136 P4 A6.4, A6.12
REFRIGERATED LI1QUID(cryogenic
liquids)
3-TRIFLUOROMETHYLANILINE 6.1 UN2948 Il P5 A10.5
2-TRIFLUOROMETHYLANILINE 6.1 UN2942 11 P5 A10.5
Triformoxime trinitrate FORBIDDEN FORBIDDEN
TRIISOBUTYLENE 3 UN2324 11 P5 A7.3
TRIISOCYANATOISOCYANURATE OF | 3 UN2906 11 P5 A7.3
ISOPHORONEDIISOCYANTE,
SOLUTION, 70%, by mass
TRIISOPROPYL BORATE 3 UN2616 Il P5 A7.3

1l P5 A7.3

D TRIMETHOXYSILANE 6.1 NA9269 | 3 P2, 2 A10.7
TRIMETHYLACETYL CHLORIDE 6.1 UN2438 | 8,3 P2,2, A3, A6, A7,N34 | A12.12
TRIMETHYLAMINE, ANHYDROUS 2.1 UN1083 P4 A6.4, A6.5
TRIMETHYLAMINE, AQUEOUS 3 UN1297 | 8 P3 A7.3
SOLUTIONS not more than 50% I 8 P4 A7.3
trimethylamine, by mass 11 8 P5 A7.3
1,35-TRIMETHYLBENZENE 3 UN2325 11 P5 A7.3
TRIMETHYL BORATE 3 UN2416 I P5 A7.3
TRIMETHYLCHLOROSILANE 3 UN1298 I 8 P5, A3, A7, N34 A7.3
TRIMETHYLCYCLOHEXYLAMINE 8 UN2326 11 P5 A12.3
Trimethylene glycol diperchlorate FORBIDDEN FORBIDDEN
TRIMETHYLHEXAMETHYLENEDIA 8 UN2327 11 P5 A12.3
MINES
TRIMETHYLHEXAMETHYLENE 6.1 UN2328 11 P5 A10.5
DIISOCYANATE
Trimethylol nitromethane trinitrate FORBIDDEN FORBIDDEN
TRIMETHYL PHOSPHITE 3 UN2329 11 P5 A7.3
1,3,5-Trimethyl-2,4,6-trinitrobenzene FORBIDDEN FORBIDDEN
Trimethyoxy silane FORBIDDEN FORBIDDEN
Trinitroacetic acid FORBIDDEN FORBIDDEN
Trinitroacetonitrile FORBIDDEN FORBIDDEN
Trinitroamine cobalt FORBIDDEN FORBIDDEN
TRINITROANILINE or PICRAMIDE 11D UN0153 Il P4 A5.10
TRINITROANISOLE 1.1D UNO0213 I P4 A5.10
TRINITROBENZENE, dry or wetted, with | 1.1D UN0214 I P4 A5.9
less than 30% water, by mass
TRINITROBENZENESULPHONIC 11D UNO0386 Il P4 A5.10

ACID
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TRINITROBENZENE, WETTED withnot | 4.1 UN1354 | P4, 23, A2, A8, Al9, A8.4
less than 30% water, by mass N41
TRINITROBENZOIC ACID, dry or wetted | 1.1D UN0215 I P4 A59
with less than 30% water, by mass
TRINITROBENZOIC ACID, WETTED 4.1 UN1355 | P4, 23, A2, A8, Al9, A8.4
with not less than 30% water, by mass N41
TRINITROCHLOROBENZENE or 11D UNO0155 I A5.10
PICRYL CHLORIDE P4
TRINITRO-META-CRESOL 1.1D UNO0216 Il P4 A5.10
2,4,6-Trinitro-1,3-diazobenzene FORBIDDEN FORBIDDEN
Trinitroethanol FORBIDDEN FORBIDDEN
Trinitroethylnitrate FORBIDDEN FORBIDDEN
TRINITROFLUORENONE 1.1D UNO0387 Il P4 A5.10
Trinitromethane FORBIDDEN FORBIDDEN
1,3,5-Trinitronaphthalene FORBIDDEN FORBIDDEN
TRINITRONAPHTHAL ENE 1.1D UNO0217 I P4 A5.10
TRINITROPHENETOLE 1.1D UNO0218 Il P